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AIC-8375 Features 


ATA Interface Block 


Vv ATA Multiword DMA modes 0-2 

V Fast IDE PIO modes 0-4 

Vv JORDY for PIO flow control 

Vv Automatic AT R/W command execution 
Vv Automatic AT Task File updates 

V 32-byte host FIFO 

Vv LBA or CHS TASK File Modes 


VY Programmable IRQ automation to 
comply with different BIOS 
implementations 


Y Provides logic for daisy chaining two 
embedded disk drive controllers 


VY Hardware selectable PCMCIA 2.0 
VY Full BIOS compatibility 
VY On-Chip12 mA Host Drivers 


¥ PCMCIA Attribute Memory stored in 
buffer memory 


Buffer Controller Block 


VY 8 bit wide or 16 bit wide buffer data bus 
with parity 

Vv DRAM support with up to 4 Mbyte 
addressing capability; up to 36 Mbyte/s 
(18 Mbyte/s PCMCIA) buffer bandwidth 
using page mode DRAM access 


Vv SRAM support for up to 256 Kbyte 
direct addressing; up to 50 Mbyte/s 
(25 Mbyte/s PCMCIA) buffer bandwidth 


V Automated Data Flow Management 
(ADFM) automates disk/host transfers. 


VY 2K page direct microprocessor access 
VY Variable Segmentation 

¥V Write Cache Support 

¥Y Servo Split count out of buffer 


Other Features 


VY 128-pin QFP and TQFP packages 
Vv Automatic power-down modes 
V High-speed, low-power CMOS 





EDAC Block 


V Optimized 168 bit ECC with Triple Burst 
on-the-fly (OTF) correction 

VW 65 bit single burst OTF correction in <1 
sector time or 17 bit Double or Triple Burst 
OTF correction in <1 sector time 

Vv SW correction up to three 17-bit bursts 

Vv Error detection of one 89-bit error, 
two 41-bit errors, or three 17-bit errors 

V ECC seeding validating servo and head 
track position 

V Fault tolerant sync mark detection with 
2 byte sync 


Disk Controller Block 


V Enhanced Headerless Architecture (EDSA) 


V 50 Mbits/sec, 100 Mbits/sec and 120 Mbits/ 
sec disk rate in single, dual, and byte-wide 
NRZ modes respectively 

V 31x 3 byte flexible high-speed RAM- 
based sequencer 


V Defect skipping and/or embedded servo 
capabilities with Constant Density 
Recording (CDR) 


V 32-byte disk FIFO for speed matching 
with the buffer manager 


V Two-index timer 
V Supports (1,7) and (2,7) RLL interfaces 
V MR and PRML channel support 


Microcontroller Interface Block 


Vv Direct support for Intel or Motorola 
multiplexed or non-multiplexed 
interfaces 

V Ready line for interfacing to faster 
microprocessors and for direct 
microprocessor access to the Buffer 

Vv Programmable open drain interrupt 
output for host, disk, and buffer 

Vv Address latch outputs for multiplexed 
microprocessor interface 

¥V Direct buffer addressing in programmable 
2K windows with 1K resolution on base 
address 


Copyright© 1995 Adaptec, Inc. All rights reserved. The information contained in this document (including all revisions) is the confidential, trade secret 
and proprietary property of Adaptec, Inc. !t may not be used, copied, distributed, or disclosed without the express written permission of Adaptec, Inc. 
Adaptec and the Adaptec logo are registered trademarks of Adaptec, inc. All other trademarks used are owned by their respective owners. The infor- 
mation contained in this document is subject to change without notice. 


Table of Contents 





SECTION 1 - INTRODUCTION .....ccccccccsscsecnssscerccsssscceceesees donsscesaiscssesssinssstostvasb tesbunteteesseduceassorsisevastavicsascesiabeniened 1 
1.1 MBEMECO AUC OID sci ss cs 30s vcs Sen Ses civapnp snes Sacesywaueevesndccede a oa eadicbaguasecu baa gucatunsaencdivectasteesscnwatecnetldnbaaisnisioveslacesus 1 

1.2 General Description and Features ........c...ssssseorsssssssecesnssecssnssenvssesevenessccsscesecescescenssensesssonssanssssensesentenaesscs 1 
1.2.1 The Local Microprocessor Interface BIOCK ...........ssscscsscsecessscsescscssctencessesssssscessescesseeeessssarenseess 2 

M22. “Whe Hoest-intertace BlOek ai ysscteccccecsicecl sexes santectcnse ceaidae dens Sides aPeece setae aaa sees ea eee oeasceesns 2 

1.23 » The Butler Control Block: 5 cccsesstasecsereccncsuiseuasensutssonsstacesscesbibavss usonnsatends acveaceceeuca cavatiendeadidesvavivats 3 

PDA. “AME Disk COMMON BOK isaac ca ccc sca ewsattasbven sucks nsvcodssu leases cshsasansetiblven dentin eeaeaateenieeisastinstleuetratenss 3 

P20: <The Disk BCC BiOCk as. ie cess asec ac cccsosunesaconcespacstecuandonienasnees sesvelaaenstvare deans neawenete aes 4 

T2260: “POWEr Man AGO Ment iiss seco ccccseseea ase vscicassecstuasessciaseison tuwssesadaashsewiecisbessetovadencscactapesveschcsueieveabiost 4 

LQ. EACAGSEIESS ALCHMCCIIS : sssccc.ycicsnsscesses sata coneacaiuansaeas ate esas srasancdoseauoessuseveccedbucdscaevenumaacadssasehacints 4 

SECTION 2: PIN DEEUNET IONS = cissacscssssnscitassccsascintessavicccceosenndateansssssassenensiecdasedeecssnasuscs conssestasdioesseseabovsesesueesasapsaess 5 
2.1 AIC-8575: Disk Inntertace: Pas ada o5 acess sscenssnadecsated desc sous esabastass3 estesascuga sucusqhecetocsendedetesnsaabenveeereeavesves 7 

2.2 AIC-8575 Buller Interiace: Pins: sj sedasse so cssee cca charsyattiatgencceeni ties ic ee eaa aad leaxt eu uoseae 10 

2.3 PNG 8373 IOSE Initerraee: Pas sess f soca ease sicansihecch ssnstdey atienaesto ny ase sinc ehiesanen tan eens eee 15 

2.4 AIC-8375 Microprocessor Interface Pins ..............scssssscssesscsseccensessensesceccsenssssecssnsenseessessenssesssasesseronneees 21 

2:5 AIC-8375 Power/ Ground PINs: ccscsicicsvassesatssansdbecskcsevscbapse sees seasiuxacepsdsecaaswdiseddvustuevsdessebaczepscesbsenesacseeaweots 24 
SECTION:S = REGISTER: SUMMARY sccisesctsessesesscennssscicsacsantsesintessoatancesetatetscoestsoasnsessasstoutecnpoecsssansugueosoapesnssssessets 25 
3.1 Device Control Registers oii vissescckces wvssaedtoedascastsses Seaeae aap e aa setannat vas ea aaekavecensedeaavenneeeastsermeamenen 25 

3.2 DISK: CORIO), ROGISECIS <5 ciicde) careceadaseiuvdadscewaveuenncducsucecnssuceaussig'csuaavapuangis votadesssannanlasenvivage sasaayasnaoeiyensavt anes 25 

33 ECG Control: Re oi Sters guccivcsscssesctucdescsivauhaceceesenstius tue caaiugs saeste vestechiesSavsneadescoansicaveeden uehoasgusdeuetatgasdaanevevaene 28 
Sat. -ECC Indirect Data Recisters atsecoscisbysctaretcita tis pettus eet erred eee erie 28 

3.4 FIOSt Control Registers ccx seavssvasesizetesavacseventansvystesscesdenceasteelasvecsasosucqnenstieacsveidpnsesadibeasaantoecanccsd deaavecseateaee 29 

3.5 Buffer Control Registers ST ee TTS EET RTT NT Et ee PORT TOT EE ® 33 

36. <Disk Sequencer RAM Registers: .ycis.ccscsscucetseassisuidevestyinnsshensdacotnusucsoeudapssasdedeevidtedsasssncepapsuscaderstavabratadecess 37 

3.7 PCMCIA SnterfaGe REsistess: ozs sosssscanaiesis cavesnsocssdtheistesssnt cuccesenecssepoedptynshertontassetecndesepeneliadvadnassedevesedieceacenes 37 

3.8 Host Task File-Registers (AT FIOSt) sv cesnccsvcacceanavasesensustessiousssdassaaeisetctveereeuetesstayoatuasseackesyapoacsdescushesncets 38 
SECTION 4 - REGISTER RESET SUMMARY ............cccccosrcessescecsecsocsesseesscnsseccencecesenscessensocsensossonsosessesenscosessoonse 39 
4.1 Device Control REgisters) sccssscacscscsactteancespcevadectceeseedeas aucest ale ubuseeumes so agetn ocaseshinbhaschsaraehdiescdscbessasdsiweneseetace 39 

4.2 Disk Control RESISIELS: 6; eec2.s5cceagesidaiasonessussvunbstsawuarssacedees deuce vadachwnocasccucbasanasdoaiiaaueseseeminssabebsbonaneeaseraaces 40 

4.3 EGC Control Registers aos ccasestcdajecscsetatess cause cu stasddasss dabnee disciseiiesseiuataundecsnnasei tgcpadviieyseeacvcobavasondesuuntsaeantee 41 





AIC-8375 Data Sheet Confidential i 


Table of Contents 





AAs « THOSE COMO] RO SIStONS spa fcc ccers as avincasec tess usseecus veadiensdcauatueuucsnetocasasabetushéenessaudeedesesnsstatooseuebeniseaes 42 
4.4.1 Host Task File Registers (AT Host) .................scccoscsssesecessssssscesssccescsccsscsscscesesscetecsesensssssceseoses 44 

@A2:  <PCMCTA Interface Registers <scssssssxisscvccasvcoctasacceuleseceneqesisetelessectasscevasaicssveecebeevarsovsseoasiascddsuesend 44 

4.5 Bulbter Control Resistors: avis sisacsssnsyisnvcelusvicctsanoseseasevvnsdeseceussaasioavsesssheoucecscalsvachsdussasenivovantesatessteausvosncuienees 45 
SECTION 5 - REGISTER DESCRIPTIONS ....sscvcesosssssssesssssossocsossossssesecsunscessssevessnsesesnnecssnvsosensessessessessoncessssueeses 47 
Sl 6“ Device Control Register Descriptions: scisivssascesiscvcascsnsdsecgnasncasstsvasssnashanqsosdaucosacesuresaetecasedentacseacestereiouvens 47 

oie. ~ Disk Block Register Descriptlons: sisasscicscscsccssseasetsen sidecases sexcavashoasersecessbecbeseueeate’cauevesuscesenevsessabessiuasseassens 51 

3... BCC Block Register Descriptions = ioiccsicscsssipcocasecicvecubccsahopaswuvetagcotoasadcesiasdalsieuaueradi aie rdtheaststeestavenecaeenass 69 

5.4 Host Block Reaster Descriptions siicycisd.icesiscsassecsecestaviactsanwerdveiseveataviscoayasessantsevousdeheyeceseovcteonanepsoeslasssattes 74 

5. Butfer Block Register Descriptions scissse sis sasenissnssssaneosasstcssststenessencethsaaacevenaeasGasidaassueacecaosavicseiesroowoneds 107 

5.6 Disk Sequencer RAM Register DeSCriptiOns ...............sssscsscsssecccescescccssscccsssssersescssscseestecssesseeseessceenses 128 

5.7 PCMCIA Interface Register DeSCTriptiOns .................sessssscssccccceesecsssssscssrseescncccssssccsesscssessesscscssseseseness 129 
5.7.1. Card Information Structure (OOOh-1FFh, R, CIS) ..............cccssscsssssccereccssserecsescesenssnsescssseescees 129 

Dela PCNICIA REGISErS «ccicersvesani itn cosas ecntecase coax tenes Seatonc eaten trseea tA tauanacieedestais itv eatbencryieasiens Sena 129 

5.8: “A Tlaterface Register Descriptions ca yeucessesvaseacauscotssteasicesacusepivaccseduasecseeuanciedisiugasencietavericaiaecindauseeined 132 
5.8.1 AT Task File/Command Block Registers .................scecccsessscssssecceeseseecccsencsseessscesscssssosseoseoneees 132 

5.8.2. AT Fask Pie/Control Block Registers cosas cecal catacaesdacteasescsdesansencses scuistendensedheres taeesieodss 136 

SECTION 6 - THE DISK SEQUENCER MAP ........cccccccscccseseeseesscsoccsovscsessccososossesnsesseosesesssecssecscescssecceosensessoeses 139 
6.1 Overview Of The Disk Sequencer Map s.ssics.ccsccissietacecsidaceteesassonapsoesduduaeceasesioiestiavalndcensssoniesezesdaassateawee 139 

6.2 Sequencer Data/Next Address Byte (200h-21Fh, R/W, SEQNADAT)) 1.0000... cee sesesecsseeessenscesereeersneeees 140 
(5008 GM 01 1 iC) eee IOs See SE SI SRE ee EROS STREET SE 141 

O22: NERC AUT ESS ICIS cocci s.ccscssaysssicasesnszesoeghcasndnsssiecononsteesciseieyupes tézon ch atntecedasysenessuseeasunsaecnonensrentas 141 

6.3 Sequencer Control Byte (240h-25Fh, R/W, SEQCTL) ...........cscesscssssscsscsssessseceecsssasscnsensesessseseecesseeeeess 145 

6.4 Sequencer Count Byte (280h-29Fh, R/W, SEQCNT) ...........:cscsssssscssescescreserseenscssesssseensessessnssecescnneeees 148 
SECTION 7 - PRELIMINARY ELECTRICAL SPECIFICATIONS .........ccccossccscsvceccesccecsencessscesseesesssesossonsees 151 
Teh Absolute Max inti Ratings iicescsicsssscosnecascsccssswstapareseves toss ssuadyaacosanendavdevensneesesenses stgusviesdesnsansosscusssiqantwas 151 

Ted. > Operates Conditions: sei vecccccpsiescssvcspcce Sts epusseslexiesobacedaeapatisp uutadess evsbudecaniapsenedeountidenganssisnsiesicessasuese ac auesents 151 

TB? TDC CHAVACTET SACS ccc cresesiv cds das gras sence a daa tas epi ouciceskaten Shoddsailenenseauseashnas cases pencccctoaaneecceonctucedsasenbaalevan deen 152 
SECTION 8 - TIMING SPECIFICATION ..........cocccccsccecsssssseeceesescossneesceoseserscnsceosoerosesenscscscessesssenecoseseccocoessecsees 155 
8.1 Cerner Tiara ta kane 35 cada ie tent aide daeas cb bdedakonv alnacwsinaaveseee'podiecadauasaevansnceass enceedarapensosnanesasaabgeivertanssewes 155 
8.1.1 AC Input/Output Timing Parameters ..............cssccersscsersresnsessesecsnscescesensesesscssessosscsscssesncsenes 155 

$.1.2> AC Input/Output TUN; osc. scicescsnscscosscssisastssosessearsnassccossenevusesdadacsddasenssoladsesacevesstons¥encteseoseceets 155 





ii Confidential | AIC-8375 Data Sheet 


Table of Contents 





8.2. Microprocessor Interface: Timing ...ccesceiecsssacsoucsesessvevioesuseceteces sunustadecsadesseavevdesedoanéesutesdevebes dadoossadbecscees 156 
8.2.1 Microprocessor Interface Timing Parameters ................sccsscccsssssssescesssssscsesessesessssssacsrseeseeseess 156 
B22. Intel Multiplexed, MOG «cs .occ cs: 25,6cscxccccscs stacy cesnctsesceccketensj bdaven sais senkauwdeessotscentiedpaassaeedeage wives 158 
$2.3. “Intel:Non-Multiplexed: MOGe «5 cscs --ocosteec coed cyae ic Suc tances cczasesate ce seccentbcavteacsoscasceesse dere 159 
8.2.4. Motorola Multiplexed Mode 0: écsccsiss.ccsceceosiscasiacudecvseossiesseossbosscstscsssosnevsdesevbvoavesbecsbveseecodes 160 
8.2.5 Motorola Non-Multiplexed Mode .............scscscccssccseessecssscsesseessescsentessssctecesacecsersesesssseacoececsers 161 
8.2.6 Microprocessor Ready Line Operation .............:csscssecescsssecensenssssccansesssestearecersessesnseecsesesesensses 162 
S.3 . Bubber Tinton Gate, Viren ciassou sku csek satacs hag CaS aeca esa savancecscuwee vcupveunaweousevaiacobesebiedsounuevesdeseasetuatsaamnienes 164 
8.3.1 SRAM Timing Parameters ..............cccocscssscscssssssssncsecscvecsaccsssesscscsscsecnsasccaceccssesesscescnsosesossensens 164 
S3:2, “DRAM Timing Parameters sccsiesicesevcsisescctedeevedacoatstcsatdaccen cops ravves eesecondtatantsteresacnesbebenieers 165 
S.5:5°. °- SRAM Timine (Read, 21 ACCESS): caicscnccavcaledczestecavsnecsuscdcsade shcdavsccesedsonescuessduces (osdiigcibessibeioues 167 
8.3.4 SRAM Timing (Read, 3T Access) ............sscccscssssccssecsscesscsccessscsceeseecssseceassccesssesessscccsscscsessssens 167 
8.3.5 SRAM Timing (Read, 4T Access) ...........c.scccsocossscssossssecssssccescsscessessctonscscsaccoesatsonencestonsseeessere 168 
83:6 SRAM Timing (Read, ST ACCeSS) .scaic.sccisaciceticschewapiasecisnstopesszsasssdcostsacsvarasscssddeasasiatucteavedel 168 
S377 “SRAM Vimind (Write ZT ACCESS ) cits acai sasasansdessissryshuueceisacesaaspasdensa satucciutwesveatn Gessaahcavtewancsveeds 169 
$3.8 “SRAM Timing (Write, SE ACCESS) iss scasecsececkvesitsicscicesseleusdauescnstscesareiteasengceseed somes dsaxeeoiecbeds 170 
8.3.9 SRAM Timing (Write, 4T Access) ...........sccccsecccsccsscssccecscscccssscccccecsccecscscsccscsccssssesscsteceseeseess 171 
$:3:10 SRAM Timing (Write, ST Access) -caccsicccciccatsccesciccsatccnsesssstadanteccuveanenlocdsonccancdanesbvavedsvensaecdoenss 172 
8.3.11 DRAM Timing (No Wait State, One Byte Read) ou... ee eccsscseceesececnecesscescescccccessecerscesenees 173 
8.3.12 DRAM Timing (Wait State, One Byte Read) oe ecscscsescceessesenacsecsesscensecsessncssceenseeees 174 
8.3.13 DRAM Timing (No Wait State, One Byte Write) ..............ccccesscssseersseccsssssccnetsssesercssecsereeeees 175 
8.3.14 DRAM Timing (Wait State, One Byte WYite) ..............seceesessnsenccscesoceesescseessorenscnesecnensseees 176 
8.3.15 DRAM Timing (Page Mode, No Wait State, Read) ................cccsscssssessecesscessncensssssececseressnccenes 177 
8.3.16 DRAM Timing (Page Mode, Wait State, Read) ................:sccccscsseccsecessecssstcesnsessscesnsececeeseeesees 177 
8.3.17 DRAM Timing (Page Mode, No Wait State, Write) .......c.sssccsssssssssssseecsesssssssceseccsesssessessecsses 178 
8.3.18 DRAM Timing (Page Mode, Wait State, Write) ...............:cscccesecsesssscessessesectecsecsneccseccenesesces 179 
8.3.19 DRAM Timing (Refresh, No Wait State) 200.0... ccsssesccssesnessserccssssnnrsesssssertecsnccessseseeseeres 180 
$.3.20' DRAM Timing (Refresh, Walt State) ».c.ccicu:..csssssscosssccussnsseccvsedoecesaciaeycucssnssuccenssesnscsescsashoncsstss 180 
8.4 Disk Interface: Fumie: sccciacsessasesshecssscsessnecodecensspessceactceaeugustiensseed sivas ot geasieydeatesatecbastacacesnadsvenceondepaceanvodss 181 
SAcl. - ‘Disk Timing Parameters: ics cca? ast. pesvascesscseeecteutse cite acaneestxcenccussisuacavadeoavacacudassdtvelepenawsebecdaveeeiees 181 
8.4.2 Single- and Dual-Bit: Disk Read Timing ................eeccceseseecceessecessesecccsseesessscssoseeeessseessesenees 182 
S43. ~Brent-Bit: Disk Read Timime sscctossessctscatsstsvanasscueseivnsseansscugeaaescesdcoapesesnanat csubens saevadcadevasianiuntze 182 
8.4.4 Single- and Dual-Bit: Disk Write Timing 0.0.0.0... ces secceresscessccsescssscsccsessssscecsssensonsenees 183 
S45. “Hight- Bits Disk Write Timing a cioiipscs cies ccess sc sesectec ccd deca se cea dace patwedenaccesbcndstnasesbdacsigucednsenteden 183 
S.4.6:. Disk'Conwol Timi cestossccy scesscecens sete ata casiascocesansiwaude vs nantonss tutes sdoadactuseesd vesanseaseseaus oucdiceaiwas 183 
$4.) Extermmal Syne Pound ‘Titania d6.cecssiccecceset costoade ca recivstcscesaacacastscdasalasdente taunabieas sad cavaseousneeGunsnstenys 184 
8.5 AT Fost Witeriace Timing sssccetssencvisccnctassicncedicseschcavedaahsniess oaletsatwsezscucasnesssacaueaandspeasvadsesesaioasavasoxcabauevenes 188 
S5.1. 3AT Host Timing Parameters: inc ciscccasscsisiasacaussesasasornicesusssecn tivenseiuvesevcedessideseopsvasesuadsatnnivavervacsates 188 





AIC-8375 Data Sheet Confidential iii 


Table of Contents 





es Ph NO Ta cs occesceccce succes ts wa avcyt acca tick coh palsanasessdeapeesteguctuigeneoeatesasmacmicianiuaatagpeetecllenees 189 

$5.5. -AT Sinsle- Word: DIMA: Tian ij ccn acy ca vasessuesceesdevtosvecossnocabventycesueloeawasecesoestaevecsteesltsaucnsunnseet 190 

8.5.4 AT Multi-Word DMA Timing ..................cccsscssssscescssecscsessessessncceserssecessecsessesseccecsorsssseseessecens 190 

$6:  PCIMCIA Post Interface Timing ss scscssjccaeetsdeiseacesavsshcs'cs co coe. sadesssvaveeessesbivcdsaususvins lvasshevssduoaiacascadgicteasenes 191 
8.6.1 PCMCIA Host Timing Parameters ..............c:ccsccsssssscsssssccessssccerssesesenseenssscessesesescescensrenseesces 191 

8.6.2. PCMCIA Attribute Memory Read/Write Timing ...............ccsssccscescecesescersessesccesessssesseessorees 192 

8.6.3. PCMCIA Primary/Secondary Input/Output Addressing Mode Timing .................sscsssscesseeeees 193 

8.6.4 PCMCIA Block Mode Input/Output Addressing Mode Timing .............-.:csssssssssscessceserseceets 194 

8.6.5 PCMCIA Memory Addressing Mode Timing ...............scscccsssssserssnsssesssescccssscsserssenssesecersearees 195 

SECTION 9 - PACKAGING SPECTPICATIOIS ..........cccccsssssscosseccessesesvesessecssssosecseseesecsseseeseesesesseesesscceesevasenees 197 
9.1 AIC-8375.MQFP Packaging Specifications isiaisaccsscssecsivsacscssvectosetatwesvacessceuacdacssunensusdevsoiacevsstacsssoassoce 197 

9.2 AIC-8375 TQFP Packaging Specifications ...............scccscssscessorsssccsccssscssessesensossosorsccssessesscseceneseresseess 199 
ADDENDUM - OPERATIONAL CHARACTERISTIC ..........ccccsscsosscsesscceccnssesvcsessossessosscsecseesensessessessesosseesees 201 
Al.1 Host Block - No operational characteristics noted. .............sccsessscssssssessesceescsessesscesssesssnscsarsesessnseeee 201 
Al.2 Buffer Block - No operational characteristics noted. ............ssccscsssssssccecsscesecesceesceseeseecsosssecesssenseseees 201 
PRS TISK BOCK aac caestcwsncrs acc sccaers ctasau cas atssate inet see Sa cautvaipnls Onianc ore ene ale a aepecseae send a tenn esiieionenees 201 
A1.3.1 Reset 2 Index Timeout Operational Characteristic .................ec000 CE er Leen Tee 201 

Al.4_ Microprocessor Block - No operational characteristics noted. ..............:::sscssssssssscsssessceeressseeseesosenesens 201 
Al1.5 ECC Block - No operational characteristics noted. ............ssscccsccsccssssessesseseesssssccesesscsssessesseseseresenesees 201 

iv Confidential AIC-8375 Data Sheet 


Table of Contents 


List of Tables 

Table 2-1 Disk Interface Pin, Desert pti Ons sxo.cccecuayss5iissstacos sical sanesatacsetcanontcudhatesesuivanosasesueecensdetoanncorsanbecsbuestatetins 7 
Table 2-2 Buffer Interface: Pin DeScript Ons ss icsssceicsssas seu ssevetasisusde se savdansesouoteauvetessucedecivacteeavicereuediwetonareouan ws 10 
Table 2-3 Host Interface-Pin Descriptions: ciicis.igesssasssessusasessgaessessansdenadvosnscasssdsnracteneshacsetesaseeecuasscoasbeddevarseatantynive 15 
Table 2-4 Microprocessor Interface Pin Definitions ...............cccscscsccssssssssscsscsscscscesscenccessescecscsensceesssserecssceeseenses 21 
Table 2-5 Power/Ground: Pit Descriptions. icie5cciscesacusscaciscsssassssassssssecsosccteseccsedadecedsndsesadsuesvisdaccstevlesedusaceuessectvoree 24 
Table 5-1 AT Task File/Command Registers (definition during CHS mode) ...............sssscssssesessssscesecesenseceees 132 
Table 5-2 AT Task File/Command Registers (definition during LBA mode) .................sccsssssseseescssecseecensenseees 132 
Table 5-3 AT Task File/Control Block Registers: 2 .scsscsuscsssssssvencnssastsssonsosecnsenndusxsusduacustdasteccausscasdeavsedeaseveesenes 136 
Table 6-1 Relationship Between Byte Time and Read Reference Clock (RRCLK) ..............ccssssseccssseeneeeeeees 139 
Table 6-2 Disk Sequencer Data SOOrces aciciisisicccsctaiwsesiecaassvnseinasessaeccssasccdeitedeacdetdensuGoesttdeciadeataavuavseusedensaveeds 141 
Table 6-3 Sequencer Program Flow Instruct Oms scsicsscesscscoissucsessscensteoussnasnasseasutsoevesnceasvsovonadcsosasscsvaddersosscoaseae’ 141 
Table 9-1 AIC-8375: MOEFP Package Dimensions: .cocsccssrsisecsvonsuctssninssievaoesesstuconsasseteensaceastvadsssitwexbaceasaustayensen 198 
Table 9-2 AIC-$375 TQFP Package Dimensions | isi.scesicsssvisccsccsesseccasssyssvisdsassccandavssasssdsivasecsdonecevbviedseosnsunsuseines 200 





AIC-8375 Data Sheet 


Confidential Vv 


Table of Contents 








List of Figures 

Figure 1-1 PILC- 8575 BIOCK Diarra ans sosest ctcas acct secususisnsuqisuabacuanssessneksecovs covesanbadsenivceeiai eaanstiaoslabeseeaenoteaas 2 
Figure 2-1 AIC-8375 MOPP Pim: ASSisrirneants iiss scr caccsicbssohas cat iets cei sek aa ade snsehseachavens acdeneeenadeoussseiaessinsovenehessbes 5 
Figure 2-2 AIC-8375 TOPP Pil ASSiOnments ceciscicicéscsastiosestegeu cca ci Ais eee asascdeoaccaedeshaud ech ucaudeabaconesdeetaesdicvereioaees 6 
Figure 6-1 SOQUEN CED aD FORIAL ssoicis5Sicsbc saan sated gessdeatesacccneseycacevscaot sesGaessaes caaeedesuuseteasecacesaseuardeisneiodsieatonses 140 
Figure 6-2 Blank Sequencer May scsiss scscccscais cd cniasteseuscusvereeniav ec icndesncsssvasnasnasbedasasvases dsvavesatasnsnssave such sonasastuesnaeteos 149 
Figure 8-1 PS Tinpurt/ Out Tain 0 gos faved cs ssycvcs ceceaaat ceeatnscteavag ade shelvaten tenes oe sceas te oauaauteavecassinw tend nataraacs 155 
Figure 8-2 Intel. Multiplexed: Mode i555:csscidescssecisecicnvsciues sounadsaseuwuddsinaaucastoabibcacssterecunsdeaanessaeaaieesouedsasiatiedivelitvedtesi 158 
Figure 8-3 Tntel Non-Multiple xed: Mode sisocescviscs ccgcsstecschesbopavacoevencdevexesussdnausvncssadcbaoncsedanvasseedtvasaegebeavsesveees 159 
Figure 8-4 Motorola: Multiplexed Mode: i.c.csccssieicessesssisecsessoscctesssenasitdnaedssnesbaessencuecedesassscakadueneasessuvesesstedieedseoss 160 
Figure 8-5 Motorola. Non-Mulltiplexed: Mode ssi5.cssscsciss coccstsecsoavasstovesstnnesivennbat sedesstacauhovesediulensvacdessseevdeshssouveevs 161 
Figure 8-6 Microprocessor Ready Timing (Buffer RAM Read Cycle) ............sccssscssssessesscsessecsscccsssescnesensenssses 162 
Figure 8-7 Microprocessor Ready Timing (Buffer RAM Write Cycle) ............scssccscsscsssseseseosssenscssenetescesserenes 162 
Figure 8-8 Microprocessor Reacky Earnie is jecis scat en ecicsensusessssccatsiatiecs Gaivasssbiasvoraccdecsa ean vageystedssuleesetustcopesesivenens 163 
Figure 8-9 SRAM Timing (Read, 21 ACCESS) ci sissies iiss tithe pease Saeche aces east itec coven nad eased Renta ol eeersceaes 167 
Figure 8-10 SRAM Timing (Read, 3T Access) ............:ssssssessccsssscscsscsssccsessecsossccsacesssnersacescsensssnsesscessceeesersesnees 167 
Figure 8-]1 SRAM Timing (Read, 47 AcCess). -.sccscssccssasavstssccedosesosstesassessoessccesgusepssevtsessebeccccteasnuvecdeeseonssadevoocsesse 168 
Figure 8-12 SRAM Timing (Read, ST Access) ......ssocscsssssssssssonserssesssacsccsesscsenssonsconsseosssssceascseeseserasasserenesoseesnes 168 
Figure 8-13 SRAM Timing (Write, 2T Access) ............cssessssssescsssscsssssssensessscesscssecsonseesesssersesscssasseassesessnseneessees 169 
Figure $-14. -SRAM Timing (Write, 3T ACCESS) :aycisse. désicssccntsbuss cipesadaniescsdsnussneadeceecscsaetedudecpusdcawavavesateuseyuvevsness 170 
Figure 8-15 SRAM Timing (Write, 4T Access) 0.0.0.0... scscssscssssssescesssscrcosssesesscsscsneesecsessesesecssscssosseenserssseenensess 171 
Figure 8-16 “SRAM ‘Timing (Writes 51 ACCESS): sicsnts scenes ves cisceusaceiceies Caney nesssnese sta stecsaecuatadouuedevbivassncsuansneeeecabentay 172 
Figure 8-17 DRAM Timing (No Wait State, One Byte Read) 0.0... eesscesecsesssecrsceeecescssssceesocesceassoreceesenerees 173 
Figure 8-18 DRAM Timing (Wait State, One Byte Read) ................ cssecsssseccenccsesecssssensscecseccesseesossccenscsenseeseees 174 
Figure 8-19 DRAM Timing (No Wait State, One Byte Write) 2.0.0... eesecsscscesesscsecesrsesnscesorceeeecesseesesoerenseees 175 
Figure 8-20 DRAM Timing (Wait State, One Byte Write) 2.0... te secsccsccessecsceecseeteseccnscsenesescssescssecesseseooess 176 
Figure 8-21 DRAM Timing (Page Mode, No Wait State, Read) ..............ssssecssssecccescscsneceseeseccssssseesssssesesscceesooes 177 
Figure 8-22 DRAM Timing (Page Mode, Wait State, Read) ...............scccssescessececccescescerecesescesccsnssssecsesesercesones 177 
Figure 8-23 DRAM Timing (Page Mode, No Wait State, Write) 0.0.0... cecsssesssesecsesssseesscecoessssescsesassseseseses 178 
Figure 8-24 DRAM Timing (Page Mode, Wait State, Write) ............cscscssssscssssessecssceseessssonsscscersessscssaseneseeeees 179 
Figure 8-25 DRAM Timing (Refresh, No Wait State) 2.0.0.0... essscssscccesesscsssecesssscsoessscescessssessecenscesssessoesesees 180 
Figure 8-26 DRAM Timing (Refresh, Wait State) ............ cc csscsssscssssssersessssssssssssssecessseressassensenteeessceseeseesenesens 180 
Figure 8-27 Single- and Dual-Bit: Disk Read Timing ...............:ccscsssesessesesesssseccsescesccecensessenceeteeneesessseeneesesneeanes 182 
Figure 8-28: . “Efeht-Bit: Disk Reack Witmitg si. icsiscccospccsnascciceckccssasctcssvennssstorcocogvek enon sastso asenedeackotiatensabbagna stesedineetnes 182 
Figure 8-29 Single- and Dual-Bit: Disk Write Timing .................scssesessesessesseceessnsenecceerseensennesnseassnssecsessseneneeonss 183 
Figure 8-30 Etght-Bit: Disk Write Timing: i.5..siccicisssasessesessssacsceeseenssenscoosaitisetesscssnenncdconensasinaddessaeseasiedseseesseceesies 183 
vi Confidential AIC-8375 Data Sheet 


Figure 8-31 
Figure 8-32 
Figure 8-33 
Figure 8-34 
Figure 8-35 
Figure 8-36 
Figure 8-37 
Figure 8-38 
Figure 8-39 
Figure 8-40 


Figure 9-1 
Figure 9-2 


Table of Contents 


Disk Contror. Wnpeat: Dine 25 sh, scsi b cect casvertltec dose ves caete teenth nes rennet eee etna ceis 183 
External Sync: Fownnicl Timi gos sc csusiistascs avec veel cs tars cassie cencass ceca aesn adecha nes elke aera ccna 184 
External CDR Unterrispe Tiin o ss, iss sececescctsesaesnssnevacundivavencteuseceseassentaneathuinoanesesstasonoaiassensentesvequanareaues 187 
PNG Us) 5 19 al 1111 age em a PSP Ug SOs OE Do ave oe aR eS Se OE 189 
AT Sinwle=W Ord DMA Tiree t ssi ceessivcecsacastsaisersonssasaisstesunes Sesevaenecvdtegeiedheteesdeasessnanteawsesvenanv teases 190 
ALY Miilti-W Ord DIMA Taming ceo sosyeeasscssdecaceayceceatesctecsnsodssanconcvecseacesosgeenaccesdeceulessedensoeuesensuesteseaste 190 
PCMCIA Attribute Memory R/W Timing... ceecsscccescesceessecesccsssseneceesscecssnscesceceeessreceseeeseses 192 
PCMCIA Primary/Secondary /O Mode Timing .................ccscscsccsssesssccsscsscsessecsessssssseseeseverseeceesoeree 193 
PCMCTIA: Block I/O: Mode T pening sisi ssscsccnes picsassicnsesusistsedsesects oss lateanesauestadecasbanidgeandeoas aacesnacaaisavades 194 
PCMCIA Memory Mode R/W Timing ..............scsssssssesessessscessssscrsrsesssesessssssescsscsecseessececassseenseusees 195 
128: Pin MOFP Package Outline .sccssaccsceccctasicccseseti oss nascussen te ccsuevanncsnesedcuasestoatdenonseanssvaddosssncnsaivecsobions 197 
128 Pin TOPP Package Outline piccescaccscsscwsscss cova sansasdesienseesusdacaudectacsesesuaanceejacsvacsedeceeuaesouetveusesenacsdauas 199 





AIC-8375 Data Sheet Confidential vii 


REVISION NOTES 
for AIC-8375B Data Sheet (PN 700191-011 Rev 5) - December 1995 





In this document, all changes to technical information incorporated by document Rev 4 (interim release) 
and Rev 5 are indicated by a change bar in the left-hand margin. The sections and pages affected are listed 
in the table below. Included are all final AC characterization timing data for the rev B chip. (Superficial or 
non-technical edits are not indicated.) 


Changes incoporated by Rev 5 only are noted with bold section and page numbers in the table below. 


Changes incorporated into document Rey 4 and Rev 5: 


Section Pages Ee 
Updated Affected Change Description 
Overall Lo | Miscellaneous changes/corrections, and all AC characterization timing data 
| Reg. 9Fh (ECC Indirect Data (moto)) has been deleted. Register 9Eh is always 
used for ECC Indirect Data regardless of Swapmode bit for Motorola mode. 


have been incorporated as indicated. - 

Reg. 9Fh has been deleted. See description for page 28 above. 
Correction made to register 60h (Disk Control 0 Reg.) bit 5 (ENNRZFALL). 
Changes made to register 7Bh (Disk Modulo 64 Counter). 




















§.2 


7.3 
8.2 156 &157 
8.3 164 & 166 
8.4 181 AC char timing data: Changes made to disk timing parameter data. 


DC char data: Changes made to Sleep Mode and Power-Down mode data. 
AC char timing data: Changes made to microprocessor timing parameter data. 
AC char timing data: Changes made to buffer timing parameter data. 


8.4 182 Changes made to notes 6 and 7 clarifying Disk Write timing parameter data. 
8.5 183 
188 
197 - 200 
201 - 204 


Changes made to clarify Disk Write timing diagrams, Figures 8-29 and 8-30. 
AC char timing data: Changes made to AT host timing parameter data. 
New package dimensioning information corrections and additions. 


Addendum There are new buffer, disk, ECC, and microprocessor operational characteris- 


tics described in the Addendum. 
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Introduction 





1.1 Introduction 


The Adaptec AIC-8375 is an automated single-chip disk controller designed for high performance, 
headerless ATA and PCMCIA drive applications. The AIC-8375 is a feature enhancement of the 

AIC-8371 which includes EDSA Headerless support, a fixed 168 bit ECC that supports triple burst 
on-the-fly hardware correction, PCMCIA interface support, and a 2K direct address range for the 
microprocessor. The AIC-8375 is pin compatible with the AIC-8371 in ATA mode. 


The AIC-8375 is capable of executing full track read/write operations, at a maximum disk rate of 
up to 50 Mbits/sec in single NRZ mode, 100 Mbits/sec in dual NRZ mode, and 120 Mbits/sec in 
byte wide NRZ mode, with complete automation including full automation of the various sub 
functions such as error detection and correction, buffer data flow management, embedded servo or 
defect algorithms, and AT or PCMCIA interface management. The various functional blocks 
within the device work together automatically to ensure proper data flow management and data 
integrity. This automation provides the local microprocessor with more bandwidth to apply to 
other tasks such as servo control functions and cache management. Alternately, the improved 
bandwidth may be applied towards the use of a lower performance microprocessor to further 
increase the performance/price ratio. 


Designed using high speed CMOS technology, the AIC-8375 provides a hierarchy of power down 
and automatic wake up modes for power sensitive applications. 


1.2 General Description and Features 


The AIC-8375 works in conjunction with a local microprocessor to perform the AT or PCMCIA 
interface control, buffer data flow management, disk format/read/write control, and error correc- 
tion functions of an embedded disk drive controller. The microprocessor communicates with the 
AIC-8375 by reading from and writing to its various internal registers. 


To the microprocessor, the registers of the AIC-8375 appear as unique memory or I/O locations 
that are randomly accessed and operated upon. By reading from and writing to the registers, the 
local microprocessor initiates operations and examines the status of the different functional blocks. 
Once an operation is started, successful completion or an error condition may cause the AIC-8375 
to interrupt the local microprocessor, which then examines the status registers of the AIC-8375 and 
determines an appropriate course of action. The local microprocessor may also poll the device to 
ascertain successful completion or error conditions. 


Figure 1-1 reveals the various blocks within the AIC-8375 along with their generalized intercon- 
nection. The blocks described in this figure will be referred to throughout this document. 





AIC-8375 Data Sheet Confidential 1 


Introduction Section I 


MICROPROCESSOR INTERFACE 


Microprocessor 
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Disk ECC 
Control 


Figure 1-1 AIC-8375 Block Diagram 


BUFFER MEMORY INTERFACE 


1.2.1 The Local Microprocessor Interface Block 


It is through the Local Microprocessor Interface Block that the local microprocessor communi- 
cates to the other control blocks within the device or to the buffer. The AIC-8375 supports Intel 
and Motorola type 8-bit multiplexed and non-multiplexed address/data busses. The AIC-8375 
requires two chip selects, one for the internal register space and the other for directly addressing 
the buffer memory. Each chip select covers a 2K addressing range. The microprocessor interface 
block also supports a READY/DSACK line for interfacing to very fast microprocessors. 


1.2.2 The Host Interface Block 


The AIC-8375 provides both an ATA and a PCMCIA interface to the host computer. Both provide 
a means for the host to access the Task File Registers used to control the transfer of data between 
host memory and the disk. The PCMCIA communication modes available are: 


1. Primary/Secondary I/O Addressing Mode: This mode is compatible with existing IDE drives 
and ATA BIOSes. The primary addresses are 1FOh-1F7h and 3F6h-3F7h. 


2. Block I/O Mode: This mode allows the host to locate the Task File Registers on a 16-Byte 
boundary in the host's /O memory space. This allows multiple cards to coexist without I/O 


conflicts. 





2 Confidential AIC-8375 Data Sheet 


Section I Introduction 


3. Attribute Memory: This is read by the host to determine information about the PCMCIA card 
and to change the card's configuration. It is not available in ATA mode. The Attribute Mem- 
ory can be read by the host at any time the AIC-8375 is not in a busy state. 


The AIC-8375 Attribute Memory consists of two parts: 


Card Information Structure: This data structure contains readable tuple configuration data. 
This is a user-defined interface that supports up to 256 Bytes of information. The CIS is not 
writable by the host. 


Configuration Registers: These registers return information about the current configuration. 
The host can write to these registers to change the current configuration (e.g., change from 
Memory to a Block I/O Addressing Mode). 


4. Memory Mode: The Task File Registers are mapped into memory along with a 1K Byte block 
of memory for data transfers. The PCMCIA specification refers to this memory as Common 
Memory. 


The Host Interface Block can be programmed to execute various host read/write commands either 
completely automatically without any microprocessor intervention, semi-automatically with mini- 
mal microprocessor intervention, or manually with the aid of the microprocessor. 


1.2.3 The Buffer Control Block 


The Buffer Control block manages the flow of data into and out of the buffer. Significant automa- 
tion is incorporated which allows buffer activity to take place automatically during read/write 
operations between the host and the disk. This automation works together with automation within 
the Host Control and Disk Control blocks to provide more bandwidth for the local microprocessor 
to perform non-data flow functions. 


The buffer control circuitry keeps track of buffer full and empty conditions and automatically 
works with the Disk Control block to stop transfers to or from the disk when necessary. In addi- 
tion, transfers to or from the host are automatically stopped or started based on buffer full or empty 
status. 


1.2.4 The Disk Control Block 


The AIC-8375 Disk Control block manages the flow of data between the disk and the buffer. It is 
capable of performing completely automated track read and write operations at a maximum data 
rate of 50 Mbits/sec in single NRZ mode, 100 Mbits/sec in dual NRZ mode, or 120 Mbits/sec in 
byte-wide NRZ mode. Many flexible features and elements of automation have been incorporated 
to complement the automation contributed by the Host and Buffer blocks. 


The Disk Control block consists of the programmable 31 by 3 byte sequencer, CDR/data split 
logic, disk FIFO, fault tolerant sync detect logic, and other support logic. 
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1.2.5 The Disk ECC Block 


The AIC-8375 supports a fixed 168 bit 3-way interleaved Reed-Solomon ECC. The code is capa- 
ble of correcting up to three 17-bit bursts or one 65-bit burst in hardware. The Disk ECC block 
also supports up to 48 bits of seed data to the ECC generator to allow for greater data integrity in a 
headerless environment. The ECC will also detect up to three 17-bit bursts or one 89-bit burst 
errors. Software provides correction with burst limiting. 


1.2.6 Power Management 


Power management features are incorporated into each block of the AIC-8375. This allows the 
designer to tailor the amount of power management to the specific design as required. Other power 
management features include: 


¢ Independent power management control for each block. 
¢ ECC logic automatically powered down when not in use and powered up when needed. 
¢ Disk sequencer and associated disk logic powered up when the sequencer is started. 


¢ Weak pull-up structure on input pins to prevent undesirable power consumption due to 
floating CMOS inputs. 


1.2.7 Headerless Architecture 


The AIC-8375 supports an Enhanced Data Sector headerless architecture. This is an enhancement 
of the headerless architecture currently in production with the AIC-8371. 


This architecture is based on the sequencer flushing then loading the CDR FIFO every data sector 
pulse. The chip does not require the servo microprocessor to suppress sector pulses. The micro- 
processor determines alignment with the media using EOS counts. Once on track and using the 
EOS count the microprocessor can set the servo CDR pointer to the CDR word for the sector fol- 
lowing the EOS pulse. The microprocessor also invalidates the first CDR word of every sector 
that the microprocessor would like to skip (i.e. defective sectors, spare sectors and unrequested 
sectors). This architecture can support ZLR. The microprocessor loads the Sector Address regis- 
ter with the data sector number of the first sector to be read. The sequencer increments the sector 
address after successful transfer with the buffer of a sector. This allows the microprocessor the 
ability to know which sector had an error if an error occurs. 
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Figures 2-1 and 2-2 show the pinouts of the AIC-8375. Many signal pins have pullup resistors (refer to Section 7 for 
pull-up, hysteresis, and other values). Most pullups can be enabled/disabled via the Device Control registers (reg. 


50h, R/W, bit 7 and reg. 51h, R/W, bits 7, 6, & 4) as described in Section 5 of this document. 
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Figure 2-1 AIC-8375 MQFP Pin Assignments 
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Figure 2-2 AIC-8375 TQFP Pin Assignments 
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2.1 AIC-8375 Disk Interface Pins 


Pin Definitions 


Refer to Section 7 of this document for hysteresis and pull-up values. 


Table 2-1 Disk Interface Pin Descriptions 


SYMBOL 


(* = active low) 


EOS 


INDEX 


SECTOR 


SYNCFND 


SYNCEN 


RG 


WG 


PIN # 
(MQFP) 


38 


39 


40 


41 


42 


44 


45 


TYPE 


I 
(hysteresis) 


I 
(hysteresis) 


I 
(hysteresis) 


I 
(hysteresis) 


(4 mA) 


(4 mA) 


VO 
(4 mA) 


DESCRIPTION 


END OF SERVO: This is a programmable input pin used to sig- 
nal the end of a servo burst field. This input is edge sensitive 
with the polarity programmable via the ACTHIEOS bit (reg. 
63h, R/W, bit 4). 


INDEX: This is a programmable level edge sensitive input pin 
used to signal the Index point on the track of a Disk Drive HDA. 
The polarity is programmable via the ACTHIIDX bit (reg. 63h, 
R/W, bit 5). The leading (asserting) edge of the Index signal will 
set the INDEXPASS bit (reg. 65h, R/W, bit 5). This signal pin 
can be tested in the Sequencer Map. 


SECTOR: This is a programmable level edge sensitive input 
used to signal hard sector marks (SECTOR). The Disk 
Sequencer uses this as a branch condition, and it must be at least 
2 BUFCLK periods in duration. The polarity is programmed 
with the ACTHISEC bit (reg. 63h, R/W, bit 6). The Disk 
Sequencer can be programmed to branch on this signal. 


EXTERNAL SYNC FOUND: This is an active high input used 
to indicate when the external Sync Detect logic has found the 
sync byte. The polarity of this bit is programmable via the 
ACTHISEND bit (reg. 63h, R/W, bit 7). 


EXTERNAL SYNC DETECT ENABLE: This pin is an active high 
output used to enable an external sync detector. This pin is 
asserted via the “Wait For Sync Instruction” decode in the 
Sequencer Map. 


READ GATE: This is an active high output signal controlled by 
the Disk Sequencer, and it is used to enable the external Disk 
Drive Read circuitry. 


WRITE GATE: This is an active high output signal controlled by 
the Disk Sequencer, and it is used to enable the external Disk 
Drive Write circuitry. When it is high the appropriate NRZ pins 
for the NRZ mode are driven. 


This pin is an input during Host Standalone Test Mode only. 
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Table 2-1 Disk Interface Pin Descriptions (Continued) 


SYMBOL 


(* = active low) 


INPUT/OUTPUT 


NRZ7 
(*HOE) 


NRZ6 
(*HWE) 


NRZ[5:3] 


NRZ2/WCLK 


PIN # 
(MQFP) 


46 


47 


48 


49-51 


53 


TYPE 


VO 
(4 mA w/ 
pull-up & 
hysteresis) 


VO 
(8 mA w/ 
pull-up & 
hysteresis) 


YO 
(8 mA w/ 
pull-up & 
hysteresis) 


YO 
(4 mA w/ 
pull-up) 


vO 
(8 mA w/ 
pull-up) 


DESCRIPTION 


INPUT BRANCH / OUTPUT CONTROL: This pin can be pro- 
grammed to be either an input or output of the disk sequencer. It 
can be used by the disk sequencer for branching on external 
events or for external control and status. If the ENOUPUT bit 
(reg. 62h, R/W, bit 4) is set, this pin is configured as an output. 
As an output, it is directly controlled via the Set and Reset OUT- 
PUT control instructions in the disk sequencer. If ENOUTPUT 
is Cleared, this pin is used as a level sensitive input branch condi- 
tion in the disk sequencer. 


DISK SERIAL NRZ I/O BIT 7/HOST OUTPUT ENABLE: 
ATA MODE - NRZ7: When WG is set this pin is bit 7 of the 
active high serial NRZ output, but it is only valid when in 8-bit 
NRZ Mode. When RG is set this pin is an input. 

PCMCIA MODE - *HOE: Refer to (*HOE) description in 
Table 2-3. 


DISK SERIAL NRZ V/O BIT 6/HOST OUTPUT ENABLE: 
ATA MODE - NRZ6: When WG is set this pin is bit 6 of the 
active high serial NRZ output, but it is only valid when in 8-bit 
NRZ Mode. When RG is set this pin is an input. 


PCMCIA MODE - *HWE: Refer to (*“HWE) description in 


Table 2-3. 


DISK NON RETURN TO ZERO [5:3]: These bits are used to 
send or receive bits 5:3 of the NRZ data to or from the drive. 
These bits are used only when the NRZSEL[1:0] bits (reg. 60h, 
R/W, bits 3:2) are set to '10', selecting 8-bit NRZ mode. These 
bits are driven while WG is asserted and receive data while RG 
is asserted. 


DISK NON RETURN TO ZERO [2] / WRITE CLOCK: When 
8-bit NRZ mode is selected (NRZSEL[1:0] = '10'), this pin is 
configured as NRZ2 and is driven while WG is asserted and 
receives data while RG is asserted. If 8-bit NRZ mode is not 
selected, this pin is configured as the disk write clock output 
which provides better setup and hold times for disk write opera- 
tions than RRCLK. In this mode, a clock will always be present 
on the pin regardless of the state of WG or RG. 
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Table 2-1 Disk Interface Pin Descriptions (Continued) 


SYMBOL PIN # TYPE DESCRIPTION 
* = active low) (MQFP) 
NRZ[1:0] 54, 55 VO DISK NON RETURN TO ZERO [1:0]: These signal pins func- 


(8mAw/ _ tionas the two least significant bits of 8-bit NRZ data if 8-bit 

pull-up) NRZ mode is selected. If Dual bit NRZ mode is selected, these 
two bits are used to send and receive data in bit-pairs to and from 
the drive. If Single bit NRZ mode is selected, only NRZO is 
used to input or output a serial NRZ bit stream (refer to reg. 60h, 
R/W, bits 3:2). 


RRCLK 57 I READ / REFERENCE CLOCK: This pin is the input reference 
clock for the Disk controller logic. NRZ data is synchronized to 
it during reads and writes. 





AIC-8375 Data Sheet Confidential 9 


Pin Definitions 
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2.2 AIC-8375 Buffer Interface Pins 


Refer to Section 7 of this document for hysteresis and pull-up values. 


Table 2-2 Buffer Interface Pin Descriptions 


SYMBOL 


* = active low) 


BA17/*MCE2 


BA16/*CAS1 


BA[15:14] 


BA13/*WRITE 


BA12/BDP1 


BA11/BDP0 


BA[10:8] 


BA7/ATASEL 


PIN # TYPE 
(MQFP) 
58 O 
(4 mA) 
59 O 
(8 mA) 
60, 61 O 
(4 mA) 
62 O 
(4 mA) 
63 YO 
(4 mA w/ 
pull-up) 
64 vO 
(4 mA w/ 
pull-up) 
65, O 
67, 68 (4 mA) 
69 VO 
(4 mA w/ 
pull-up) 


DESCRIPTION 


BUFFER ADDRESS [17] /*MEMORY CHIP SELECT 2: This 
is an active high output pin used as address bit 17 in SRAM 
mode (256K) or an active low Chip Select in a two SRAM con- 
figuration. Dual SRAM mode is selected when the RAMSEL 
[2:0] bits (reg. 100h, R/W, bits 5:3) are set to '100', '101', or '110". 


BUFFER ADDRESS [16] /*COLUMN ADDRESS STROBE 1: This 
is an active high output pin used as address bit 16 in SRAM 
mode or an active low High Byte (bits 15:8) Column Address 
Strobe in DRAM mode. 


BUFFER ADDRESS [15:14]: These are active high output pins 
for address bits [15:14] in SRAM mode. They are not used in 
DRAM mode. 


BUFFER ADDRESS [13] /*DRAM WRITE: This is the active 
high SRAM address bit 13 in SRAM mode or the active low 
write control for DRAM using early write mode access when in 
DRAM Mode. 


BUFFER ADDRESS [12] / BUFFER DATA PARITY 1: This is 
the active high SRAM address bit 12 in SRAM mode or the 
active high Buffer Data parity for BD[15:8] in DRAM mode. 


BUFFER ADDRESS [11] / BUFFER DATA PARITY 0: This is 
the active high SRAM address bit 11 in SRAM mode or the 
active high Buffer Data parity for BD[7:0] in DRAM mode. 


BUFFER ADDRESS [10:8]: In SRAM mode, these pins are 
buffer addresses [10:8]. In DRAM mode, they are used as the 
row and column address lines. 


BUFFER ADDRESS[7] / ATA/*PCMCIA CONFIG PIN: 

At power on time (negation of *POR) this pin is automatically 
checked. If it is a 1, ATA Mode is selected; if it is a0, PCMCIA 
Mode is selected (an external 6.8K pull-down resistor is used to 
bias this pin low). During this reset time the output driver is dis- 
abled; at all other times this pin is bit 7 of the Buffer Address. In 
ATA Mode, the MPU Configuration pins are on BD[15:10]; in 
PCMCIA Mode, they are on BA[6:1]. 
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Table 2-2 Buffer Interface Pin Descriptions (Continued) 


SYMBOL 


(* = active low) 


BA(6:1] 
(BA[6:1]/ 
PSEL[1:0], 
PMUX, 
CSP 

BSP, 
RSEL) 


BAO/*WE1 


*WE0/*CASO 


*MOE/*MCE1/ 
*RAS 


BUFCLK 


PIN # 
(MQFP) 


70-75 


76 


77 


78 


79 


TYPE 


VO 
(4 mA w/ 
pull-up) 


(8 mA) 


(8 mA) 


(8 mA) 


DESCRIPTION 


ATA MODE - 
BUFFER ADDRESS[6:1]: These are active high output pins 
used to address the Buffer Memory. 


PCMCIA MODE - 

BUFFER ADDRESS[6:1] / ATA/*PCMCIA CONFIG PIN: 

At power on time these pins are the MPU Configuration pins 
which are checked when *POR is negated. The output drivers 
are disabled at this time. At all other times they are bits 6:1 of 
the Buffer Address. Refer to the ATA pin definitions for 
BD{[15:10] to determine the MPU Configuration operation. An 
external 6.8K pull-down resistor is used to bias each pin low at 
power on time. 


BUFFER ADDRESS [0] /*WRITE ENABLE I: This is a mul- 
tifunction output pin based on the type and width of RAM used. 
In DRAM mode and in 8-bit SRAM mode, this pin is configured 
as BAO. In 16-bit SRAM mode, it is configured as *WE1 and is 
used as the SRAM Write Enable signal for BD[15:8] only. 


*MEMORY WRITE ENABLE 0/ *COLUMN ADDRESS 
STROBE 0: In DRAM mode, this pin is an active low output 
used for the CAS function. In SRAM mode, it is configured as 
the Write Enable signal to the SRAM bits 7:0. RAM SELECT 
[2:0], (reg. 100h, R/W, bits 5:3) establishes the function of this 
pin. 


*MEMORY OUTPUT ENABLE /*MEMORY CHIP ENABLE 1 / 
*ROW ADDRESS STROBE: In DRAM mode, this pin is an 
active low output used for the RAS function. In SRAM mode it 
is an active low output function of Output Enable (*MOE) or 
Chip Enable (*MCE1). RAM SELECT [2:0], (reg. 100h, R/W, 
bits 5:3) establishes the function of this pin. 


BUFFER CLOCK: This input is the clock source for the Buffer 
Controller and Host Interface logic. 





AIC-8375 Data Sheet 


Confidential 11 


Pin Definitions Section 2 


Table 2-2 Buffer Interface Pin Descriptions (Continued) 


SYMBOL PIN # TYPE DESCRIPTION 

(* = active low) (MQFP) 

BD[15:14] / 80, 81 VO ATA MODE - 

PSEL[1:0] (4mAw/ BUFFER DATA [15:14] / PROCESSOR SELECT: These pins 
(HA[10:9]) pull-up & are dual function pins. On the rising (negating) edge of Power 


hysteresis) On Reset (*POR), these pins are internally sampled. Based 
upon the value of PSEL[1:0] (see AIC-8375 User’s Guide) at 
this sample time, the device will be configured to interface with 
a specific microprocessor. At all other times, these pins function 
as bits [15:14] of the Buffer Data bus. These pins incorporate 
internal pullup resistors to bias the pins high. A 6.8K Ohm 
external resistor tied to ground can be used to pull down these 
pins. Without any external pulldown resistors, the default value 
of PSEL[1:0] after *POR is '11". 
PCMCIA MODE - 
HOST ADDRESS[10:9]: These pins are active high inputs used 
as bits 10:9 of the Host Address. 


BD13/PMUX 82 VO ATA MODE - 

(HA8) (4mAw/ BUFFER DATA [13] / PROCESSOR BUS MODE: This is a 
pull-up & dual function pin. On the rising (negating) edge of Power On 
hysteresis) | Reset (*POR) this pin is internally sampled. If it is found to be 

high, the device is configured for multiplexed microprocessor 
bus mode. If found to be low, the device is configured for non- 
multiplexed microprocessor bus mode. At all other times, this 
pin functions as bit 13 of the Buffer Data bus. This pin has an 
internal pullup resistor to bias the pin high. A 6.8K Ohm pull- 
down resistor is externally used to pull it down. Without an 
external pulldown resistor, the default value of PMUX after 
*POR is '1' (multiplexed mode). 

PCMCIA MODE - 

HOST ADDRESS[7]: This pin is an active high input used as 
bit 8 of the Host Address. 
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Table 2-2 Buffer Interface Pin Descriptions (Continued) 


SYMBOL 


(* = active low) 


BD12/CSP 
(HA7) 


BD11/BSP 
(HA6) 


BD10/RSEL 
(HAS) 


PIN # 
(MQFP) 


83 


85 


86 


TYPE 


vO 
(4 mA w/ 
pull-up & 
hysteresis) 


YO 
(4mA w/ 
pull-up & 
hysteresis) 


YO 
(4 mA w/ 
pull-up & 
hysteresis) 


DESCRIPTION 


ATA MODE - 

BUFFER DATA [12] / CHIP SELECT POLARITY: This is a 
dual function pin. On the rising (negating) edge of Power On 
Reset (*POR) this pin is internally sampled. If found to be low, 
the polarity of the Chip Select (CS) pin is inverted. If found to 
be high, the polarity is not inverted. At all other times, this pin 
functions as bit 12 of the Buffer Data bus. This pin has an inter- 
nal pullup resistor to bias the pin high. A 6.8K Ohm pulldown 
resistor is externally used to pull it down. 


PCMCIA MODE - 
HOST ADDRESS[7]: This pin is an active high input used as 
bit 7 of the Host Address. 


ATA MODE - 

BUFFER DATA [11]/ BUFFER SELECT POLARITY: This is a 
dual function pin. On the rising (negating) edge of Power On 
Reset (*POR) this pin is internally sampled. If found to be low, 
the polarity of the Buffer Select (BS) pin is inverted. If found to 
be high, the polarity is not inverted. At all other times, this pin 
functions as bit 11 the Buffer Data bus. This pin has an internal 
pullup resistor to bias the pin high. A 6.8K Ohm pulldown resis- 
tor is externally used to pull it down. 


PCMCIA MODE - 


HOST ADDRESS[6]: This pin is an active high input used as 
bit 6 of the Host Address. 


ATA MODE - 


BUFFER DATA [10] / READY SELECT: This is a dual func- 
tion pin. On the rising (negating) edge of Power On Reset 
(*POR) this pin is internally sampled. If found to be low, the 
READY pin is active low, otherwise it is active high. At all other 
times it is bit 10 of the Buffer RAM data bus. This pin has an 
internal pullup resistor to bias the pin high. A 6.8K Ohm pull- 
down resistor is externally used to pull it down. Without any 
external pulldown resistor, the default value of RSEL will be 
high configuring the READY line for active high (see AIC-8375 
User’s Guide for the use of this function). 

PCMCIA MODE - 

HOST ADDRESS[5]: This pin is an active high input used as 
bit 5 of the Host Address. 
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Table 2-2 Buffer Interface Pin Descriptions (Continued) 


DESCRIPTION 


ATA MODE - 

BUFFER DATA [9:8]: These are active high input/output pins. 
They are bits [9:8] of the Buffer RAM data. These pins have 
internal pullup resistors to bias the pins high. External 6.8K 
Ohm pulldown resistors can be used on these pins to create '0' 
values when this bus is read to retrieve the User Configuration 
Bits. 


PCMCIA MODE - 
HOST ADDRESS[4:3]: These pins are active high inputs used 


as bits 4:3 of the Host Address. 


BUFFER DATA [7:0]: These are active high input/output pins. 
They are bits [7:0] of the Buffer RAM data. These pins have 
internal pullup resistors to bias the pins high. External 6.8K 
Ohm pulldown resistors can be used on these pins to create '0' 
values when this bus is read to retrieve the User Configuration 
Bits. (See AIC-8375 User’s Guide.) 





SYMBOL PIN # TYPE 
(* = active low) (MQFP) 
BD[9:8] 87, 88 VO 
(HA[4:3]) (4 mA w/ 
pull-up & 
hysteresis) 
BD[7:0] 90-97 VO 
(4 mA w/ 
pull-up & 
hysteresis) 
14 
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2.3 AIC-8375 Host Interface Pins 


Refer to Section 7 of this document for hysteresis and pull-up values. 


Table 2-3 Host Interface Pin Descriptions 


SYMBOL PIN # TYPE DESCRIPTION 

* = active low) (MQFP) 

*DASP 21 VO ATA MODE - 

(*SPKR/BVD2) (244mA w/ *DRIVE ACTIVE / SLAVE PRESENT: This is an active low 


pull-up) = input/output signal used for communication between Master and 
Slave drives (Slave Present), and typically is also used to drive 
an activity LED to indicate that the drive is active (Drive 
Active). This pin is driven/read by the *DASP/*SPKR bit (reg. 
BFh, R/W, bit 5). When inactive this pin can be programmed 
with HHIZ (reg. 55h, R/W, bit 5) to be in a high impedance 
driven state. 
PCMCIA MODE - 
*SPEAKER/BATTERY VOLTAGE DEAD 2: When in I/O 
Configuration this is an active low output signal used as a Binary 
Audio Waveform to the speaker. When in Memory Card Con- 
figuration this is an active high output signal Battery Voltage 
Detect used to signal battery condition. 


DMAREQ 34 O ATA MODE - 

(*INPACK) (24 mA) DMA REQUEST: This is an active high tri-state output used to 
request a DMA transfer on the ATA interface. When inactive 
this pin can be programmed with HHIZ (reg. 5Sh, R/W, bit 5) to 
be in a high impedance driven state. 


PCMCIA MODE - 

ATTRIBUTE MEMORY OR I/O SELECT: This is an active 
high output used in Primary/Secondary I/O Addressing Mode to 
indicate that a valid address has been decoded by the AIC-8375 
and data is available on the HDB[15:0] pins for reading by the 
Host. This signal can be used by the host to enable its input data 


buffers. 
*DMACK 35 I ATA MODE - 
(*REG) (pull-up & *DMA ACKNOWLEDGE: This is an active low input used 


hysteresis) | with DMAREQ to complete a DMA handshake for data transfer 
on the ATA interface. This pin has an internal pullup resistor to 
bias the pin high. 
PCMCIA MODE - 
ATTRIBUTE MEMORY OR I/O SELECT: This is an active 
low input that specifies that an access to the Attribute Memory 
or the Task File Registers is occurring in one of the I/O Address- 
ing Modes. 
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Table 2-3 Host Interface Pin Descriptions (Continued) 


SYMBOL 


(* = active low) 


(HA[10:3]) 
BD[15:8] 


HA[2:0] 


HA9/*HCS 1 
(*HCE2) 


PIN # 
(MQFP) 


80-83, 
85-88 


27-25 


24 


TYPE 


VO 
(4 mA w/ 
pull-up & 


hysteresis) 


I 
(pull-up & 
hysteresis) 


I 
(pull-up & 
hysteresis) 


DESCRIPTION 


ATA MODE - 
BUFFER DATA [15:8]: See BD[15:8] pin definitions in Buffer 
Interface Section 2.2. 


PCMCIA MODE - 

HOST ADDRESS [10:3]: These are active high inputs used to 
address the required AT Task File Registers. The active address- 
ing mode (Primary/Secondary I/O, Block I/O, or Memory) 
determines which lines are used. These pins have internal pul- 
lup resistors to bias the pins high. 


ATA MODE - 
HOST ADDRESS [2:0]: These are active high inputs used to 
address the required AT Task File Registers. 


PCMCIA MODE - 

HOST ADDRESS [2:0]: These are active high inputs used to 
address the required AT Task File Registers. The active address- 
ing mode (Primary/Secondary I/O, Block I/O, or Memory) 
determines which lines are used. These pins have internal pul- 
lup resistors to bias the pins high. 


ATA MODE - 

HOST ADDRESS [9] / *HOST CHIP SELECT 1: This pin can 
be programmed to function either as Host Address 9 or as Host 
Chip Select 1 and is selected via the HCSISEL bit (reg. COh, R/ 
W, bit 3). When HCS1SEL is cleared, this signal is the active 
high Host Address bit 9. When HCS1SEL is set, this signal is 
the active low Host Chip Select 1. This bit distinguishes 
between 1Fx and 3Fx register ports. *HCS1 is chosen in those 
systems in which address lines are decoded on the ATA paddle 
board and produce an *HCS1 signal. HA9 is chosen in those 
systems that can directly use this address line to eliminate the 
*HCS1 decode logic. After power up this pin defaults to the 
HAQ state. This pin has an internal pullup resistor to bias the pin 
high. 

PCMCIA MODE - 

HOST CARD ENABLE 2: This is an active low input which 
enables the data byte on Host Data pins HD[15:8]. Internally 
HAO is forced to 0 for addressing the Task File Register block. 
Sixteen bit transfers are performed when both *HCE1 and 
*HCE2 are asserted. 
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Table 2-3 Host Interface Pin Descriptions (Continued) 


SYMBOL 


(* = active low) 


*HCSO 
(*HCE1) 


HD[15:0] 


(*HOE) 
NRZ7 


PIN # 
(MQFP) 


23 


19, 18, 
16-12, 
10-5, 
3-1 


47 


TYPE 


(pull-up & 
hysteresis) 


vO 
(12 mA w/ 
pull-up & 
hysteresis) 


vO 
(8 mA w/ 
pull-up & 
hysteresis) 


DESCRIPTION 


ATA MODE - 

*HOST CHIP SELECT 0: This is an active low input used to 
select PIO access to the chip. This pin has an internal pullup 
resistor to bias the pin high. 


PCMCIA MODE - 

HOST CARD ENABLE 1: This is an active low input that 
enables data bytes on Host Data bits HD[7:0]. Sixteen bits are 
transferred if both *HCE1 and *HCE2 are asserted, and the 
transfer is eight bits if only *HCE1 is asserted. During 8-bit 
accesses AO selects odd or even bytes. During 16-bit accesses 
AO is assumed to be 0. 


ATA MODE - 

HOST DATA BUS [15:0]: This 16-bit bus is used to transfer 
Data, Commands, and Status between the Host and Drive Con- 
troller. During 16-bit DMA and PIO data transfer all bits are 
used. During 8-bit DMA and PIO data transfers and Command 
and Status transfers (always 8 bits) only bits 7:0 are used. These 
pins have internal pullup resistors to bias. them high. 


PCMCIA MODE - 

HOST DATA BUS [15:0]: This 16-bit bus is used to transfer 
Data, Commands, and Status between the Host and Drive Con- 
troller. During 16-bit PIO data transfer all bits are used. During 
8-bit PIO data transfers and Command and Status transfers 
(always 8 bits) inputs *HCE1 and *HCE2 determine high byte 
HD[15:8] or low byte HD[7:0] usage. 


ATA MODE - 
NRZ DATA BIT 7: Refer to NRZ7 pin definition in the Disk 
Interface Section 2.1. 


PCMCIA MODE - 


HOST OUTPUT ENABLE: This is an active low input pin that 
is used to read the Attribute Memory or Task File Registers (if in 
Memory Addressing Mode). The *REG input pin distinguishes 
between Attribute Memory or Task File Registers. 
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Table 2-3 Host Interface Pin Descriptions (Continued) 


SYMBOL PIN # TYPE DESCRIPTION 

(* =active low) (MQFP) 

(*HWE) 48 VO ATA MODE - 

NRZ6 (83mAw/ NRZDATA BIT 6: Refer to NRZ6 pin definition in the Disk 


pull-up& Interface Section 2.1. 

hysteresis) PCMCIA MODE - 
HOST WRITE ENABLE: This is an active low input pin that is 
used to write to the Card Configuration Registers, or if in Mem- 
ory Addressing Mode into the Task File Registers. The *REG 
input pin distinguishes between Card Configuration Registers or 


Task File Registers. 
*HRST 33 I ATA MODE - 
(RESET) (pull-up & *HOST RESET: This active low input is used by the Host to 


hysteresis) reset the Host Interface Logic. This pin has an internal pullup 
resistor to bias the pin high. 


PCMCIA MODE - 
RESET: This is an active high level input used by the Host to 
reset the Host Interface Logic. 


*IOCS16 32 O ATA MODE - 

(*IOCS 16) (24 mA) *16 BIT HOST DATA ENABLE: This is an active low tri-state 
output used to signal to the host the number of bits used during 
PIO transfers. It is negated during DMA transfers and 8-bit PIO 
transfers. This pin can be programmed as open drain (default) 
with the ENIOCS16OD control bit (reg. CSh, R/W, bit 7). 


PCMCIA MODE - 

*16 BIT HOST DATA ENABLE: This is an active low tri-state 
output used to signal to the host the number of bits used during 
PIO transfers. In Block and Primary/Secondary I/O Addressing 
Modes this output indicates that the addressed register is capable 
of 16-bit I/O transfers. The host then has the option to perform 
an 8- or 16-bit transfer. While in Memory Addressing Mode this 
output represents the write protected status of the PCMCIA 


interface. 
IOCHRDY 30 O ATA MODE - 
(*WAIT) (24mA) IOCHANNEL READY: This is an active high tri-state output 


used for flow control on the Host data transfers. This signal is 
driven low to insert wait states into Host I/O cycles. When inac- 
tive this pin can be programmed with HHIZ (reg. 55h, R/W, bit 
5) to be in a high impedance driven state. 

PCMCIA MODE - 

*WAIT: This active low tri-state output is used during Task File 
Register access or data transfers to extend the Host I/O cycle. 
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Table 2-3 Host Interface Pin Descriptions (Continued) 


SYMBOL 


* = active low) 


*IOR 
(*IOR) 


*IOW 
(*IOW) 


IRQ 
(RDY/*BSY/ 
*TREQ) 
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PIN # 
(MQFP) 


28 


29 


36 


TYPE 


vO 
(4 mA w/ 
pull-up & 
hysteresis) 


VO 
(4 mA w/ 
pull-up & 
hysteresis) 


(24 mA) 


DESCRIPTION 


ATA MODE - 

*1//O READ: This is an active low input pin used to enable read 
data from the Controller to the Host onto the HD[15:0] data bus 
when asserted with the proper combination of *HCSO, HA9/ 
*HCS1, and HA[2:0]. This pin has an internal pullup resistor to 
bias the pin high. 

PCMCIA MODE: - 

*I/O READ: This is an active low input pin used to enable read 
data from the Controller to the Host onto the HD[15:0] data bus 
when asserted with the proper combination of the *REG, 
*HCE1, *HCE2, and HA[9:0] pins. 

This pin is an output during EDAC Standalone Test Mode only. 


ATA MODE - 

*1/O WRITE: This is an active low input pin used to write data 
to the Controller from the Host via the HD[15:0] data bus when 
asserted with the proper combination of *HCSO, HA9/*HCS1, 
and HA[2:0]. This pin has an internal pullup resistor to bias the 
pin high. ; 

PCMCIA MODE - 

*I/O WRITE: This is an active low input pin used to write data 
to the Task File Registers from the Host onto the HD[15:0] data 
bus when asserted with the proper combination of *REG, 
*HCE1, *HCE2, and HA[9:0]. 

This pin is an output during EDAC Standalone Test Mode only. 


ATA MODE - 

INTERRUPT REQUEST: This is an active high tri-state output 
used to alert the Host to start a Data I/O transfer. This is an out- 
put signal during normal operation. When inactive this pin can 
be programmed with HHIZ (reg. 55h, R/W, bit 5) to be in a high 
impedance driven state. 

PCMCIA MODE - 

READY/*BUSY or INTERRUPT REQUEST: This is an output 
pin that is defined per the current addressing mode. In Memory 
Addressing Mode (default after power-up or RESET) it is the 
Ready/Busy Status. In the I/O addressing modes it is the active 
low Interrupt Request 
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Table 2-3 Host Interface Pin Descriptions (Continued) 


SYMBOL PIN # TYPE DESCRIPTION 

(* = active low) (MQFP) 

*PDIAG 22 VO ATA MODE - 

(*STSCHG/BVD1) (24mAw/ *PASSED DIAGNOSTICS: This pin functions as an active low 


pull-up) input/output control signal and is used for communication from 
the Slave drive to the Master drive. It is negated whenever the 
*POR and *HRST pins are active or when the Host Programmed 
Reset bit is set (Host reg. 3F6h, bit 2). It is driven/read via the 
*PDIAG bit (reg. BFh, R/W, bit 6). When inactive this pin can 
be programmed with HHIZ (reg. 55h, R/W, bit 5) to be in a high 
impedance driven state. 
PCMCIA MODE - 
STATUS CHANGED: In I/O Addressing Mode this is and 
active low output that is asserted when any of the Pin Replace- 
ment Register bits (CBVD1, CBVD2, CRDY/*BSY, or 
CWPROT) is set to one. In Memory Addressing Mode this is 
the BVDI1 pin. It is driven/read via the *PDIAG bit (reg. BFh, 
R/W, bit 6). 
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2.4 AIC-8375 Microprocessor Interface Pins 


Refer to Section 7 of this document for hysteresis and pull-up values. 
Table 2-4 Microprocessor Interface Pin Definitions 


SYMBOL 


(* = active low) 


CS 


BS 


R/*WR 


E/*RD/*DS 


ALE/IN2/CDRINT 


PIN # 
(MQFP) 


100 


101 


102 


103 


104 


TYPE 


DESCRIPTION 


CHIP SELECT: This is a programmable level input used to 
select registers in the chip. When it is active the input controls 
are enabled to access the internal registers. The BD12/CS pin 
initializes the polarity of this signal when *POR is negated. 


BUFFER SELECT: This is a programmable level input used to 
select access to the Buffer Memory RAM through the chip. 
When it is active the input controls are enabled to access the 
RAM. The BD11/BS pin initializes the polarity of this signal 
when *POR is negated. 


READ-WRITE DIRECTION / *WRITE STROBE: This is a 
dual function input pin whose function is programmed via the 
BD[15:14] / PSEL[1:0] pins when *POR is negated. When 
Motorola type is selected this pin is the READ-WRITE DIREC- 
TION (R) function (high for read, low for write). When Intel 
type is selected it functions as the active low Write Strobe (*WR). 


ECLK / *READ STROBE / *DATA STROBE: This is a multi- 
function input pin used to enable the transfer of data on the 
AD[7:0] pin to/from the chip internal registers. It is configured 
when *POR is negated at reset time by the BD[15:14]/PSEL[1:0] 
pins. For Intel type processors, it is configured as an active low 
READ STROBE (*RD) and is used to enable register data out of 
the chip. For Motorola 68HC11 type processors, it becomes the 
active high ECLK (E) and is used to write/read data to/from the 
chip registers via AD[7:0]. For Motorola 68HC16 type processors, 
this pin is configured as the active low DATA STROBE (*DS) and 
is used to write/read data to/from the chip registers via AD[7:0]. 


ADDRESS LATCH ENABLE / DISK SEQUENCER INPUT 2 / 
EXTERNAL CDR INTERRUPT: This is an active high input 
used to latch the address on the AD[7:0] pins when configured 
for multiplexed processor mode. An internal transparent latch is 
used to latch the address from the AD[7:0] lines on the falling 
edge of ALE. When configured for non-multiplexed processor 
mode this can be used as a level sensitive input branch to the 
disk sequencer (alternate branch 011b) or as an external CDR 
Interrupt. CDRINT is selected via the ENEXTCDR bit (reg. 
61h, R/W, bit 5). 
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Table 2-4 Microprocessor Interface Pin Definitions (Continued) 


SYMBOL PIN # TYPE DESCRIPTION 

(* = active low) (MQFP) 

READY / 105 O READY / *DATA SIZE ACKNOWLEDGE: This is an output 
*DSACK (8mAw/ _ pin whose function is selected via the BD[15:14] / PSEL[1:0] 


pull-up) pins at reset time. When Motorola 68HC11 and Intel type is 
selected, this pin functions as the the READY line (high for 
ready, low for not ready). When Motorola 68HC 16 type is 
selected, it becomes the active low DATA SIZE ACKNOWL- 
EDGE signal (*DSACK, connect to *DSACKO of 68HC16). 
The READY line is configured for push-pull operation when the 
ENPPRDY bit (reg. 51h, R/W, bit 3) is set and operates in open- 
drain mode when this bit is cleared. See also Table 2-1 in the 
AIC-8375 User's Guide. 


AD[7:0] 106-108, VO uP ADDRESS/DATA [7:0]: This is an active high I/O bus used 
110-114 (4mAw/ to interface to the local microprocessor. In multiplexed micro- 
pull-up) processor mode, these pins are connected to the microprocessor 
address/data bus. In non-multiplexed mode, these pins are con- 
nected to the microprocessor data bus only. 


INTHB / INTHBD 116 O HOST-BUFFER INTERRUPT / HOST-BUFFER-DISK INTER- 
(4mAw/  RUPT: This is a programmable level (reg. 51h, R/W, bit 0) out- 
pull-up) put pin which can also be programmed (reg. 51h, R/W, bit 1) as 
push/pull or open drain. It goes active when the 
EN_BUFINT[1:0] and/or EN_HOSTINT[2:0] bits (reg. 53h, R/ 
W, bits 4:3 and 2:0 respectively) are set and one or more bits in 
the corresponding interrupt registors are set. It can also be pro- 
grammed to include Disk Interrupts which are enabled by the 
EN_DISKINT{1:0] bits (reg. 53h, R/W, bits 6:5). Combining 
the Disk Interrupt is enabled by setting the COMBINT bit (reg. 
Sih, R/W, bit 2). Polarity is determined by ACTHIINT (reg. 
51h, R/W, bit 0). This pin defaults to active low/open drain at 
power-up (refer to reg. 51h, R/W, bit 1). 


INTD 117 O DISK INTERRUPT: This is a programmable level (reg. 5ih, R/ 

(4mA w/ _ W, bit 0) output pin which can be programmed (reg. Sih, R/W, 

pull-up) bit 1) as push/pull or open drain. It goes active when the 
EN_DISKINT[1:0] bits (reg. 53h, R/W, bits 6:5) are set and one 
or more bits in the corresponding interrupt register (reg. 52h, R, 
bits 6:5) are set. Polarity is determined by the ACTHINT bit 
(reg. 51h, R/W, bit 0). This pin defaults to active low/open drain 
mode at power-up (refer to reg. 51h, R/W, bit 1). 


MA[10:8] 37, 118, I MICROPROCESSOR ADDRESS [10:8]: These are active high 
119 input pins used with MA[7:0] to address the internal registers 
and Buffer Memory. 
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Table 2-4 Microprocessor Interface Pin Definitions (Continued) 


SYMBOL 


* = active low) 


MA{7:0] 


*POR 


PIN # 
(MQFP) 


120-123, 
125-128 


99 


TYPE 


VO 
(4 mA w/ 
pull-up) 


I 
(hysteresis) 


DESCRIPTION 


MICROPROCESSOR ADDRESS [7:0]: These are active high 
input/output pins used with MA[10:8] to address the internal 
registers and Buffer Memory. When in a Multiplexed bus mode 
these pins are outputs and reflect the value internally latched by 
ALE on the AD[7:0] data lines. 


*POWER ON RESET: An active low signal on this input pin 
will reset logic within the device. 
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2.5 AIC-8375 Power/Ground Pins 


Table 2-5 Power/Ground Pin Descriptions 


SYMBOL PIN # TYPE DESCRIPTION 
(* = active low) (MQFP) 
BGND1 66 GND BUFFER GROUND 1: I/O ring ground for Buffer Interface 


pins BA17/*MCE2, BA16/CAS1, BA[15:14], BA13/*WRITE, 
BA12/BDP1, BA11/BDP0, and BA[10:1]. 


BGND2 89 GND BUFFER GROUND 2: I/O ring ground for Buffer Interface 
pins BD[15:0], BUFCLK, *MOE/*RAS, *WE0/*CASO, and 
*WE1/*CAS1. 

DGND1 43 GND DISK GROUND 1: I/O ring ground for Disk Interface pins RG, 


WG, SYNCF, INDEX, SECTOR, INPUT/OUTPUT, EOS. 


DGND2 56 GND DISK GROUND 2: V/O ring ground for all Disk Interface pins 
NRZ[7:0], RRCLK. 


HGND1 4 GND HOST GROUND 1: I/O ground for Host Data Bus pins 
HD[S:0]. 

HGND2 11 GND HOST GROUND 2: I/O ground for Host Data Bus pins 
HD[10:6]. 

HGND3 17 GND HOST GROUND 3: I/O ground for Host Data Bus pins 
HD([15:11]. 

HGND4 31 GND HOST GROUND 4: I/O ring ground for Host Interface pins 


*DASP, *DMACK, DMARQ, HA[2:0], HA9/*HCS1, *HCSO, 
*HRST, *IOCS16, IOCHRDY, *IOR, *IOW, IRQ, and 


*PDIAG. 

IGND 98 GND INTERNAL GROUND: Substrate Ground, not tied to any /O 
ring ground. 

PGND1 109 GND PROCESSOR GROUND |: I/O ring ground for Processor 


Interface pins READY, *POR, CS, BS, ALE/INPUT2/CDRINT, 
E/*RD/*DS, R/*WR, and AD[7:0]. _ 


PGND2 124 GND PROCESSOR GROUND 2: I/O ring ground for Processor 
Interface pins MA[9:0], INTHB, and INTD. 


VDD1-4 20, 52, GND CHIP POWER 1-4: I/O ring power and internal power pins. 
84, 115 
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3.1 Device Control Registers 


Addresses in parentheses indicate register mapping in Motorola Mode. 


50h (R/W) 51h (RW) 52h (R) 53h (R/W) 
| RST/PWRDOWNCNTRL | CHIPMODE CCT CHIPSTATUS | CHIPINTERRUPTENABLE __| 















































7 Disable All Pull-Ups 7 Disable Host Addr. Pull-Ups | 7 Microproc. Access 7 Microproc. Access Busy _| 7 Scan Test Mode Enable 
6 Reserved 6 Disable Host Ctrl. Pull-Ups | 6 Disk Interrupt Active[1] 6 Disk Interrupt Enable[1] 
5 En. Disk Block Power Dn 5 Swap Register Addresses 5 Disk Interrupt Active[0] 5 Disk Interrupt Enable[0] 
4 En. Buffer Block Power Dn | 4 Disable Buf. Data Pull-Ups | 4 Buffer Interrupt Active[1] 4 Buffer interrupt Enable[1]} 
3 En. Host Block Power Dn 3 Enable Push-Pull Ready 3 Buffer Interrupt Active[0] 3 Buffer Interrupt Enable[0] 
2 Disk Block Reset 2 Combine All Interrupts 2 Host Interrupt Active[2] 2 Host Interrupt Enable[2] 
1 Buffer Block Reset 1 En. Push-Pull Int. Outputs 1 Host Interrupt Active[1] 1 Host Interrupt Enable[1] 
0 Host Block Reset 0 En. Active High Int. Outputs | 0 Host Interrupt Active[0] 0 Host interrupt Enable[0] 








54h (R) 55h (R/W) 
CHIP REVISION CHIP TEST 
























7 Revnum{7] 7 Disk Interface Hi Z Mode 

6 Revnum{6] 6 Buffer Interface Hi Z Mode 
5 Revnum{5] 5 Host Interface Hi Z Mode 

4 Revnum{4] 4 Input Thresh. Volt. Test 

3 Revnum{3] 3 Output Voitage Test 

2 Revnum(2] 2 Test Mode[2] 

1 Revnum{1] 1 Test Mode[1] 

0 Revnum(0] O Test Mode[0] 


3.2 Disk Control Registers 


Addresses in parentheses indicate register mapping in Motorola Mode. 


58h (R/W) 59h (R/W) 5Ah (SBh) (R/W) 5Bh (SAh) (R/W) 
| EOSCOUNTER | EOSMAXIMUM | CURRENTSECTOR OO ——_| CURRENTSECTOR 1 | 





























7 EOSCTRI7] 7 EOSMAX[7] 7 CURRSEC(7] 7 CURRSECEQ (R) 
6 EOSCTR{6] 6 EOSMAX[6] 6 CURRSEC(6] 6 EOSCMPEQ (R) 
5 EOSCTRI[S] 5 EOSMAX(5] 5 CURRSEC[5] 5 EOSMAXEQ (R) 
4 EOSCTR{4] 4 EOSMAX[4] 4 CURRSEC[4] 4 WRAPSECEQ (R) 
3 EOSCTR{3] 3 EOSMAX{3] 3 CURRSEC{3] 3 Reserved 

2 EOSCTR[2] 2 EOSMAX[2] 2 CURRSEC(2] 2 Reserved 

1 EOSCTR[1} 1 EOSMAX{1] 1 CURRSEC/1} 1 CURRSEC[9] 

0 EOSCTR[O] 0 EOSMAX(0} 0 CURRSEC(0] 0 CURRSEC{[8] 
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5Ch (RW) 5Dh (RW) 5Eh (RW) 5Fh (RW) 
EOS |} EOSCOMPARE | DISKCONTROL4 = CONTROL 4 DISK INTERRUPT ST, | DISKINTERRUPT STATUSO 0 | DISKINTERRUPTEN.O INTERRUPT EN. 0 



















































7 EOSCMP{[7] 7 Reserved 7 Servo Overrun int. /7 En. Servo Overrun Int. | Servo Overrun Int. 

6 EOSCMP{6] 6 Stop On Seed Overrun 6 Reserved 6 Reserved 

5 EOSCMP{5] 5 Stop On Auto Write 5 Reserved 5 Reserved 

4 EOSCMP{[4] 4 Enable Seed 4 Soft. Corr. ECC Error Int. 4 En. Soft. Corr. ECC Error 
3 EOSCMP{3] 3 Stop On CDR Parity Error 3 Sector Hit 3 En. Sector Hit Int. 

2 EOSCMP[2] 2 Stop On Seed Error 2 Reserved 2 Reserved 

1 EOSCMP[1] 1 En. Clr EOS Ctr On Index 1 Data Comp. Not Equal Int. 1 En. Data Comp. Not Equal 
0 EOSCMP(0] 0 Enable EDSA Mode 0 Write Fault Interrupt 0 En. Write Fault Int. 


| DISKCONTROLO | zDISKCONTROL1 CC} zDISKCONTROL2 =| DISKCONTROLS i 


7 Disk Write 7 En. 2-Byte Fault Tol. Sync 7 Disk 1/7 DiskVerify | 7 Sel. Active High Sync Fnd | High Syne Fnd 



































6 Reset Disk FIFO (W) 6 Disable FIFO Flush 6 Supress Transfer 6 Sel. Active High SEC 

5 En. NRZ to RRCLK 1 5 En. External CDR Int. 5 Reserved 5 Sel. Active High index 

4 Reserved 4 En. Index to Sect. Branch 4 Enable Output 4 Sel. Active High EOS 

3 NRZ Select[1] 3 Stop On Input Write Fault 3 Enable CDR 3 Reserved 

2 NRZ Select[0] 2 Ext. Syne Found Offset[2] 2 Enable CURRSECEQ 2 En. CDR FIFO Read POP 

1 Delay Write Gate 1 Ext. Syne Found Offset[1] 1 Enable BUFNRDY 1 En. CDR Bytes From Buffer 
O En. SYNCFND to RRCLK J | 0 Ext. Sync Found Offset{0] 0 Enable DEFSEC 0 En. External Sync Found 





64h (RW) 65h (RW) 66h (R) 66h (W) 
DISK STATUS 0 DISK STATUS 1 DISK INTERRUPT STATUS 1 DISK INTERRUPT CLEAR 1 


7 ECC Seed FIFO Overrun 7 EOS Passed 7 Two Index Time-out int. 7 Clr. Two Index Time-out Int. 
6 CDR Parity Error 6 EOS Compare Passed 6 Sequencer Time-out Int. 6 Clr. Seq. Time-out Int. 

5 Missing RRCLK Detected 5 index Passed 5 Uncorr. ECC Int. 7 5 Clr. Uncorr. ECC Int. 

4 Reserved 4 Sector Passed 4 Reserved 4 Reserved 

3 Reserved 3 Output Pin State (R) 3 Corrected ECC Int. 3 Clr. Corrected ECC Int. 

2 Buffer Not Ready (R) 2 Input Pin State (R) 2 Sec. Num. Wrapped int. 2 Clr. Sec. Num. Wrapped Int. 
1 Seq. Timeout On SECVLD | 1 Seq. Timeout On EOSCMP | 1 Sector OK int. 1 Clr. Sector OK int. 

0 Stop Sector Reached (R) 0 Index Counter=0 (R) 0 Sequencer Stopped Int. 0 Cir. Seq. Stopped Int. 


DISK INTERRUPT ENABLE 1 WRAP SECTOR NUMBER 0 WRAP SECTOR NUMBER 1 WRAP TO SECTOR 0 
7 En. Two Index Time-out Int. | 7 WRAPSEC[7] 7 Reserved 7 WRAP TO SECTOR[7] 
. 6 En. Seq. Time-out Int. 6 WRAPSEC[6] 6 Reserved 6 WRAP TO SECTOR{[6] 
5 En. Uncorr. ECC Int. 5 WRAPSEC{[5] 5 Reserved 5 WRAP TO SECTOR{[5] 
4 Reserved 4 WRAPSEC[4] 4 Reserved 4 WRAP TO SECTOR[4] 
3 En. Corrected ECC int. 3 WRAPSEC{3] 3 Reserved 3 WRAP TO SECTOR[3] 
2 En. Sec. Num. Wrapped Int. | 2 WRAPSEC[2] 2 Reserved 2 WRAP TO SECTOR{2] 
1 En. Sector OK Int. 1 WRAPSEC{[1] 1 WRAPSEC{9] 1 WRAP TO SECTOR[1] 
0 En. Seq. Stopped Int. 0 WRAPSEC[O] 0 WRAPSEC{[8] 0 WRAP TO SECTOR{(0] 


6Bh (6Ah) (R/W) 6Ch (6Dh) (R/W) 6Dh (6Ch) (R/W) 6Eh (6Fh) (R/W) 
| WRAP TO SECTOR1 __}| REQUESTSECTOR 0 __| REQUESTSECTOR 1 _—=__| STOPSECTORO 


7 Reserved [7 REQSECI7] ~—sm— 7 Reserved 7 [7 STOPSEC7]  ~—s—S 
































































































































6 Reserved 6 REQSEC[6] 6 Reserved 6 STOPSEC[6] 
5 Reserved 5 REQSEC[5] 5 Reserved 5 STOPSEC[5] 
4 Reserved 4 REQSEC[4] 4 Reserved 4 STOPSEC/[4] 
3 Reserved 3 REQSEC{[3] 3 Reserved 3 STOPSEC[3] 
2 Reserved 2 REQSEC[2] 2 Reserved 2 STOPSEC[2] 
1 WRAP TO SECTORT[9] 1 REQSEC[1] 1 REQSEC{[9] 1 STOPSEC[1] 
0 WRAP TO SECTOR[8] 0 REQSEC(0} 0 REQSEC{8] 0 STOPSEC[0] 
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7 Reserved 
6 Reserved 
5 Reserved 
4 Reserved 
3 Reserved 
2 Reserved 
1 STOPSEC[9] 
0 STOPSEC[8] 

























7 /7 Reseved i (ati(itsd 
6 Reserved 
5 Reserved 
4 Reserved 
3 Reserved 
2 Reserved 
1 Reserved 
O Reserved 








7 FRAMECTRI7) 





7 ‘7 Reseved  =—ti(‘ésyéséis*”d 
6 Reserved 
5 Reserved 
4 Reserved 
3 Reserved 
2 Reserved 
1 Reserved 
0 Reserved 


73h (RW) 74h (RW) 75h (RW) 76h (77h) (RW) 
| SEQ. ADDRESS ADDRESS FRAME COUNTER | FRAME COUNTERO COUNTER | COUNTERTEST INDEX | INDEX COUNTERO ERO 


7 Seq. Run Control/Status 


7 Test Disk Block Enable 












| STOP SECTOR 1 |R/WVECTORADDRESS _ 


7 Reserved 
Reserved 
Reserved 
R/W. Vector Address[4] 
R/W. Vector Address[3] 
R/W. Vector Address[2] 
R/W. Vector Address[1] 
R/W. Vector Address[0} 
















O-F-$NODOAAON 


7 INDEXCTRI7] 








6 Reserved 6 FRAMECTR{6] 6 Test High Byte Of Cnirs 6 INDEXCTR[6] 
5 Reserved 5 FRAMECTR{5] 5 Frame Counter = 0 5 INDEXCTR{5} 
4 Seq. Address[4] 4 FRAMECTRI4] 4 Reserved 4 INDEXCTR{[4] 
3 Seq. Address[3} 3 FRAMECTR{(3} 3 CDR Counter = 0 3 INDEXCTR[3] 
2 Seq. Address[2] 2 FRAMECTR[2] 2 CDR FIFO Full 2 INDEXCTR{[2] 
1 Seq. Address[1] 1 FRAMECTR{[1} 1 Sync Detect Match Even 1 INDEXCTR[1] 
0 Seq. Address[0]} 0 FRAMECTRIO] 0 Sync Detect Match Odd 0 INDEXCTR[0] 


| INDEXCOUNTER1 | COR FIFODATAO | CDRFIFODATA1 ss} :‘zDISK SEQUENCER COUNTER __| 

7 INDEXCTR[15] 7 CDRDATA[7] 7 CDRDATA[15] 7 Reserved 

INDEXCTR[14] 6 CDRDATAI[6] 6 CDRDATA[14] 6 SEQCTRI{6] 
INDEXCTR[13] 5 CDRDATA[5] 5 CDRDATA[13} 5 SEQCTRIS5] 
INDEXCTR[12] 4 CDRDATA[4] 4 CDRDATA[12] 4 SEQCTR[4] 
INDEXCTR[11] 3 CDRDATA[3} 3 CDRDATA([11} 3 SEQCTRI3] 
INDEXCTR{[10} 2 CDRDATA[2] 2 CDRDATA/10] 2 SEQCTR[2]} 
INDEXCTR{9] 1 CDRDATA[1] 1 CDRDATA[9] 1 SEQCTR{1)} 
INDEXCTR[8] 0 CDRDATAIO] 0 CDRDATAI8} 0 SEQCTRIO] 


7Bh (7Ah) (R) 7Dh (R) 7Eh (R/W) 80h (81h) (W) 
| DISK MODULO 64COUNTER _| DISKFIFOSTATUS _—s——s| DISKAUTOSTOPCNTRL =| ECCSEED2—— 


Reserved Disk FIFO Error 7 Stop On Unc. ECC Error 7 SEED[23] 


Reserved 

MOD64CTR{5] 
MOD64CTR[4] 
MOD64CTR{3] 
MOD64CTR[2] 
MOD64CTRI1] 
MOD64CTRI0] 


7 
6 
5 
4 
3 
2 
1 
0 


Reserved 
DFCNT[5} 
DFCNT[4] 
DFCNT[3] 
DFCNT[2] 
DFCNT[1] 
DFCNT[(0} 


a 


6 Stop On INPUT 


5 Stop On Disk/Buffer Error 


4 Stop On index 
3 Stop On Corrected ECC 


2 Stop On Sector Boundary 
1 Stop On Buffer Not Ready 
0 Stop On 2-Index Timeout 


6 SEED[22] 
5 SEED([21] 
4 SEED[20] 
3 SEED{19] 
2 SEED[18} 
1 SEED[17] 
0 SEED[16] 


81h (80h) (W) 83h (82h) (W) 84h (85h) (R) 85h (84h) (R) 
|ECCSEED3=—_—“<s CST ECCSEED1 -CORREGTED SEED FO 0_ SEEDFIFO0 _| CORRECTEDSEEDFIFO1 _| 


7 SEED(31] 
6 SEED[30] 
5 SEED[29] 
4 SEED[28} 
3 SEED[27] 
2 SEED[26] 
1 SEED[25] 
0 SEED[24] 


7 SEED[15} 
6 SEED[14] 
§ SEED[13] 
4 SEED[12] 
3 SEED[11] 
2 SEED[10] 
1 Reserved 
0 Reserved 


7 CSEED[7] 
6 CSEED[6] 
CSEEDJ5) 
CSEED/[4] 
CSEED[3] 
CSEED[2]} 
CSEED[1] 
CSEED/[0} 


7 Corrected Seed Valid 
-Reserved 
Reserved 
Reserved 
Reserved 
Reserved 
CSEED{[9} 
CSEED[8} 
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3.3 ECC Control Registers 


Addresses in parentheses indicate register mapping in Motorola Mode. 


ed ccc enor eco er 
ECC ERROR LOG THRESHOLD | ECC ERROR LOG COUNTER 
































7 Reserved 7 Reserved 7 Reserved 7 Reserved 
6 Reserved 6 Reserved 6 Reserved 6 Reserved 
5 Reserved 5 Reserved 5 Reserved 5 Reserved 
4 Reserved 4 Reserved 4 Reserved 4 Reserved 
3 Reserved 3 Reserved 3 ELTH[3] 3 ELOGCTR{[3] 
2 Reserved 2 Reserved 2 ELTH[2] 2 ELOGCTR[2] 
1 Reserved 1 Reserved 1 ELTH[1j 1 ELOGCTR{(1] 
0 Reserved 0 Reserved 0 ELTH[O] 0 ELOGCTR(O] 























98h (R/W) 99h (R) 9Ah (R/W) 9Bh (R/W) 
ECC CONFIGURATION 0 ECC CONFIGURATION 1 ECC INTERNAL ADR. CNTR ECC CONTROL 





































7 Disable Addr. Cntr. Incr. 7 Reserved 7 Reserved 7 Reserved 

6 Early Warning Thresh.[1] 6 Reserved 6 Reserved 6 Reserved 

5 Early Warning Thresh.[0] 5 Reserved 5 Reserved 5 Error Threshold Exceeded 
4 Correction Threshold[1] 4 Reserved 4 Reserved 4 Seed Error 

3 Correction Threshold[0] 3 Reserved 3 ECCADDCTR[3] 3 Reset ECC Block 

2 Reserved 2 Reserved 2 ECCADDCTR[2] 2 Rotate Current interleave 
1 Reserved 1 Reserved 1 ECCADDCTR{[1]} 1 Reset Corr. State Machine 
0 Reserved 0 Reserved 0 ECCADDCTRi0] 0 Initialize LFSR 





ECC INDIRECT 
ECC STATUS 0 ECC STATUS 1 ECC INDIRECT DATA | 

7 Current Sector in Error 7 Current interleave No.[1] 7 ECCIDATA[7] 
6 Correction Overrun 6 Current Interleave No.[0] 6 ECCIDATA{6] 
5 ECC Busy 5 Reserved 5 ECCIDATA[5] 
4 Uncorrectable ECC Error 4 Early Inter. Waming Error 4 ECCIDATA[4] 
3 Data Compare Not Equal 3 No. Errors in interleave[1] 3 ECCIDATA[3] 
2 Interleave Byte Diff[2] 2 No. Errors In Interleave[0] 2 ECCIDATA[2] 
1 Interleave Byte Diff[1] 1 Software Correction Req. 1 ECCIDATA[1] 
0 Interleave Byte Diff[0] 0 HW Correctable Error 0 ECCIDATA(0] 


























3.3.1 ECC Indirect Data Registers 


The following registers are the locations that are available to the microprocessor to read in order to perform 
software ECC correction. 


ECCADDCTR[3:0] (reg. 9Ah, R/W) Indirect Data Registers - ECCIDATA[7:0] 
[3] [2] {1 [0] regs. 9Eh/9Fh, R 


Syndrome SN3[7:0] 
Syndrome SN2[7:0] 
Syndrome SN1[7:0] 
Syndrome SO[7:0] 
Syndrome S1[7:0] 
Syndrome S2[7:0] 
Syndrome S3[7:0] 
Reserved 
Reserved 
Reserved 
Error Pattern_O[7:0] 
Error Location_0[7:0] 
Error Pattern_1[7:0] 
Error Location_1[7:0] 
Error Pattern_2[7:0] 
Error Location_2[7:0] 


ceded ttt ot A OOOO OCOOCSO 


0 
0 
0 
0 
4 
1 
1 
1 
0 
0 
0 
0 
1 
1 
1 
1 


“~s-9O04 40 0482 4# OC O48 ~O00 
—"-O-"-O-" O =a OO Os OHA O “ O 
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3.4 Host Control Registers 


Addresses in parentheses indicate register mapping in Motorola Mode. 


Aoh (RIW) Aih (RW) Aah (RW) A3h (R/W) 
MICRO. AT ERROR MICRO. AT FEATURES MICRO. AT SECTOR COUNT MICRO. AT SECTOR NUM. 


7 Bad Block Detected 7 M_FEATRS{7] 7 M_SECCNT{[7] 7 M_SECNUM[7] 





































6 Uncorr. Data Error 6 M_FEATRS{6] 6 M_SECCNT{6] 6 M_SECNUM{[6]} 
5 Media Changed 5 M_FEATRS[5] 5 M_SECCNT{5] 5 M_SECNUM{5] 
4 1D Not Found 4 M_FEATRS[4] 4 M_SECCNT{[4] 4 M_SECNUM{[4] 
3 Media Change Requested | 3 M_FEATRS{3] 3 M_SECCNT{3] 3 M_SECNUM[3] 
2 Abort 2 M_FEATRS[2] 2 M_SECCNT{[2] 2 M_SECNUM[2] 
1 Track 0 Not Found 1 M_FEATRS[1] 1 M_SECCNT[1] 1 M_SECNUM[1] 
0 Address Mark Not Found 0 M_FEATRS[(0] 0 M_SECCNT[O] 0 M_SECNUM{0] 





MICRO. AT CYL. LOW MICRO. AT CYL. HIGH MICRO. AT DRIVE/HEAD MICRO. AT COMMAND 
7 M_CYL{7] 7 M_CYL[15] 7 M_Pass Thru[2]/1 7 M_CMD{7] 
6 M_CYL{6] 6 M_CYL[14] 6 M_Pass Thru[1]/LBA 6 M_CMD{6] 
5 M_CYL{5] 5 M_CYL[13] 5 M_Pass Thru[0)/1 5 M_CMD{[5} 
4 M_CYL[4] 4 M_CYL[12] 4 M_Drive Number Select 4 M_CMD[4] 
M_Head Select[3] 
M_Head Select[2] 
M_Head Select{1] 
M 


3 
2 
1 
0 M_Head Select[0] 


[7 SECCNTI7] |7{SECNUMZ7])  £|7LCYU7N #&=5=} |7LCOYus |)|))COCO™ 
6 |_SECCNTI6} |_SECNUM[6] I_CYL{6] |_CYL[14] 
5 |_SECCNTI5] |_SECNUM[5] I_CYL[5] I_CYL[13] 
4 |_SECCNTI4} |_SECNUM[4] _CYL{4] I_CYL[12] 
|_SECCNT[3} |_SECNUM[3] I_CYL{3] I_CYL{11] 
|_SECCNTI2] |_SECNUM[2] |_CYL{2] |_CYL[10] 
|_SECCNT[1] |_SECNUM{[1] |_CYL{1] _CYL[9] 
|_SECCNT[0} |_SECNUM{0] |_CYL{0} |_CYL[8] 


3 
2 
1 
0 





ACh (R) ADh (RW) AEh (AFh) (R/W) AFh (AEh) (RW) 
DRIVE/HEAD IMAGE START SECTOR NUMBER START CYLINDER LOW START CYLINDER HIGH 


7 \_Pass Thru[2}/1 7 ST_SECNUM[7] 7 ST_CYL[7] 7 ST_CYL[15] 





























6 |_Pass Thru{1VLBA MODE | 6 ST_SECNUM[6] 6 ST_CYLI6] 6 ST_CYL[14] 
5 |_Pass Thru[oy/1 5 ST_SECNUM[5] 5 ST_CYL{5} 5 ST_CYL[13] 
4 |_Drive Number Select 4 ST_SECNUMI/4] 4 ST_CYL[4] 4 ST_CYL[12] 
3 |_Head Select{3] 3 ST_SECNUM{3] 3 ST_CYL{3] 3 ST_CYL[11] 
2 1_Head Select{2] 2 ST_SECNUM[2] 2 ST_CYL2] 2 ST_CYL[10] 
1 |_Head Select{1] 1 ST_SECNUM[1] 1 ST_CYL{1] 1 ST_CYLI9] 
0 |_Head Select{0] 0 ST_SECNUM(O] 0 ST_CYL(0] 0 ST_CYL{8} 
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Boh (RW) Bih (RW) B2h (RW) B3h (RW) 
START DRIVE/HEAD MAX SECTOR NUMBER 0 MAX SECTOR NUMBER 1 MAX HEAD NUMBER 


7 ST_Pass Thru[2}/1 7 MAXSEC_0[7] 7 MAXSEC_1[7] 7 MAXHEAD_1[3] 
6 ST_Pass Thru[1)/LBA 6 MAXSEC_0[6] 6 MAXSEC_1[6] 6 MAXHEAD_1[2] 
5 ST_Pass Thru(0]/1 5 MAXSEC_0[5] 5 MAXSEC_1[5] 5 MAXHEAD_1[1] 
4 ST_Drive Number Select 4 MAXSEC_0[4] 4 MAXSEC_1[4] 4 MAXHEAD_1[0] 
3 ST_Head Select[3] 3 MAXSEC_0[3] 3 MAXSEC_1[3] 3 MAXHEAD_0[3] 
2 ST_Head Select[2] 2 MAXSEC_O[2] 2 MAXSEC_1[2] 2 MAXHEAD_0[2} 
1 

0 


















































ST_Head Select{1] 1 MAXSEC_0[1] 1 MAXSEC_1[1] 1 MAXHEAD_0[1] 
ST_Head Select{0] 0 MAXSEC_0[0} 0 MAXSEC_1[0] 0 MAXHEAD_0[0} 





Bah (RW) B5h (RW) B6h (RW) B7h (A) 
|DRIVEOSTATUS =| DRIVE1STATUS =| HOSTBLOCKSIZE _—_—_—*| HOSTBLOCKCOUNTER 


7 Reserved 7 Reserved 7 HBLKSIZE[7] 7 /7 HBLKCTRI7]  383=—S=«S 





































6 Reserved 6 Reserved 6 HBLKSIZE[6] 6 HBLKCTR{6] 
5 Reserved 5 Reserved 5 HBLKSIZE[5] 5 HBLKCTRI5] 
4 Reserved 4 Reserved 4 HBLKSIZE[4] 4 HBLKCTRI4] 
3 Reserved 3 Reserved 3 HBLKSIZE[3] 3 HBLKCTRI3] 
2 Drive 0 Ready 2 Drive 1 Ready 2 HBLKSIZE[2] 2 HBLKCTR[2] 
1 Drive 0 Write Fault 1 Drive 1 Write Fauit 1 HBLKSIZE[1] 1 HBLKCTR{[1] 
0 Drive 0 Seek Complete 0 Drive 1 Seek Complete 0 HBLKSIZE[O] 0 HBLKCTR(O} 


Beh (RW) Boh (R) BAh (R/W) BBh (RW) 
-HOSTTIMER TIMER | HOST BUSYTIME BUSY TIME | HOSTINTERRUPT TIME INTERRUPT TIME 
































[7 Reseved [7 HTIMER[7] 7 BSYTIME[7] © 7 /71RQTIME[7]  =—ts~=CS«Y 
6 Reserved 6 HTIMER[6] 6 BSYTIME[6] 6 IRQTIME{(6] 
5 Reserved 5 HTIMER[5] 5 BSYTIME[5] 5 IRQTIME(5) 
4 Reserved 4 HTIMER[4] 4 BSYTIME[4] 4 IRQTIME[4] 
3 Reserved 3 HTIMER[3] 3 BSYTIME[3] 3 IRQTIME[3]} 
2 Reserved 2 HTIMER[2] 2 BSYTIME[2] 2 IRQTIME[2} 
1 Reserved 1 HTIMER[1) 1 BSYTIME[1] 1 IRQTIME[1] 
0 Reserved 0 HTIMER(O] 0 BSYTIME[0] 0 IRQTIME[O} 








Be ee ee See | nor con 
HOST CONTROL PIN 1 


Reserved 7 Reserved Reserved Reserved 
Reserved 6 Reserved Reserved *PDIAG 
Reserved 5 Reserved Reserved *DASP/*SPKR 
Reserved 4 Reserved Reserved Reserved 
Reserved 3 Reserved Reserved Reserved 
Reserved 2 Reserved Reserved Reserved 
Reserved 1 Reserved Reserved Reserved 
Reserved 0 Reserved Reserved Reserved 


HOST CONTROL 0 HOST CONTROL 1 HOST CONTROL 2 HOST CONTROL 3 
7 En. Auto- Local Micro Cmds | 7 Set Busy/internal Busy 7 En. Auto. Multi-Sector XFR | 7 Host Write Operation 
6 Dis. Auto Cmd Bik Update {| 6 Reset Busy/BTRANS 6 Enable Auto Write 6 Reserved 
5 En. Rd Vrfy Task File Upat 5 Corrected Data 5 Enable Auto Read 5 Enable Auto Error Set 
4 Dis. Start Register Update 4 Host interrupt Request 4 Enable Auto Write DMA 4 En. Auto Pause On Error 
3 HCS1 Select 3 Reset IRQ 3 Enable Auto Read DMA 3 Enable LBA Mode 
2 Slave Mode 2 One Block Auto Cmd. 2 En. Auto WR Mult.CMDs 2 Start AT Transfer 
1 Master/Slave Enable 1 Interrupt Enable Status 1 En. Auto RD Mult. CMDs 1 Restart AT Transfer 
O Reserved O Error 0 En. Auto WR Verify/Same 0 Pause Host Transfer 


O-¥NWDA MON 
OANWHOAR HOON 
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C4h (R/W) C5h (R/W) C6h (R/W) 

HOST CONTROL 4 HOST CONTROL 5 HOST CONTROL 6 
7 Test Cylinder Counter 7 En. l\OCS16 Open Drain 7 En. Read Interlock Pause 7 Reserved 
6 Select Alternate Timer 6 En. 16-bit Host Data XFER { 6 En. Auto Read Interlock 6 Reserved 




























































5 Reserved 5 Reserved 5 Update Host Count 5 Reserved 
4 Reserved 4 Enable Auto IRQ 4 En. Ext. DMA HDB Drive 4 Reserved 
3 Reserved 3 En. PIO Transfer Mode 3 Host FIFO Reset 3 Reserved 
2 Reserved 2 En. Auto. AT Wait States 2 Auto Read Interlock Status | 2 Reserved 





1 En. Demand Mode DMA 
O En. Ext. PlO HDB Drive 


1 Reserved 
0 Reserved 


1 Reserved 
0 Early IOCHRDY 


1 IRQ Mode{1] 
0 IRQ Mode{0} 


C8h (A) Céh (W) C9h (RW) CAh (R) 
HOST INTERRUPT STATUSO _| HOST INTERRUPTCLEARO | HOST INTERRUPTENABLEO | HOST INTERRUPT STATUS 1 


7 Host IRQ Time-Out Int. 7 Clr. Host IRQ Time-Out Int. | 7 En. Host IRQ Time-Out Int. | 7 Reserved 
6 Auto Wr Cmd Started Int. 6 Clr. Auto Wr Cmd Start. Int. | 6 En. Auto Wr Cmd Start. Int. | 6 Reserved 
5 Auto Rd Cmd Started Int. 5 Clr. Auto Rd Cmd Start. Int. | 5 En. Auto Rd Cmd Start. Int. | 5 Reserved 
4 Host Reset Detected Int. 4 Clr. Host Reset Det. Int. 4 En. Host Reset Det. Int. 4 Host Cmd. Aborted Int. 
3 Host Soft. Reset Det. Int. 3 Clr. Host Soft. Res. Det. int. | 3 En. Host Soft. Res. Det. Int. | 3 Auto Write Overrun Int. 
2 Sel. Phase Detected int. 2 Clr. Sel. Phase Det. Int. 2 En. Sel. Phase Det. Int. 2 Host Stat. Rd. Det. Int. 
1 Host FIFO Error Int. 1 Clr. Host FIFO Error Int. 1 En. Host FIFO Error Int. 1 Stat. Rd. Det. After XFER 
0 Transfer Done Int. 0 Clr. Transfer Done Int. O En. Transfer Done int. 0 Host Transfer Started Int. 


CAh (W) CBh (RW) CCh (R) CDh (R) 
HOST INTERRUPT CLEAR 1 HOST INTERRUPT ENABLE 1 HOST STATUS 1 HOST STATUS 2 


7 Reserved 7 Reserved 7 Rd. Verify Cmd. Revd. 7 Reserved 

6 Reserved 6 Reserved 6 DRV. Diag. Cmd. Received | 6 DMA Cmd. Revd. 
5 Reserved 5 Reserved 5 Fmt/Buf/Long/Same Cmd 5 Start Head=MAXHEAD 

4 Clr. Host Cmd. Aborted Int. | 4 En. Host Cmd. Aborted Int. | 4 RD/WR Long Cmd. Revd. 4 Start Sector=MAXSEC 

3 Clr. Auto Write Overrun Int. | 3 En. Auto Write Overrun Int. | 3 RD/WR Mult. Cmd. Revd. 3 Reserved 

2 Clr. Host Stat. Rd. Det. Int. | 2 En. Host Stat. Rd. Det. Int. {| 2 Auto DMA Cmd. In Prog. 2 Start DRV/HD=AT DRV/HD 
1 Clr. Rd. Det. After XFER Int. | 1 En. Rd. Det. After XFER 1 Auto Read Cmd. In Prog. 1 Start Cyi=AT Cyl 

0 Clr. Host XFER Started Int. | 0 En. Host XFER Started Int. | 0 Auto Write Cmd. in. Prog. 0 Start Sector=AT Sector 


CEh (RW) CFh (R) DOh (Dih) (R) Dih (DOh) (R) 
HOST STATUS 3 HOST FIFO STATUS HOST TRANSFER CNT 0 HOST TRANSFER COUNT 1 

























































































7 AT DRQ (R) 7 Reserved 7 7 Host ECC Time 

6 AT BUSY (R) 6 Reserved 6 6 Host Transfer Done 

5 Host Timer=00h (R) 5 Host FIFO Byte Count[5] 5 5 Buffer Transfer Done 

4 Reserved 4 Host FIFO Byte Count[4] 4 4 Host ECC Transfer Done 
3 SECCNT Loaded With 00h | 3 Host FIFO Byte Count[3] 3 3 Buffer ECC Transfer Done 
2 SECCNT=00h (R) 2 Host FIFO Byte Count[2] 2 2 Transfer Done Status 

1 Host Block Ctr.=00h (R) 1 Host FIFO Byte Count{1] 1 1 HTC[9] 

0 “En. AT DRQ" status (R) 0 Host FIFO Byte Count{0] 0 0 HTC[8] 















D2h (RW) D3h (R) E0h (R) Eth (R) 
HOST ECC SIZE HOST ECC COUNT CONFIGURATION OPTION CONFIGURATION STATUS 


























7 Reserved 7 Host/Buffer ECC Time 7 PCMCIA Soft Reset 7 Changed Status 

6 Reserved 6 Reserved 6 PCMCIA Level Interrupt 6 En. Changed Status 

5 Host ECC Size[5] 5 Host ECC Count(5] 5 Reserved 5 Host Is Only 8 Bit 

4 Host ECC Size[4] 4 Host ECC Count{4] 4 Configuration Option Bit 4 4 Configuration Status[4] 
3 Host ECC Size{3] 3 Host ECC Count{3] 3 Configuration index[3] 3 Configuration Status[3] 
2 Host ECC Size[2] 2 Host ECC Count[2]} 2 Configuration Index(2] 2 Power Down 

1 Host ECC Size(1]} 1 Host ECC Count{1] 1 Configuration Iindex(1] 1 ATA Interrupt 

0 Host ECC Size[0} 0 Host ECC Count[0] 0 Configuration Index(0] 0 Configuration Status[0] 
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E2h (R) E3h (R) E4h (A) E4h (W) 
| PINREPLACE 2 | SOCKETCOPY | HOST INTERRUPT STATUS 2 | INTERRUPT STATUS 2 HOST | HOST INTERRUPT CLEAR 2 | CLEAR 2 


7 BVD1 Change State 7 Reserved 7 Reserved 7 Reserved 
: BVD2 Change State 6 Copy Number[2] 6 Reserved 6 Reserved 
5 RDY/*BSY Change State 5 Copy Number{1] 5 CiS Read By Host 5 Cir. CIS Read By Host 

4 WPROT Change State] 4 Copy Numberj0] 4 Socket & Copy Written 4 Clr. Socket & Copy Written 
3 BVD1 Status 3 Socket Number[3] 3 Power Down Bit Changed 3 Clr. Pwr Down Bit Changed 
2 BVD2 Status} 2 Socket Number[2]} 2 Pin Replacement Written 2 Clr. Pin Replacement Written 
RDY/*BSY Status 1 Socket Number[1] 1 Config. Status Written 1 Clr. Config. Status Written 
WPROT Status 0 Socket Number[0] 0 Config. Option Written 0 Clr. Config. Option Written 


| HOST INTERRUPT ENABLE 2 | PCMCIAMISCELLANEOUS ___| 


= = S| | 

















































1 
0 






Reserved 6 Host Interface Mode (R) 
En. CISRD Interrupt 5 Reserved 
En. SOCKETWR Interrupt 4 Reserved 
En. PWROWNCHG Int. 3 Reserved 
En. PINREPWR Interrupt 2 Reserved 
En. CONFIGSTWAR Int. 1 Host Interface Select(1] 
En. CONFIGOPTWAR int. 0 Host Interface Select[0] 






















i 
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3.5 Buffer Control Registers 
Addresses in parentheses indicate register mapping in Motorola Mode. 
BUFFER MODE REFRESH PERIOD REFRESH TIMER BUFFER CONTROL 0 


7 Buffer Cycle Time Sel.[1] 7 RPERIOD[7] 7 RTIMER{7] 7 Enable Disk Up Counter 
6 Buffer Cycle Time Sel.[0] 6 RPERIOD[6] 6 RTIMER{[6] 6 Reserved 




















































5 Buffer RAM Select{2} 5 RPERIOD[5] 5 RTIMER{5] 5 Enable Disk No Room Occ. 
' 4 Buffer RAM Setect{1} 4 RPERIOD{4] 4 RTIMER[4) 4 Enable Host No Room Occ. 

3 Buffer RAM Select{[0} 3 RPERIOD(3} 3 RTIMER{[3) 3 En. Dsk Rm Logic On Wrap 

2 Enable 16-Bit Wide Buffer | 2 RPERIOD[2] 2 RTIMER[2] 2 En. 16-Bit Micro/Buf. Acc. 

1 Enable High Host Priority 1 RPERIOD(1]} 1 RTIMER[1) 1 Disable *MOE/*MCE/*RAS 





O Enable Buffer Pseudo-Read | 0 RPERIOD(0] 0 RTIMER(O] 0 Reserved 


103h (R) 103h (W) 104h (R/W) 105h (R/W) 
BUFFER INTERRUPT 0 BUFF. INTERRUPT CLEAR 0 BUFF. INTERRUPT ENABLE 0 | BUFFER CONTROL 1 


7 Disk Sec. Cntr. Done Int. 7 Clr. Disk Sec. Cntr. Done 7 En. Disk Sec. Cntr. Done 7 Reserved 


































6 Reserved 6 Reserved 6 Reserved 6 Reserved 
5 Disk No Room Occur. Int. 5 Clr. Disk No Room Occur. 5 En. Disk No Room Occur. 5 Reserved 
4 Host No Room Occur. Int. 4 Cir. Host No Room Occur. 4 En. Host No Room Occur. 4 Reserved 


3 Disable Disk Error Stop 

2 Disable Host Error Stop 

1 Force Buffer Parity Error 
0 En. Buffer Parity Checking 


3 Reserved 
2 En. Cor. Port Overrun Error 
1 Reserved 

O Reserved 


3 Reserved 
2 Clr. Cor. Port Overrun Error 
1 Reserved 

O Reserved 


3 Reserved 
2 Cor. Port Overrun Error tnt. 
1 Reserved 
O Reserved 


BUFFER INTERRUPT 1 BUFF. INTERRUPT CLEAR 1 BUFF. INTERRUPT ENABLE 1 BUFF. COUNTER CONTROL 

7 Reserved 7 Reserved 7 Reserved En. Delayed Block Release 
6 Reserved 6 Reserved 6 Reserved Host Byte Counter Clear 

5 Host CIS Port Check Error | 5 Cir. Host CIS Port Chk Err 5 En. Host CiS Port Chk Err Disk Byte Counter Clear 

4 Servo Port Check Error 4 Clr. Servo Port Chk Error 4 En. Servo Port Chk Error Disk Block Counter Clear 
3 Micro. Port Check Error 3 Clr. Micro. Port Chk Error 3 En. Micro. Port Chk Error Release Blocks To Host 

2 Corr. Port Check Error 2 Clr. Corr. Port Chk Error 2 En. Corr. Port Chk Error Reserved 

1 Disk Port Check Error 1 Clr. Disk Port Chk Error 1 En Disk Port Chk Error Reserved 

0 Host Port Check Error 0 Clr. Host Port Chk Error 0 En. Host Port Chk Error Buffer Counter Select 


109h (R/W) 10Ah (W) 10Bh (RW) 
BUFFER PORT ENABLE BUFF. COUNTER ADD/SUB BUFFER STATUS 1 





OANWDAAADN 
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7 Reserved 7 BCTRAS[7] 7 Disk No Room (R) 7 Reserved 
6 Reserved 6 BCTRAS{[6] 6 Host No Room (R) 6 Reserved 
5 Host ClS Port Enable 5 BCTRAS[5] 5 Reserved 5 Reserved 
4 Servo Port Enable 4 BCTRAS[4] 4 Reserved 4 Reserved 
3 Micro. Port Enable 3 BCTRAS[3] 3 Reserved 3 Reserved 
2 Corr. Port Enable 2 BCTRAS[2] 2 Reserved 2 Reserved 
1 Disk Port Enable 1 BCTRAS[1] 1 Reserved 1 Reserved 
0 Host Port Enable 0 BCTRAS[0]} 0 Auto Write Select 0 Reserved 
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10Dh (R/W) 10Eh (R) ee | 110h (111h) (RUW) 
DISK SEC. COUNTER DISK BLOCK COUNTER MICRO. PAGE 0 







































7 DISKCTR{7] 7 Reserved 7 Reserved 7 MPAGE[15] 
6 DISKCTR{[6] 6 DBCTR{[6} 6 Reserved 6 MPAGE[14] 
5 DISKCTR[5] 5 DBCTR{5] 5 Reserved 5 MPAGE[13] 
4 DISKCTRI[4] 4 DBCTRI4] 4 Reserved 4 MPAGE[12] 
3 DISKCTR{3] 3 DBCTR[3} 3 Reserved 3 MPAGE[11] 
2 DISKCTR[2] 2 DBCTR[2] 2 Reserved 2 MPAGE[10] 
1 DISKCTR{[1] 1 DBCTRI1) 1 Reserved 1 Reserved 

0 DISKCTR{0] 0 DBCTR(O} 0 Reserved O Reserved 





111h (110h) (R/W) 112h (113h) (R/W) 113h (112h) (R/W) 114h (115h) (R/W) 

| MICRO. PAGE1 =| SERVO PAGEO  F—FCCCC“‘SS| SERVOPAGE(  ~—SC——__| BUFFERCNTR.A BYTEO 
7 Reserved 7 VPAGE[15] 7 Reserved 7 BCTRA[7] 
Reserved 6 VPAGE[14] 6 Reserved 6 BCTRAI[6] 
MPAGE[21] 5 VPAGE[13] 5 VPAGE[21] 5 BCTRA[5] 
MPAGE[20] 4 Reserved 4 VPAGE[20] 4 BCTRA/[4] 
MPAGE[19] 3 Reserved 3 VPAGE[19} 3 BCTRA[3] 
MPAGE[18] 2 Reserved 2 VPAGE[18] 2 BCTRA[2] 
MPAGE[17] 1 Reserved 1 VPAGE[17] 1 BCTRA[1] 
MPAGE[16] 0 Reserved O VPAGE[16] 0 BCTRA[O] 


115h (114h) (R/W) 116h (117h) (R/W) 117h (116h) (R/W) 118h (119h) (RAW) 
| BUFFER CNTR.A BYTE? _| CNTR. A BYTE 1 | MAX BUFF COUNT A BYTEO __| BUFF COUNT A BYTE 0 MAX BUFF | MAX BUFF COUNT A BYTE1 _| BYTE 1 | BUFFER CNTR.B BYTEO _| CNTR. B BYTE 0 - 
7 BCTRA[15] 7 BKMAXA(7] 7 BKMAXA[15] 7 BCTRB[7] 
BCTRA[14] 6 BKMAXAI6] 6 BKMAXA[14] 6 BCTRBI6] 


BCTRA[13] 5 BKMAXA[5] 5 BKMAXA[13} | 5 BCTRB[5] 
4 BKMAXA12] 4 BCTRBI4] 


BCTRA[12} 4 BKMAXA/[4] 
BCTRA[11] 3 BKMAXA{3] 3 BKMAXA[11] 3 BCTRB[3] 


BCTRA[10] 2 BKMAXA[2] 2 BKMAXAI10] 2 BCTRBI2] 
BCTRA[9] 1 BKMAXA[1] 1 BKMAXAI9] 1 BCTRB[1] 
BCTRA|8] 0 BKMAXA(O] 0 BKMAXA[8] 0 BCTRB[O] 


| BUFFERCNTR.B BYTE1 —_| MAXBUFFCOUNTB BYTEO | MAXBUFFCOUNTB BYTE1 | SERVO BEGINOFSEG BYTE | 
7 BCTRB[15] [7 BKMAXBI7] ~—_—S|: 7: BKMAXB[15] [7 VBOS[7] i (ati‘:C:*? 
BCTRB[14] BKMAXB[6] 6 BKMAXB[14] 6 VBOS{[6] 
BCTRB[13] BKMAXB[5] 5 BKMAXB[13] 5 VBOS[5] 
BCTRBI12] BKMAXB/4] 4 BKMAXB[12] 4 VBOS[4} 
BCTRB[11] BKMAXBI3] 3 BKMAXB[11] 3 VBOS[3] 
BCTRBI[10] BKMAXB[2] 2 BKMAXB[10] 2 VBOS[2] 
BCTRBI9] BKMAXB[1] 1 BKMAXB[9] 1 VBOS{1] 
BCTRB{8} BKMAXB[0] 0 BKMAXBJ[8] 0 VBOS[0] 


11Dh (11Ch) (R/W) TiEh (11Fh) (R/W) 11Fh (11Eh) (RUW) 120h (121h) (RAW) 
SERVO BEGIN OF SEG BYTE1 | SERVOENDOFSEG BYTEO | SERVOENDOFSEG BYTE1 | SECTOR SIZE BYTE0 


- 




























7 Reserved 7 VEOS{7] 7 Reserved 7 SECSIZE[7] 
6 Reserved 6 VEOS{[6] 6 Reserved 6 SECSIZE[6] 
5 Reserved 5 VEOS{5] 5 Reserved § SECSIZE[5] 
4 VBOS[12] 4 VEOS[4] 4 VEOS[12] 4 SECSIZE[4] 
3 VBOS[11] 3 VEOS[3] 3 VEOS[11] 3 SECSIZE[3] 
2 VBOS[10] 2 VEOS[2] 2 VEOS/10] 2 SECSIZE[2] 
1 VBOS{[9] 1 VEOS[1] 1 VEOS[9] 1 SECSIZE[1] 
0 VBOS[8] 0 VEOS[0] 0 VEOS[8] 0 SECSIZE[0] 
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7 Reserved 
6 Reserved 
5 Reserved 
4 Reserved 
3 Reserved 


7 Reserved 
6 Reserved 
5 Reserved 
4 Reserved 
3 Reserved 




















2 SECSIZE[10] 2 Reserved 
1 SECSIZE[9] 1 Reserved 
0 O Reserved 


SECSIZE[8} 


125h (124h) (R) 126h (127h) (R) 127h (126h) (R) 128h (129h) (R/W) 
| HOST BYTE COUNT BYTE1 __| DISK BYTECOUNT BYTEO __| DISKBYTECOUNT BYTE1 __ 


Reserved 
Reserved 
Reserved 
Reserved 
Reserved 
HBC[10] 
HBC[9] 
HBC[8] 


- 


129h (128h) (R/W) 12Ah (12Bh) (RW) 12Bh (12Ah) (RW) 12Ch (12Dh) (R/W) 
SERVO POINTER BYTE 0 


Reserved Reserved 
Reserved Reserved 
Reserved Reserved 
Reserved Reserved 
Reserved Reserved 
Reserved Reserved 
Reserved Reserved 
Reserved Reserved 


12Dh (12Ch) (RW) 12Eh (12Fh) (RW) 12Fh (12Eh) (RW) 130h (133h) (RW) 
SERVO | SERVO POINTER BYTE? _| BYTE 1 | DISK UP COUNTER BYTEO | UP COUNTER BYTE 0 DISK UP | DISK UP COUNTER BYTE1 _| BYTE 1 | HOST POINTER BYTEO POINTER BYTE 0 


[7 DUCTRI7] 3=—S=S«S 
DUCTR{6} 
DUCTRI5] 
DUCTRI4] 
DUCTRI3] 
DUCTR{2] 
DUCTRI1] 
DUCTR{0} 


‘7 Reserved 
Reserved 
Reserved 
VP[12] 
VP[11] 
VP[10] 
VP[9] 
VP[8] 


- 


131h (132h) (R/W) 132h (131h) (R/W) 133h (130h) (R/W) 134h (137h) (R/W) 
|HOSTPOINTER BYTE1 _—s| HOSTPOINTER BYTE2 _| HOSTSEGMENTCONTROL _| DISKPOINTER BYTEO 


7 HP[15] 7 Reserved 
6 HP[14] Reserved 
5 HP[13] HP[21] 

4 HP[12] HP[20] 
3 HP{11] HP[19} 
2 HP[10] HP[18} 
1 HP[9} HP[17]} 
0 HP{[8]} HP[16] 
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7 Reserved 
6 Reserved 
5 Reserved 
4 Reserved 
3 Reserved 
2 Reserved 
1 Reserved 
0 Reserved 


7 Reserved 
6 Reserved 
5 Reserved 
4 Reserved 
3 Reserved 
2 DBC[10] 
1 DBC{9] 

0 DBC{8] 


7 Reserved 
6 Reserved 
5 Reserved 
4 Reserved 
3 Reserved 
2 Reserved 
1 Reserved 
0 Reserved 


7 Reserved 
Reserved 
Reserved 
Reserved 
Reserved 
Reserved 
DUCTRI9] 
DUCTR{8] 


7 Auto Write Mode(1] 

6 Auto Write Mode[0] 

5 Auto Write Segment Select 
4 Auto Write BCTR Select 

3 En. Auto Write Room Logic 
2 Host Segment Select 

1 Host BCTR Select 

0 En. Host Room Logic 
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121h (120h) (R/W) PSU col te! UR ( iaeleaeane ete el Cease cs a, 123h (122h) (R/W) 124h (125h) (R) 
SECTOR SIZE BYTE 1 | HOST BYTECOUNT BYTEO | 


7 HBCI7] 
6 HBC{6} 
5 HBC[5] 
4 HBCI4] 
3 HBC[3] 
2 HBC[2] 
1 HBC[1] 
0 HBC[O] 


7 '7 Reserved =——<Cs~CSwN 
6 Reserved 
5 Reserved 
4 Reserved 
3 Reserved 
2 Reserved 
1 Reserved 
O Reserved 


7 DP{7] 
6 DP[6] 
5 DPI5] 
4 DP{4] 
3 DP[3] 
2 DP[2] 
1 DPI1] 
0 DP[O} 
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Section 3 





135h (136h) (RW) 
DISK POINTER BYTE 1 


DP[15] 
DP{14] 
DP[13] 
DP[12] 
DP[11] 


36h (135h) (R/W) 
DISK POINTER BYTE 2 


Reserved 
Reserved 
DP[21] 
DP[20} 
DP[19] 


7 Reserved 
6 Reserved 
5 Reserved 
4 Reserved 
3 Reserved 


37h (134h) (RW) 138h (13Bh) (RW) 
DISK SEGMENT CONTROL BEGIN OF SEGMENT A BYTE 0 


7 ABOS{7] 
6 ABOS{6] 
5 ABOS{5] 
4 ABOS[4] 
3 ABOS[3] 


DP[10] DP[18] 2 Disk Segment Select 2 ABOS[2] 


DP[9] DP[17] 1 Disk BCTR Select 1 ABOS[1] 
DPI8] DP[16] 


0 Enable Disk Room Logic 0 ABOS[0] 


139h (13Ah) (R/W) 13Ah (139h) (RW) 13Bh (138h) (RW) 13Ch (13Fh) (RW) 
BEGIN OF SEGMENT A BYTE 1 | BEGIN OF SEGMENT A BYTE 2 END OF SEGMENT A BYTE 0 


7 ABOS[15] 
6 ABOS[14] 
5 ABOS[13] 
4 ABOS[12] 
3 ABOS[11] 
2 ABOS[10] 
1 ABOSI9] 

0 ABOS{8] 


7 Reserved 
6 Reserved 
5 ABOS[21] 
4 ABOS[20] 
3 ABOS[19] 
2 ABOS[18] 
1 ABOS[17] 
0 ABOS[16] 


7 Reserved 
6 Reserved 
5 Reserved 
4 Reserved 
3 Reserved 
2 Reserved 
1 Reserved 
O Reserved 


7 AEOS[7} 
6 AEOS{6] 
5 AEOS|5] 
4 AEOS[4] 
3 AEOS{3] 
2 AEOS[2] 
1 AEOS[1] 
0 AEOS{0] 


13Dh (13Eh) (R/W) 13Eh (13Dh) (R/W) i 140h (143h) (RW) 
END OF SEGMENT A BYTE 1 END OF SEGMENT A BYTE 2 BEGIN OF SEGMENT B BYTE 0 


7 AEOS[15] 
6 AEOS[14] 
5 AEOS[13] 
4 AEOS[12] 
3 AEOS{11] 
2 AEOS[10] 
1 AEOS[9] 
0 AEOS{[8] 


Reserved 
Reserved 
AEOS[21] 
AEOS[20] 
AEOS[19] 
AEOS[18] 
AEOS[17] 


AEOS[16] 


7 Reserved 
6 Reserved 
5 Reserved 
4 Reserved 
3 Reserved 
2 Reserved 
1 Reserved 
O Reserved 


7 BBOS{7] 
6 BBOS{6] 
5 BBOSIS5] 
4 BBOS|4] 
3 BBOS{3] 
2 BBOS[2] 
1 BBOS[1] 
0 BBOS{O} 


141h (142h) (RW) 142h (141h) (R/W) 143h (140h) (RW) 144h (147h) (RW) 
| BEGIN OF SEGMENT B BYTE 1 | BEGIN OF SEGMENT 8 BYTE 2_ | END OF SEGMENT B BYTEO | 


‘7 BBOSI5] —is| 
BBOS[14] 
BBOS[13] 
BBOS[12] 
BBOS[11] 
BBOS[10] 
BBOS|9] 

BBOS|8] 





7 BEOS[15] 
6 BEOS|14] 
5 BEOS[13] 
4 BEOS[12] 
3 BEOS[11] 
2 BEOS[10] 
1 BEOS{[9] 
0 BEOS|s] 















[7 Reserved i (tis 
Reserved 
BBOS[21] 
BBOS[20] 
BBOS[19] 
BBOS/18] 
BBOS[17] 
BBOS[16] 


Reserved 
Reserved 
BEOS[21] 
BEOS[20] 
BEOS[19] 
BEOS[18] 
BEOS[17] 
BEOS[16] 






Ot NWARUAON 








[7 Reseved (ts 
Reserved 
Reserved 
Reserved 
Reserved 
Reserved 
Reserved 
Reserved 


™ 





145h (146h) (RAW) 146h (145h) (RW) 147h (144h) (RW) 148h (14Bh) (RW) 
END OF SEGMENT B BYTE 1 END OF SEGMENT B BYTE 2 WRITE CACHE PTR BYTE 0 


7 Reserved 
6 Reserved 
5 Reserved 
4 Reserved 
3 Reserved 
2 Reserved 
1 Reserved 
O Reserved 









[7 BEOSI7]  ©=—S=«S 
6 BEOS|6] 
5 BEOS{5] 
4 BEOS[4] 
3 BEOS{3] 
2 BEOS[2] 
1 BEOS[1] 
0 BEOS{0] 












7 WCPI7] 
6 WCP{6] 
5 WCPI5] 
4 WCP[4] 
3 WCPI3] 
2 WCPI2] 
1 WCP[1] 
0 WCP[0} 
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7 WCP[15] 












0 WCPIS] 









3.6 Disk Sequencer RAM Registers 


| SEQUENCER CONTROL | SEQUENCERCOUNT 


200h-21Fh (R/W) 
SEQ. NEXT ADDRIDATA 
7 BRSEL[2] / SEQDATAI7] 
6 BRSEL[1] / SEQDATAI6] 
5 BRSEL[0] / SEQDATAI5] 


4 SEQNADI4] / SEQDATA(4] 
3 SEQNAD{3] / SEQDATA[3] 
2 SEQNAD[2] / SEQDATA[2] 
1 SEQNAD[1] / SEQDATA[1] 
0 SEQNAD{(O] / SEQDATA(O] 


















7 Reserved 


0 WCPT16} 


7 NEXTADREN 
; SEQCTLAI1] 
5 SEQCTLA|O] 
4 SEQCTLB[1] 
3 SEQCTLB(O] 
2 SEQCTLCP2] 
1 SEQCTLC[1] 
0 SEQCTLCIO] 


3.7 PCMCIA Interface Registers 













7 Reserved 


0 Reserved 


7 MODCNTEN 
6 SEQCNTI6] 
5 SEQCNTI5] 
4 SEQCNTI4] 
3 SEQCNTI3] 
2 SEQCNTI2] 
1 SEQCNTT1] 
0 SEQCNT(O} 


















Register Summary 


149h (14Ah) (RW) 14Ah (149h) (FUW) 14Bh (148h) (RW) 14Ch (14Fh) (R) 
WRITE CACHE PTR BYTE 1 WRITE CACHE PTR BYTE 2 AUTO WRITE SAVE BYTE 0 


7 AWSAVE[7] 


6 WCP[14] 6 Reserved 6 Reserved 6 AWSAVE[6] 
5 WCP[13] 5 WCP[21] 5 Reserved 5 AWSAVE[5] 
4 WCP{12] 4 WCP[20] 4 Reserved 4 AWSAVE[4] 
3 WCP{11} 3 WCP[19] 3 Reserved 3 AWSAVE[3] 
2 WCP[10] 2 WCP[18] 2 Reserved 2 AWSAVE[2] 
1 WCP{9] 1 WCP[17] 1 Reserved 1 AWSAVE[1] 


0 AWSAVE[O] 


AUTO WRITE SAV AUTO WRITE SAV es 
AUTO WRITE SAVE BYTE 1 AUTO WRITE SAVE BYTE 2 














7 AWSAVE[15] 7 Reserved 7 Reserved 7 Reserved 
6 AWSAVE[14] 6 Reserved 6 Reserved 6 Reserved 
5 AWSAVE[13] 5 AWSAVE[21] 5 Reserved 5 Reserved 
4 AWSAVE[12] 4 AWSAVE[20] 4 Reserved 4 Reserved 
3 AWSAVET11] 3 AWSAVE[19] 3 Reserved 3 Reserved 
2 AWSAVE[10] 2 AWSAVE[18] 2 Reserved 2 Reserved 
1 AWSAVE[9} 1 AWSAVE[17] 1 Reserved 1 Reserved 
0 AWSAVE[8] 0 AWSAVE[16] 0 Reserved 0 Reserved 





7 [7 Reserved (tts 
6 Reserved 
5 Reserved 
4 Reserved 
3 Reserved 
2 Reserved 
1 Reserved 
0 Reserved 














200h (R/W) 202h (R/W) 204h (R/W) 206h (R/W) 
| PCMCIA CONFIG OPTION _| PCMCIA CONFIG STATUS __|_ PCMCIA PINREPLACEMENT __| PCMCIASOCKET COPY __| 


7 PCMCIA Soft Reset 7 Changed 7 Changed Status(R) sid (R) 7 BVD1 Change State 7 Reserved 
6 PCMCIA Level Interrupt 6 En. Changed Status 6 BVD2 Change State 6 Copy Number(2] 
5 Reserved Host Is Only 8 Bit 5 RDY/BSY Change State 5 Copy Number[1]} 
4 Configuration Option Bit 4 4 Configuration Status[4] 4 WPROT Change State 4 Copy Number{0] 
3 Configuration Index{(3} 3 Configuration Status[3] 3 BVD1 Status 3 Socket Number{3] 
2 Configuration index{2] 2 Power Down 2 BVD2 Status 2 Socket Number{2] 
1 Configuration Index[1] 1 ATA Interrupt (R) 1 RDY/BSY Status 1 Socket Number{1] 
0 Configuration Index[0} 0 Configuration Status[0] 0 WPROT Status 0 Socket Number[0] 








































on 
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Register Summary 


3.8 Host Task File Registers (AT Host) 


Section 3 


1F0/170h (R/W) 1Fi/171h (R) 1F1/71h (W) 1F2/172h (RW) 
|ATHOSTDATA HOST DATA | ATHOSTERROR HOST ERROR | ATHOSTFEATURES —s HOST FEATURES AT HOST | AT HOST SECTOR COUNT _| COUNT 


7 H_DATAI7] 
H_DATA[6] 
H_DATA[5] 
H_DATA[4] 
H_DATA[3} 
H_DATA[2] 
H_DATA[1] 
H_DATA[0] 


7 Bad Block [7 Bad Block Detected 

6 Uncorr. Data Error 

5 Media Changed 

4 ID Not Found 

3 Media Change Requested 
2 Abort 

1 Track 0 Not Found 

0 Address Mark Not Found 


7 H_FEATRS{[7] 
6 H_FEATRS[6} 
5 H_FEATRS[5] 
4 H_FEATRS[4] 
3 H_FEATRS[3] 
2 H_FEATRS[2] 
1 H_FEATRS{1] 
0 H_FEATRS[0] 


H_SECCNT[7] 
H_SECCNT[6] 
H_SECCNT[5] 
H_SECCNT[4} 
H_SECCNT[3] 
H_SECCNT[2] 
H_SECCNT[1] 
H_SECCNT[0] 


1F3/173h (R/W) 1F4/174h (R/W) 1F5/175h (R/W) 1F6/176h (R/W) 
| AT HOST SECTOR NUMBER ___j| ATHOST CYLINDERLOW___| AT HOST CYLINDER HIGH __| ATHOSTDRIVE/HEAD __| 


7 H_SECNUM(7] 
H_SECNUM{[6] 
H_SECNUM[5] 
H_SECNUM[4] 
H_SECNUM{3] 
H_SECNUM[2] 
H_SECNUM[1] 
H_SECNUM{(0] 


H_CYLI7] 
H_CYL{6] 
H_CYL[5] 
H_CYL{4] 
H_CYLI3] 
H_CYL2] 
H_CYL[1] 
H_CYL[0] 


- 


7 H_CYL{15] 
6 H_CYL[14] 
5 H_CYL[13] 
4 H_CYL[12] 
H_CYL[11] 

|_CYL[10] 


3 
2H 
1 H_CYL[9] 
0 H_ 


i 


H_Pass Thru[2]/1 
H_Pass Thru{1}/LBA 
H_Pass Thru[0]/1 
H_Drive Number Select 
H_Head Select[3] 
H_Head Select[2] 
H_Head Select[1]} 
H_Head Select(0] 


1F7/177h (R) 1F7/177h (W) 3F6/376h (R) 3F6/376h (W) 
AT HOST STATUS AT HOST COMMAND AT HOST ALTERNATE STATUS AT HOST DEVICE CONTROL 


Busy 
Drive Ready 


Drive Write Fault 
Drive Seek Complete 


Data Request 


Corrected Data 


Index 
Error 


3F7/377h (R) 
AT HOST DRIVE ADDRESS 


7 Reserved 
Inverted Write Gate 


*Head Sel[3] 


*Head Sel{2] 
*Head Sel{1] 
*Head Sel[0] 
*Drive Select 1 
*Drive Select 0 





OA NORAD N 


H_CMD{7] 
H_CMD{6] 
H_CMDI5] 
H_CMDI4] 
H_CMD{3] 
H_CMD[2] 
H_CMD[1] 
H_CMD{0] 


6 Drive Ready 

5 Drive Write Fault 

4 Drive Seek Complete 
3 Data Request 

2 Corrected Data 

1 Index 

‘0 Error 


Confidential 





Reserved 

Reserved 

Reserved 

Reserved 

Reserved 

Host Software Reset 
*Interrupt Enable 
Reserved 





AIC-8375 Data Sheet 


SECTION 4 
Register Reset Summary 





4.1 Device Control Registers 


*POR 
pin 99 
(mafp) 





* = register is affected; blank = register not affected. 


1 = Bit value set to 1 by reset 
0 = Bit value set to 0 by reset 
X = Bit is not affected by reset 
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Register Reset Summary Section 4 


4.2 Disk Control Registers 


REGISTER | HAST *POR | BUF BLK | DISK BLK | HOST BLK REGISTER VALUE 
NUMBER pin 33 ping9 | RESET | RESET | RESET 
(mafp) (mafp) | 50h, bit1 | 50h, bit2 | 50h, bito 4 3 


7 
X 






























6 5 2 1 0 

i AE OE A I NE NE AE AE DED A TT OS ST Sl 
Sw yk oe ee 
oe i |) ek ek ee 
es a) SE a a NT LE Se ee 
en = ee a (NS RE 
a a CANA a GE GO AN TS SC 
SAE (AC ST ae 
(ee ee ee ae 
en pe eee eo 0 ee 
(Se GUNG 27 meet ed RRR TSR Se 
<A ANS (| ae (AN eT CY RE ET 
cn es x ee 
eae a Ceca a a ee 
Poem |e be ee Oe os Oe | 
ee ee ee ee ea 
ae ee I ee 

Ee ee 
ie ee eee 
A A OS 
CS SS a 
a ray aaa aR aR ARN [Ee cme a 

eee a ee re ee ee ee 
Pete ee ee ee ee ee 
Wo i ek 
EE [ae A a (EO 
72h i es I ee 
Paw bo ee ok ee 
1 ae I EA CENT RS CA SS a a 
oe to ee 
a a a a AA AT A a a ea 
ie ee a 
ec ee eR aa RS AA NS Ge 
Pm ol i ke oe 
a A SS a 
ae a a a OR ee a ee 
paste ee ee ee 
aes ce ee oe ee 
wn i ee eo Oe | 
Pom he ee ee 


NOTE: This table is continued on the following page. 
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Section 4 Register Reset Summary 


4.2 Disk Control Registers (cont.) 


REGISTER HRST | SRST *POR BUF BLK ; DISK BLK | HOST BLK REGISTER VALUE 
NUMBER pin33 | 3F6h pin 99 RESET RESET RESET 
(mafp) | bit 2 (mafp) | 50h, bit1 | 50h, bit2 | 50h, bito 7 4 3 


eee. ae (Pa RS (eee RE eee eee 






oa 
to 
ay 
So 


x< 
<i on 






x XK 
< |< 
x | XK 


p 

x] xX 

| X< 

«|X 
mK YK | OK | OK OK | OK |< 
mK | OK | | XTX |X 
KLM | KK KX TX 
HK |X | OK |< | OX TK LX 
mK LK | OK | OK PK | OK LOX 


x 
x< 


4h 


| sererh | EE X 


¢ = register is affected; blank = register not affected. 


o 
x 
x< 





1 = Bit value set to 1 by reset 
0 = Bit value set to 0 by reset 
X= Bit is not affected by reset 


4.3 ECC Control Registers 


REGISTER HRST | SRST | “POR | BUFBLK | DISK BLK | HOST BLK ; REGISTER VALUE 
NUMGER pin33 | 3F6h | pingg | RESET RESET RESET : 
(matp) | bit2 | (mafp) | Soh, bit | 50h, bit2 | 50h, bito | 7 6 5 4 ~= 3 
X Xx xX X 









i=] 





4 
<i Nd 





oO 

zs 
oO};o|/o|x< 
OlOl/oIlx 

O1|ol|x< 


o};oO 
oO;oO 
O;O]oO 





© 
Oo 
a 
ojo 
4|Oo]}o 
oO}oOjo 


KXLOSOIOLO[“jJAlolol|x< 
KX/OJOlOloOlol[a/o]|—|x 
Kl/OlOlOlOl[Aalololalix 
KXILOLSOLOLOLOLOLOIl4 1x] <= 
KXLOLOLOSOjJA|ofo]/alxix 


x 
x 





¢= register is affected; blank = register not affected. 


1 = Bit value set to 1 by reset 
0 = Bit value set to 0 by reset 
X = Bit is not affected by reset 
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Register Reset Summary Section 


4.4 Host Control Registers 


REGISTER HRST | SRST | *POR HOST HOST | HOST BLK REGISTER VALUE 
NUMBER pin33 | 3F6h | ping9 | WRITETO | ISSUES RESET 
(mafp) | bit2 | (mafp) 1F7h DIAG 90 | 50h, bito | 7 4 
Aoh 5 



























6 5 3 2 1 0 
CE RT SO A AR IC 
a A A A eT a Se a a a ae ae aS 
ee A a SR ES Oe ae a 
ae ee ee ek oe 
mn | 
pie ee ek ee ee 
Fash p= ||. ] | - | + [eo 0 0 0 0 0 0 01 
Powe a eee ke eT 
ee a a A a A AS (AG SNe es Oe ae ee 
aa ae ae LD a Sa GER at es ee 

Ea ee ee 
se" ne anc GR EN RG SS ae ee 
Lae fe a oo 
Lf ee ee 
A Spee a a 
ce es a a (ae er a a 
ae SS RISO) NN EAR (TO 
em. fe ee 
Eien i i ke ek 
oe oe ke 
2 NA A (a EG eK 
a SS aa (A 
on ir i i ee ee 
Loom |. | i I ee ee 
Cen i kk ee 
Se a eT ee A a Oe a So a 
= A a | a a a 
a a a a EN I a a 
peep tr kk eo 
eon he a eee ok 
eS a aa Ae SN a ae a eT a 
Poonw i ee  T 
Pa ee ee ee 
Tear ps ts. ts] |.) + [x x « x x x x x 
Lon oor te 0 oo 
Poa ee oe 
cen ee en ee 
a ee a A (Da A EA WS 





NOTE: This table is continued on the following page. 
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Section Register Reset Summary 


4.4 Host Control Registers (cont.) 







@ 
i) 
~s 
o 


REGISTER | HRST ‘POR | HOST HOST | HOST BLK REGISTER VALUE 
NUMBER pin 33 ping9 | WRITETO | ISSUES | RESET 
(mafp) (matp) | 1F7h DIAG 90 | 50h, bito 6 5 4 
C2h 


7 
0 
































aN AY ES RC A A A 
a A 
oe a A ae ee a CC ce 
ame a aa EAS CO 
A a A ON SE TV 
7h Poe to ee ee ee 
a A A A CT ES 
Eee Ol ee 
coh oe eo 
ew ee ele et ee eo | 
ot eh Lk ee 
a ee Oo 
one ee fe oe oO 
=< CS (a ee a 
os ee ee eo oe 
Poe ee eo 
ee aes ee de i pe ee ee 

E on i | ek 
a ee ee oe eo or 

Eo eo de ee ke ee 
sO (a ne (SRN TEN 
see eee ee ee 
ee ee i eo Oo ek 
= SS I RN 
ae i | | ek oo eo 
Pe ee ee ee oO 
a A SS 





¢ = register is affected; blank = register not affected. 


1 = Bit value set to 1 by reset 
0 = Bit value set to 0 by reset 
X= Bit is not affected by reset 
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Register Reset Summary Section 


4.4.1 Host Task File Registers (AT Host) 


REGISTER HRST | SRST | ‘POR | HOST HOST | HOST BLK REGISTER VALUE 
NUMBER pin 33 | 3F6h | pin99 | WRITETO | ISSUES RESET 
(mafp) | bit2 | (mafp) |  1F7h DIAG 90 | 50h, bito | 7 4 3 


| iron7on | TT CC X 
Parwzinw | | | x 
Parvizink | | | CUT le TC 
| ifan7an [| | TT x 
| razah | | TT x 
ee a eT ae a 
| irsi7sn | TT | X 
eT LU ae | 
paravmw | | tT X 
ec ee DE (a 
Ac 
pievivmR | | TP 
| sreavenw fs | fe | 
| arevensR | > | |e | | 
| sree | | + | | CUT 
| ares7eh,R | | | Te 
| arvs7mR | | TT 


¢ = register is affected; blank = register not affected. 











a 
a 
ot 
i=] 


OLTxX<lx< 
< | x< 


xX 
M1 XK 1K LO 


: 


—_ 

ol|x< 
ALK) XLOPK EXE xKLOLKIOLK] x] xi xK/|OTx<I x 
AIX LK | KLOLKITKITKIX<1LOLTKITx<TxX<[x<[OLx<[x< 


—- 
x 


o 
x 


—_ 


x 
*x)/O]X* 
~ATXxTXLOLTxX | <i xXx], O 


o|— 
x< 


(o) 

xO rX< 
~TOLOL[OILHA1LO;LOlOILXI[OIL<KIxKIxXIxXILOLX<IxX< 
“~TOlLOLOLOLOLOLOILXIOILxK|xKIxXxITxXIOILx< 1] x<Il 
DISSOLOSOLOIOlOILKIOILxKIxXIxKXIKXIOIx<Ix< 


N 
_ 






1 = Bit value set to 1 by reset 
0 = Bit value set to 0 by reset 
X= Bit is not affected by reset 


4.4.2 PCMCIA Interface Registers 











@ 
Nn 
= 
°o 


ea (EIR Ha Spa ee 0 

a a Ee a Se ee a ee ee 
Re a a a ee el ae 
(a CREE FA (a (A 


* = register is affected; blank = register not affected. 


REGISTER HRST *POR HOST HOST HOST BLK REGISTER VALUE 
NUMBER pin 33 pin99 | WRITETO | ISSUES RESET 
(mafp) (mafp) 1F7h DIAG S90 | 50h, bitoO 7 6 5 4 
1 












O;fol;o;o 
oO;1o;o;o 
OX x<|o 
oOyO;O};oO 


1 = Bit value set to 1 by reset 
O = Bit value set to 0 by reset 
X= Bit is not affected by reset 
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Section Register Reset Summary 


4.5 Buffer Control Registers 


REGISTER HRST *POR | BUF BLK | DISK BLK |} HOST BLK REGISTER VALUE 
NUMBER pin 33 pin 99 RESET RESET RESET 
(mafp) (mafp) | 50h, bit1 | 50h, bit2 | 50h, bito 4 3 
| 00h 0 0 






oa 
= 
o 


7 
a es es ee ee eee FE 










| 





<< 
</|x<],oO 
< |< 






fae Pe a SS eo I NO OO 0 
ee) a NE Ee a es ee ee ee ee ee 


oO;1o};o 
o;o 
oO;ol;]o!|o 





= 
Oo 
“i 
zs 
oO1oO 
oO};OoO;oO 
o};]}o 


fo) 

oO 

oO}|o 
CSLOLOLOJSOLOLOLOlKI KE K|KITKITXKIx<XxExKX]TOLOILxK|KIOIOLxXI IX] KIKX/[O/OLOLOlLO|xXlololololojolololxix 
DIOLOlLOLOlOlOLOL RIK] KK KL KL XL KL OLOLKIKLO;OLKILKIxXx|xlOolOol[olololx|lololololololololxixio 


CIDIOIOIOILOJOIJoOIlxXIlx 


—_ ook 
° ° 
O > 
s > 
O10];x}oO 
olo|xjo 
O1|oO}xIo 


s|$|2 
XIOLO};ToO 

KxIiKILOLO;O 
x1LO;Olo 
XlOlOLOlololx 


x 
mM 1X 


es Se a 
X 


x< 
x 


_- a_i | ok | WH ah | ok 
PS} vlo|a o | 3 
3 gig|e Sis 
KI KL XK |X TK EX EK LO LO] << 
MEK LK EK LXE KEK LOLOL; <I x 
MILK) K EK EK EK EK LOLOLx<I[x< 
COIOLOLOJOLOLOL*KI] KI KLKITXITxXTxX | x<Xpolo 


nN mM 7 re) = 

oO NEL O i) b 

> sis zs > 

CILOlOJOlOJOIOIlOIlxX< oO x 

DIDIOlOlL[COJOIOl|OI]x (a) 

Ql1OlOloOlOlOJloO/|oOIlx 

ro) XxIxXxILOlOIx<X| <x 

S[SOLOLOSOLOOLO[ XK] KL KL KL KIKI KT KLOLTO|KIKIOLOLKILXTLX[KX[OlLOlLOLOLO|xXlololololololololxIixioll » 
OPOLOJOSO/OLO/O LK] K] KI KLXKITxX[ x | xK|/OlLO;TxK|xX|[O;O[xKIKIxX]xXIOLOLOLOlLO|x|lolololololololo|xIixio 


NOTE: This table is continued on the following page. 
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Register Reset Summary Section 


4.5 Buffer Control Registers (cont.) 


pach | Tt x 
[A= eae (Re) PR Sa (Sma (Ieee ER IZ 
a ae RE (aa Ee a a 
fen eNO ee caer Pee Pe OL 
a a A A 





¢ = register is affected; blank = register not affected. 


1 = Bit value set to 1 by reset 
0 = Bit value set to 0 by reset 
X= Bit is not affected by reset 
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Register Descriptions 





5.1 Device Control Register Descriptions 


50 CHIP RESET/POWER-DOWN CONTROL REGISTER (50h, R/W, CRPCTL) 


7 


(R/W) 


(R/W) 


(R/W) 


(R/W) 


(R/W) 


(R/W) 


(R/W) 


(R/W) 


(IDDQTST) - DISABLE ALL PULL-UPS: When set, this bit disables the internal pull-up 
resistors for all signal pins that use pull-up resistors. 


Reserved 


(DBLKPDN_EN) - DISK BLOCK POWER-DOWN ENABLE: When set, this bit allows 
the Disk block to turn off clocks to circuits that do not require them at the current time. The 
clocks are automatically enabled as needed. When this bit is reset, the Disk Control block is 
powered up and various internal disk related circuits are clocking as required. This bit is 
internally synchronized so that the internal clock does not glitch when being powered up or 
down. 


(BBLKPDN_EN) - BUFFER BLOCK POWER-DOWN ENABLE: When set, this bit 
allows the Buffer block to turn off clocks to circuits that do not require them at the current 
time (except for the DRAM refresh logic, which is powered down via the RAM Select bits 
RAMSEL[2:0], reg. 100h, R/W, bits 5-3). The clocks are automatically enabled as needed. 
When this bit is reset, the Buffer Control block is powered up and various internal buffer 
related circuits are clocking as required. This bit is internally synchronized so that the inter- 
nal clock does not glitch when being powered up or down. 


(HBLKPDN_EN) - HOST BLOCK POWER-DOWN ENABLE: When set, this bit allows 
the Host block to turn off clocks to circuits that do not require them at the current time. The 
clocks are automatically enabled as needed. When this bit is reset, the Host block is pow- 
ered up and various internal host related circuits are clocking as required. 


(DBLKRST) - DISK BLOCK RESET: When this bit is set, the Disk Control block and the 
ECC block are initialized to their reset state. This bit is latched to a 1 by the occurrence of 
Power-On Reset (*POR), and it remains latched until a 0 is written to it. 


(BBLKRST) - BUFFER BLOCK RESET: When this bit is set, the Buffer Control block is 
initialized to its reset state. This bit is latched to a 1 by the occurrence of Power-On Reset 
(*POR), and it remains latched until a 0 is written to it. 


(HBLKRST) - HOST BLOCK RESET: Wher this bit is set, the Host block is initialized to 
its reset state. This bit is latched to a 1 by the occurrence of Power-On Reset (*POR), and it 
remains latched until a 0 is written to it. 
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51 CHIP MODE REGISTER (51h, R/W, CMODE) 


7 (R/W) (HADSBLPU) - DISABLE HOST ADDRESS PULL-UPS: When set, this bit disables the 
internal pull-up resistors for the HA[2:0] input pins. 


6 (R/W) (HCDSBLPU) - DISABLE HOST CONTROL PULL-UPS: When set, this bit disables the 
internal pull-up resistors for the Host control (*PDIAG and *DASP) I/O pins. 


5 (R/W) (SWAPREG) - SWAP REGISTER ADDRESSES: When this bit is set, certain two and three 
byte registers that are accessible by the microprocessor will have their addresses swapped so 
that the MSB will have a lower address than the LSB. This is useful for word access using 
Motorola type microprocessors. When this bit is reset, the LSB will have a lower address 
than the MSB, which is useful for word access using Intel type microprocessors. 


4 (R/W) (BDDSBLPU) - DISABLE BUFFER DATA BUS PULL-UPS: When set, this bit disables 
the internal pull-up resistors for the BD[15:0] signal pins. 


3. (R/W) (ENPPRDY) - ENABLE PUSH-PULL READY: When set, this bit configures the READY 
pin for push-pull operation. When cleared, the READY pin operates in open drain mode. 


2 (R/W) (COMBINT) - COMBINE ALL INTERRUPTS: When set allows the disk interrupts to be 
OR’'d into the INTHBD pin. When cleared, the disk interrupts create an interrupt only on the 
INTD pin. 


1 (R/W)  (ENPPINT) - ENABLE PUSH-PULL INTERRUPT OUTPUTS: When set, this bit config- 
ures the INTHBD and INTD signal pins as push-pull signals. When cleared, INTHBD and 
INTD are configured in the open drain mode. 


0 (R/W)_ (ACTHIINT) - ENABLE ACTIVE HIGH INTERRUPT OUTPUTS: When this bit is set, 
the INTHBD and INTD interrupt signals to the microprocessor will be active high. When 
this bit is reset, INTHBD and INTD will be active low. 


52 CHIP STATUS (52h, R, CSTAT) 


7 (®R) (BUSYMA) - BUSY FOR MICROPROCESSOR ACCESS: This bit is set whenever the 
AIC-8375 is busy completing a previous microprocessor access to the buffer RAM or a syn- 
chronous write or read register. When the READY signal to the microprocessor is not being 
used, the microprocessor should check this bit after it accesses the buffer RAM or certain 
synchronous registers to make sure that the access has internally been completed before next 
access is started. On buffer read accesses, this bit is cleared after data has been latched into 
the 'register to data bus’ latch, i.e., at the negation of *MOE or *RAS. 


6:5 (R) (DISKINT[1:0]) - DISK INTERRUPT ACTIVE[1:0]: These two bits reflect the OR'd status 
of the two Disk Interrupt Status registers. DISKINT[1] will be set as the OR'd condition of 
any enabled interrupt status bit currently set in the Disk Interrupt 1 Status register (reg. 66h, 
R). DISKINT[0] will be set as the OR'd condition of any enabled interrupt status bit cur- 
rently set in the Disk Interrupt 0 Status register (reg. 5Eh, R). 
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53 


54 


55 


4:3 (R) 


2:0 (R) 


Register Descriptions 


(BUFINT[1:0]) - BUFFER INTERRUPT ACTIVE[1:0]: These two bits reflect the OR'd 
status of the two Buffer Interrupt Status registers. BUFINT[1] will be set as the OR'd condi- 
tion of any enabled interrupt status bit currently set in the Buffer Interrupt 1 Status register 
(reg. 106h, R). BUFINT[O] will be set as the OR'd condition of any enabled interrupt status 
bit currently set in the Buffer Interrupt 0 Status register (reg. 103h, R). 


(HOSTINT[2:0]) - HOST INTERRUPT ACTIVE[2:0]: These three bits reflect the OR'd 
status of the three Host Interrupt Status registers. HOSTINT[2] will be set as the OR‘d con- 
dition of any enabled interrupt status bit currently set in the Host Interrupt 2 Status register 
(reg. E4h, R). HOSTINT[1] and HOSTINT[0] apply in an identical fashion to the Host 
Interrupt 1 Status (reg. CAh, R) and the Host Interrupt 0 Status registers (reg. C8h, R) 
respectively. 


CHIP INTERRUPT ENABLE (53h, R/W, CINTEN) 


7 (R/W) 
6:5 (R/W) 


4:3. (R/W) 


2:0 (R/W) 


Reserved 


(EN_DISKINT{[1:0]) - ENABLE DISK INTERRUPT[1:0]: These two bits enable either one 
or both of the Disk Interrupt Active bits (reg. 52h, R, bits 6:5) to generate an interrupt to the 
local microprocesor via the INTD pin (and possibly the INTHB pin - see reg. Sih, R/W, bit 
2). EN_DISKINT[1] will enable DISKINTT{1] (reg. 52h, R, bit 6) to generate an interrupt. 
EN_DISKINT[0] will enable DISKINT[0] (reg. 52h, R, bit 5) to generate an interrupt. 


(EN_BUFINT{[1:0]) - ENABLE BUFFER INTERRUPT[1:0]: These two bits enable either 
one or both of the Buffer Interrupt Active bits (reg. 52h, R, bits 4:3) to generate an interrupt 
to the local microprocesor via the INTHBD pin. EN_BUFINT[1] will enable BUFINT[1] 
(reg. 52h, R, bit 4) to generate an interrupt. EN_BUFINT[0] will enable BUFINT[0] (reg. 
52h, R, bit 3) to generate an interrupt. 


(EN_HOSTINT[2:0]) - ENABLE HOST INTERRUPT[2:0]: These three bits enable the 
corresponding Host Interrupt Active bits (reg. 52h, R, bits 2:0) to generate an interrupt to the 
local microprocesor via the INTHBD pin. EN_HOSTINT{[2] will enable HOSTINT[2] (reg. 
52h, R, bit 2) to generate an interrupt. EN_HOSTINT[1] and ENHOSTINT[0] enable 
HOSTINT[1] and HOSTINT[0] to generate interrupts in a similar fashion. 


CHIP REVISION REGISTER (54h, R, CREV) 


7:0 (R) 


(REVNUM) - PART REVISION NUMBER: The value in this register reflects the revision 
status of the AIC-8375. The revision number for the AIC-8375 is ‘00h’. The number wiil be 
incremented by ’1h’ for any subsequent revisions of the device. 


CHIP TEST REGISTER (55h, R/W, CTEST) 


The bits in this register are intended only for manufacturing test of the AIC-8375 device. 


7 = (R/W) 


(DHIZ) - DISK INTERFACE HIGH IMPEDANCE MODE: Wher this bit is set, all of the 
Disk Interface output signals will be forced to the high-impedance state. 
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(BHIZ) - BUFFER INTERFACE HIGH IMPEDANCE MODE: When this bit is set, all of 
the Buffer Interface output signals will be forced to the high-impedance state. 


(HHIZ) - HOST INTERFACE HIGH IMPEDANCE MODE: When this bit is set, all of the 
Host Interface output signals will be forced to the high-impedance state. 


(VTHTEST) - INPUT THRESHOLD VOLTAGE TEST: When this bit is set, all of the bi- 
directional pins of the AIC-8375 will be forced into a high impedance state. The INTD pin 
will become the output from the VTH test NAND chain whose inputs are driven by all the 

input and bi-directional pins (except *POR). 


(VOTEST) - OUTPUT VOLTAGE TEST: When this bit is set, all of the output and bi-direc- 
tional pins will be configured as outputs. The output level is determined by one or more user 
selected input pins. 


(TESTMODE[2:0]) - STANDALONE TEST MODE SELECT[2:0]: For manufacturing use 
only. These bits should be left at '0' for normal operation. 





Register Descriptions 
6 (R/W) 
5 (R/W) 
4 (/W) 
3 (R/W) 
2:0 (R/W) 
50 
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5.2 Disk Block Register Descriptions 


58 EOS COUNTER (58h, R/W, EOSCTR) 


7:0 (R/W) (EOSCTR[7:0]) - END OF SERVO COUNTER: This 8-bit counter is loaded with the cur- 
rent Frame Number. This counter increments every EOS pulse and wraps to 00h on the EOS 
pulse when its value equals the contents of the EOS Maximum register (reg. 59h, R/W). 
When ENIDXEOS=1 (reg. 5Dh, R/W, bit 1) this counter is reset to 00h if the INDEX pin is 
asserted. This counter cannot be loaded at the same time as EOS or the INDEX pulse. The 
CURRSEC registers (regs. 5Ah, SBh, R/W) wrap to 000h whenever the EOSCTR wraps/ 
resets to OOh, but only if the EOSCTR passed the EOS Compare (EOSCMP, reg. 5Ch, R/W) 
value while the Disk Sequencer was running. 


59 EOS MAXIMUM REGISTER (59h, R/W, EOSMAX) 


7:0 (R/W) (EOSMAX{[7:0]) - END OF SERVO MAXIMUM VALUE: This 8-bit register is loaded 
with the Maximum Frame Number during ESDA Mode. This register is compared to the 
contents of the EOS Counter (EOSCTR, reg. 58h, R/W) and when it is equal the EOSCTR 
wraps to 00h if the EOS pin is asserted. The CURRSEC registers (regs. 5Ah, SBh, R/W) 
wrap to 000h on the EOS pulse while the EOSCTR=EOSMAX if the EOSCTR passed the 
EOS Compare (EOSCMP, reg. 5Ch, R/W) value while the Disk Sequencer was running. 


5A CURRENT SECTOR REGISTER 0 (5Ah (SBh), R/W, CURRSEC0) 


7:0 (R/W) (CURRSEC[7:0]) - CURRENT SECTOR NUMBER[7:0]: This register is the low byte of 
the Current Sector Number Register. This register address is swapped with CURRSEC1 if 
SWAPREG=1 (reg. Sih, R/W, bit 5). 


The CURRSEC Register is used to define the actual position of the Head during Enhanced Data Sector 
Headerless (EDSA) Mode. This register is compared to the Request Sector Number register (REQSEC, reg. 
6Ch/6Dh, R/W), and when they are equal the CURRSECEQ status bit (reg. 5Bh, R/W, bit 7) is asserted for 
use by the Sequencer branch instructions. This register resets to 000h when the EOS Counter (EOSCTR, 
reg. 58h, R/W) equals the contents EOS Maximum register (EOSMAX, reg. 59h, R/W) and the EOS pulse is 
asserted, but only if the EOSCTR has passed the EOSCMP while the Disk Sequencer is running. If 
ENIDXEOS=1 (reg. 5Dh, R/W, bit 1) the CURRSEC resets to 000h when the INDEX pin asserted if the 
EOSCTR has passed the EOSCMP while the Disk Sequencer is running. 


5B CURRENT SECTOR REGISTER 1 (5Bh (S5Ah), R/W, CURRSEC1) 


7 (R) (CURRSECEQ) - CURRENT SECTOR EQUALS REQUEST SECTOR: This read only bit 
is asserted when the CURRSEC (reg. 5Ah/SBh, R/W) equals the contents of the Request 
Sector Number registers (REQSEC, reg. 6Ch/6Dh, R/W). 


6 (R) (EOSCMPEQ) - EOS COUNTER EQUALS EOS COMPARE: This read only bit is 
asserted when the EOS Counter (reg. 58h, R/W) equals the contents of the EOS Compare 
register (reg. 5Ch, R/W). 
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5C 


5D 


52 


5 (RR) 


4 ®) 


3:2 (R/W) 


1:0 (R/W) 


(EOSMAXEQ) - EOS COUNTER EQUALS EOS MAXIMUM: This read only bit is 
asserted when the EOS Counter (reg. 58h, R/W) equals the contents of the EOS Maximum 
Value register (reg. 59h, R/W). 


(WRAPSECEQ) - REQUEST SECTOR EQUALS WRAP SECTOR: This read only bit is 
set when the Wrap Sector Number registers (WRAPSEC, regs. 68h/69h, R/W) equal the 
contents of the Request Sector Number registers (REQSEC, regs. 6Ch/6Dh, R/W). 


Reserved 


(CURRSEC[9:8]) - CURRENT SECTOR NUMBER[9:8]: These bits are the two most sig- 
nificant bits of the Current Sector Number Register. (See CURRSECO register definition.) 
This register address is swapped with CURRSECO if SWAPREG=1 (reg. 51h, R/W, bit 5). 


EOS COMPARE REGISTER (5Ch, R/W, EOSCMP) 


7:0 (R/W) 


(EOSCMP[7:0]) - END OF SERVO COMPARE: This 8-bit register is loaded with the Tar- 
get Frame Number minus | during EDSA Mode. It is compared to the contents of the EOS 
Counter Register (reg. 58h, R/W) and when it is equal and the EOS pin is asserted the 
EOSCMPEQ status bit (reg. SBh, R/W, bit 6) is asserted for use by the Sequencer branch 
instructions. 


DISK CONTROL 4 REGISTER (5Dh, R/W, DCTL4) 


7 (R/W) 
6 (R/W) 
5 (R/W) 
4 (R/W) 
3 (R/W) 
2 (R/W) 


Reserved 


(STPSEEDOVR) - STOP ON SEED OVERRUN: When this bit is set the Disk Sequencer 
will stop when the Corrected Seed FIFO overruns, i.e. more than two hardware corrected 
Sectors have passed without the Local MPU reading Corrected Seed FIFO (CSEED 1/0, regs. 
85h, 84h, R). 


(STPAUTOWR) - STOP ON AUTO WRITE: When this bit is set the Disk Sequencer will 
stop when the Host receives an Auto Write Command. 


(ENSEED) - ENABLE SEED: When this bit is set the SEED function is enabled. When 
ENSEED=1 the INITECC decode (SEQCTLC=100b) is selected to initiate the Seed transfer 
to the EDAC and initialize the EDAC. The INITDATA decode (SEQCTLC=011b) is used to 
signal when to write the Sync Byte(s). When ENSEED=0 INITECC is disabled and INI- 
DATA initializes the EDAC. The CSEED FIFO (CSEED0/1, regs. 84h/85h, R) is reset when 
ENSEED=0. 


(STPCDRPERR) - STOP ON CDR PARITY ERROR: When this bit is set the Disk 
Sequencer will stop when the CDRPARERR status (reg. 64h, R/W, bit 6) is set. 


(STPSEEDERR) - STOP ON SEED ERROR: When this bit is set the Disk Sequencer will 
stop when the SEEDERR (reg. 9Bh, R/W, bit 4) is detected by the EDAC. Regardless of the 
state of this bit when an ECC Seed Error is detected, the Sector just read is not released in 
the Buffer Memory even if there is no ECC Error or there is a Correctable ECC Error. 
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(R/W) 


Register Descriptions 


(ENIDXEOS) - ENABLE CLEAR EOS COUNTER ON INDEX: When this bit is set the 
EOS Counter (EOSCTR, reg. 58h, R/W) is reset to 00h when the INDEX pin is asserted, 
otherwise EOSCTR only resets to 00h when it wraps at EOS Maximum (EOSMAX, reg. 
59h, R/W). The CURRSEC Register (regs. 5Ah/SBh, R/W) will reset to 000h when INDEX 
is asserted, but only if the EOSCTR has previously passed the EOSCMP value (reg. 5Ch, R/ 
W) while the Disk Sequencer was running. 


(ENHANCEDSA) - ENABLE ENHANCED DATA SECTOR HEADERLESS: This bit 


- changes how the CDR Split counts are fetched from the Buffer when ENBUFCDR=1 (reg. 


63h, R/W, bit 1), how the CDR FIFO is flushed, and how the CDR Split Counts are loaded 
from the CDR FIFO to the CDR Counter. 


If ENBUFCDR=0 the Local MPU loads the CDR FIFO the same regardless of the setting of 
this bit. When this bit is set while ENBUFCDR=1 the CDR Split Counts are fetched when- 
ever the CDR FIFO is not full. When this bit is reset while ENBUFCDR=1 a finite number 
of CDR Split Counts specified by the Disk Sequencer SEQCNT Field are fetched when the 

Disk Sequencer issues LOADCDR (SEQCTLC=001b). 


When this bit is set LOADCDR will flush all CDR Split Counts up to and including the first 
one with the LASTSPLIT bit set. When this bit is reset LOADCDR resets or flushes the 
entire CDR FIFO, and then initiates a fetch of a specific number of bytes into the CDR FIFO. 


When this bit is reset the CDR Split Counts are transferred from the CDR FIFO to the CDR 
Counter whenever the Counter is empty and the FIFO is not empty. The counter is empty 
after reset (Power-On, LOADCDR, or RSTCDR) or when it counts down to 0000h. When 
this bit is set the CDR Split Counts are transferred the same except it is stopped when a CDR 
Split Count with LASTSPLIT=1 counts down to 0000h. 


5E DISK INTERRUPT STATUS 0 REGISTER (SEh, R, DISKINTO) 


The status bits in this register get set and remain set when the corresponding status condition occurs. Each 
bit can be cleared by writing a 1 to the corresponding bit in the Disk Interrupt Clear 0 register (reg. SEh, W). 
Writing a 0 has no affect. Also, each status bit can be enabled to generate an interrupt via the corresponding 
interrupt mask bit in the Disk Interrupt Enable 0 register (DISKINTENO, reg. 5Fh, R/W) and by setting 
EN_DISKINTO (reg. 53h, R/W, bit 5). 


7 


(R) 


(R) 
(R) 
(R) 


(R) 


(R) 


(SRVOVRN) - SERVO OVERRUN: This bit is set whenever the Servo fetch logic did not 
transfer the Servo information from Buffer to CDR FIFO before the next Data Field Sync 
(except the last one if all requested CDR splits have been fetched from the Buffer). It is also 
set if the Disk Sequencer times out in the "Wait for Defect Flag" instruction. When this bit is 
set the Sequencer will immediately halt. 


Reserved 


Reserved 


(SWCORR) - SOFTWARE CORRECTABLE ERROR DETECTED: This bit is set when 
the Data ECC is not hardware correctable, but is software correctable. 


(SECHIT) - SECTOR HIT: This bit is set when the Disk Sequencer transfers a Data Sector, 
i.e. when INITDATA is asserted. 


Reserved 
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Register Descriptions 
1 (®) 
0 (R) 


(DCMPNEQ) - DATA COMPARE NOT EQUAL: This bit is set when the Data Compare in 
the Data ECC Block failed. 


(WRFLTDET) - WRITE FAULT DETECTED: This bit is set if the Disk Sequencer is ever 
stopped due to the Stop On Input Write Fault (STPWRFAULT, reg. 61h, R/W, bit 3). 


SE DISK INTERRUPT CLEAR 0 REGISTER (SEh, W, DISKINTCLRO) 


These bits are used to clear the corresponding bits in the Disk Interrupt 0 Status register (reg. SEh, R). 


7 


(W) 


(W) 
(W) 
(W) 


(W) 


(W) 
(W) 


(W) 


(CLR_SRVOVRN) - CLEAR SERVO OVERRUN: When set, this bit clears the Servo 
Overrun bit (reg. SEh, R, bit 7). 


Reserved 
Reserved 


(CLR_SWCORR) - CLEAR SOFTWARE CORRECTABLE ERROR DETECTED: When 
set, this bit clears the Software Correctable Error Detected bit (reg. SEh, R, bit 4). 


(CLR_SECHIT) - CLEAR SECTOR HIT: When set, this bit clears the Sector Hit bit (reg. 
SEh, R, bit 3). 


Reserved 


(CLR_DCMPNEQ) - CLEAR DATA COMPARE NOT EQUAL: When set, this bit clears 
the Data Compare Not Equal bit (reg. 5Eh, R, bit 1). ; 


(CLR_WRFLTDET) - CLEAR WRITE FAULT DETECTED: When set, this bit clears the 
Write Fault Detected bit (reg. SEh, R, bit 0). 


5F DISK INTERRUPT ENABLE 0 REGISTER (S5Fh, R/W, DISKINTENO) 


The bits in this register enable the corresponding bits in the Disk Interrupt Status 0 Register (DISKINTO, 
reg. 5Eh, R) to generate an interrupt to the local microprocessor if the EN_DISKINT0 bit (reg. 53h, R/W, bit 
5) is also set. Writing a 1 to a bit in this register will enable the corresponding status bit as an interrupt to the 
microprocessor. Writing a 0 to a bit in this register will inhibit the interrupt for the corresponding status bit, 
but will have no effect on the state of that status bit. 


7 


(R/W) 


(R/W) 
(R/W) 
(R/W) 


(R/W) 


(EN_SRVOVRN) - ENABLE SERVO FETCH OVERRUN INTERRUPT: Setting this bit 
will enable the Servo Fetch Overrun bit (SRVOVRN, reg. SEh, R/W, bit 7) to set the Disk 
Interrupt Active bit (reg. 52h, R, bit 5). 


Reserved 


Reserved 


(EN_SWCORR) - ENABLE SOFTWARE CORRECTABLE DATA INTERRUPT: Setting 
this bit will enable the Software Correctable Data bit (SWCORR, reg. 5Eh, R/W, bit 4) to set 
the Disk Interrupt Active bit (reg. 52h, R, bit 5). 


(EN_SECHIT) - ENABLE SECTOR HIT INTERRUPT: Setting this bit will enable the Sec- 
tor Hit bit (SSECHIT, reg. SEh, R/W, bit 3) to set the Disk Interrupt Active bit (reg. 52h, R, bit 
5). 





54 
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2 (R/W) 
1 (R/W) 
0 (R/W) 


Register Descriptions 


Reserved 


(EN_DCMPNEQ) - ENABLE DATA COMPARE NOT EQUAL INTERRUPT: Setting this 
bit will enable the Data Compare Not Equal bit (DCMPNEQ, reg. SEh, R/W, bit 1) to set the 
Disk Interrupt Active bit (reg. 52h, R, bit 5). 


(EN_WRFLTDET) - ENABLE WRITE FAULT DETECT INTERRUPT: Setting this bit 
will enable the Write Fault Detected bit (WRFLTDET, reg. 5Eh, R/W, bit 0) to set the Disk 
Interrupt Active bit (reg. 52h, R, bit 5). 


60 DISK CONTROL 0 REGISTER (60h, R/W, DCTL_0) 


7 (R/W) 
6 (W) 

5 (R/W) 
4 (R/W) 
3:2 (R/W) 
1 (R/W) 


AIC-8375 Data Sheet 


(DWRITE) - DISK WRITE: When set, this bit establishes the direction of the data transfer 
to be from the Buffer to the Disk. While set, and with the Disk Sequencer running, the Disk 
FIFO will pre-fetch data from the Buffer if data is available in the buffer (Buffer Ready con- 
dition is present). During a Verify operation the Disk Verify bit (DVERIFY, reg. 62h, R/W, 
bit 7) is set and the DWRITE bit must be cleared. 


(RSTDFIFO) - RESET DISK FIFO: When set, Disk FIFO and associated logic is reset. The 
Disk FIFO pointers are reset to the beginning of the FIFO. This bit does not have to be reset 
before being set. This bit reads back as '0' always. RRCLK must be present for the actual 
Disk FIFO reset to occur. 


(ENNRZFALL) - ENABLE NRZ REFERENCED TO FALLING EDGE OF RCLK: WCLK 
is generated from RCLK (with a slight propogation delay). NRZ Write Data can be refer- 
enced from rising or falling edge of RCLK, or from rising edge of WCLK. When this bit is 
set, WCLK is inverted with respect to RCLK, and NRZ Write Data is referenced from falling 
edge of RCLK or rising edge of WCLK. When this bit is reset, WCLK is in phase with 
RCLK, and NRZ Write Data is referenced from rising edge of RCLK or rising edge of 
WCLEK. See Figure 8-29 on page 183. 


Reserved 


(NRZSEL[1:0]) - NRZ SELECT{[1:0]: This two bit field selects how many NRZ data pins 
are used for the Disk interface. 


NRZSEL[1 Pea. Mei | DISK INTERFACE 
[  SingleNRZCd' NRZ 
NRZ[0} 
Dual NRZ 
NR2Z[1:0] 







8-Bit NRZ 
NRZ[7:0} 


(DLY WG) - DELAY WRITE GATE: When this bit is set to 1 the WG pin is delayed by one 
Byte Clock, and the relationship to the NRZ data out is changed. When DLYWG=0 the first . 
byte of data on NRZ when WG is asserted is 00h followed by the selected data source, and 
when WG is negated the number of bytes written (e.g. the pad bytes) is one less than the 
Sequencer Count field specifies. When DLYWG=1 the first byte of NRZ data when WG is 
asserted is the selected data source, and when WG is negated the number of bytes written is 
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the same as the Sequencer Count field specifies. 


0 8 (R/W) (ENSYNCFALL) - ENABLE SYNC FOUND REFERENCED TO FALLING EDGE OF 
RCLK: When this bit is set the SYNCF input is sampled on the falling edge of RCLK. 
When this bit is reset SYNCF input is sampled on the rising edge of RCLK. 


61 DISK CONTROL 1 REGISTER (61h, R/W, DCTL_1) 


7  (R/W)  (EN2BSYNC) - ENABLE 2-BYTE FAULT TOLERANT SYNC: When set, this bit config- 
ures the disk logic to utilize a 2-byte fault tolerant sync byte with a tolerance of a 6-bit burst 
error. The expected 2-byte sync pattern is defined in the Disk Sequencer Map. The most 
significant byte is defined when LOADS YNC=1 (Alternate Instruction SEQCTLB=1 1b) and 
the least significant byte whenever NEXTADREN=0 (SEQCTL bit 7). While this bit is 
cleared, the sync byte is a single byte with no fault tolerance, and the expected sync byte is 
programmed in the Sequencer Map. 


6 (R/W) (DSBLFLUSH) - DISABLE FIFO FLUSH: When this bit is reset the Disk FIFO is flushed 
each time the Buffer/Disk transfer is terminated, i.e. the ENBUFFER decode in the 
Sequencer is negated. If the Disk data size is an odd number of bytes and the buffer is 16 
bits wide the flush also pads the extra byte with indeterminate data. During a Write opera- 
tion the extra pad byte is thrown away. The FIFO is flushed during a read to get the full sec- 
tor into the buffer. 


When this bit is set the Disk FIFO is never flushed. When this bit is reset from a 1 to a0 by 
writing to this register the Disk FIFO is flushed. 


5 (R/W) (ENEXTCDR) - ENABLE EXTERNAL CDR INTERRUPT: When this bit is set the Exter- 
nal CDR Interrupt signal is used to interrupt the Disk Sequencer. The ENCDR bit (reg. 62h, 
R/W, bit 3) must be reset. When this bit is reset the internal CDR circuitry is used 
(ENCDR=1). 


4 (R/W)  (ENINDEX) - ENABLE INDEX TO SECTOR BRANCH: When this bit is set, the INDEX 
pin is OR’d into the Sector branches W_SECTOR (Primary Branch 001b) and 
W_SECVALID (Alternate Branch 111b). 


3 (R/W) (STPWRFAULT) - STOP ON INPUT WRITE FAULT: While this bit is set, an assertion of 
the INPUT pin signal will cause the Disk Sequencer to immediately stop. In this case, the 
INPUT signal will be recognized by its leading edge and must be asserted for more than two 
BUFCLK periods to guarantee detection. 


2:0 (R/W) (SYNCOFS[2:0]) - EXTERNAL SYNC BYTE FOUND OFFSET[2:0]: This three bit field 
is used only when the Enable External Sync bit (reg. 63h, R/W, bit 0) is set. This field is 
used to align the sequencer to the SY NCFND mark produced by an external sync detect cir- 
cuit. The offset is specified in RRCLK periods. The following table shows the offset values 
and the associated valid NRZ modes. 


|__syNoorsizo) | OFFSET =| VALIDNRZMODES | 
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+3 RRCLKs Single, Dual 


011 
SK 
[000 | orncuxs | single, dua oe | 


A zero offset means that SYNCFND occurs on the first byte following the Sync byte. All 
offsets are early and no "late" offset is supported. In all cases, the SYNCFND mark must 
meet the RRCLK setup time to be valid. 





62 DISK CONTROL 2 REGISTER (62h, R/W, DCTL_2) 


7 (R/W) 
6 (R/W) 
5 (R/W) 
4 (R/W) 
3 (R/W) 
2  (R/W) 
1 (R/W) 


AIC-8375 Data Sheet 


(DVERIFY) - DISK VERIFY: This bit compares data read off the Disk with data in the 
Buffer. While this bit is set, the ECC logic will perform a user selectable ECC check of the 
data being read from the disk. The selection is done via the CORR_TH bits (reg. 98h, R/W, 
bits 4:3). When this bit is set ECC correction in the Buffer is disabled. 


(SUPXFR) - SUPRESS TRANSFER: When set, this bit overrides the ENBUFFER decode 
(SEQCTLB[1:0] = '10', with ALTINSTSEL=0) in the Sequencer Map and prevents transfers 
to or from the Buffer memory. During a disk write operation, the Sequencer Data Field will 
be the source of the write data. ECC check bytes will not be generated in this case. During 
a disk read operation, the incoming data will have the ECC verified but no data will be trans- 
ferred to the Buffer memory; hardware correction must be disabled in this case. When this 
bit is set ECCcorrection in the Buffer is disabled. 


Reserved 


(ENOUTPUT) - ENABLE OUTPUT: When set, this bit configures the INPUT/OUTPUT 
pin as an output. In this case, the OUTPUT pin signal can be set via the SETOUTPUT 
decode (SEQCTLB = '01', Alternate) in the Sequencer Map and reset via the RSTOUTPUT 
decode (SEQCTLB = ’10’, Alternate). When cleared, the INPUT/OUTPUT pin is an input. 
In this case, the Sequencer can execute a branch instruction based upon the presence of the 
INPUT signal in the Sequencer Map (Primary BRSEL = ‘011’. 


(ENCDR) - ENABLE CDR: While this bit is set, the CDR Counter is enabled to generate 
CDR interrupts to the Disk Sequencer whenever it has counted down to zero. The Disk 
Sequencer in turn, will be interrupted and begin execution at the Sequencer Map location 
specified by the Read/Write Vector Address register (reg. 72h, R/W). It also enables the 
CDR Counter to be loaded from the CDR FIFO during a CDR FIFO write by the micropro- 
cessor or from the buffer. When this bit is cleared, the CDR FIFO and associated control cir- 
cuitry is cleared and the CDR FIFO pointer is reset to point to the top of the FIFO. This bit 
must be cleared when using External CDR. 


(SECEQ) - ENABLE CURRSECEQ IN W_SECVALID BRANCH: When this bit is set the 
W_SECVALID Branch in the Disk Sequencer (Alternate Branch 111b) goes to PC+1 if 
CURRSEC=REQSEC (and other conditions - see bits 1:0 of this register), else it goes to 
Next Address. 


(SECRDY) - ENABLE BUFNRDY IN W_SECVALID BRANCH: When this bit is set the 
W_SECVALID Branch in the Disk Sequencer (Alternate Branch 111b) goes to PC+1 if 
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BUFNRDY=0 (and other conditions - see bits 2 and 0 of this register), else it goes to Next 
Address. 


(SECDEF) - ENABLE DEFSEC IN W_SECVALID BRANCH: When this bit is set the 
W_SECVALID Branch in the Disk Sequencer (Alternate Branch 111b) goes to PC+1 if 
CDRVALID=1 and DEFSEC=0 (and other conditions - see bits 2:lof this register), else it 
goes to Next Address. If the Sequencer Timeout occurs and CDRVALID=0 the Sequencer 
stops. 


63 DISK CONTROL 3 REGISTER (63h, R/W, DCTL_3) 


7 (R/W) 
6 (R/W) 
5 (R/W) 
4 (R/W) 
S) (R/W) 
2  (R/W) 
1 (R/W) 
0 (R/W) 


(ACTHISNCF) - SELECT ACTIVE HIGH SYNC FOUND: This bit establishes the polar- 
ity of the SYNCF input pin. While this bit is set, SYNCF is active high. While this bit is 
cleared, SYNCF is active low. 


(ACTHISEC) - SELECT ACTIVE HIGH SECTOR: This bit establishes the polarity of the 
SECTOR input pin. While this bit is set, SECTOR is active high. While this bit is cleared, 
SECTOR is active low. This has the effect of changing the edge/polarity at which SECTOR 
is detected. 


(ACTHIIDX) - SELECT ACTIVE HIGH INDEX: This bit establishes the polarity of the 
INDEX input pin. While this bit is set, INDEX is active high. While this bit is cleared, 
INDEX is active low. This has the effect of changing the edge/polarity at which INDEX is 
detected. 


(ACTHIEOS) - SELECT ACTIVE HIGH END OF SERVO: This bit establishes the polar- 
ity of the EOS input pin. While this bit is set, EOS is active high. While this bit is cleared, 
EOS is active low. This has the effect of changing the edge/polarity at which EOS is 
detected. 


Reserved 


(ENCDRPOP) - ENABLE CDR FIFO READ POP: This bit is normally set for diagnostic 
reading of the CDR FIFO only. While this bit is set, a read of the CDR FIFO by the local 
microprocesor will result in the CDR FIFO "pop" operation allowing the next sequential 
CDR FIFO bytes to be read. For normal CDR FIFO operation during Disk read and write 
operations, this bit must be cleared. A CDR FIFO pointer 'pop' operation will take place 
when a read of the CDR FIFO 1 register (reg. 79h, R/W) is performed. 


(ENBUFCDR) - ENABLE READING SERVO COUNTS FROM BUFFER: This bit deter- 
mines the source for the CDR split data bytes to be loaded into the CDR FIFO. When this 
bit is set, the CDR FIFO is loaded with CDR split values from the buffer. When this bit is 
cleared, the data is loaded into the CDR FIFO by the Local MPU. 


(ENEXTS YNC) - ENABLE EXTERNAL SYNC FOUND: When this bit is set, the SYN- 
CFND input signal is enabled as the sync source for the Disk Sequencer. When this bit is 
cleared, the internal sync detect circuitry is used. The internal Sync Detect can be a single 
byte or the two byte fault tolerant Sync per EN2BSYNC (reg. 61h, R/W, bit 7). The ACTHI- 
SYNCF bit (reg. 63h, R/W, bit 7) determines the polarity of the SYNCFND signal while 
enabled by this bit. This bit is used in conjunction with the SYNCOFS[2:0] bits (reg. 61h, 
R/W, bits 2:0). 
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64 DISK STATUS 0 REGISTER (64h, R/W, DSTAT_0) 


7 (R/W) 
6 (R/W) 
5 (R/W) 
4:3. (R/W) 
2 (RR) 

1 (R/W) 
0 (R) 


(SEEDOVRN) - ECC SEED FIFO OVERRUN: This bit is set when the Corrected Seed 
FIFO is loaded with three or more values before the Local MPU reads it to Log the Sector in 
error. If STPSEEDOVR=1 (reg. 5Dh, R, bit 6) the Disk Sequencer will stop when this bit is 
set. The overflowing Seed value will not be saved. This bit is cleared when a 1 is written to 
it. 


(CDRPARERR) - CDR PARITY ERROR: This bit is set when a parity error is detected on 


_ the CDR Split count as it is transfered from the CDR FIFO into the CDR Counter. When it 


is set the Disk Sequencer will immediately stop if STPCDRPERR (reg. 5Dh, R/W, bit 3) is 
set. This bit is cleared by writing a 1 back to it. 


(MISSRCLK) - MISSING READ CLOCK DETECTED: This bit is set whenever the 
RRCLK input has not made a low to high transition within 16 BUFCLK cycles. This bit is 
cleared by a Disk Block reset or by writing a'l' to it. This bit requires an active BUFCLK in 
order to be set or cleared. 


Reserved 


(BUFNRDY) - BUFFER NOT READY: This read only bit is set when the buffer is not 
ready for disk transfer either to or from the buffer. The Disk FIFO must contain at least 8 
bytes (8-bit buffer) or words (16-bit buffer). 


(SECTIMEOUT) - SEQUENCER TIMEOUT ON WAIT FOR SECVALID: This bit is set 
if the Disk Sequencer times out while executing the W_SECVALID branch. This bit is 
cleared when a 1 is written to it. 


(STOPSECEQ) - STOP SECTOR REACHED: This read only bit is set when the Request 
Sector Number registers (REQSEC, regs. 6Ch/6Dh, R/W) equal the Stop Sector Number 
registers (STOPSEC, regs. 6Eh/6Fh R/W). 


65 DISK STATUS 1 REGISTER (65h, R/W, DSTAT_1) 


7 = (R/W) 
6 § (R/W) 
5 (R/W) 


(EOSPASS) - END OF SERVO PASSED: This bit is asynchronously set on the asserting 
edge of the EOS input signal; it is cleared when written with a 1. Note that the EOS signal 
has programmable polarity. This bit requires an active BUFCLK in order to be set or 
cleared. 


(EOSCMPASS) - END OF SERVO COMPARE PASSED: This bit is asynchronously set on 
the asserting edge of the EOS input signal when EOSCTR equals EOSCMP Register (reg. 

5Ch, R/W); it is cleared when written with a 1. Note that the EOS signal has programmable _ 
polarity. This bit requires an active BUFCLK in order to be set or cleared. 


(INDEXPASS) - INDEX PASSED: This bit is asynchronously set by the asserting edge of 
the INDEX pin signal; it is cleared when a 1 is written to this bit. Note that the polarity of 
the INDEX signal pin is programmable. This bit requires an active BUFCLK in order to be 
set or cleared. 
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2 (R) 
1 (R/W) 
0 (®) 

66 


(SECTORPASS) - SECTOR PASSED: This bit is asynchronously set by the asserting edge 
of the SECTOR pin signal. It is cleared when a 1 is written to this bit. The polarity of the 
SECTOR signal pin is programmable. This bit requires an active BUFCLK in order to be set 
or Cleared. 


(SEQOUTPUT) - SEQUENCER OUTPUT STATUS: This read only bit indicates the state 
of the OUTPUT pin while the Enable Output bit ENOUTPUT, reg. 62h, R/W, bit 4) is set. 
However, while the ENOUTPUT bit is cleared, this bit will reflect the state of the OUTPUT 
function in the Disk Sequencer. . 


(SEQINPUT) - SEQUENCER INPUT STATUS: This read only bit indicates the state of the 
INPUT pin while the Enable Output bit ENOUTPUT, reg. 62h, R/W, bit 4) is cleared. How- 
ever, while the ENOUTPUT bit is set, this bit will always be 0. 


(EOSTIMEOUT) - SEQUENCER TIMEOUT ON WAIT FOR EOSCMP: This bit is set if 
the Disk Sequencer times out while executing the W_EOSCMP branch. This bit is cleared 
when a 1 is written to it. 


(IDXCTREQ0) - INDEX COUNTER EQUALS ZERO: This read only bit is set to 1 when 
the Index Counter (INDEXCTR, regs. 76h/77h, R/W) decrements to 00h. It is cleared when 
the microprocessor writes to the INDEXCTR1 Register (reg. 77h, R/W) or the INDEXCTRO 
Register (reg. 76h, R/W) if addresses are swapped for Motorola mode (SWAPADD=1, reg. 
Sth, R/W. bit 5). The Index Counter registers can be used by the microprocessor as a gen- 
eral purpose register timer. 


DISK INTERRUPT 1 STATUS REGISTER (66h, R, DISKINT 1) 


The status bits in this register get set and remain set when the corresponding status condition occurs. Each. . 
bit can be cleared by writing a 1 to the corresponding bit in the Disk Interrupt Clear 1 register (reg. 66h, W). 
Also, each status bit can be enabled to generate an interrupt via the corresponding interrupt mask bit in the 
Disk Interrupt Enable 1 register (reg. 67h, R/W) and by setting the EN_DISKINT1 bit (reg. 53h, R/W, bit 6). 


7 


(R) 


(R) 


(R) 


(R) 
(R) 


(TWOINDEXTO) - TWO INDEX TIME-OUT: When set, this bit indicates that two Index 
pulses have been detected since the last RST2IDXTO instruction decode (SEQCTLB ='11', 
Primary) operation by the sequencer. The sequencer is automatically stopped while this bit 
is set if the Stop On Index Time-Out bit (STP2IDXTO, reg. 7Eh, R/W, bit 0) is set. 


(SEQWAITTO) - SEQUENCER WAIT TIME-OUT: This bit indicates that a "Wait For ..." 
instruction in the Disk Sequencer has timed out before the test condition became true. The 
one exception to the above is the "Wait For Defect Flag” instruction in which case the 
'SRVOVRNM' interrupt is set (reg. SEh, R, bit 7). 


(UNCORR) - UNCORRECTABLE ECC ERROR: When set, this bit indicates that an 
uncorrectable ECC error has been found in the previous read sector that cannot be corrected 
via hardware. This bit will also be set if the ECC correction threshold is exceeded even if 
the error can be corrected via full hardware correction. The Sequencer will automatically 
stop if the Stop On Uncorrectable ECC bit (STPUNCORR, reg. 7Eh, R/W, bit 7) bit is set. 


Reserved 


(CORRECC) - CORRECTED ECC ERROR: This bit is set after a hardware correctable 
ECC error is found and has been corrected in the buffer. 
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(R) 


(R) 


(R) 


(SECWRAP) - SECTOR NUMBER WRAPPED: This bit is set when the Request Sector 
Number Registers (REQSEC, regs. 6Ch/6Dh, R/W) have wrapped to the value specified in 
the Wrap To Sector Registers (WRAPTOSEC, regs. 6Ah/6Bh, R/W) as a result of having 
reached the value in the Wrap Sector Number Registers (regs. 68h/69h, R/W). REQSEC is 
incremented by the "Increment Requested Sector Number" Disk Sequencer instruction. 


(SECOKDET) - SECTOR OK DETECTED: When set, this bit indicates that one of the fol- 
lowing events has occurred: 


a. On a Write operation, the ECC redundancy for a sector Data field has been written. 


b. On a Read operation, a sector without errors has been written to the buffer, or sector 
data has been corrected in the buffer. 


(STOPPED) - SEQUENCER STOPPED: When set, this bit indicates that the Sequencer has 
changed from a running to a stopped state. 


66 DISK INTERRUPT CLEAR 1 REGISTER (66h, W, DISKINTCLR 1) 


These bits are used to clear the corresponding bits in the Disk Interrupt 1 Status register (reg. 66h, R). 


7 


(W) 


(W) 


(W) 


(W) 
(W) 


(W) 


(W) 


(W) 


(CLR_TWOINDEXTO) - CLEAR TWO INDEX TIME-OUT: When set, this bit clears the 
Two Index Time-Out bit (reg. 66h, R, bit 7). 


(CLR_SEQWAITTO) - CLEAR SEQUENCER WAIT: TIME-OUT: When set, this bit clears 
the Sequencer Time-out bit (reg. 66h. R, bit 6). 


(CLR_UNCORR) - CLEAR UNCORRECTABLE ECC ERROR: When set, this bit clears 
the Uncorrectable ECC Error bit (reg. 66h, R, bit 5). 


Reserved 


(CLR_CORRECC) - CLEAR CORRECTED ECC ERROR: When set, this bit clears the 
Corrected ECC Error bit (reg. 66h, R, bit 3). 


(CLR_SECWRAP) - CLEAR SECTOR NUMBER WRAPPED: When set, this bit clears 
the Sector Number Wrapped bit (reg. 66h, R, bit 2). 


(CLR_SECOKDET) - CLEAR SECTOR OK DETECTED: When set, this bit clears the 
Sector OK Detected bit (reg. 66h, R, bit 1). 


(CLR_STOPPED) - CLEAR SEQUENCER STOPPED: When set, this bit clears the 
Sequencer Stopped bit (reg. 66h, R, bit 0). 


67 DISK INTERRUPT ENABLE 1 REGISTER (67h, R/W, DISKINTEN 1) 


The bits in this register enable the corresponding bits in the Disk Interrupt 1 Status register (reg. 66h, R) to 
generate an interrupt to the local microprocessor if the EN_DISKINT1 bit (reg. 53h, R/W, bit 6) is also set. 
Writing a 1 to a bit in this register will enable the corresponding status bit as an interrupt to the microproces- 
sor. Writing a 0 to a bit in this register will inhibit the interrupt for the corresponding status bit, but will have 
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68 


69 


no effect on the state of that status bit. 


7  (R/W) (EN_TWOINDEXTO) - ENABLE TWO INDEX TIME-OUT INTERRUPT: Setting this bit 
will enable the Two Index Time-Out bit (reg. 66h, R, bit 7) to set the Disk Interrupt Active 1 
bit (reg. 52h, R, bit 6). 


6 (R/W) (EN_SEQWAITTO) - ENABLE SEQUENCER WAIT TIME-OUT INTERRUPT: Setting 
this bit will enable the Sequencer Wait Time-Out bit (reg. 66h, R, bit 6) to generate an inter- 
rupt. 


5  (R/W) (EN_UNCORR) - ENABLE UNCORRECTABLE ECC INTERRUPT: Setting this bit will 
enable the Uncorrectable ECC Error bit (reg. 66h, R, bit 5) to set the Disk Interrupt Active 1 
bit (reg. 52h, R, bit 6). 


4 (R/W) Reserved 


3. (R/W) (EN_CORRECC) - ENABLE CORRECTABLE ECC INTERRUPT: Setting this bit will 
enable the Corrected ECC Error bit (reg. 66h, R, bit 3) to set the Disk Interrupt Active 1 bit 
(reg. 52h, R, bit 6). 


2 (R/W) (EN_SECWRAP) - ENABLE SECTOR NUMBER WRAP INTERRUPT: Setting this bit 
will enable the Sector Number Wrapped bit (reg. 66h, R, bit 2) to set the Disk Interrupt 
Active 1 bit (reg. 52h, R, bit 6). 


1 (R/W) (EN_SECTOKDET) - ENABLE SECTOR OK DETECTED INTERRUPT: Setting this bit 
will enable the Sector OK Detected bit (reg. 66h, R, bit 1) to set the Disk Interrupt Active 1 
bit (reg. 52h, R, bit 6). : 


QO (R/W)  (EN_STOPPED) - ENABLE SEQUENCER STOPPED INTERRUPT: Setting this bit will 
enable the Sequencer Stopped bit (reg. 66h, R, bit 0) to set the Disk Interrupt Active 1 bit 
(reg. 52h, R, bit 6). 


WRAP SECTOR NUMBER 0 REGISTER (68h (69h), R/W, WRAPSEC_0) 


7:0 (R/W) (WRAPSEC[7:0]) -WRAP SECTOR NUMBER 0[7:0]: These bits form the low order byte 
of the Wrap Sector register. 


WRAP SECTOR NUMBER 1 REGISTER (69h (68h), R/W, WRAPSEC_1) 


7:2 (R/W) _ Reserved 


1:0 (R/W) (WRAPSEC[9:8]) -WRAP SECTOR NUMBER 1[9:8]: These two bits are the most signif- 
icant bits of the Wrap Sector register. 


The WRAPSEC register establishes the wrap value at which the Request Sector Number Register (regs. 
6Ch/6Dh) will be loaded with the contents of the WRAPTOSEC Register (regs. 6Ah/6Bh). This will occur 
when the Disk Sequencer attempts to increment the Request Sector Number Register (regs. 6Ch/6Dh) when 
it equals WRAPSEC. 
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6A 


6C 


6D 


6E 


6F 


WRAP TO SECTOR NUMBER 0 REGISTER (6Ah (6Bh), R/W, WRAPTOSEC_0) 


7:0 (R/W) (WRAPTOSEC[7:0]) -WRAP TO SECTOR NUMBER 0[7:0]: These bits form the low 
order byte of the Wrap To Sector register. 


WRAP TO SECTOR NUMBER 1 REGISTER (6Bh (6Ah), R/W, WRAPTOSEC_1) 


7:2 (R/W) _ Reserved 


1:0 (R/W) (WRAPTOSEC([9:8]) -WRAP TO SECTOR NUMBER 1[9:8]: These two bits are the most 
significant bits of the Wrap To Sector register. 


The WRAPTOSEC register specifies the value that the Request Sector Number Register (regs. 6Ch/6Dh) 


will wrap to when it is incremented by the Disk Sequencer past the value in the Wrap Sector Number Regis- 
ter (regs. 68h/69h). 


REQUEST SECTOR 0 REGISTER (6Ch (6Dh), R/W, REQSEC_0) 


7:0 (R/W) (REQSEC[7:0]) - REQUEST SECTOR NUMBER [7:0]: This is the low order byte of the 
Request Sector Number register. This register will only be written correctly when the 
SEQRUN bit (reg. 73h, R/W, bit 7) is not set. 


REQUEST SECTOR 1 REGISTER (6Dh (6Ch), R/W, REQSEC_1) 


7:2 (R/W) _ Reserved 


1:0 (R/W) (REQSEC[9:8]) - REQUEST SECTOR NUMBER [9:8]: These are the high order bits of 
the Request Sector Number register. 


This register is used to define the physical sector number of the next Requested Sector. It is compared to the 
CURRSEC Register (regs. 5Ah/SBh, R/W) and generates the CURRSECEQ status bit (reg. 5Bh, R/W, bit 7) 


which is used by the Sequencer ’Wait For Sector Valid Branch’ instruction. It is incremented when the 
"Increment Requested Sector Number" decode is set in the Sequencer. 


STOP SECTOR NUMBER 0 REGISTER (6Eh (6Fh), R/W, STOPSEC_0) 

7:0 (R/W) (STOPSEC[7:0]) - STOP SECTOR NUMBER 0[7:0]: This is the low order byte of the Stop 
Sector Number register. 

STOP SECTOR NUMBER 1 REGISTER (6Fh (6Eh), R/W, STOPSEC_1) 


7:2. (R/W) _ Reserved 


1:0 (R/W) (STOPSEC[9:8]) - STOP SECTOR NUMBER 1{9:8]: These are the high order bits of the 
Stop Sector Number register. 
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72 


73 


74 


The contents of the Stop Sector Number Register are compared to the Request Sector Number register (regs. 
6Ch/6Dh, R/W) whenever the Disk Sequencer executes a "Next Address If End of Transfer" instruction 
decode. The Sequencer will branch to the Next Address (typically the Sequencer Stop Address, 1Fh) if they 
are equal. This register can be updated on-the-fly. The update always occurs on a write to address 6Fh, thus 
keeping word writes available for both Intel and Motorola Modes. 


READ/WRITE VECTOR REGISTER (72h, R/W, RDWRVEC) 


7:5. (R/W) _ Reserved 


4:0 (R/W) (RDWRVEC{[4:0]) - READ/WRITE VECTOR ADDRESS[4:0]: This register contains the 
vector address used by the Disk Sequencer during read or write operations of the data field 
or ECC field. When the CDR counter reaches zero the Sequencer will branch to the address 
in this register. 


SEQUENCER ADDRESS REGISTER (73h, R/W, SEQADR) 


7 (R/W) (SEQRUN) - SEQUENCER RUN CONTROL/STATUS: Setting this bit starts the Disk 
Sequencer at the Start Address specified in this register. Resetting this bit causes the asyn- 
chronous stopping of the Sequencer. Reading this bit will return the current run/stop state of 
the Disk Sequencer. 


When this bit is set the Sequencer will start executing 3 to 4 Disk Byte Clocks after this bit is 
set. The SEQRUN read status is immediately set. When this bit is reset it takes 2 to 3 Byte 
Clocks to stop the Sequencer, and the read of this status reflects that. 


6:5 (R/W) _ Reserved 


4:0 (R/W) (SEQADRI[4:0]) - SEQUENCER START/CURRENT ADDRESS[4:0]: When writing to 
this register with the SEQRUN bit is set in this register, these bits specify the address at 
which the Disk Sequencer is started. If these bits are read while the Sequencer is stopped, 
the value returned will indicate the last Sequencer address executed before going to the stop 
address (1Fh). 


FRAME COUNTER REGISTER (74h, R/W, FRAMECTR) 


7:0 (R/W) (FRAMECTR[7:0]) - FRAME COUNTER[7:0]: A write to this register actually loads the 
Frame Count register (reg. 74h, W). In turn, the contents of the Frame Count register is 
loaded into the Frame Counter. Thus, the value in the Frame Count register is never changed 
by the Counter since it must be reloaded into the Frame Counter again at some point in time. 
A read of this register actually retrieves the current value in the Frame Counter (reg. 74h, R). 


The Frame Counter is a general purpose counter which can be used in the sequencer map to implement "do- 
loop" structures. The Frame counter is tested and decremented by execution of every Sequencer instruction 
which contains the Primary '110' branch instruction (Next Address If FRAMECTR = 0). The Frame 
counter is tested for zero in this instruction. If it is zero, a branch to the address in the Next Address field is 
executed and then it is reloaded with the pre-load value in the Frame Count register. If the Frame counter is 
non-zero, it is decremented and the sequencer program counter is incremented. 
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76 


77 


COUNTER TEST REGISTER 1 (75h, R/W, CTRTEST) 


7 (R/W) (TESTCTRS) - TEST DISK BLOCK COUNTERS: When this bit is set every byte clock 
will cause the FRAME, CDR, INDEX, EOS, REQSEC, and CURRSEC counters to incre- 
ment/decrement. 


6 (R/W) (TESTHBYTE) - TEST HIGH BYTE OF THE COUNTER: When this bit is set every byte 
clock will cause the high byte of the INDEX counter to increment/decrement. 


5 (R) (FRMZERO) - FRAME COUNTER ZERO: This read only bit is active only while the 
TESTCTRS bit (reg. 75h, R/W, bit 7) is set. It is set when FRAMECTR is zero. This bit is 
used for manufacturing test purposes only. 


4 (R/W) Reserved 


3 (R) (CDRZERO) - CDR COUNTER ZERO: This read only bit is active only while the TESTC- 
TRS bit (reg. 75h, R/W, bit 7) is set. It is set when the CDR Counter is zero. This bit is used 
for manufacturing test purposes only. 


2 (R) (CDRFIFOFULL) - CDR FIFO FULL: This read only bit is set when the CDR FIFO is full. 
This bit is used for manufacturing test purposes only. | 


1 (R) (SYNCMATCHE) - SYNC DETECT MATCH EVEN: This read only bit is set when a Sync 
Byte is found. This is only valid for Dual NRZ and is set when the Sync Byte is aligned Bit 
7 to NRZ1. This bit is used for manufacturing test purposes only. 


0 (® (SYNCMATCHO) - SYNC DETECT MATCH ODD: This read only bit is set when a Sync 
Byte is found. This bit is set for Dual NRZ when the Sync Byte is aligned Bit 7 to NRZO. It 
is also valid for Single NRZ. This bit is used for manufacturing test purposes only. 


INDEX COUNTER 0 REGISTER (76h (77h), R/W, INDEXCTR_0) 


7:0 (R/W) (INDEXCTR(7:0]) - INDEX COUNTER[7:0]: This is the least significant byte of the Index 
Counter. 


INDEX COUNTER 1 REGISTER (77h (76h), R/W, INDEXCTR_1) 


7:0 (R/W) (INDEXCTR[15:8]) - INDEX COUNTER[15:8]: This is the most significant byte of the 
Index Counter. 


The Index Counter (INDEXCTR) can be used as a timer for relatively long time periods (up to 18 minutes 
for a 3600 RPM drive). The counter is enabled to decrement on each occurrence of the INDEX signal only 
after the microprocessor has written to INDEXCTR_1 (or INDEXCTR_0O if addresses are swapped for 
Motorola microprocessors). When the Index counter decrements to 0000h, further decrementing is inhibited 
and the IDXCTREQ0 bit (reg. 65h, R/W, bit 0) is set. This counter is loaded with the desired value, e.g. 
0001h will count 1 index pulse minimum. 
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78 


79 


7A 


7D 


CDR FIFO 0 REGISTER (78h (79h), R/W, CDRDATA_0) 


7:0 (R/W) (CDRDATA[7:0]) - CDR FIFO DATA[7:0]: This register is used to access the low order 
byte of the CDR FIFO, which feeds the CDR Counter. The CDR FIFO is four words deep 
and is used to hold up to four 16-bit CDR count values. For each count value, this byte is 
loaded first followed by the byte in CDRDATA_1 (reg. 79h, R/W) which will trigger the 
internal CDR FIFO pointer address increment. When the TESTCTRS bit (reg. 75h, R/W, 
bit 7) is set, a read of this register returns the CDR Counter bits [7:0]. 


CDR FIFO 1 REGISTER (79h (78h), R/W, CDRDATA_1) 


7:0 (R/W) (CDRDATA[15:8]) - CDR FIFO DATA[15:8]: This register is used to access the high order 
byte of the CDR FIFO, which feeds the CDR Counter. For each count value, the low byte in 
CDRDATA_0 (reg. 78h, R/W) is loaded first followed by this register which triggers the 
internal CDR FIFO pointer address increment. If the ENCDRPOP bit (reg. 63h, R/W, bit 2) 
is set, a read of this register will cause a CDR entry to "pop" from the FIFO and the CDR 
FIFO pointer to point to the next CDR count value. A write of this register will cause a 
"push" of data onto the CDR FIFO every other write. If the ENCDRPOP bit is cleared, a 
read of this register will not cause a CDR FIFO pop but every other write of this register will 
cause a push to occur. When the TESTCTRS bit (reg. 75h, R/W, bit 7) is set, a read of this 
register returns the CDR Counter bits [12:8] (in this case, bits 15:13 are reserved). The CDR 
Counter is read mainly for manufacturing test purposes. . 


DISK SEQUENCER COUNTER (7Ah (7Bh), R, SEQCTR) | 


7 (R) Reserved 


6:0 (R) (SEQCTR[6:0]) - SEQUENCER COUNTER[7:0]: This register reflects the current value of 
the Disk Sequencer Counter and is used for manufacturing test purposes. 


DISK MODULO 64 COUNTER (7Bh (7Ah), R, MOD64CTR) 


7 (R) Reserved 


6:0 (R) | (MOD64CTR[6:0]) - MODULO 64 COUNTER[6:0]: This register reflects the current 
value of the Disk Sequencer Modulo 64 Counter and is used for manuafacturing test put- 
poses. 


DISK FIFO STATUS REGISTER (7Dh, R, DFSTAT) 


4 (R) (DFERR) - DISK FIFO ERROR: When set, this bit indicates that either a write of a byte 
into the Disk FIFO while it was full was attempted or that a read of the Disk FIFO while it 
was empty had occurred. This bit is reset whenever the microprocessor writes a'l' to the 
DBCCLR bit (reg. 108h, R/W, bit 5). 


6 (R) Reserved 
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5:0 (R) 


(DFCNT[5:0]) - DISK FIFO BYTE COUNT[S:0]: These bits reflect the number of bytes 
currently in the Disk FIFO. A value of 00h indicates that the Disk FIFO is empty and a 
value of 20h indicates that it is full. 


7E DISK AUTO STOP CONTROL REGISTER (7Eh, R/W, DISKSTOP) 


7 


(R/W) 


(R/W) 


(R/W) 


(R/W) 


(R/W) 


(R/W) 


(R/W) 


(R/W) 


(STPUNCORR) - STOP ON UNCORRECTABLE ECC: When this bit is set, the Disk 
Sequencer will stop if the correction logic encounters an uncorrectable ECC error in the data 
field. Note that if the error is in the data field, this bit may get set during the sector following 
the one that had the ECC error. The BCTR register associated with the disk transfer is not 
incremented and the corrupted sector is not released to the host. 


(STPINPUT) - STOP ON INPUT: When this bit is set, the Disk Sequencer will stop when 
the INPUT signal is asserted while Write Gate is off. If Write Gate is on when the INPUT 
signal is asserted, the sequencer will keep running until Write Gate is turned off, at which 
time the sequencer will stop. 


(STPDBDPERR) - STOP ON DISK/BUFFER DATA PATH ERROR: When this bit is set, 
the Disk Sequencer will stop whenever the Disk FIFO Error bit (reg. 7Dh, R, bit 7) or the 
Disk Check Error bit (reg. 106h, R, bit 1) is set. 


(STPINDEX) - STOP ON INDEX: When this bit is set, the Disk sequencer will stop when 
the INDEX input pin is asserted. 


(STPCORR) - STOP ON CORRECTED ECC ERROR: When this bit is set, the Disk 
Sequencer will stop after an ECC error is hardware corrected in the buffer. Note that 
"SECTOR_OK" is not generated to the buffer controller for the corrected sector that stops 
the Sequencer. The BCTR register associated with the disk transfer is not incremented and 
the corrected sector is not released to the host. The Disk Sequencer will stop immediately 
when this condition occurrs. 


(STPENDSEC) - STOP ON SECTOR BOUNDARY: When this bit is set, the Disk 
Sequencer will stop at the sector boundary (WG and RG both = 0), and the Sequencer is not 
processing a CDR event. 


(STPBNRM) - STOP ON BUFFER NO ROOM: When this bit is set, the disk Sequencer 
will stop when the Buffer Memory is not available for transfer of data. 


(STPIWOIDXTO) - STOP ON TWO INDEX TIME-OUT: When this bit is set, the Disk 
Sequencer will stop when the Two Index Time-out status bit (reg. 66h, R, bit 7) is set. 


NOTE: If an automatic stop condition occurs while Write Gate is on, the Sequencer will not be stopped until 
Write Gate turns off. Therefore, a write terminates either in a servo area or at the end of a sector. However, 
during a read operation the Sequencer is stopped immediately (except STPENDSEC) when a stop condition 
is detected. All of the bits in this register (except STPENDSEC), STPSEEDOVR (reg. 5Dh, R, bit 6), STP- 
SEEDERR (reg. 5Dh, R, bit 2), and STPWRFAULT (reg. 61h, R/W, bit 3) can only be set when the Disk 
Sequencer is not running to avoid WG glitches. STPENDSEC can be written at any time. 
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80 


81 


83 


84 


85 


ECC SEED 2 (80h (81h), W, SEED2) 


7:0 (R) (SEED2[7:0]) - SEED2(23:16]: These are bits 23:16 of the ECC Seed. 


The SEED Registers are loaded with the 3 most significant bytes of the ECC Seed sent to the EDAC. The 
least significant 10 bits are sourced from the REQSEC1/0 Registers (regs. 6Ch/6Dh, R/W). These registers 
are used when ENSEED=1 (reg. 5Dh, R, bit 4) and the INITECC Decode (SEQCTLC=100b) is issued. 
When this occurs the four Seed Bytes are sent to the EDAC (SEED3-1, REQSEC1/0). 


ECC SEED 3 (81h (80h), W, SEED3) 


7:0 (R) SEED3{7:0]) - SEED3[31:24]: These are bits 31:24 of the ECC Seed. 


ECC SEED 1 (83h (82h), W, SEED1) 


7:2 (R) SEED 1[7:2]) - SEED3[15:10]: These are bits 15:10 of the ECC Seed. 


CORRECTED SEED FIFO 0 (84h (85h), R, CSEED0) 


7:0 (R) (CSEED[7:0]) - CORRECTED SEED[7:0]: These are bits 7:0 of the first Corrected Seed 
entered into the CSEED FIFO since the last read of the CSEED1/0 Registers. 


The Corrected Seed FIFO is loaded with the current ECC Seed Value when the REQSEC Register (regs. 
6Ch/6Dh, R/W) is incremented and there is a current ECC Error. However, this entry is not valid until the 
EDAC has determined it is correctable and has corrected it in the Buffer Memory and it does exceed the 
Error Logging Threshold defined in the EDAC. After two values have been pushed into the FIFO it is full, 
and any further pushes sets the SEEDOVRN status bit (reg. 64h, R/W, bit 7). The overflow Seed value is 
not stored to preserve the last value pushed. The Disk Sequencer will stop when SEEDOVRN is set if STP- 
SEEDOVR=1 (reg. 5Dh, R, bit 6). When the Local MPU reads these registers the first available value is 
popped when Reg. 85h is read. These registers can be read while the Disk Sequencer is running without cor- 
rupting the CSEED FIFO. The CSEED FIFO is reset when ENSEED=0 (reg. 5Dh, R, bit 4). 


CORRECTED SEED FIFO 1 (85h (84h), R, CSEED1) 


7 (RR) (CSEEDVALID) - CORRECTED SEED VALID: This bit is set when the value in CSEED1/ 
0 is valid. When the microprocessor reads the CSEED1/0 value this bit is reset if the 
CSEED FIFO is empty. 


6:2 (R) Reserved 


1:0 (R) (CSEED[9:8]) - CORRECTED SEED[9:8]: These are bits 9:8 of the first Corrected Seed 
entered into the CSEED FIFO since the last read of the CSEED1/0 Registers. 
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96 ECC ERROR LOG THRESHOLD REGISTER (96h, R/W, ECCELTH) 
7:4 (R/W) _ Reserved 


3:0 (R/W)  (ELTH[3:0]) - ECC ERROR LOG THRESHOLDJ3:0]: These bits are the ECC Error Log 
Threshold value. If the Error Log Counter value (reg. 97h, R) is greater than the value in this 
register, the error log threshold will be exceeded and the CDTH status bit (reg. 9Bh, R/W, bit 
5) will be set. To disable the XCDTH status bit, ELTH[3:0] must be set to 15 (decimal). 


97 ECC ERROR LOG COUNTER (97h, R, ECCELOG) 
7:4 (R/W) _ Reserved 


3:0 (R) (ELOG[3:0]) - ECC ERROR LOG COUNTER [3:0]: This counter accumulates the number 
of error bytes encountered in the current sector. It is reset to 0 at the start of correction or 
upon a correction state machine reset. This counter is valid only if the sector is not uncor- 
rectable. 


98 ECC CONFIGURATION 0 REGISTER (98h, R/W, ECCCFG_0) 
Writing to this register while the ECC Busy bit (reg. 9Ch, R, bit 5) is set will result in an unknown state. 


7  (R/W) (AUTOINCDSBL) - DISABLE AUTO E_ADR INCREMENT: While this bit is set, the 
ECC Internal Address Counter (reg. 9Ah, R/W) will not automatically increment. 


6:5 (R/W) (EWARN_TH[1:0]) - EARLY WARNING THRESHOLD[1:0]: This field determines the 
number of errors per interleave which will cause the EWARN bit (reg. 9Dh, R, bit 4) to be 
set indicating an early warning of the impending ECC error. The possible threshold levels 
are summarized in the table below. 


P90 _| Disable Early Waming 
Early Warning on one or more error in any interleave 






Early Warming on two or more errors in any interleave 


Early Warming on three or more errors in any interleave 
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4:3 (R/W) (CORR_TH{[1:0]) - ECC CORRECTION THRESHOLD{[1:0]: The bits in this field select 
the desired ECC correction threshold. This field can be used in conjunction with the DVER- 
IFY bit (reg. 62h, R/W, bit 7) to perform read verify operation on the disk with a user select- 
able level of error tolerance. If the number of errors exceed this threshold but is less than 
four, SWCORR (reg. 9Dh, R, bit 1) is asserted. 


Disable automatic correction in the buffer (Error location 
and pattern caiculations will still take place) 
Automatic correction of one error in any interleave 


01 
10 Automatic correction of up to two errors in any interleave 
11 Automatic correction of up to three errors in any interleave. 





2:0 (R/W) _ Reserved 


99 ECC CONFIGURATION 1 REGISTER (99h, R, ECCCFG_1) 


7:0 (R) Reserved 


9A © ECC INTERNAL ADDRESS COUNTER REGISTER (9Ah, R/W, ECCACNTR) 


7:4 (R) Reserved 


3:0 (R/W) (ECCADDCTRJ3:0]) - ECC INTERNAL ADDRESS COUNTER [3:0]: These bits are used 
to address the desired registers which are indirectly accessed through the ECC Indirect Data 
register (reg. 9Eh, R). This address counter is incremented after every read operation to the 
above mentioned register. While the AUTOINCDSBL bit (reg. 98h. R/W, bit 7) is set, this 
address counter will not increment. 


9B ECC CONTROL REGISTER (9Bh, R/W, ECCCNTRL) 


7:6 (R/W) _ Reserved 


5 (R) (XCDTH) - ERROR THRESHOLD EXCEEDED: When set, this bit indicates that the num- 
ber of accumulated errors exceeds threshold. It is negated by the microprocessor writing a 1 
to this bit or upon a correction state machine reset. This bit is not setable by the micropro- 
cessor and is valid only if the sector is not uncorrectable. 


4 (R/W) (SEEDEER)-SEED ERROR: When set, this bit indicates a Seed error. It is negated by the 
microprocessor writing a | to this bit or upon a correction state machine reset. This bit is not 
setable by the microprocessor. 
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2 (R/W) 
1 (R/W) 
0 8 (R/W) 


Register Descriptions 


(RST_ECC) - RESET ECC LOGIC: Setting this bit resets the ECC block logic. All logic 
and state machines are held in the reset state while this bit is set. To terminate the reset state, 
this bit must be cleared by the local microprocesor. The RST_CORRSM and INIT_LFSR 
bits in this register are a subset of the function of this bit. 


(ROTATE) - ROTATE CURRENT INTERLEAVE: This bit is used to acknowledge a soft- 
ware correction request. At the end of a software correction service, writing a 1 to this bit 
will rotate the current interleave and allow hardware correction to continue. The current 
interleave number is available from the ECC Status Register 1 (reg. 9Dh, R, bits 7:6). The 
order of interleave rotation is: ..—2—1—-0732—741-0-.... It is a pulsed bit - it is 
automatically cleared after the rotation is done. 


(RST_CORRSM) - RESET CORRECTION STATE MACHINE: Setting this bit will reset 
the correction state machine. To terminate the reset of the correction state machine the local 
microprocessor must clear this bit. The Disk Block can also force a correction state machine 
reset. 


(INIT_LFSR) - INITIALIZE LFSR: Setting this bit initializes the Linear Feedback Shift 
register (LFSR) to an all zeros state. To terminate the forced initialization this bit must be 
cleared by the local microprocessor. This bit is set aaa whenever the INITDATA 
decode (SEQCTLC=’011’) is asserted. 


9C ECC STATUS 0 REGISTER (9Ch, R, ECCSTAT_0) 


7 @®) 
6 (R) 
5 @® 
4 R) 
3 Q®) 
2:0 (R) 


(CURRERR) - CURRENT READ SECTOR IN ERROR: When set, this bit indicates that 
the current sector just read from the disk has an ECC error. This bit is set somewhere within 
the last four bytes of the ECC field for that sector. This bit is cleared when the Disk 
Sequencer executes an INITDATA decode (SEQCTLC = '011'). 


(CORROVRN) - CORRECTION OVERRUN ERROR: Used for manufacturing test only. 


(ECCBUSY) - ECC BUSY: When set, this bit indicates that an ECC read, write, or correc- 
tion operation is in progress. 


(UNCORR) - UNCORRECTABLE ECC ERROR: When set, this bit indicates that an 
uncorrectable ECC error has been encountered even if software algorithms are used. At its 
earliest, this bit will be set a few RRCLK cycles after the end of the current ECC field. This 
bit is cleared by setting the Reset ECC Logic bit (reg. 9Bh, W, bit 3) or the Reset Correction 
State Machine bit (reg. 9Bh, W, bit 1). 


(CMPNE) - DATA VERIFICATION COMPARE NOT EQUAL: This bit is set when the 
number of defective data per interleave, as indicated by the Correction Threshold bits (reg. 
98h, R/W, bits 4:3), has been exceeded. This bit is valid only when doing a disk verify oper- 
ation. It is cleared when the DVERIFY bit is cleared or by a LFSR INIT. This status bit 
does not generate an interrupt. 


(CMPDIFF[2:0]) - COMPARISON BYTE DIFFERENCE: These bits are internal signals 
that reflect the byte difference number in the current interleave during a verification. If no 
verification occurs, these bits are irrelevant. (For manufacturing use only.) 
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9D ECC STATUS 1 REGISTER (9Dh, R, ECCSTAT_1) 


7:6 (R) (CURRINTL[1:0]) - CURRENT INTERLEAVE[1:0]: This field indicates the current inter- 
leave being operated upon by the ECC circuitry. During the correction operation, the value 
of these bits will be changing dynamically as per the interleave being operated on at the time 
they are read. During the first sector read operation, while no correction is taking place, the 
value of these bits will be '11'. For example, these bits are used during software ECC correc- 
tion. After the Rotate Current Interleave bit (ROTATE, reg. 9Bh, W, bit 2) is used during 
firmware correction to point to a new interleave, these bits will reflect the new interleave to 
be corrected. 


CURRINTL{[1:0] Description 
[00 «di inteeaveo 
Pot SCi*d intericewet SCS” 






Interleave 2 
No current Interleave 





5 (R) Reserved 


4 (R) (EWARNSTAT) - EARLY WARNING STATUS: When set, this bit indicates that the desired 
early warning threshold, set up via the EWARN_TH[1:0] field (reg. 98h, R/W, bits 6:5), has 
been detected. This bit is cleared by setting the Reset ECC Logic bit (reg. 9Bh, W, bit 3) or 
the Reset Correction State Machine bit (reg. 9Bh, W, bit 1). 


3:2 (R) (NUMERR[1:0]) - NUMBER OF ERROR IN CURRENT INTERLEAVE[1:0]]: These bits 
are used to indicate the number of ECC errors encountered in the current interleave. The 
value present on these bits will vary dynamically depending upon the interleave currently 
being operated upon and if there are any errors in that interleave. For example, these bits are 
used during software ECC correction. After the Rotate Current Interleave bit (ROTATE, reg. 
9Bh, W, bit 2) is used during firmware correction to point to a new interleave, these bits will 
reflect the number of bad symbols in the new current interleave. 


a No errors in the current interleave 
Pe OA | One error in the current interleave 
i 













Two errors in the current interleave 
Three or more errors in the current interleave 


1 (R) (SWCORR) - SOFTWARE CORRECTION REQUIRED: This signal is asserted when the 
number of errors in an interleave is greater than the correction threshold, but the errors are 
not determined to be uncorrectable. No further correction can occur when this signal is set. 
Correction can again resume when this signal is acknowledged by a micro forced rotate 
(ROTATE, reg. 9Bh, W, bit 2). This signal can also be negated by a correction state machine 
reset. The BCTR associated with the disk to buffer transfer will not get incremented if this 
bit is set. This bit may get set as early as several RRCLK cycles after the end of the current 


ECC field. 





72 Confidential AIC-8375 Data Sheet 


Section 5 


(R) 


Register Descriptions 


(HWCORR) - HARDWARE CORRECTABLE ERROR: This bit indicates that an error has 
been encountered that is correctable via hardware. At the earliest, this bit can be set several 
RRCLK cycles after the end of the ECC field of the current sector. It is cleared by setting the 


Reset ECC Logic bit (reg. 9Bh, W, bit 3) or the Reset Correction State Machine bit (reg. 
9Bh, W, bit 1). In addition, this bit is cleared if the Software Correction Required bit (reg. 


9Dh, R, bit 1) or the Uncorrectable ECC Error bit (reg. 9Ch, R, bit 4) is set, or when status of 


the next sector is available. 


9E ECC INDIRECT DATA REGISTER (Eh, R, ECCIDATA) 


The ECC Indirect Data register is used for software correction and test purposes only to access sixteen other 
registers indirectly. ECCIDATA_0 is used to access the lower order byte of the desired register. The register 
to be accessed is determined by the ECC Internal Address Counter (reg. 9Ah, R/W, bits 3:0). These registers 
are summarized in the following table: 





Description 


ECCACNTR[3:0] Register Name 





Syndrome SN3 
Syndrome SN2 
Syndrome SN1 
Syndrome SO 
Syndrome $1 
Syndrome S2 


S1 


Syndrome S3 


ERRPATO Error Pattern 0 
Error Location 0 


Error Pattern 1 
(Double or triple error only) 


ERRPAT1 


Error Location 1 
(Double or triple error only) 


ERRL1 


Error Pattern 2 
(Triple error only) 


ERRPAT2 


Error Location 2 
(Triple error only) 


ERRL2 


o> 
: 
3 


a a 
a5 
ood a 
ane aa ia 
ia oe 
cena Baan? a 
—— on 
Ee 
meee con 
ee eee 
eee = 
a ce aces 
Sel 
Led 





Error location and error patterns are valid only when SWCORR (reg. 9Dh, R, bit 1) is asserted. 
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5.4 Host Block Register Descriptions 


Note: The microprocessor can only write to registers Alh through A7h (M_FEATRS, M_SECCNT, 
M_SECNUM, M_CYLLO, M_CYLHI, M_DRVHD, and M_CMD) when the Internal Busy bit (reg. Ch, 
R/W, bit 7) is set while the Buffer Transfer bit (reg. C1h, R, bit 6) is cleared. The microprocessor always has 
read access to these registers. 


AQ MICROPROCESSOR AT ERROR REGISTER (A0h, R/W, M_ERROR) 


This register provides error information to the Host about the last failed command. During diagnostics or 
power-up, this register is used for passing controller diagnostic error information to the Host. When an error 
condition occurs, the microprocessor can load this register and then set the Error bit (reg. Cih, R/W, bit 0). 
This register is the local microprocessors window into the AT Host Error register (reg. 1F 1h, R). There are 
no restrictions as to when this register can be written or read. 


7 (R/W) (BBK)-BAD BLOCK DETECTED: This bit indicates that a bad block mark was detected 
in the ID of the requested sector. 


6 (R/W) (UNC) - UNCORRECTABLE DATA ERROR: This bit is set when the selected hardware 
error correction cannot correct the indicated sector. 


2 (R/W) (MC)- MEDIA CHANGED: When set, this bit indicates that the removable media has been 
changed. 


4 (R/W) (DNF)-ID NOT FOUND: This bit is set whenever a sector to be read or written cannot be 
found. 


3 (R/W) (MCR) - MEDIA CHANGE REQUESTED: When set, this bit indicates that the release 
latch on a removable media drive has been pressed. Removal of media has been requested 
by the user. 


2  (R/W) (ABORT) - ABORT: This bit indicates that the requested command has been aborted due to 
a drive status error or because the command code is not valid. It is automatically set along 
with the HERROR bit in (reg. Cih, R/W, bit 0) if the Enable Auto Error Set bit (reg. C3h, R/ 
W, bit 5) is set and the Host Port Check Error bit (HCHKERR, reg. 106h, R, bit 0) is set or 
the Host FIFO Error bit (HFIFOERR, reg. C8h, R, bit 1) is set. This bit will remain set as 
long as HCHKERR or HFIFOERR is set, so that HCHKERR and HFIFOERR must be 
cleared before the microprocessor attempts to clear this bit. 


1 (R/W) (TRKONF) - TRACK 0 NOT FOUND: When set, this bit indicates that the selected drive 
could not successfully find Track 0. 


QO (R/W) (AMNB) - ADDRESS MARK NOT FOUND: When set, this bit indicates that the sector in 
error could not be located due to a problem in reading the associated address mark in the 
header. 
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Al MICROPROCESSOR AT FEATURES REGISTER (A1, R/W, M_FEATRS) 


7:0 (R/W) 


(M_FEATRS[7:0]) - MICROPROCESSOR AT FEATURES [7:0]: This register is command 
specific and may be used to enable and disable features of the interface. This register may be 
ignored by some drives. Some hosts, based on definitions prior to the ATA specification, 
used this register to designate a recommended Write Pre-compensation Cylinder value. This 
register is the local microprocessors window into the AT Host Features register (reg. 1F 1h, 
W). This register can only be written while AT BUSY (reg. CEh, R, bit 6) is set. There are 
no restrictions as to when this register can be read. 


A2 MICRO. AT SECTOR COUNT REGISTER (A2h, R/W, M_SECCNT) 


7:0 (R/W) 


(M_SECCNT[7:0]) - MICRO. AT SECTOR COUNT [7:0]: This register contains the num- 
ber of sectors to be transferred during a PIO or DMA operation. During a non-automated 
PIO or DMA operation, the sector count in this register is decremented by the microproces- 
sor as each sector is transferred. During an automated multi-sector PIO or DMA operation, 
this count is automatically decremented by the hardware with every sector transferred, and 
the operation is complete when the count decrements to zero. This also occurs on a Read 
Verify Command in which data is transferred only between the disk and the buffer. If a 256- 
sector transfer is desired, this register should be loaded with OOh. This register is the local 
microprocessors window into the AT Host Sector Count register (reg. 1F2h, R/W). This reg- 
ister can only be written while AT BUSY (reg. CEh, R, bit 6) is set. There are no restrictions 
as to when this register can be read. 


A3 MICRO. AT SECTOR NUMBER REGISTER (A3h, R/W, M_SECNUM) 


7:0 (R/W) 


(M_SECNUM[7:0]) - MICRO. AT SECTOR NUMBER [7:0]: The usage of this register is 
dependent upon the Enable LBA Mode bit (reg. C3h, R/W, bit 3) and the LBA bit (reg. 1F6h, 
bit 6). CHS (Cylinder/Head/Sector) mode of operation is used when the Enable LBA Mode 
bit is cleared. LBA (Logical Block Mode) mode of operation is used when the Enable LBA 
mode bit is set and the LBA bit is set. This register is the local microprocessors window into 
the AT Host Sector Number register (reg. 1F3h, R/W). This register can only be written 
while AT BUSY (reg. CEh, R, bit 6) is set. There are no restrictions as to when this register 
can be read. 


The following paragraphs describe the operation of this register in both modes. 


CHS Mode: 


In CHS mode, this register contains the 8-bit sector number for the current PIO or DMA 
operation. During a non-automated PIO or DMA operation, this register is incremented by 
the microprocessor as each sector is transferred. During an automated multi-sector PIO or 
DMA operation, this register is automatically incremented by the hardware, so that when the 
transfer is completed, it is left pointing to the last sector transferred. When incremented 
from the Maximum Sector Number (regs. B1h/B2h, R/W), the Sector Number wraps to 1 
and the Head Number is auto-incremented. 
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LBA Mode: 


In LBA mode, this register contains the least significant logical block address (A7:A0) of the 
specified logical block. It is not compared to the Max. Sector Number registers (regs. B 1h/ 
B2h, R/W) and will always wrap to 00h after counting to FFh. At the end of the command, 
this register is updated to reflect the current LBA bits A7:A0. 


MICRO. AT CYLINDER LOW REGISTER (A4h (ASh), R/W, M_CYLLO) 


7:0 (R/W) 


(M_CYLLO[7:0]) - MICRO. AT CYLINDER LOW [7:0]: The usage of this register is 
dependent upon the Enable LBA Mode bit (reg. C3h, R/W, bit 3) and the LBA bit (reg. 1F6h, 
bit 6). CHS (Cylinder/Head/Sector) mode of operation is used when the Enable LBA Mode 
bit is cleared. LBA (Logical Block Mode) mode of operation is used when the Enable LBA 
mode bit is set and the LBA bit is set. This register is the local microprocessor's window 
into the AT Host Cylinder Low register (reg. 1F4h, R/W). This register can only be written 
while AT BUSY (reg. CEh, R, bit 6) is set. There are no restrictions as to when this register 
can be read. 


The following paragraphs describe the operation of this register in both modes. 


CHS Mode: 


In CHS mode, this register contains the low byte of the 16-bit Cylinder Number for the cur- 
rent PIO or DMA operation. During a non-automated PIO or DMA operation, the Cylinder 
Low and Cylinder High registers are updated by the microprocessor when appropriate. Dur- 
ing an automated multi-sector PIO or DMA operation, the Cylinder Number is automatically 
incremented by the hardware every time the Head Number wraps to 0, so that when the 
transfer is completed, the Cylinder Low and Cylinder High registers will reflect the Cylinder 
Number for the last sector transferred. 


LBA Mode: 


In LBA mode, this register contains logical block address bits A15:A8. At the end of the 
command, this register is updated to reflect the current LBA bits A15:A8. It will increment 
as required. 


MICRO. AT CYLINDER HIGH REGISTER (A5h (A4h), R/W, M_CYLHI) 


7:0 (R/W) 


(M_CYLHI][7:0]) - MICRO. AT CYLINDER HIGH REGISTER: The usage of this register 
is dependent upon the Enable LBA Mode bit (ENLBAMODE, reg. C3h, R/W, bit 3) and the 
LBA bit (reg. 1F6h, bit 6). CHS (Cylinder/Head/Sector) mode of operation is used when the 
ENLBAMODE bit is cleared. LBA (Logical Block Mode) mode of operation is used when 
the ENLBAMODE bit is set and the LBA bit (reg. 1F6h, bit 6) is set. This register is the 
local microprocessor's window into the AT Host Cylinder High register (reg. 1F5h, R/W). 
This register can only be written while AT BUSY (reg. CEh, R, bit 6) is set. There are no 
restrictions as to when this register can be read. 
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The following paragraphs describe the operation of this register in both modes. 


CHS Mode: 


In CHS mode, this register contains the high byte of the 16-bit Cylinder Number for the cur- 
rent PIO or DMA operation. During a non-automated PIO or DMA operation, the Cylinder 
Low and Cylinder High registers are updated by the microprocessor when appropriate. Dur- 
ing an automated multi-sector PIO or DMA operation, the Cylinder Number is automatically 
incremented by the hardware every time the Head Number wraps to 0, so that when the 
transfer is completed, the Cylinder Low and Cylinder High registers will reflect the Cylinder 
Number for the last sector transferred. 


LBA Mode: 


In LBA mode, this register contains logical block address bits A23:A16. At the end of the 
command, this register is updated to reflect the current LBA bits A23:A16. It will increment 
as required, 


MICRO. AT DRIVE/HEAD REGISTER (A6h, R/W, M_DRVHD) 


The usage of this register is dependent upon the Enable LBA Mode bit ENLBAMODE, reg. C3h, R/W, bit 
3) and the LBA bit (reg. 1F6h, bit 6). CHS (Cylinder/Head/Sector) mode of operation is used when the 
Enable LBA Mode bit is cleared. LBA (Logical Block Mode) mode of operation is used when the Enable 
LBA mode bit is set and the LBA bit (reg. 1F6h, bit 6) is set. This register is the local microprocessor's win- 
dow into the AT Host Drive/Head register (reg. 1F6h, R/W). The bits in this register are automatically reset 
when an Execute Drive Diagnostics command (90h) is received from the Host. This register can only be 
written while AT BUSY (reg. CEh, R, bit 6) is set. There are no restrictions as to when this register can be 
read. 


The following paragraphs describe the operation of this register as a function of the Enable LBA Mode bit. 


Enable LBA Mode bit (reg. C3h, R/W, bit 3) cleared: 


7:5 (R/W)  (PASS[2:0]) - PASS-THRU BITS [2:0]: These are pass through bits used between the Host 
and microprocessor. 


4 (R/W) (DRV)- DRIVE NUMBER SELECT: When this bit is set to 1, Drive 1 is selected. When 
this bit is reset to 0, Drive 0 is selected. This bit is reset to 0 when the Host Software Reset 
bit (reg. 3F6h, W, bit 2) is asserted by the Host. 


3:0 (R/W) (HEAD_SEL[3:0]) - HEAD NUMBER SELECT: These bits contain the head number for 
the current PIO or DMA operation. During a non-automated PIO or DMA operation, these 
bits are updated by the microprocessor when appropriate. During an automated multi-sector 
PIO or DMA operation, these bits are automatically incremented by the hardware every time 
the Sector Number wraps to 1, so that when the transfer is completed, these bits will reflect 
the Head Number for the last sector transferred. When auto-incremented from the Maxi- 
mum Head Number (MAXHEAD, reg. B3h, R/W), the Head Number wraps to 0 and the 
Cylinder Number is auto-incremented. 
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Enable LBA Mode bit (reg. C3h, R/W, bit 3) set: 
7 (R/W) _ Reserved. This bit must be set to 1 per the ATA specification. 


6 (R/W) (LBA)-LBA MODE: When set, this bit indicates that the Task File registers will be utilized 
in the LBA mode. When cleared, the Task File registers will be used in the CHS mode. 


5 (R/W) | Reserved. This bit must be set to 1 per the ATA specification. 


4  (R/W) (DRV)-DRIVE NUMBER SELECT: When this bit is set to 1, Drive 1 is selected. When 
this bit is reset to 0, Drive 0 is selected. This bit is reset to 0 when the Host Software Reset 
bit (reg. 3F6h, W, bit 2) is asserted by the Host. 


3:0 (R/W) (HEAD_SEL{[3:0]) - HEAD NUMBER SELECT[3:0]: These bits contain the high order 
bits of the logical block address (A27:A24). At the end of the command, this register is 
updated to reflect the current LBA bits A27:A24. 


A7 MICROPROCESSOR AT COMMAND REGISTER (A7h, R/W, M_CMD) 


7:0 (R/W) (M_CMD[7:0]) - MICRO. AT COMMAND [7:0]: This register holds the latest command 
issued to the disk controller by the Host. Refer to the ATA specification for a definition of 
the command codes. When the microprocessor writes to this register, the modes internally 
decoded from the command are updated. However, unlike Host writes to this register, the 
Selection Phase Detected status/interrupt (reg. C8h, R, bit 2) bit is not set, and the Busy sta- 
tus to the host (reg. 1F7h, R, bit 7) is not set nor are any Auto Read/ Write commands initi- 
ated unless the ENAUTOMPU control bit (reg. COh, R/W, bit 7) is set. This register is the 
local microprocessors window into the AT Host Command register (reg. 1F7h, W). This 
register can only be written while AT BUSY (reg. CEh, R, bit 6) is set. There are no restric- 
tions as to when this register can be read. 


A8 SECTOR COUNT IMAGE REGISTER (A8h, R, I_SECCNT) 


7:0 (R) (_SECCNT[7:0]) - SECTOR COUNT IMAGE [7:0]: This register reflects the contents 
loaded by the host or local microprocessor into the AT Host Sector Count register (reg. 1F2h, 
R/W), and is not affected by automatic hardware updates of that register or local micropro- 
cessor updates utilizing the Update Host Count bit (reg. C6h, R/W, bit 5). This register is 
loaded when the AT Command Register (reg. 1F7h/177h, W) is loaded with a valid com- 
mand. The valid command is qualified with drive number in master/slave environment. 


A9 SECTOR NUMBER IMAGE REGISTER (A9h, R, I SECNUM) 


7:0 (R) (I_SECNUM(7:0]) - SECTOR NUMBER IMAGE [7:0]: This register reflects the contents 
loaded into the AT Host Sector Number register (reg. 1F3h, R/W) by either the host or the 
local microprocessor, and is not affected by automatic hardware updates of that register or 
local microprocessor updates utilizing the Update Host Count bit (reg. C6h, R/W, bit 5). 
This register is loaded when the AT Command Register (reg. 1F7h/177h, W) is loaded with a 
valid command. The valid command is qualified with drive number in master/slave environ- 
ment 
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AA CYLINDER LOW IMAGE REGISTER (AAh (ABh), R, I_CYLLO) 


7:0 (R) 


(I_CYLLO[7:0]) - CYLINDER LOW IMAGE [7:0]: This register reflects the contents 
loaded into the AT Host Cylinder Low register (reg. 1F4h, R/W) by either the host or the 
local microprocessor, and is not affected by automatic hardware updates of that register or 
local microprocessor updates utilizing the Update Host Count bit (reg. C6h, R/W, bit 5). 
This register is loaded when the AT Command Register (reg. 1F7h/177h, W) is loaded with a 
valid command. The valid command is qualified with drive number in master/slave environ- 
ment. 


AB CYLINDER HIGH IMAGE REGISTER (ABh (AAh), R, I_CYLHI) 


7:0 (R) 


(_CYLHI[7:0]) - CYLINDER HIGH IMAGE [7:0]: This register reflects the contents 
loaded into the AT Host Cylinder High register (reg. 1F5h, R/W) by either the host or the 
local microprocessor, and is not affected by automatic hardware updates of that register or 
local microprocessor updates utilizing the Update Host Count bit (reg. C6h, R/W, bit 5). 
This register is loaded when the AT Command Register (reg. 1F7h/177h, W) is loaded with a 
valid command. The valid command is qualified with drive number in master/slave environ- 
ment. . 


AC DRIVE/HEAD IMAGE REGISTER (ACh, R, IDRVHD) 


7:0 (R) 


(_DRVHD{[7:0]) - DRIVE/HEAD IMAGE [7:0]: This register reflects the contents loaded 
into the AT Host Drive/Head register (reg. 1F6h, R/W) by either the host or the local micro- 
processor, and is not affected by automatic hardware updates of that register or local micro- 
processor updates utilizing the Update Host Count bit (reg. C6h, R/W, bit 5). These bits are 
reset by the HRST (pin 33) and by the DIAG 90 command. This register is loaded when the 
AT Command Register (reg. 1F7h/177h, W) is loaded with a valid command. The valid 


- command is qualified with drive number in master/slave environment. 


AD START SECTOR NUMBER REGISTER (ADh, R/W, ST_SECNUM) 


7:0 (R/W) 


(ST_SECNUM[7:0]) - START SECTOR NUMBER [7:0]: The contents of this register and 
the Host Sector Number register (reg. 1F3h, R/W) are compared when a read command is 
received while Auto Read is enabled via the various Enable Auto Read bits (reg. C2h, R/W, 
bits 5, 3 ,1) being set. If the two registers don't match, Auto Read execution is disabled. 
This register is automatically loaded with the contents of the Sector Number register (regs. 
A3h, 1F3h) when a valid Read command (Read Sectors, Read Multiple, Read DMA) is 
loaded into the AT Command Register (reg. 177h/1F7h, W). This is done to automatically 
load the new start in the event of a compare mismatch; this can be disabled using the "Dis- 
able Start Register Update" bit (reg. COh, R/W, bit 4). This register is automatically updated 
along with the Sector Number registers (regs. A3h, 1F3h) for every sector or block trans- 
ferred when Auto updates are enabled. This register is also updated for the last sector trans- 
ferred, so that it holds the sector number corresponding to the sector following the last one 
transferred when the command is done. BUSY (reg. Cih, R/W, bit 7) must be set in order to 
write to this register. 


The above described process takes place in either CHS mode or LBA mode. 





AIC-8375 Data Sheet 


Confidential 79 


Register Descriptions Section 5 


AE START CYLINDER LOW REGISTER (AEh (AFh), R/W, ST_CYLLO) 


7:0 (R/W) (ST_CYLLO[7:0]) - START CYLINDER LOW [7:0]: The contents of this register and the 
AT Host Cylinder Low register (reg. 1F4h, R/W) are compared when a read command is 
received while Auto Read is enabled via the various Enable Auto Read bits (reg. C2h, R/W, 
bit 5, 3, 1) being set. This register is automatically loaded with the contents of the AT Cylin- 
der Low register (regs. A4h, 1F4h) when a valid Read command (Read Sectors, Read Multi- 
ple, Read DMA) is loaded into the AT Command Register (reg. 177h/1F 7h, W). This is 
done to automatically load the new start in the event of a mismatch; this can be disabled 
using the "Disable Start Register Update" bit (reg. COh, R/W, bit 4). If the two registers don't 
match, Auto read execution is disabled. This register is automatically updated along with 
the AT Host Cylinder Low register (reg. 1F4h, R/W) for every sector or block transferred 
while auto updates are enabled. This register is also updated on the last sector transferred, so 
that it holds the cylinder low number corresponding to the sector following the last one 
transferred when the command is done. BUSY (reg. Clh, R/W, bit 7) must be set in order to 
write to this register. 


The above described process takes place in either CHS mode or LBA mode. 


AF START CYLINDER HIGH REGISTER (AFh (AEh), R/W, ST_CYLHD 


7:0 (R/W)  (ST_CYLHI[15:8]) - START CYLINDER HIGH [15:8]:. The contents of this register and 
the AT Host Cylinder High register (reg. 1F5h, R/W) are compared when a read command is 
received while Auto Read is enabled via the Enable Auto Read bits (reg. C2h, R/W, bits 5, 3, 
and 1) being set. If the two registers don't match, Auto read execution is disabled. This reg- 
ister is automatically loaded with the contents of the AT Cylinder High register (regs. A5h, 
1F5h) when a valid Read command (Read Sectors, Read Multiple, Read DMA) is loaded 
into the AT Command Register (reg. 177h/1F 7h, W). This is done to automatically load the 
new Start in the event of a mismatch; this can be disabled using the "Disable Start Register 
Update" bit (reg. COh, R/W, bit 4). This register is automatically updated along with the AT 
Host Cylinder High register (reg. 1F5h, R/W) for every sector or block transferred while 
automatic updates are enabled. This register is also updated on the last sector transferred, so 
that it holds the cylinder high number corresponding to the sector following the last one 
transferred when the command is done. BUSY (reg. Cih, R/W, bit 7) must be set in order to 
write to this register. 


The above described process takes place in either CHS mode or LBA mode. 


BO START DRIVE/HEAD REGISTER (BOh, R/W, ST_DRVHD) 


The algorithm used to compare this register to the AT Host Drive/Head register (reg. 1F6h, R/W) differs 
when using CHS mode or LBA mode. The following paragraphs explain the differences. 


CHS Mode: 


When the Enable LBA Mode bit (reg. C3h, R/W, bit 3) is cleared, the bits in this register and bits 4:0 in the 
AT Host Drive/Head register (reg. 1F6h, R/W) are compared when a read command is received while Auto 
Read is enabled via the various Enable Auto Read bits (reg. C2h, R/W, bit 5, 3, 1). This register is automat- 
ically loaded with the contents of the AT Drive/Head register (regs. A6h, 1F6h) when a valid Read command 
(Read Sectors, Read Multiple, Read DMA) is loaded into the AT Command Register (reg. 177h/1F7h, W). 
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This is done to automatically load the new start in the event of a mismatch; this can be disabled using the 
"Disable Start Register Update” bit (reg. COh, R/W, bit 4). If the two registers don't match, Auto Read exe- 
cution is disabled. This register is automatically updated along with the AT Host Drive/Head register (reg. 
1F6h, R/W) for every sector or block transferred while auto updates are enabled. This register is also 
updated on the last sector transferred, so that it holds the drive and head numbers corresponding to the sector 
following the last one transferred when the command is done. BUSY (reg. Clh, R/W, bit 7) does not have to 
be set in order to write to this register. 


7:5. (R/W) (PASS[2:0]) - PASS-THRU BITS [2:0]: These are pass through bits used between the Host 
and microprocessor. 


4 (R/W) | (STDRV)- START DRIVE NUMBER SELECT: When set, this bit specifies Drive 1 as the 
drive to be used as the comparison for an Auto Read operation. 


3:0 (R/W) (STHS{3:0]) - START HEAD NUMBER SELECT{3:0]: These bits specify the starting head 
number to be used as the comparison for an Auto Read operation. 


LBA Mode: 


When the Enable LBA Mode bit (reg. C3h, R/W, bit 3) is set and the LBA bit (reg. 1F6h, bit 6) is set, the bits 
in this register and bits 7:0 in the AT Host Drive/Head register (reg. 1F6h, R/W) are compared when a read 
command is received while Auto Read is enabled via the various Enable Auto Read bits (reg. C2h, R/W, bit 
5, 3, 1). This register is automatically loaded with the contents of the AT Drive/Head register (reg. A6h, 
1F6h) when a valid Read command (Read Sectors, Read Multiple, Read DMA) is loaded into the AT Com- 
mand Register (reg. 177h/1F7h, W). This is done to automatically load the new start in the event of a mis- 
match; this can be disabled using the "Disable Start Register Update" bit (reg. COh, R/W, bit 4). If the two 
registers don't match, Auto Read execution is disabled. The LBA A27:A24 bits in this register are automat- 
ically updated along with the AT Host Drive/Head register (reg. 1F6h, R/W) for every sector or block trans- 
ferred while auto updates are enabled. The LBA A27:A24 bits in this register are also updated on the last 
sector transferred, so that it holds the LBA corresponding to the sector following the last one transferred 
when the command is done. BUSY (reg. Cih, R/W, bit 7) does not have to be set in order to write to this 
register. 


7 ~ (R/W) _ Reserved. Must be set to 1 to comply with the ATA specification. 


6  (R/W) (LBA MODE)- Must be set to 1 for LBA mode, or 0 for non-LBA mode, to comply with the 
ATA specification. 


5 (R/W) __ Reserved. Must be set to 1 to comply with the ATA specification. 


4  (R/W) _ (STDRV)- START DRIVE NUMBER SELECT: When set, this bit specifies Drive 1 as the 
drive to be used as the comparison for an Auto Read operation. 


3:0 (R/W) (LBA A27:A24) - LOGICAL BLOCK ADDRESS A27:A24: These bits specify the starting 
head number to be used as the comparison for an Auto Read operation. 


MAXIMUM SECTOR NUMBER DRIVE 0 REGISTER (Bih, R/W, MAXSEC_0) 


7:0 (R/W) (MAXSEC_0[7:0]) - MAXIMUM SECTOR NUMBER DRIVE 0[7:0]: While operating in 
the CHS mode, these bits specify the maximum value to which the Sector Number (reg. A3h, 
R/W) will auto-increment when the Drive Number (reg. A6h, bit 4) is 0. If the Sector Num- 
ber is auto-incremented when it equals MAXSEC_O, it will wrap back to 1 and the Head 
Number (reg. A6h, R/W, bits 3:0) will be auto-incremented. If LBA mode is in use, this reg- 
ister is not used in any compares for incrementing. 
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B2 MAXIMUM SECTOR NUMBER DRIVE 1 REGISTER (B2h, R/W, MAXSEC_1) 


7:0 (R/W) (MAXSEC_1[7:0]) - MAXIMUM SECTOR NUMBER DRIVE 1[7:0]: While operating in 
the CHS mode, these bits specify the maximum value to which the Sector Number (reg. A3h, 
R/W) will auto-increment when the Drive Number (reg. A6h, bit 4) is 1. If the Sector Num- 
ber is auto-incremented when it equals MAXSEC_1, it will wrap back to 1 and the Head 
Number (reg. A6h, R/W, bits 3:0) will be auto-incremented. If LBA mode is in use, this reg- 
ister is not used in any compares for incrementing. 


B3 MAXIMUM HEAD NUMBER REGISTER (B3h, R/W, MAXHEAD) 


7:4 (R/W) (MAXHEAD_1[3:0] - MAXIMUM HEAD NUMBER DRIVE 1[3:0]: While operating in 
the CHS mode, these bits specify the maximum value to which the Head Number (reg. A6h, 
R/W, bits 3:0) will auto-increment if the Drive Number (reg. A6h, bit 4) is 1. If the Head 
Number is auto-incremented when it equals MAXHEAD_1, it will wrap back to 0 and the 
Cylinder Number registers (regs. A4h/A5h, R/W) will be appropriately auto-incremented. If 
LBA mode is in use, this register is not used in any compares for incrementing. 


3:0 (R/W) (MAXHEAD_0[3:0]) - MAXIMUM HEAD NUMBER DRIVE 0 [3:0]: While operating in 
the CHS mode, these bits specify the maximum value to which the Head Number (reg. A6h, 
R/W, bits 3:0) will auto-increment if the Drive Number (reg. A6h, bit 4) is 0. If the Head 
Number is auto-incremented when it equals MAXHEAD_, it will wrap back to 0 and the 
Cylinder Number registers (regs. A¢h/A5h, R/W) will be appropriately auto-incremented. If 
LBA mode is in use, this register is not used in any compares for incrementing. 


B4 DRIVE 0 STATUS REGISTER (B4h, R/W, DRVOSTAT) 


This register contains drive-related control and status information that is part of the H_STAT (reg. 1F7h, R), 
H_DVCTL (reg. 3F6h, W), and H_LDRVADD (reg. 3F7h, R) registers when Disk Drive 0 is selected (i.e. 
Drive Number Select (reg. A6h, R/W, bit 4) is cleared). If master/slave mode is physically implemented 
with two drives, this register is used for accessing drive 0 and drive 1 status. In this mode, the Master/Slave 
Enable bit (reg. COh, R/W. bit 1) is set. If master/slave mode is logically implemented on one drive, this reg- 
ister is used for accessing drive 0 status only. These bits are reset by the HRST (pin 33), and *POR. 


7:3 (R/W) _ Reserved 


2  (R/W) (DRDYO)- DRIVE O READY: This bit determines the state of the Drive Ready bit (reg. 
1F7h, R, bit 6) while Drive 0 is selected. 


1 (R/W) (DWEFO)- DRIVE 0 WRITE FAULT: This bit determines the state of the Drive Write Fault 
bit (reg. 1F7h, R, bit 5) while Drive 0 is selected. 


0 (R/W) (DSCO)- DRIVE 0 SEEK COMPLETE: This bit determines the state of the Drive Seek 
Complete bit (reg. 1F7h, R, bit 4) while Drive 0 is selected. 
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BS DRIVE 1 STATUS REGISTER (B5h, R/W, DRVISTAT) 


This register contains drive-related control and status information that is part of the H_STAT (reg. 1F7h, R), 
H_DVCTL (reg. 3F6h, W), and H_DRVADD (reg. 3F7h, R) registers when Disk Drive 1 is selected (i.e. 
Drive Number Select (reg. A6h, R/W, bit 4) is set. If master/slave mode is logically implemented on one 
drive, this register is used for accessing drive 1 status. This register is not used for Drive 1 status if master/ 
slave mode is physically implemented with two drives. These bits are reset by the HRST (pin 33), and 


*POR. 
7:3 (R/W) 


2 (R/W) 


1 (R/W) 


0 (R/W) 


Reserved 


(DRDY1) - DRIVE 1 READY: This bit determines the state of the Drive Ready bit (reg. 
1F7h, R, bit 6) while Drive 1 is selected. 


(DWF1) - DRIVE 1 WRITE FAULT: This bit determines the state of the Drive Write Fault 
bit (reg. 1F7h, R, bit 5) while Drive 1 is selected. 


(DSC1) - DRIVE 1 SEEK COMPLETE: This bit determines the state of the Drive Seek 
Complete bit (reg. 1F7h, R, bit 4) while Drive 1 is selected. 


B6 HOST BLOCK SIZE REGISTER (B6h, R/W, HBLKSIZE) 


7:0 (R/W) 


(HBLKSIZE[7:0]) - HOST BLOCK SIZE [7:0]: This register is loaded with the number of 
sectors per block corresponding to the required amount to support Write Multiple or Read 
Multiple commands. A value of 00h in this register is undefined and will result in incorrect 
operation of Read Multiple and Write Multiple commands. 


B7 HOST BLOCK COUNTER REGISTER (B7h, R, HBLKCTR) 


7:0 (R) 


(HBLKCTR[7:0]) - HOST BLOCK COUNTER [7:0]: The Host Block Counter is an eight- 
bit counter that counts sectors within a block during execution of a Write Multiple or Read 
Multiple command. This counter gets loaded with the contents of the Host Block Size regis- 
ter (reg. B6h, R/W) prior to the beginning of a block transfer for Write Multiple or Read 
Multiple commands and then decrements. 


B9 HOST TIMER REGISTER (B9h, R, HTTIMER) 


7:0 (R) 


(HTIMER[7:0]) - HOST TIMER [7:0]: The Host Timer is a down counter which is used 
during an automatic multi-sector PIO operation and at the start of an Auto read operation. 
Refer to the definitions for the HBSYTIME (reg. BAh, W) and HIRQTIME (reg. BBh, W) 
registers for more detail. 
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BA BUSY TIME REGISTER (BAh, W, BSYTIME) 


7:0 (W) 


(HBSYTIME[7:0]) - HOST BUSY TIME [7:0]: The contents of this register is loaded into 
the Host Timer (HTIMER, reg. B9h, R) during an automatic multi-sector PIO operation or at 
the start of an Auto read PIO operation when the Busy bit (reg. 1F7h, R, bit 7) is set after a 
host command is received or after a sector has been transferred, except for the last sector. 
The contents of this register determines the time that the AIC-8375 waits before resetting the 
Busy bit and asserting the DRQ bit and IRQ pin in preparation for transfering the next sector. 
The use of the Busy Timer is also governed by the RQMODEf[1:0] bits (reg. C4h, R/W, bits 
1:0). 


The timer period is determined by the equation: 
Timer Period = 16 e BSYTIME ¢ Tyyrcx 


A value of 0 in this register implies no waiting before resetting the Busy bit (reg. 1F7h, R, 
bit 7). The following table shows the HBSYTIME resolution and maximum values for dif- 
ferent BUFCLK frequencies: 


HBSYTIME Resolution Maximum HBSYTIME 





BB HOST INTERRUPT TIME REGISTER (BBh, W, HIRQTIME) 


7:0 (W) 


(HIRQTIME[7:0]) - HOST INTERRUPT TIME [7:0]: The contents of this register is 
loaded into the Host Timer register (reg. B9h, R) during an automatic multi-sector PIO read 
operation when the Host Interrupt signal (IRQ) is asserted. This is used for generating a 
missed IRQ time-out. The IRQ time-out bit IRQTIM, reg. C8h, R, bit 7) will not be set if 
the host responds with a Data IOR cycle before the timeout occurs. The use of the Interrupt 
Timer is also governed by the IRQMODE[1:0] bits (reg. C4h, R/W, bits 1:0). 


The time-out period is determined by the equation: 
Time Out Period = 2048eIRQTIME®*Tpurcix 


A value of 0 in this register corresponds to 0 length time-out period. The following table 
shows the IRQTIME resolution and maximum values corresponding to different BUFCLK 


frequencies: 


IRQTIME Resolution 
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BF HOST CONTROL PIN 1 REGISTER (BFh, R/W, HCP_1) 


7 (Q/W) 
6 (R/W) 
5 (R/W) 
4:0 (R/W) 


Reserved 


(*PDIAGO) - *PDIAG PIN: This bit determines the output state of the *PDIAG signal pin 
at all times. When set, the *PDIAG signal pin will be in a high impedance state. When this 
bit is cleared, the *PDIAG pin will be driven low. This bit is set by a Host Programmed 
Reset, the HRST pin asserted by the host, or receipt of an Execute Drive Diagnostics com- 
mand from the Host. When read, this bit reflects the state of the *PDIAG pin. 


(*DASPO/*SPKR) - *DASP PIN (ATA Mode) / *SPKR or BVD2 PIN (PCMCIA Mode): 
This bit determines the output state of the *DASP signal pin at all times. When set, the 
*DASP signal pin will be in a high impedance state. When cleared, the *DASP signal pin 
will be driven low. This bit is also set by a Host Programmed Reset (Soft Reset) or when the 
HRST pin is asserted by the host. When read, this bit reflects the state of the *DASP pin. In 
PCMCIA mode, this bit controls the state of the *SPKR or BVD2 pin. When in I/O mode 
(reg. 200h, R/W, Configuration Index is not zero), this signal is *SPKR. When in memory 
mode (reg. 200h, R/W, Configuration Index is zero), this signal is BVD2 and should be set 
high. 


Reserved 


CO HOST CONTROL 0 REGISTER (COh, R/W, HCTL_0) 


7 


(R/W) 


(R/W) 


(R/W) 


(R/W) 


(R/W) 


(ENAUTOMPU) - ENABLE AUTOMATIC LOCAL MPU COMMANDS: If this bit is 
cleared, the local microprocessor can't start an Auto Command (defined by the bits in the 
Host Control 2 register (reg. C2h, R/W) ) by loading the Micro. AT Command register (reg. 
A7Th, R/W). While this bit is set, any load of the Micro. AT Command register with a com- 
mand which has been enabled for Auto execution, will result in the Auto execution of that 
command. 


(DISAUTOUPD) - DISABLE AUTOMATIC COMMAND BLOCK UPDATE: When this 
bit is set, the Host Transfer State Machine will not automatically update the task file registers 
during command execution. This bit should only be set when complete manual transfer 
mode is required. 


(ENRDVERUPD) - ENABLE READ VERIFY COMMAND AUTOMATIC TASK FILE 
UPDATE: When this bit is set, task file registers are updated on every good sector trans- 
ferred from disk to buffer for Read Verify command. When reset, automatic update function 
is disabled. 


(DSBLSTUPD) - DISABLE START REGISTER UPDATE: When this bit is set the Start 
Registers are not updated during the load or execution of a Read Command. This bit is set 
when the Read Cache is static. 


(HCS1SEL) - HCS1 SELECT: When this bit is set, the HA9/*HCS1 pin is configured as the 
active low Host Chip Select 1 input from the AT bus. When this bit is cleared, the HA9/ 
*HCS1 pin is configured as the input for bit 9 of the Host address. This bit must be cleared 
for a PCMCIA interface. 
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2  (R/W) (SLAVEMODE) - SLAVE MODE: When this bit is set, the chip is configured for Slave 
mode. When this bit is reset, the chip is configured for Master mode. This bit is only valid 
if the MSEN bit (reg. COh, R/W, bit 1) is set. 


1 (R/W) (MSEN) - MASTER/SLAVE ENABLE: When this bit is set, Master/Slave mode is enabled. 
In this case, the drive will respond as Master or Slave depending upon the state of the 
SLAVEMODE bit described above. If cleared, the drive will respond as both drive 0 and 
drive 1. 


QO (R/W) _ Reserved 


C1 HOST CONTROL 1 REGISTER (Cih, R/W, HCTL_1) 


7  (R/W)  (SETBSY/IBSY) - SET BUSY/AINTERNAL BUSY LATCH: If this bit is set by the local 
microprocessor, the internal BUSY latch is set. Writing a '0' to this bit has no affect on the 
BUSY latch. Writing a'1' to this bit sets the BUSY latch regardless of whether RSTBSY 
(reg. Cih, R/W, bit 6) is set or not. 


This bit is set if the HRST pin is asserted or if the Host Programmed Reset bit (reg. 3F6h, W, 
bit 2) is set. 


This bit is also set when the host writes to the Host Command register (reg. 1F7h, W) while 
one of the following conditions is true: 


¢ Master/Slave mode is disabled when the Master/Slave Enable bit (reg. COh, R/W, bit 1) 
is cleared. 


¢ Master/Slave mode is enabled when the Master/Slave Enable bit (reg. COh, R/W, bit 1) 
is set and the corresponding drive is selected (i.e. SLAVEMODE=0 in HCTL_O (reg. 
COh, R/W, bit 2) and DRV=0 in M_DRVHD (reg. A6h, R/W, bit 4), or SLAVEMODE=1 
and DRV=1). 


¢ The command written by the host is the Execute Drive Diagnostics (90h) command. 


This bit is cleared either automatically or by the microprocessor (via writing to bit 6 below) 
after a command is done. It is cleared on the first data word of the block transferred except 
during a Read Long Command where it is cleared on the first ECC byte transferred. 


6 (R/W)  (RSTBSY/BTRANS) - RESET BUSY/BUFFER TRANSFER: This bit is set during trans- 
fers between buffer memory and the host. It is set whenever a transfer between the Host and 
the buffer can occur. It is essentially coincident with DRQ on AT write operations. During 
Auto Write command execution with Automatic Multi Sector Transfer enabled, this bit will 
be negated for a short time between the first and second sectors. It is reset when the last byte 
is transferred to the host during a read operation or to the buffer memory during a write oper- 
ation. 


NOTE: When writing to this register, the states of bits 7:6 will have the following effects: 





Bit7 Bit6 Function 
0 0 NOP 
0 1 Reset bit 7 
1 0 Set Bit 7 
1 1 Set bit 7 (unreliable - illegal action) 
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(R/W) 


(R/W) 


(W) 


(R) 


(R/W) 


Register Descriptions 


Writing a one to this bit, while SBSY is not set, will reset the internal Busy latch. Writing a 
zero to this bit has no affect. 


(CDATA) - CORRECTED DATA: This bit is the same as the Corrected Data bit (reg. 1F7h. 
R, bit 2). It is set by the microprocessor when, on the previous read sector transfer, an ECC 
error was detected and corrected. This bit is automatically reset when the host writes to the 
H_CMD register (reg. 1F7h, W). This bit is also cleared when the host has read the sector 
worth of data and read the Host Status register (reg. 1F7h, R) with its CDATA bit set. 


(IRQ) - HOST INTERRUPT REQUEST: This bit controls the IRQ output pin to the host. 
The microprocessor can only set this bit. This bit is cleared when the host reads the Host 
Status register (reg. 1F7h, R). This bit is read back as a 1 when the IRQ pin is asserted - 
either active low or active high. 


(RSTIRQ) - RESET HOST INTERRUPT REQUEST: When this bit is set, the IRQ signal 
will be reset. This bit does not have to be loaded with a '0' before using again. 


(ONEBLK) - STOP AFTER ONE BLOCK: When this bit is set, all sector based write com- 
mands which have been enabled for Auto Command execution, will be stopped after one 
sector has been transferred. Likewise, a Write Multiple command which has been enabled 
for Auto Command execution will stop after one block of sectors have been transferred. 
This bit applies only to PIO or DMA Auto Write commands and does not apply to the Start 
or Restart of automatic multiple sector transfers. 


(IEN_ST) - INTERRUPT ENABLE STATUS (active low): This read only bit reflects the 
state of the *IEN bit (reg. 3F6h, W, bit 1). i 


(HERROR) - HOST ERROR: This is the same as the Error bit (reg. 1F7h, R, bit 0). It is set 
by the microprocessor when a command error occurs. It is also automatically set along with 
the Abort bit (reg. AOh, R/W, bit 2) if the Enable Auto Error bit (reg. C3h, R/W, bit 5) is set 
and the Host Port Check Error bit (reg. 106h, R, bit 0) or the Host FIFO Error bit (reg. C8h, 
R, bit 1) is set. 


This bit will remain set as long as ENAUTOERR=1 and HCHKERR or HFIFOERR is set, 
so that HCHKERR and HFIFOERR must be cleared before the microprocessor attempts to 
clear this bit. This bit is automatically cleared when the host writes to the Command register 
(H_CMD, reg. 1F7h, W). 


C2 HOST CONTROL 2 REGISTER (C2h, R/W, HCTL_2) 


7 


(R/W) 


(ENMULXEFR) - ENABLE AUTOMATIC MULTI SECTOR TRANSFER: When this bit is 
set, multi-sector ATA PIO or ATA DMA transfers will be performed automatically by the 
hardware, and no microprocessor intervention will be required between sectors or blocks. 
Transfer will continue until the AT Host Sector Count register (reg. 1F2h, R/W) decrements 
to 0. The HIRQTIME (reg. BBh, R/W) and HBSYTIME (reg. BAh, R/W) registers should 
be initialized to the desired values before this bit is set. The IRQ timing algorithm used 
while this mode is enabled is also governed by the RQMODE[1:0] bits (reg. C4h, R/W, bits 
1:0). 
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If the current command in the AT Host Command register (reg. 1F7h, W) is a Write Long, 
Write Buffer, Write Same, Read Verify, Read Long, Read Buffer, or Format command, the 
hardware defaults to single sector operation regardless of the state of this bit. 


6 (R/W) (ENAUTOWR)- ENABLE AUTO WRITE: Setting this bit enables the automatic start of 
execution of Write commands. When this bit is set to 1, command execution will start auto- 
matically for the Write Sector, Write Long, Write Buffer, and Format commands. Automatic 
execution for more than one sector requires the Enable Automatic Multi Sector Transfer bit 
(reg. C2h, R/W, bit 7) to be set. When one of the above Auto Commands are received, the 
HWRITE bit (reg. C3h, R/W, bit 7) is set. 


5 (R/W) (ENAUTORD)- ENABLE AUTO READ: Setting this bit enables the automatic start of 
execution of a Read Sector command. Auto Read execution will start only if the Sector, 
Head, Cylinder and Drive numbers specified by the host match the contents of the 
ST_SECNUM (reg. ADh, R/W), ST_DRVHD (reg. BOh, R/W), ST_CYLLO (reg. AEh, R/ 
W) and ST_CYLHI (reg. AFh, R/W) registers. If there is a match, then the Host data path 
will be automatically enabled and the HWRITE bit (reg. C3h, R/W, bit 7) will be automati- 
cally cleared. Following the above actions, the sending of data to the host will take place 
when the Buffer is ready. Upon successful completion of the read operation, the 
ST_SECNUM, ST_DRVHD, ST_CYLLO and ST_CYLHI registers will be updated to point 
to the sector following the last one transferred. 


This bit is cleared if a read data transfer is aborted, ie. if anew command is received between 
the start of a transfer (or restart) and the Host Transfer Done condition with SECCNT (reg. 
1F2h, R) equal to zero, or if an enabled Auto Write Command is received. 


4 (R/W) (ENAUTOWDMA) - ENABLE AUTO WRITE DMA: When this bit is set, Auto Write exe- 
cution of a Write DMA command is enabled as per the description for the ENAUTOWR bit 
in this register. When this bit is reset, Auto execution of Write DMA commands is disabled. 


3 (R/W) (ENAUTORDMA)- ENABLE AUTO READ DMA: When this bit is set, Auto Read execu- 
tion of a Read DMA command is enabled. When this bit is reset, Auto execution of Read 
DMA commands is disabled. Auto execution of a Read DMA command is subject to the 
same conditions as those for a Read Sector command, as described for the ENAUTORD bit 
in this register. This bit is cleared if a read data transfer is aborted, i.e. if a new command is 
received between the start of a transfer (or restart) and the Host Transfer Done condition 
while SECCNT (reg. 1F2h, R) is equal to zero, or if an enabled Auto Write Command is 
received. 


2  (R/W) (ENAUTOWM)- ENABLE AUTO WRITE MULTIPLE COMMAND EXECUTION: 
When this bit is set, Auto Write execution is enabled for Write Multiple host commands. 
When this bit is reset, Auto Write execution is disabled for Write Multiple host commands. 


1 (R/W) (ENAUTORM) - ENABLE AUTO READ MULTIPLE COMMAND EXECUTION: When 
this bit is set, Auto Read execution is enabled for Read Multiple host commands. When this 
bit is reset, Auto Read execution is disabled for Read Multiple host commands. Auto execu- 
tion of a Read Multiple command is subject to the same conditions as those for a Read Sec- 
tor command, as described for the ENAUTORD bit in this register. This bit is cleared if a 
read data transfer is aborted, i.e. if anew command is received between the start of a transfer 
(or restart) and the Host Transfer Done condition while SECCNT (reg. 1F2h, R) is equal to 
zero, or if an enabled Auto Write Command is received. 
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0 (R/W) 
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(ENAUTOWVS) - ENABLE AUTO WRITE VERIFY AND SAME: When this bit is set, 
Auto Write execution is enabled for the Write Verify and Write Same commands. 


C3 HOST CONTROL 3 REGISTER (C3h, R/W, HCTL_3) 


7 (NW) 
6 (R/W) 
5 (RW) 
4 (R/W) 
3 (RW) 
2 (RW) 


AIC-8375 Data Sheet 


(HWRITE) - HOST WRITE OPERATION: This bit determines the direction the data trans- 
fer for host data transfer commands. It is automatically set when any ATA defined write type 
commands (Write Sectors, Write DMA, Write Multiple, Write Long, Write Same, Write Ver- 
ify, Write Buffer, or Format) is loaded into the HLCMD or M_CMD registers (reg. 1F7h, reg. 
A7h). It is automatically reset when any defined ATA read command (Read Sectors, Read 
DMA, Read Multiple, Read Long, Read Verify, Identify Drive, or Read Buffer) is loaded 
into the H_CMD or M_CMD registers. 


The automatic setting and resetting of this bit can be overridden by writing any command 
code not identified above into the M_CMD registers and then writing to this bit. For any 
other "vendor unique" read or write command, this bit must be manually configured. 


A new command will not set/reset HWRITE if CMDABORT (reg. CAh, R/W, bit 4) is set, 
but HWRITE will be set/reset when the current host-buffer access is finished. 


Reserved 


(ENAUTOERR) - ENABLE AUTO ERROR SET: While this bit is set, a Host Port Check 
Error (reg. 106h, R, bit 0), Host FIFO error (reg. C8h, R, bit 1), or an Auto Write Overrun 
error (reg. CAh, R, bit 3) will automatically set the AF Error bit (reg. 1F7h, R, bit 0) and the 
Abort bit (reg. IF lh, R, bit 1). If the current operation is a read, the internal Busy latch is 
cleared on the next data transfer strobe. At the end of the sector or block currently being 
transferred, the overall transfer will be stopped and the XFRDONE Interrupt bit (reg. C8h, 
R/W, bit 0) is set if the ENAUTOPAUSE bit in this register is also set. 


(ENAUTOPAUSE) - ENABLE AUTO PAUSE ON ERROR: When this bit is set, the auto- 
mated host data transfer is paused when any of the following four bits are set; the Error bit 
(reg. Clh, R/W, bit 0), the Host FIFO error bit (reg. C8h, R, bit 1), the AUTOWROVRN bit 
(reg. CAh, R, bit 3), and the HCHKERR bit (reg. 106h, R, bit 0). When the HERROR bit 
(reg. COh, R/W, bit 0) is set, data transfer is always paused. 


(ENLBAMODE) - ENABLE LBA MODE: When set, this bit configures the Task File reg- 
isters and Start registers (regs. A3h -A6h, and ACh-AFh) for operation in LBA mode or 
CHS mode determined by the LBA bit (reg. 1F6h, R, bit 6). While this bit is cleared, the 
Task File registers and the Start registers function only in CHS mode. 


(STARTXFR) - START AT TRANSFER: Setting this bit while the SECCNT register (reg. 
1F2h, R) is not equal to 00h and there is no Buffer No Room condition, will start a host data 
transfer. The transfer will not start if the SECCNT register is equal to 00h. When a write 
transfer is started, the IRQ signal pin and bit (reg. BFh, R, bit 3) is not automatically set. To 
automatically set the IRQ signal pin for a write transfer start, use the RESTARTXER bit (bit 
1 of this register). When a read transfer is started, the Busy Timer is used to establish when 
the IRQ pin and bit and the DRQ bit (reg. 1F 7h, R, bit 3) will be asserted. When a write 
transfer is started, the Busy Timer is not used. This bit is always read back as 0 and it does 
not have to be cleared after writing a 1 to it. This STARTXFR bit and the RESTARTXER bit 
must not be set at the same time. 
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(R/W) 


(R/W) 
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This bit can also be used to start a host sector transfer when a command has been received 
and it is desired to execute it without automation. In the case of a one sector read command, 
the Task File registers will have been manually decremented to zero prior to the transfer start 
time. Even though the SECCNT register is zero, setting this bit will start the transfer in this 
specific case. This bit can be used to start PIO or DMA commands. 


(RESTARTXFR) - RESTART AT TRANSFER: Setting this bit while the SECCNT register 
(reg. 1F2h, R) is not equal to 00h and there is no Buffer No Room condition, will start a host 
data transfer. The transfer will not start if the SECCNT register is equal to 00h. When a 
write transfer is restarted, the IRQ signal pin and bit (reg. BFh, R, bit 3) are automatically 
set. To start the write transfer without the IRQ signal pin and bit being set, use the 
STARTXER bit (bit 2 of this register) to start the write transfer. When a read or write trans- 
fer is restarted, the Busy Timer will be used to establish when the IRQ pin and bit and the 
DRQ bit (reg. 1F7h, R, bit 3) will be asserted. This bit is always read back as 0, and it does 
not have to be cleared after writing a 1 to it. This RESTARTXFR bit and the STARTXEFR bit 
must not be set at the same time. This bit can be used to restart PIO or DMA commands. 


(PAUSEHXFR) - PAUSE HOST TRANSFER: Setting this bit will cause the currently auto- 
mated host read or write transfer to pause. If the current command is a Read or Write sector 
based command, the transfer will stop at the next sector boundary (after a sector has been 
transferred but before the next sector is started) and the XFRDONE Interrupt bit (reg. C8h, 
R/W, bit 0) will be set. If the current command is a Read Multiple or Write Multiple com- 
mand, the transfer will stop at the next block boundary (after a block of sectors have been 
transferred but before the next block is started) and the XFRDONE Interrupt bit will be set. 
DMaA or PIO commands can be paused using this bit. This bit must be cleared after the 
XFRDONE Interrupt bit is set. ; 


If this bit is set when a transfer is started no transfer will occur and XFRDONE is set. 
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C4 HOST CONTROL 4 REGISTER (C4h, R/W, HCTL_4) 


7 


6 


(R/W) 


(R/W) 


5:2 (R/W) 
1:0 (R/W) 


(TEST_CYL) - TEST CYLINDER COUNTER: This bit is used to set the carry between the 
eight bit AT Cylinder Register/Counters. This enables the counter to be tested in an easier 
method. This bit is used only for manufacturing test of the device. 


(SEL_ATIMER) - SELECT ALTERNATE TIMER: When set, this bit selects BUFCLK as 
the clock to run the IRQ and BUSY timers. The timers will function as otherwise specified 
in this specification. This bit is intended only for manufacturing test purposes. 


Reserved 


(RQMODE[1:0]) - IRQ MODE [1:0]: These bits provide the user several AT automation 
alternatives with respect to the IRQ timer, the BUSY timer, and host status read variations. 
These bits will assist the user to successfully interface to different BIOS and Device Driver 
implementations. 


IRQMODE[1:0} Mode Name / Description 


[4 (BUSY TIMER/IRQ TIMER ONLY): The BUSY timer is used to determine when 








IRQ will be asserted. The IRQ timer generates IRQTIM (IRQ time-out) in the event 
the IRQ generated by the BUSY timer was asserted too early and was clobbered 
by the host read status. 


(BUSY TIMER AND HOST RD STATUS/IRQ TIMER): Both the BUSY timer and 
the host reading status is used to determine when IRQ will be asserted. The inten- 
tion of this mode is to force the host inter-block gap to a minimum time per the 
Busy Timer, however, it does penalize ATA complient hosts. Certain test programs 
require a larger host inter-block gap to be able to see ATBUSY = 1, or they may 
not have the interrupt controller configured properly. After a sector is transferred, 
the BUSY timer is started and the device waits for the Host to read Status and also 
for the BUSY timer to expire at which time the next IRQ will be set. If the Host 
reads the Status multiple times and incorrectly clears IRQ, and fails to read the 
next data word before the IRQ Timer times out, |RQTIM will be generated. 


(HOST READ STATUS ONLY): In this mode, IRQ will be generated based upon 
when the host reads the status register. This mode is the highest performance 
mode with the smailest host inter-block gap, but it may hang on hosts which are 
not ATA complient and blindly read the AT Status register (reg. 1F7h, R) when the 
device is attempting to set IRQ. 



























C5 HOST MODE CONTROL 5 REGISTER (CSh, R/W, HCTL_S) 


7 


6 


5 


(R/W) 


(R/W) 


(R/W) 


(EN16BITOD) - ENABLE IOCS16 OPEN DRAIN: In AT mode, when set this bit config- 
ures the IOCS16 bit in the open drain mode and when cleared IOCS 16 is in push/pull mode. 
When this bit is cleared, the IOCS16 pull-up is turned on only if the drive number is matched 
when in a master/slave environment. This bit is set at power-on-reset time but is always 
cleared when in PCMCIA mode. 


(HEN 16BIT) - ENABLE 16-BIT HOST DATA TRANSFER: When this bit is set, data 
transferred to or from the host is 16 bits wide. When this bit is reset, data transferred to or 
from host is 8 bits wide. Note that control, status, and ECC bytes are always transferred in 
8-bit mode, irrespective of the state of this bit. . 


Reserved 
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4 (R/W)  (ENAUTOIRQ) - ENABLE AUTO INTERRUPT: When this bit is set, the Host Interrupt 
signal (IRQ) is asserted while in PIO transfer mode at the initiation of a host data transfer by 
the microprocessor. In DMA transfer mode, auto interrupt generation is disabled regardless 
of the state of this bit. 


3. (R/W) (PIOMODE) - PIO TRANSFER MODE ENABLE: This bit is used to select between PIO 
and DMA transfer modes. When this bit is set, PIO mode is selected. When this bit is a 
cleared, DMA mode is selected. This bit is ignored if any DMA command is loaded into the 
H_CMD register (regs. 1F7h, A7h) and the command will be performed in DMA mode. 


2 (R/W) (AUTOWAIT) - AUTOMATIC WAIT STATE ENABLE: When this bit is set, the 
IOCHRDY output signal to the host will be automatically negated to generate wait states 
during PIO transfers when the device is not ready to send data between the host and buffer 
memory. 


1 (R/W) Reserved 


QO (R/W) (EARLYIORDY) - EARLY IOCHRDY: When this bit is set IOCHRDY is driven from 
address alone without decoding *IOR or *IOW asserted. 


C6 HOST MODE CONTROL 6 REGISTER (Cé6h, R/W, HCTL_6) 


7  (R/W)_ (RDINTLEK)-READINTERLOCK: Writing a 1 to this bit will cause an AT Read command 
to stop at the last host inter-block gap. For a Read Sectors command this is the last sector 
and for a Read Multiple command it is the last block. This bit is used to force a firmware 
interlock during an automatic muli-sector transfer because there is no ending status on a read 
command. If an Auto-Read command of 1 sector is received while this bit is set, the sector 
will not be transferred, and XFRDONE is asserted. 


6 (R/W) (AUTORDINTLK) - ENABLE AUTO READ INTERLOCK: When this bit is set, auto- 
matic multi-sector transfer will stop at the last Inter Sector Gap only if Auto Read Command 
Received Interrupt (reg. C8h, R, bit 5) is generated. It does not stop if data transfers were 
initiated by firmware for normal read commands. But if the microprocessor clears 
AUTORDINTLKSTAT (bit 2 of this register) before the last Inter Sector Gap, data transfers 
of last sector or block continues without pause. When Read Interlock (reg. C6h, R/W, bit 7) 
is set, this bit is ignored. 


5 (R/W) (UPDATECNT) - UPDATE HOST COUNT: The task file registers are affected in different 
ways depending on whether the Enable LBA Mode bit (reg. C3h, R/W, bit 3) is set or 
cleared. 


CHS Mode: 


When the Enable LBA Mode bit (reg. C3h, R/W, bit 3) is cleared or the LBA bit (reg. 1F6h, 
R/W, bit 6) is cleared, the Update Host Count bit will operate as follows: 


Writing a 1 to this bit will cause the AT Sector Count register (reg. A2h, R/W) to be decre- 
mented. Also, if the Sector Count is not decremented to 0 (i.e. last sector has not been trans- 
ferred yet), the AT Sector Number register (reg. A3h, R/W), Head Number Select bits (reg. 
A6h, R/W, bits 3:0) and the Cylinder Number registers (regs. A4h, A5h, R/W) will be auto- 
matically updated to point to the next sector. 
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LBA Mode: 


When the Enable LBA Mode bit (reg. C3h, R/W, bit 3) is set and the LBA bit (reg. 1F6h, R/ 
W, bit 6) is set, the Update Host Count bit will operate as follows: 


Writing a 1 to this bit will cause the AT Sector Count register (reg. A2h, R/W) to be decre- 
mented. The Logical Block address (residing in registers A3h-A6h) will be incremented. 


This bit does not have to be reset to 0, and writing a 0 to it has no effect. A read of this bit 
will return a zero. 


(HDBDRVDMA) - HOST DATA BUS DRIVE ENABLE FOR DMA TRANSFER: Writing 
a 1 to this bit will allow the controller to drive the HDB[15:0] pins continuously during a 
DMA read data transfer. This includes single and multiple word (demand mode) transfers. 
When this bit is reset HDB[15:0] is only driven when *IOR pin is active to the data port. 
When this bit is set while a read transfer is enabled (HWRITE=0, BTRANS=1) the 
HDB[15:0] data lines are continuously driven as long as the Data Port is addressed 
(*DMACK is active). Data lines are not driven when the *IOW pin is active to avoid bus 
contention problems. 


(HFIFORST) - HOST FIFO RESET: Writing a 1 to this bit resets the Host FIFO circuitry. 
The Host FIFO Status register (reg. CFh, R) will be cleared to zero. This bit does not have to 
be reset to 0, and writing a 0 to this bit has no effect. A read of this bit will return a 0. 


(AUTORDINTLKSTAT) - AUTO READ INTERLOCK STATUS: This bit is used along 
with the AUTORDINTLK bit (bit 6 of this register). This bit is automatically set when Auto 
Read commands are received. The microprocessor clears this bit by writing a 1 to it. If 
firmware clears it after being set, automatic multiple sector transfers does not stop at the last 
Inter Sector Gap for Auto Read commands. 


(ENDEMAND) - ENABLE MULTI-WORD DMA: When this bit is set, DMA transfers, 
when enabled, will use the Multi-Word DMA handshake. When this bit is reset, DMA trans- 
fers will use the ATA Single-Word DMA handshake protocol. 


(HDBDRVPIO) - HOST DATA BUS DRIVE ENABLE FOR PIO TRANSFER: Writing a 1 
to this bit will allow the device to drive the HD[15:0] pins continuously during a PIO read 
data transfer. When this bit is cleared, the HD[15:0] pins are only driven when the *IOR pin 
is active with respect to the device data port. When this bit is set while a read transfer is 
enabled (HWRITE = 0 and BTRANS = 1), the HD[15:0] pins are continuously driven as 
long as the device data port is addressed (*HCSO, HA9/*HCS1, and HA[2:0] properly 
driven). Data lines are not driven when the *IOW pin is active to avoid bus contention prob- 
lems. 
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C8 HOST INTERRUPT 0 STATUS REGISTER (C8h, R, HINT_0) 


The status bits in this register get set and remain set when the corresponding status condition occurs. Each 
bit can be cleared by writing to the corresponding bit in the Host Interrupt Clear 0 register (reg. C8h, W). 
Also, each status bit can be enabled as an interrupt via the corresponding interrupt mask bit in the Host Inter- 
rupt Enable 0 register (reg. C9h, R/W), and by setting the EN_HOSTINTO0 bit (reg. 53h, R/W, bit 0). 


7 


(R) 


(R) 


(R) 


(R) 


(R) 


(R) 


(R) 


(R) 


(IRQTIM) - HOST INTERRUPT REQUEST TIME-OUT: This bit is set whenever a host 
IRQ time-out occurs during an automatic multi-sector PIO Read operation. A host IRQ 
time-out occurs when the host has not started to take data from the drive before the Host 
Interrupt Time register (reg. B9h, W) has counted down to zero (timed out). 


(AWRCMD) - AUTO WRITE COMMAND STARTED: This bit is set when automatic exe- 
cution of a received ATA write command, which was enabled for Auto execution, is started. 


(ARDCMD) - AUTO READ COMMAND STARTED: This bit is set when automatic exe- 
cution of a received ATA read command, which was enabled for Auto execution, is started. 


(HRSTDET) - HOST RESET DETECTED: This bit is set when the Host Reset pin (HRST) 
is asserted. This bit will remain set, and cannot be cleared, for the duration of the reset con- 
dition. 


(SRSTDET) - HOST SOFTWARE RESET DETECTED: This bit.is set when the host has 
asserted the Host Soft Reset bit (reg. 3F6h, R, bit 2). This bit will remain set, and cannot be 
cleared, for the duration of the reset condition. 


(SELPHDET) - SELECTION PHASE DETECTED: This bit is set when the host writes to 
the Host Command register (H_CMD, reg. 1F7h, W) indicating that a new command has 
been received. 


(HFIFOERR) - HOST FIFO ERROR: This bit is set when a host FIFO overrun or underrun 
condition is detected during data transfers between the host and buffer. 


(XFRDN) - TRANSFER DONE: This bit is set when either a DMA or PIO transfer has 
completed. During automated multi-sector PIO or DMA transfers, this bit will be set after 
the last sector is transferred to or from the host and the Host FIFO is empty. During non- _ 
automated PIO or DMA transfers (i.e. where microprocessor intervention is required 
between sectors), this bit will be set after any sector is transferred to or from the host and the 
Host FIFO is empty. This bit will also be set after the first sector or block is transferred to 
the buffer during an Auto-Write Sectors command or Auto-Write Multiple command or after 
a transfer has been stopped by action of the Read Interlock bit (reg. C6h, R/W, bit 7). This 
bit is reset when the host writes to the H_CMD register (reg. 1F7h) and the command is 
qualified with the drive number when in a master/slave environment, or when a new sector 
(or block) transfer is started with the Start Transfer bit (reg. C3h, R/W, bit 2) or the Restart 
Transfer bit (reg. C3h, R/W, bit 1). 
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C8 HOST INTERRUPT CLEAR 0 REGISTER (C8h, W, HINTCLR_0) 


The bits in this register are used to clear the corresponding bits in the Host Interrupt 0 Status register (reg. 


C8h, R). 
7 (W) 
6 (Ww) 
5 (W) 
4  (W) 
3 (W) 
2 (Ww) 
1 (W) 
0 (Ww) 


(CLR_IRQTIM) - CLEAR HOST INTERRUPT REQUEST TIME-OUT: When set, this bit 
clears the Host Interrupt Request Time-Out bit in the Host Interrupt 0 Status register (reg. 
C8h, R, bit 7). 


(CLR_AWRCMD) - CLEAR AUTO WRITE COMMAND STARTED: When set, this bit 
clears the Auto Write Command Started bit in the Host Interrupt 0 Status register (reg. C8h, 
R, bit 6). 


(CLR_ARDCMD) - CLEAR AUTO READ COMMAND STARTED: When set, this bit 
clears the Auto Read Command Started bit in the Host Interrupt 0 Status register (reg. C8h, 
R, bit 5) 


(CLR_HRSTDET) - CLEAR HOST RESET DETECTED: When set, this bit clears the Host 
Reset Detected bit in the Host Interrupt 0 Status register (reg. C8h, R, bit 4). However, the 
Host Reset Detected bit will remain set and not be cleared by this bit as long as the host reset 
condition is asserted by the host. 


(CLR_SRSTDET) - CLEAR HOST SOFTWARE RESET DETECTED: When set, this bit 
clears the Host Software Reset Detected bit in the Host Interrupt 0 Status register (reg. 
C8h, R, bit 3). However, the Host Software Reset Detected bit will remain set and not be 
cleared by this bit as long as the host reset condition is asserted by the host. 


(CLR_SELPHDET) - CLEAR SELECTION PHASE DETECTED: When set, this bit clears 
the Selection Phase Detected bit in the Host Interrupt 0 Status register (reg. C8h, R, bit 2). 


(CLR_HFIFOERR) - CLEAR HOST FIFO ERROR: When set, this bit clears the Host FIFO 
Error bit in the Host Interrupt 0 Status register (reg. C8h, R, bit 1). 


(CLR_XFRDN) - CLEAR TRANSFER DONE: When set, this bit clears the Transfer Done 
bit in the Host Interrupt 0 Status register (reg. C8h, R, bit 0). 


C9 HOST INTERRUPT ENABLE 0 REGISTER (C9h, R/W, HINTEN_0) 


The bits in this register have a one-to-one correspondence to the those in the Host Interrupt 0 Status register 
(reg. C8h, R). Setting a bit in this register will enable the corresponding status bit as an interrupt to the 
microprocessor if the EN_HOSTINT0 bit (reg. 53h, R/W, bit 0) is also set. Clearing a bit in this register will 
inhibit the interrupt for the corresponding status bit, but will have no effect on the state of that status bit. 


7 (R/W) 


6 (R/W) 


(EN_IRQTIM) - ENABLE IRQTIM INTERRUPT: When set, this bit enables the Host 
Interrupt Request Time-Out bit (reg. C8h, R, bit 7) to set the Interrupt Active 0 bit (reg. 52h, 
R, bit 0). 


(EN_AWRCMD) - ENABLE AWRCMD INTERRUPT: When set, this bit enables the Auto 
Write Command Started bit (reg. C8h, R, bit 6) to set the Interrupt Active 0 bit (reg. 52h, R. 
bit 0). 
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5 (R/W) (EN_ARDCMD)- ENABLE ARDCMD INTERRUPT: When set, this bit enables the Auto 
Read Command Started Interrupt bit (reg. C8h, R, bit 5) to set the Interrupt Active 0 bit (reg. 
52h, R, bit 0). 


4  (R/W) (EN_HRSTDET) - ENABLE HRSTDET INTERRUPT: When set, this bit enables the Host 
Reset Detected bit (reg. C8h, R, bit 4) to set the Interrupt Active 0 bit (reg. 52h, R, bit 0). 


3.  (R/W) (EN_SRSTDET) - ENABLE HOST SOFTWARE RESET DETECT INTERRUPT: When 
set, this bit enables the Host Software Reset Detected bit (reg. C8h, R, bit 3) to set the Inter- 
rupt Active 0 bit (reg. 52h, R, bit 0). 


2  (R/W) (EN_SELPHDET) - ENABLE SELPHDET INTERRUPT: When set, this bit enables the 
Selection Phase Detected bit (reg. C8h, R, bit 2) to set the Interrupt Active 0 bit (reg. 52h, R, 
bit 0). 


1 (R/W)  (EN_HFIFOERR) - ENABLE HFIFOERR INTERRUPT: When set, this bit enables the 
Host FIFO Error bit (reg. C8h, R, bit 1) to set the Interrupt Active 0 bit (reg. 52h. R, bit 0). 


0 (R/W)~ (EN_XFRDN) - ENABLE XFRDN INTERRUPT: When set, this bit enables the Transfer 
Done bit (reg. C8h, R, bit 0) to set the Interrupt Active 0 bit (reg. 52h, R, bit 0). 


CA HOST INTERRUPT 1 STATUS REGISTER (CAh, R, HINT_1) 


The status bits in this register get set and remain set when the corresponding status condition occurs. Each 
bit can be cleared by writing to the corresponding bit in the Host Interrupt Clear 1 register (reg. CAh, W). 
Also, each status bit can be enabled as an interrupt via the corresponding interrupt mask bit in the Host Inter- 
rupt Enable 1 register (reg. CBh, R/W) and by setting EN_HOSTINTI (reg. 53h, R/W, bit 1). 


7:5 (R) Reserved 


4 (R) (CMDABORT) - HOST COMMAND ABORTED: This bit is set when the host issues 
another command before a current read or write data transfer is completed. A transfer is 
considered completed when the Busy latch (reg. Clh, R, bit 7) is cleared and BTRANS=0 
(reg. Cth, R, bit 6). 


3 (R) (AUTOWROVRN) - AUTO WRITE OVERRUN ERROR: This bit is set whenever the host 
starts writing to the Data Port (reg. 1FOh) after an Auto Write command has been issued, and 
is automatically starting execution, before the buffer controller is in the ready state. 


2 # (R) (HSTATRD) - HOST STATUS READ DETECTED: This bit is set when the host reads the 
Host Status register (reg. 1F7h, R). This bit is reset when the host writes to the H_CMD reg- 
ister (reg. 1F7h, W). 


1 (®) (HSTATAFT) - HOST STATUS READ DETECTED AFTER DATA TRANSFER DONE: 
This bit is set the first time that the host reads the Host Status register (reg. 1F7h, R) after the 
Transfer Done bit (reg. C8h, R, bit 0) is set indicating that the transfer is done. This bit is 
reset when the host writes to the HLCMD register (reg. 1F'7h, W). 


0 (®) (HXFRSTART) - HOST TRANSFER STARTED: This bit is set when either a DMA or PIO 
transfer has started. This bit is reset when the host writes to the H_CMD register (reg. 1F7h, 
W). 
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CA HOST INTERRUPT CLEAR 1 REGISTER (CAh, W, HINTCLR_1) 


The bits in this register are used to clear the corresponding bits in the Host Interrupt 1 Status register (reg. 


CAh, R). 

7:33 (W) 
4 W) 
3 (W) 
2 (W) 
1 (WwW) 
0 ® 


Reserved 


(CLR_CMDABORT) - CLEAR HOST COMMAND ABORTED: When set, this bit clears 
the Host Command Aborted bit in the Host Interrupt 1 Status register (reg. CAh, R, bit 4). 


(CLR_AUTOWROVRN) - CLEAR AUTOWROVRN INTERRUPT: When set, this bit 
clears the Auto Write Overrun bit in the Host Interrupt 1 Status register (reg. CAh, R, bit 3). 


(CLR_HSTATRD) - CLEAR HSTATRD INTERRUPT: When set, this bit clears the Host 
Status Read Detected bit in the Host Interrupt 1 Status register (reg. CAh, R, bit 2). 


(CLR_HSTATAFT) - CLEAR HSTATAFT INTERRUPT: When set, this bit clears the Host 
Status Read Detected After Data Transfer Done bit in the Host Interrupt 1 Status register 
(reg. CAh, R, bit 1). 


(CLR_HXFRSTART) - CLEAR HXFRSTART INTERRUPT: When set, this bit clears the 
Host Transfer Started bit in the Host Interrupt 1 Status register (reg. CAh, R, bit 0). 


CB HOST INTERRUPT ENABLE 1 REGISTER (CBh, R/W, HINTEN_1) 


The bits in this register have a one-to-one correspondence to the those in the Host Interrupt 1 Status register 
(reg. CAh, R). Setting a bit in this register will enable the corresponding status bit as an interrupt to the. 
microprocessor if the EN_HOSTINT1 bit (reg. 53h, R/W, bit 3) is also set. Clearing a bit in this register will 
inhibit the interrupt for the corresponding status bit, but will have no effect on the state of that status bit. 


7:5 (R/W) 
4 @W) 
3. (RW) 
2 (R/W) 
1 RW) 
0 (R/W) 


Reserved 


(EN_CMDABORT) - ENABLE CMDABORT INTERRUPT: When set, this bit enable the 
Host Command Aborted bit in the Host Interrupt 1 Status register (reg. CAh, R, bit 4) to gen- 
erate the Interrupt Active 1 Bit (reg. 52h, R, bit 1). 


(EN_AUTOWROVRN) - ENABLE AUTOWROVRN INTERRUPT: When set, this bit 
enables the Auto Write Overrun bit in the Host Interrupt 1 Status register (reg. CAh, R, bit 3) 
to generate the Interrupt Active 1 Bit (reg. 52h. R, bit 1). 


(EN_HSTATRD) - ENABLE HSTATRD INTERRUPT: When set, this bit enables the Host 
Status Read Detected bit in the Host Interrupt 1 Status register (reg. CAh, R, bit 2) to gener- 
ate the Interrupt Active 1 Bit (reg. 52h, R, bit 1). 


(EN_HSTATAFT) - ENABLE HSTATAFT INTERRUPT: When set, this bit enables the 
Host Status Read Detected After Data Transfer Done bit in the Host Interrupt 1 Status regis- 
ter (reg. CAh, R, bit 1) to generate the Interrupt Active 1 Bit (reg. 52h, R, bit 1). 


(EN_HXFRSTART) - ENABLE HXFRSTART INTERRUPT: When set, this bit enables the 
Host Transfer Started bit in the Host Interrupt 1 Status register (reg. CAh, R, bit 0) to gener- 
ate the Interrupt Active 1 Bit (reg. 52h, R, bit 1). 
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CC HOST STATUS 0 REGISTER (CCh, R, HSTAT_0) 


This register is the status of the Host Command register (reg. 1F7h, W) decode. All status bits change only 
if valid command is received. The valid command is qualified with drive number in master/slave environ- 


ment. 


7 


(R) 


(R) 


(R) 


(R) 


(R) 


(R) 


(R) 


(R) 


(RDVERIFY) - READ VERIFY COMMAND: This bit is set when the HLCMD register 
(reg. 1F7h, W) has been loaded with a Read Verify (40h, 41h) Command. 


(DIAGCMD90) - DIAGNOSTIC COMMAND 90: This bit is set when the Command regis- 
ter has been loaded with an Execute Drive Diagnostics command (90h). In addition, 
*PDIAG (reg. BFh, W, bit 6) will be cleared. 


(FBLSCMD) - FORMAT/BUFFER/LONG/SAME COMMAND: This bit is set when the 
Command register (reg. 1F7h, W) has been written with one of the following commands: 
Format (50h), Write Buffer (E8h), Write Long (32h, 33h), or Write Same (E9h). When this 
bit is set, the Enable Automatic Multi Sector Transfer bit (reg. C2h, R/W, bit 7) is disabled. 


(LONG) - READ/WRITE LONG COMMAND: This bit is set when the Command register 
(reg. 1F7h, W) has been loaded with a Read Long (22h, 23h) or Write Long (32h, 33h) com- 
mand. 


(RWMULTICMD) - READ/WRITE MULTIPLE COMMAND: This bit is set when the 
Command register (reg. 1F 7h, W) has been loaded with a Read Multiple (C4h) or Write 
Multiple (CSh) command. When this bit is set, the buffer control logic operates on block 
boundaries defined by the Host Blocksize register (reg. B6h, R/W), and when reset it oper- 
ates on sector boundaries. 


(AUTODMA) - AUTO DMA COMMAND): This bit is set when the Command register 
(reg. 1F7h, W) has been loaded with a Read DMA (C8h, C9h), or Write DMA (CAh, CBh) 
command and those commands have previously been enabled for Auto execution. In the 
case of the Read DMA command, the desired read data must be present in the buffer and the 
Task File registers must match the Start registers (address match) before this bit is set. 


(AUTORD) - AUTO READ COMMAND: This bit is set when the Command register (reg. 
1F7h, W) has been loaded with a read command that is enabled for Auto Read via the vari- 
ous Enable Auto Read bits (reg. C2h, R/W, bits 5, 3, 1), and the Start registers (regs. ADh, 
AEh, AFh, and BOh), match the corresponding AT Task File registers. 


(AUTOWR) - AUTO WRITE COMMAND: This bit is set to indicate that the Command 
register (reg. 1F7h, W) has been loaded with any write command that is enabled for Auto 
Write mode via the various Enable Auto Write bits (reg. C2h, R/W, bits 6, 4, 2, 0). 


CD HOST STATUS 1 REGISTER (CDh, R, HSTAT_1) 


7 


6 


(R) 


(R) 


Reserved 


(DMACMD) - DMA COMMAND: This read only bit is set whenever a valid DMA com- 
mand has been loaded and decoded in the AT Host Command register (reg. 1F7h, W). The 
valid command is qualified with drive number in master/slave environment. 
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(R) 


(R) 


(R) 
(R) 


(R) 


(R) 


Register Descriptions 


(HEADEQMAX) - HEAD EQUALS MAX: This read only bit is set when Head Number in 
the Starting register equals the Maximum Head Number, STHS[3:0] (reg. BOh, R/W, bits 
3:0) = MAXHEAD{[3:0] (reg. B3h, R/W, bits 3:0). This bit is not valid when the Enable 
LBA Mode bit (reg. C3, R/W, bit 3) is set and an LBA command is in progress. 


(SECEQMAX) - SECTOR EQUALS MAX: This read only bit is set when STSECNUM 
(reg. ADh, R/W) = MAXSEC (reg. Bih, R/W or reg. B2h as determined by the DRV bit in 
reg. 1F6h). This bit is not valid when the Enable LBA Mode bit (reg. C3, R/W, bit 3) is set 
and an LBA command is in progress. 


Reserved 


(STDRVHDEQ) - START DRIVE/HEAD EQUAL: This read only bit is set when 
STDRVHD (reg. BOh, R/W) = H_DRVHD (reg. 1F6h, R/W). 


(STCYLEQ) - START CYLINDER EQUAL: This read onlybit is set when STCYLLO 
(reg. AEh, R/W) = H_CYLLO (reg. 1F4h, R/W) and STCYLHI (reg. AFh, R/W) = 
H_CYLHI (reg. 1F5h, R/W). 


(STSECEQ) - START SECTOR EQUAL: This read only bit is set when STSECNUM (reg. 
ADh, R/W) = H_SECNUM (reg. 1F3h, R/W). 


CE HOST STATUS 2 REGISTER (CEh, R/W, HSTAT_2) 


7 


(R) 


(R) 


(R) 


(R/W) 


(R) 


(R) 


(R) 


(ATDREQ) - AT DRQ: This read only bit reflects the state of the DRQ bit in the H_STAT 
register (reg. 1F7h, R, bit 3). 


(ATBUSY) - AT BUSY: This read only bit reflects the state of the BUSY bit in the H_STAT 
register (reg. 1F7h, R, bit 7). 


(HTIMEREQ0) - HOST TIMER EQUALS ZERO: This read only bit is set when the Host 
Timer register (reg. B9h, R) equals zero. 


Reserved 


(SECCNT8) - SECCNT REGISTER A2H BIT 8: This bit is set when the H_SECCNT reg- 
ister (reg. 1F2h, R/W) or the M_SECCNT register (reg. A2h, R/W) is loaded with OOh. It is 
cleared when the Sector Counter is decremented or when this bit is written with a 0. This bit 
can only be written with a 0 to clear SECCNTS8 if ATBUSY is set (bit 7 of this register). 


(SECCNTEQ0) - SECTOR COUNT EQUALS ZERO: This read only bit is set when the AT 
Host Sector Count register (reg. 1F2h, R/W) equals zero. This bit is set when the Sector 
Count Register (reg. 1F2h) decrements from 1 to 0 and it is reset when a new count is 
loaded. 


(HBLKCTREQ0) - HOST BLOCK COUNTER EQUALS ZERO: This read only bit is set 
when the Host Block Counter register (reg. B7h, R) equals zero. 


(ENATDREQ) - ENABLE AT DRQ: This read only bit provides visibility to an internal 
device signal which is used to enable the generation of the DRQ bit in the AT Host Status 
register (reg. 1F7h). This bit is used only for manufacturing test of the device. 
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CF HOST FIFO STATUS REGISTER (CFh, R, HFSTAT) 


7:6 (R) Reserved 


5:0 (R) (HFCNT{[S5:0]) - HOST FIFO BYTE COUNT [5:0]: These read only bits indicate the num- 
ber of bytes remaining in the Host FIFO. A value of 0 indicates that the FIFO is empty, and 
a value of 20h indicates that the FIFO is full. This register is reset to 00h whenever the Host 
FIFO Reset bit (reg. C6h, R/W, bit 3) is set. 


DO HOST TRANSFER COUNT 0 REGISTER (D0h, R, HTCNT_0) 


7:0 (R) (HTCNT[7:0]) - HOST TRANSFER COUNT[7:0]: This read only counter shows the lower 
eight bits of the HTCNT[9:0] register which indicates the number of bytes remaining to be 
transferred to or from the host for the current sector data transfer. This count is valid during 
PIO or DMA command execution. 


This counter is loaded with the contents of the Sector Size Register (reg. 120h/121h, R) 
when a data transfer is started. After the data portion of the sector is transferred during a 
Read Long or Write Long command, this counter holds the number of ECC bytes remaining 
to be transferred to or from the host and is loaded with the ECC Size register (reg. D2h, R/ 
W) at the data/ECC boundary point in the transfer. The HECCTIME bit (reg. Dih, R, bit 7) 
is set when this counter shows the value "ECC Transfer Count". 


D1 HOST TRANSFER COUNT 1 REGISTER (D1h, R, HTCNT_1) 


7 (R) (HECCTIME) - HOST ECC TIME: This read only bit is set during a Read Long or Write 
Long command when the ECC bytes are being transferred to or from the host. When this bit 
is set, HTCNT[9:0] will reflect the number of remaining ECC bytes to transfer at the time 
immediately following the data portion of the sector transfer. When this bit is cleared, 
HTCNT[9:0] will reflect the remaining data bytes to transfer. 


6 (R) (DONEH) - HOST TRANSFER DONE: This read only bit is set when a host data transfer 
is done. This may not be the end of the command, but the current sector or block data trans- 
fer to the the host has completed. This bit is cleared at the start of the next sector or block 
transfer or by receipt of a new command from the Host. 


5 (R) (DONEB) - BUFFER TRANSFER DONE: This read only bit is set when a transfer 
between the buffer and the host FIFO is done. This may not be the end of the command, but 
the current sector or block data transfer between the buffer and the host FIFO has completed. 
This bit is cleared at the start of the next sector or block transfer or by receipt of a new com- 
mand from the Host. 


4 (R) (ECCDONEH) - HOST ECC TRANSFER DONE: This read only bit is set when the appro- 
priate number of ECC bytes to be transferred to or from the host is done. This may not be 
the end of the Read Long or Write Long command, but the transfer of ECC bytes to or from 
the the host has completed. This bit is reset by the receipt of a new command from the Host 
or another transfer started. 
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(ECCDONEB) - BUFFER ECC TRANSFER DONE: This read only bit is set when a trans- 
fer of the appropriate number of ECC bytes between the buffer and the host FIFO, for the 
current Read Long or Write Long command, is done. This may not be the end of the Read 
Long or Write Long command, but the transfer of the ECC bytes between the buffer and the 
host FIFO has completed. This bit is cleared by receipt of a new command from the Host. 


(XFRDNSTAT) - TRANSFER DONE STATUS: This read only bit is set when a Host data 
transfer for the current sector is complete. This status bit sets the XFRDONE Interrupt bit 
(reg. C8h, R, bit 0). This bit is cleared at the start of the next sector or block transfer or by 
receipt of a new command from the Host. 


(ATCNT[9:8]) - HOST TRANSFER COUNT[9:8]: These are the two most significant read 
only bits of the Host Transfer Counter (HTCNT[9:0]) which shows the number of bytes 
remaining to be transferred to or from the host for the current data transfer. It is utilized as 
described in the description of HTCNT_O (reg. DOh, R). 


HOST ECC SIZE REGISTER (D2h, R/W, ECCSIZE) 


7:6 (R/W) _ Reserved. 


5:0 (R/W) 


(ECCSIZE[5:0]) - HOST ECC SIZE[S5:0]: This field is used to specify the number of bytes 
that are transferred to or from the host during a Read Long or a Write Long command. 


HOST ECC COUNT REGISTER (D3h, R, ECCCOUNT) 


7 &) 
6 (R) 
5:0 (R) 


(HBECCTIME) - HOST/BUFFER ECC TIME: This read only bit is set when the host or 
buffer ECC transfer is active for the current Read Long or Write Long command. 


Reserved 


(ECCCOUNT[5:0]) - HOST ECC COUNT[5:0]: This read only field reflects the number of 
ECC bytes tranferred between the Host FIFO and the buffer controller during the ECC trans- 
fer phase of a Read Long or Write Long command. It is loaded with the contents of the 
ECCSIZE register (reg. D2h, R/W) when the data transfer is started. 


CONFIGURATION OPTION REGISTER (E0h, R, CONFIGOPT) 


This register is an image of PCMCIA Host Register 200h, R/W. 


7 = (R) 


6 §(R) 


(SRESET) - PCMCIA SOFT RESET: This read only bit reflects the status of the SRESET 
bit in the PCMCIA Configuration Option Register (PCMCONFIGOPT, reg. 200h, R/W, bit 
7). The host will write a one to generate a PCMCIA soft reset, and a zero to clear the reset. 


(LEVLREQ) - PCMCIA LEVEL INTERRUPT: This read only bit reflects the status of 
LEVLREQ bit in the PCMCIA Configuration Option Register (PCMCONFIGOPT, reg. 
200h, R/W, bit 6). A one written by the host signifies level mode interrupt and a zero indi- 
cates pulsed mode interrupt. 
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Reserved 


(CONFIGOPT4) - CONFIG OPTION BIT 4: This read only bit reflects the status of bit 4 in 
the PCMCIA Configuration Register (PCMCONFIGOPT, reg. 200h. R/W, bit 4). It can be 
used to transfer data from host to local microprocessor.. 


(CONFIGIDX[3:0]) - CONFIGURATION INDEX: These read only bits reflect the status 
of the CONFIGIDX bits in the PCMCIA Configuration Register (PCMCONFIGOPT, reg. 
200h. R/W, bits 3:0). They select the access mode as described below: 


CONFIGIDX(S:0] 
i 
16 









iN 





El CONFIGURATION STATUS REGISTER (E1h, R, CONFIGSTAT) 


This register is an image of PCMCIA Host Register 202h, R/W. 


7 (®) 
6 (®) 
5 (R) 
4:3 (R) 
2  (R) 


(CHANGED) - PIN REPLACEMENT REGISTER BIT CHANGED: This read only bit 

indicates that one or more bits (CBVD1, CBVD2, CRDY/*BSY, or CWPROT) in the PCM- 
CIA Pin Replacement Register (PCMPINREPLACE, reg. 204h, R/W, bits 7-4, respectively ) 
is set to one. This signal drives the *STSCHG pin I/O mode if SIGCHG is set (reg. 202h. R/ 


W, bit 6). 


(SIGCHG) - ENABLE CHANGED STATUS ON *STSCHG SIGNAL: This read only bit 
reflects the status of SIGCHG bit in the PCMCIA Configuration Status Register (reg. 202h, 
R/W, bit 6). When this bit is set by host and card is configured for I/O interface, the 
CHANGED bit (reg. 202h, R/W, bit 7) drives *STSCHG pin. If no state change signal is 
desired, this bit should be cleared to 0 and *STSCHG will be held high. 


(IOIS8) - HOST IS ONLY 8 BIT: This read only bit reflects the status of the IOIS8 bit in the 
PCMCIA Configuration Status Register (reg. 202h, R/W, bit 5). It is set by the host when it 
only supports 8-bit data transfers. 


(CONFIGSTAT[4:3]) - CONFIG STATUS BIT 4-3: These read only bits reflect the status of 
CONFIGSTAT4-3 bits in the PCMCIA Configuration Option Register (reg. 202h, R/W, bits 
4:3). These bits can be used to transfer data from the host to local microprocessor. 


(PWRDWN) - POWER DOWN: This read only bit reflects the status of the PWRDWN bit 
in the PCMCIA Configuration Status Register (reg. 202h, R/W, bit 2). This bit is set by the 
host to place the card in a low power mode. 
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(INTR) - ATA INTERRUPT: This read only bit shows the internal state of the ATA IRQ 
signal. In Primary/Secondary I/O Mode, if the *INTEN bit in the AT Host Fixed Disk Reg- 
ister (ATA reg. 3F6h, W, bit 1) is set, then this bit reflects the state of the ATA interrupt 
request signal. This bit is inactive if the *ITNEN bit is cleared. 


(CONFIGSTAT[O]) - CONFIG STATUS BIT 0: This read only bit reflects the status of the 
CONFIGSTATO bit in the PCMCIA Configuration Status Register (reg. 202h, R/W, bit 0). 
These bits can be used to transfer data from host to local microprocessor. 


E2 PIN REPLACEMENT REGISTER (E2h, R, PINREPLACE) 


This register is an image of PCMCIA Host Register 204h, R/W. 


7 


(R) 


(R) 


(R) 


(R) 


(R) 


(R) 


(R) 


(R) 


(CBVD1) - BVD1 CHANGE STATE: This read only bit is not used and always returns a 
status 0. This bit may be written by the host. 


(CBVD2) - BVD2 CHANGE STATE: This read only bit is not used and always returns a 
status 0. This bit may be written by the host. 


(CRDY/*BSY1) - RDY/*BSY CHANGE STATE: This read only bit is set when internal 
Ready/*Busy signal changes state. This bit may be written by the host. 


(CWPROT) - WPROT CHANGE STATE: This read only bit is not used and always returns 
a status 0. This bit may be written by the host. : 


(RBVD1) - BVD1 STATUS: This read only bit is not used and always returns a status 1 for 
good battery level. This bit may be written by the host. 


(RBVD2) - BVD2 STATUS: This read only bit is not used and always returns a status 1 for 
good battery level. This bit may be written by the host. 


(RRDY/*BSY1) - RDY/*BSY STATUS: This read only bit represents the internal state of 
the Ready/*Busy signal. When this bit is set by the host, the corresponding CRDY/*BSY bit 
is also written. When this bit is reset by the host, the CRDY/*BSY bit is unaffected. 


(RWPROT) - WPROT STATUS: This read only bit is not used and always returns a status 0 
for no write protection. This bit may be written by the host. 


E3 SOCKET COPY REGISTER (E3h, R, SOCKETCOPY) 


This register is an image of PCMCIA Host Register 206h, R/W. 


7 


(R) 


6:4 (R) 


Reserved 


(COPY[2:0]) - COPY NUMBER: These read only bits reflect the status of the COPY[2:0] 
bits in the PCMCIA Socket Copy Register PCMSOCKETCOPY, reg. 206h, R/W, bits 6:4). 
This permits identical cards to share a common set of I/O addresses while remaining 
uniquely identifiable, and consecutively ordered. The first copy number is 0. 
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3:0 (R) (SOCKET[3:0]) - SOCKET NUMBER: These read only bits reflect the status of the 
SOCKET[3:0] bits in the PCMCIA Socket Copy Register (reg. 206h, R/W, bits 3:0). These 
bits indicate to the card the socket it is located in. The first socket number is 0. 


E4 HOST INTERRUPT STATUS 2 REGISTER (E4h, R, HINT_2) 


The read only status bits in this register get set and remain set when the corresponding status condition 
occurs. Each bit can be cleared by writing to the corresponding bit in the Host Interrupt Clear 2 register (reg. 
E4h, W). Also, each status bit can be enabled as an interrupt via the corresponding interrupt mask bit in the 
Host Interrupt Enable 2 register (reg. ESh, R/W) and by setting the EN_HOSTINT2 Bit (reg. 53h, R/W, bit 
2). 


7:6 (R) Reserved 


5 (R) (CISRD) - CIS READ BY HOST: This bit is set whenever the host reads the Card Informa- 
tion Structure area of Attribute Memory (000h-1FFh). 


4 (R) (SOCKETWR) - SOCKET & COPY WRITTEN: This bit is set when the PCMCIA Socket 
Copy Register (reg. 206h, R/W) is written by the host. 


3 =(R) (PWRDWNCHG) - POWERDOWN BIT CHANGED: This bit is set when the Power 
Down bit (reg. 202h, R/W, bit 2) is changed by the host. 


2 (R) (PINREPWR) - PIN REPLACEMENT WRITTEN: This bit is set when the PCMCIA Pin 
Replacement Register (reg. 204h, R/W) is written by the host. 


1 (R) (CONFIGSTWR) - CONFIGURATION STATUS WRITTEN: This bit is set when PCM- 
CIA Configuration Status Register (reg. 202h, R/W) is written by the host. 


0 (R) (CONFIGOPTWR) - CONFIGURATION OPTION WRITTEN: This bit is set when PCM- 
CIA Configuration Option Register (reg. 200h, R/W) is written by the host. 


E4 HOST INTERRUPT CLEAR 2 REGISTER (E4h, W, HINTCLR_2) 


The write only bits in this register are used to clear the corresponding bits in the Host Interrupt Status 2 reg- 
ister (reg. E4h, R). 


7:6 (R/W) _ Reserved 


5 (W) (CLR_CISRD) - CLEAR CIS READ BY HOST: When set, this bit clears the CIS Read By 
Host bit in the Host Interrupt 2 Status register (reg. E4h, R, bit 5). 


4 (W) (CLR_SOCKETWR) - CLEAR SOCKET & COPY WRITTEN: When set, this bit clears 
the Socket & Copy Written bit in the Host Interrupt 2 Status register (reg. E4h, R, bit 4). 


3. (WwW) (CLR_PWRDWNCHG) - CLEAR POWERDOWN BIT CHANGED: When set, this bit 
clears the Powerdown Bit Changed bit in the Host Interrupt 2 Status register (reg. E4h, R, bit 
3). 
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i (Ww) 
0 (WwW) 


(CLR_PINREPWR) - CLEAR PIN REPLACEMENT WRITTEN: When set, this bit clears 
the Pin Replacement Written bit in the Host Interrupt 2 Status register (reg. E4h, R, bit 2). 


(CLR_CONFIGSTWR) - CLEAR CONFIGURATION STATUS WRITTEN: When set, this 
bit clears the Configuration Status Written bit in the Host Interrupt 2 Status register (reg. 
E4h, R, bit 1). 


(CLR_CONFIGOPTWR) - CLEAR CONFIGURATION OPTION WRITTEN: When set, 
this bit clears the Configuration Option Written bit in the Host Interrupt 2 Status register 
(reg. E4h, R, bit 0). 


E5 HOST INTERRUPT 2 ENABLE REGISTER (ESh, R/W, HINTEN_2) 


The bits in this register have a one-to-one correspondence to the those in the Host Interrupt 2 Status register 
(reg. E4h, R). Setting a bit in this register will enable the corresponding status bit as an interrupt to the 
microprocessor if the EN_HOSTINT2 Bit (reg.53h, R/W, bit 2) is also set. Clearing a bit in this register will 
inhibit the interrupt for the corresponding status bit, but will have no effect on the state of that status bit. 


Reserved 


(EN_CISRD) - ENABLE CISRD INTERRUPT: When set, this bit enables the CIS Read by 
Host bit (reg. E4h, R/W, bit 5) to generate the Interrupt Active 2 Bit (reg. 52h, R, bit 2). 


(EN_SOCKETWR) - ENABLE SOCKETWR INTERRUPT: When set, this bit enables the 
Socket & Copy Write bit (reg. E4h, R/W, bit 4) to generate the Interrupt Active 2 Bit (reg. 
52h, R, bit 2). 


(EN_PWRDWNCHG) - ENABLE PWRDWNCHG INTERRUPT: When set, this bit 
enables the Power Down Changed bit (reg. E4h, R/W, bit 3) to generate the Interrupt Active 
2 Bit (reg. 52h, R, bit 2). 


(EN_PINREWR) - ENABLE PINREPWR INTERRUPT: When set, this bit enables the Pin 
Replacement Write bit (reg. E4h, R/W, bit 2) to generate the Interrupt Active 2 Bit (reg. 52h, 
R, bit 2). 


(EN_CONFIGSTWR) - ENABLE CONFIGSTWR INTERRUPT: When set, this bit enables 
the Configuration Status Write bit (reg. EAh, R/W, bit 1) to generate the Interrupt Active 2 
Bit (reg. 52h, R, bit 2). 


(EN_CONFIGOPTWR) - ENABLE CONFIGOPTWR INTERRUPT: When set, this bit 
enables the Configuration Option Write bit (reg. E4h, R/W, bit 0) to generate the Interrupt 
Active 2 Bit (reg. 52h, R, bit 2). 





7:6 (R/W) 

5 (RW) 

4 (R/W) 

3 (RW) 

2 (RW) 

1 (MW) 

0 (RW) 
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PCMCIA MISCELLANEOUS REGISTER (E6h, R/W, PCMCIAMISC) 


7 (R) 


6 (R) 


5:2 (R/W) 


1:0 (R/W) 


(HRST) - HOST RESET SIGNAL STATUS: This read only bit reflects the unlatched status 
of the Host Reset signal. This bit will return a one if reset signal is asserted and a zero if 
reset is negated. 


(HOSTMODE) - HOST INTERFACE MODE: This read only bit reflects the currently 
selected interface mode (0 = PCMCIA, 1 = ATA). The selected interface can be changed by 
writing to bit 1:0 of this register. 


Reserved 


(HOSTSEL[1:0]) - HOST INTERFACE SELECT: These bits select the interface type (ATA 
or PCMCIA). 0: Automatic Selection (via hardware; power on reset default mode). 1: 
Select ATA Mode. 2: Select PCMCIA Mode. 3: Reserved. At *POR time, the interface is 
automatically selected by the hardware (ATA is selected if no pull-down resistor on Buffer 
Address BA7 pin). The microprocessor can override the automatic selection by writing 10b 
to select PCMCIA. Writing 01b changes the interface back to ATA mode. 
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5.5 Buffer Block Register Descriptions 


100 BUFFER MODE REGISTER (100h, R/W, BMODE) 


7:6 (R/W) (BUFCYC{[1:0}) - BUFFER CYCLE TIME SELECT: These bits, in conjunction with the 
RAMSEL]2:0] bits in this register, select the number of BUFCLK cycles it takes to access 
data in the buffer memory. The options are summarized in the table below. 


SRAMAT 


SRAMST 


DRAWET (GeSeN Touro 
not allowed 


not allowed , 





5:3. (R/W) (RAMSEL[2:0]) - RAM SELECT[2:0]: This field selects the type of RAM used and the 
configuration as follows: 


a 


Dual 32K SRAM with *MCE1 and *MCE2 
Dual 64K SRAM with *MCE1 and *MCE2 
Dual 128K SRAM with “MCE1 and *MCE2 


2  (R/W)_ (BENI6BIT) - ENABLE 16-BIT WIDE BUFFER: While this bit is set, 16-bit wide buffer 
memory is selected. When it is cleared, 8-bit wide buffer memory is selected. When 16-bit 
wide buffer mode is selected all multisector transfers, to or from the disk, must be even byte 
sector transfers. 












1  (R/W) (CENHIPH)- ENABLE HIGH PRIORITY FOR HOST PORT: This bit is set to enable higher 
priority access of the buffer by the Host Port. During transfers from the Host to the buffer, a 
higher priority will be established when the Host FIFO has more than 16 bytes of data. Dur- 
ing transfers from the buffer to the Host, a higher priority will be established when the Host 
FIFO has less than 16 bytes of data. When this bit is cleared, the Host Port will have lower 
priority. 

While this bit is reset, the default priority in descending order is: Servo, Disk, Refresh, Cor- 
rection, Microprocessor, and Host ports. 
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While this bit is set, the dynamically modified priority in descending order is: Servo, Disk, 
Refresh, Host High, Correction, Microprocessor, and Host Low ports. 


(RDPSEUDO) - ENABLE PSEUDO READ FROM BUFFER: This bit enables the buffer to 
be read via the microprocessor without using the READY line. This bit must be cleared 
when performing direct reads from the buffer using the READY line. 


101 REFRESH PERIOD REGISTER (101h, W, RPERIOD) 


7:0 (W) 


(RPERIOD[7:0]) - REFRESH PERIOD[7:0]: The Refresh Timer is a programmable timer 
used for generating DRAM refresh cycles while the RAMSEL[2:0] bits (reg. 100h, R/W, bits 
5:3) select DRAM mode. The value to be loaded into the Refresh Timer each time it counts 
down to zero is specified by the value in this register. These bits determine the time period 
between two consecutive refresh cycles of the DRAM. The refresh timer (RTIMER, reg. 
101h, R) is loaded with the contents of this register, and is then decremented once every 32 
BUFCLK cycles. When the Refresh Timer register becomes zero, it is reloaded with the 
contents of this register and a CAS before RAS refresh cycle is generated for the DRAM. 
After it reaches 0, a request is made to the Prioritizer for a DRAM refresh, and the request is 
cleared by a refresh acknowledge from the Buffer Access State Machine. Thus, the time 


between refresh cycles is: 
TREFRESH = (RPERIOD + 1) 032 Tsurc.x 
Where Tpurcixis the BUFCLK period. A value of zero loaded into the Refresh Period regis- 


ter will disable refreshes to the DRAM. The following table shows the RPERIOD resolution 
and maximum values for different BUFCLK frequencies: 





101 REFRESH TIMER REGISTER (101h, R, RTIMER) 


7:0 (R) 


(RTIMER[7:0]) - REFRESH TIMER [7:0]: These bits show the contents of the Refresh 
Timer, and are provided for test purposes. The Refresh Timer is continuously running in 
DRAM mode. The bits may be changing when the local microprocessor reads this register 
which may result in an erroneous value being read. 
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102 BUFFER CONTROL 0 REGISTER (102h, R/W, BCTL_0) 


7 


(R/W) 


(R/W) 


(R/W) 


(R/W) 


(R/W) 


(R/W) 


(R/W) 


(ENDUCTR) - ENABLE DISK UP COUNTER: Setting this bit allows the Disk Up Counter 
(regs. 12Eh, 12Fh, R/W) to count up. While this bit is cleared, the Disk Up Counter is 
forced to the value 000h. 


Reserved (This bit must be set to 0.) 


(ENDNRMOCR) - ENABLE DISK NO ROOM OCCURRED: When this bit is set, the 
Disk No Room Occurred bit (reg. 103h, R, bit 5) is enabled to be set whenever the buffer 
becomes full or empty for disk transfers. When this bit is cleared, the DNRMOCR bit (reg. 
103h, R, bit 5) will be disabled from getting set to 1. Clearing this bit will not clear DNR- 
MOCR if that bit is already set to 1. 


(ENHNRMOCR) - ENABLE HOST NO ROOM OCCURRED: When this bit is set, the 
Host No Room Occurred bit (reg. 103h, R, bit 4) is enabled to be set whenever the buffer 
becomes full or empty for Host transfers. When this bit is cleared, the HNRMOCR bit (reg. 
103h, R, bit 4) will be disabled from getting set to 1. Clearing this bit will not clear HNR- 
MOCR if that bit is already set to 1. 


(ENDRMWRAP) - ENABLE DISK ROOM LOGIC ON WRAP: When this bit is set, the 
ENDROOM bit (reg. 137h, R/W, bit 0) will be automatically set when the disk pointer wraps 
from end of segment to begin of segment. 


(MP16BIT) - ENABLE 16-BIT MICROPROCESSOR BUFFER ACCESS: When set, this 
bit speeds up the microprocessor accesses of buffer memory while operating in 16-bit mode. 
When set, the *WEO and *WE1 pins are asserted at the same time to decrease the allocated 
access time in the case where *WE1 and *WEO are staggered in time. This works only if the 
microprocessor does sequential low byte and high byte accesses. 


(DISMOE) - DISABLE *MOE/*MCE/*RAS: When this bit is set, the *MOE, *MCE or 
*RAS signal is disabled when accessing the buffer. This allows external switch settings on 
the BD[15:0] signals to be read by the local microprocessor by doing a buffer read after set- 
ting this bit. DRAM refresh cycles will continue to occur while this bit is set. 


Reserved 
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103 BUFFER INTERRUPT 0 STATUS REGISTER (103h, R, BINT_0) 


The status bits in this register get set and remain set when the corresponding status condition occurs. Each 
bit can be cleared by writing a 1 to the corresponding bit in the Buffer Interrupt Clear 0 register (reg. 103h, 
W). Also, each status bit can be enabled as an interrupt via the corresponding interrupt mask bit in the Buffer 
Interrupt Enable 0 register (reg. 104h, R/W) and by setting EN_BUFINTO0 (reg. 53h, R/W, bit 3). 


7 (RR) 
6 (R) 
5 (R) 
4 (R) 
3 (R) 
2 (R) 
1:0 (R) 


(DCDONE) - DISK SECTOR COUNTER DONE: This bit is set when the Disk Sector 
Counter (reg. 10Dh, R/W) decrements to zero, indicating that the number of sectors loaded 
into the counter have been transferred between the disk and the buffer. 


Reserved. 


(DNRMOCR) - DISK NO ROOM OCCURRED: This bit is set when the Enable.Disk No 
Room Occurred bit (reg. 102h, R/W, bit 5) is set and the Disk No Room bit (reg. 10Bh, R/W, 
bit 7) makes a transition from 0 to 1. 


(HNRMOCR) - HOST NO ROOM OCCURRED: This bit is set when the Enable Host No 
Room Occurred bit (reg. 102h, R/W, bit 4) is set and the Host No Room bit (reg. 10Bh, R/W, 
bit 6) makes a transition from 0 to 1. 


Reserved 


(CPOVR) - CORRECTION PORT OVERRUN ERROR: This bit is set during ECC correc- 
tion if the last data word (or byte) of a sector is written into the buffer and the ECC correc- 
tion for the previous sector has not been completed. The ECC correction will be terminated 
when this bit is set. 


Reserved 


103 BUFFER INTERRUPT CLEAR 0 REGISTER (103h, W, BINTCLR_0) 


The bits in this register clear the corresponding bits in the Buffer Interrupt 0 Status register (reg. 103h, R). 


7 (W) 
6 (WwW) 
5 (W) 
4 W) 
3 (W) 
2 (W) 
1:0 (W) 


(CLR_DCDONE) - CLEAR DCDONE INTERRUPT: Setting this bit will clear the corre- 
sponding bit in the Buffer Interrupt 0 Status register. 


Reserved. 


(CLR_DNRMOCR) - CLEAR DNRMOCR INTERRUPT: Setting this bit will clear the cor- 
responding bit in the Buffer Interrupt 0 Status register. 


(CLR_HNRMOCR) - CLEAR HNRMOCR INTERRUPT: Setting this bit will clear the cor- 
responding bit in the Buffer Interrupt 0 Status register. 


Reserved 


(CLR_CPOVR) - CLEAR CPOVR INTERRUPT: Setting this bit will clear the correspond- 
ing bit in the Buffer Interrupt 0 Status register. 


Reserved 
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104. BUFFER INTERRUPT ENABLE 0 REGISTER (104h, R/W, BINTEN_0) 


The bits in this register have a one-to-one correspondence to the bits in the Buffer Interrupt 0 Status register 
(reg. 103h, R). Setting a bit in this register will enable the corresponding status bit as an interrupt to the 
microprocessor if the EN_BUFINTO bit (reg. 53h, R/W, bit 3) is also set. Clearing a bit in this register will 
inhibit the interrupt for the corresponding status bit, but will have no effect on the state of that status bit. 


7 (R/W) 
6 § (R/W) 
5 (R/W) 
4 (R/W) 
3 (R/W) 
2 (R/W) 
1:0 (R/W) 


(EN_DCDONE) - ENABLE DCDONE INTERRUPT: Setting this bit will enable the corre- 
sponding bit in the Buffer Interrupt 0 Status register to generate the Interrupt Active 3 bit 
(reg. 52h, R, bit 3). 


Reserved. This bit must be set to 0. 


(EN_DNRMOCR) - ENABLE DNRMOCR INTERRUPT: Setting this bit will enable the 
corresponding bit in the Buffer Interrupt 0 Status register to generate the Interrupt Active 3 
bit (reg. 52h, R, bit 3). 


(EN_HNRMOCR) - ENABLE HNRMOCR INTERRUPT: Setting this bit will enable the 
corresponding bit in the Buffer Interrupt 0 Status register to generate the Interrupt Active 3 
bit (reg. 52h, R, bit 3). 

Reserved 

(EN_CPOVR) - ENABLE CPOVR INTERRUPT: Setting this bit will enable the corre-_ 
sponding bit in the Buffer Interrupt 0 Status register to generate the Interrupt Active 3 bit 
(reg. 52h, R, bit 3). - 


Reserved 


105 BUFFER CONTROL 1 REGISTER (105h, R/W, BCTL_1) 


7:4 


(R/W) 


(R/W) 


(R/W) 


(R/W) 


(R/W) 


Reserved 


(DISDERRSTOP) - DISABLE DISK ERROR STOP: When this bit is cleared, data trans- 
fers between the buffer and the Disk FIFO will be stopped when the Disk Check Error bit 
(reg. 106h, R, bit 1) is set. If that bit is set because of a parity error, the transfer will be 
stopped within two words of the one that had the parity error. 


(DISHERRSTOP) - DISABLE HOST ERROR STOP: When this bit is cleared, data trans- 
fers between the buffer and the Host FIFO will be stopped when the Host Check Error bit 
(reg. 106h, R, bit 0) is set. If that bit is set because of a parity error, the transfer will be 
stopped within two words of the one that had the parity error. 


(FRCBPERR) - FORCE BUFFER PARITY ERROR: When this bit is set, the parity bits are 
inverted when writing to the buffer in order to force wrong parity. 


(ENBPCHK) - ENABLE BUFFER PARITY CHECKING: When this bit is set, parity will 
be checked on all words or bytes read from the buffer memory. If a parity error is detected, 
one of six appropriate Check Error bits will be set (reg. 106h, R, bits 5:0). 
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106 BUFFER INTERRUPT 1 STATUS REGISTER (106h, R, BINT_1) 


The status bits in this register get set and remain set when the corresponding status condition occurs. Each 
bit can be cleared by writing a 1 to the corresponding bit in the Buffer Interrupt Clear 1 register (reg. 106h, 
W). Also, each status bit can be enabled as an interrupt via the corresponding interrupt mask bit in the 
Buffer Interrupt Enable 1 register (reg. 107h, R/W) and by setting EN_BUFINT1 (reg. 53h, R/W, bit 4). 


7:6 (R) 
5 () 
4 (R) 
3 ®) 
2 (R) 
1 (R) 
0 ® 


Reserved 


(HCISCHKERR) - HOST CIS PORT CHECK ERROR: This bit is set if a parity error is 
detected when the Host CIS Port reads a byte from the buffer while the Enable Buffer Parity 
Checking bit (reg. LOSh, R/W, bit 0) is set. 


(VCHKERR) - SERVO PORT CHECK ERROR: This bit is set if a parity error is detected 
when the Servo Port reads a data split byte from the buffer while the Enable Buffer Parity 
Checking bit (reg. 105h, R/W, bit 0) is set. 


(MCHKERR) - MICROPROCESSOR PORT CHECK ERROR: This bit is set if a parity 
error is detected when the local microprocessor reads a byte from the buffer while the Enable 
Buffer Parity Checking bit (reg. 105h, R/W, bit 0) is set. 


(CCHKERR) - CORRECTION PORT CHECK ERROR: This bit is set if a parity error is 
detected when the Correction Port reads a byte from the buffer while the Enable Buffer Par- 
ity Checking bit (reg. 10Sh, R/W, bit 0) is set. 


(DCHKERR) - DISK PORT CHECK ERROR: This bit is set if, while the Enable Buffer . 
Parity Checking bit (reg. 105h, R/W, bit 0) is set, a parity error is detected when the Disk 
Port reads a byte from the buffer. 3 


(HCHKERR) - HOST PORT CHECK ERROR: This bit is set if, while the Enable Buffer 
Parity Checking bit (reg. 105h, R/W, bit 0) is set, a parity error is detected when the Host 
Port reads a byte from the buffer. 


106 BUFFER INTERRUPT CLEAR 1 REGISTER (106h, W, BINTCLR_1) 


The bits in this register clear the corresponding bits in the Buffer Interrupt 0 Status register (reg. 106h, R). 


7:6 (W) 
5 (W) 
4 (W) 
3 (W) 
2 (W) 
1 (W) 
0 (Ww) 


Reserved 


(CLR_HCISCHKERR) - CLEAR HCISCHKERR INTERRUPT: Setting this bit will clear 
the corresponding bit in the Buffer Interrupt 1 Status register. 


(CLR_VCHKERR) - CLEAR VCHKERR INTERRUPT: Setting this bit will clear the cor- 
responding bit in the Buffer Interrupt 1 Status register. 


(CLR_MCHKERR) - CLEAR MCHKERR INTERRUPT: Setting this bit will clear the cor- 
responding bit in the Buffer Interrupt 1 Status register. 


(CLR_CCHKERR) - CLEAR CCHKERR INTERRUPT: Setting this bit will clear the cor- 
responding bit in the Buffer Interrupt 1 Status register. 


(CLR_DCHKERR) - CLEAR DCHKERR INTERRUPT: Setting this bit will clear the cor- 
responding bit in the Buffer Interrupt 1 Status register. 


(CLR_HCHKERR) - CLEAR HCHKERR INTERRUPT: Setting this bit will clear the cor- 
responding bit in the Buffer Interrupt 1 Status register. 
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107. BUFFER INTERRUPT ENABLE 1 REGISTER (107h, R/W, BINTEN_1) 


The bits in this register have a one-to-one correspondence to the bits in the Buffer Interrupt 1 Status register 
(reg. 106h, R). Setting a bit in this register will enable the corresponding status bit as an interrupt to the 
microprocessor if the EN_BUFINT1 bit (reg. 53h, R/W, bit 4) is also set. Clearing a bit in this register will 
inhibit the interrupt for the corresponding status bit, but will have no effect on the state of that status bit. 


7:6 (R/W) 
5 (R/W) 


4 (R/W) 


2 (R/W) 


0 (R/W) 


Reserved 


(EN_HCISCHKERR) - ENABLE HCISCHKERR INTERRUPT: Setting this bit will enable 
the corresponding bit in the Buffer Interrupt 1 Status register to generate the Interrupt Active 
4 bit (reg. 52h, R, bit 4). 


(EN_VCHKERR) - ENABLE VCHKERR INTERRUPT: Setting this bit will enable the 
corresponding bit in the Buffer Interrupt 1 Status register to generate the Interrupt Active 4 
bit (reg. 52h, R, bit 4). 


(EN_MCHKERR) - ENABLE MCHKERR INTERRUPT: Setting this bit will enable the 
corresponding bit in the Buffer Interrupt 1 Status register to generate the Interrupt Active 4 
bit (reg. 52h, R, bit 4). 


(EN_CCHKERR) - ENABLE CCHKERR INTERRUPT: Setting this bit will enable the cor- 
responding bit in the Buffer Interrupt 1 Status register to generate the Interrupt Active 4 bit 
(reg. 52h, R, bit 4). 


(EN_DCHKERR) - ENABLE DCHKERR INTERRUPT: Setting this bit will enable the 
corresponding bit in the Buffer Interrupt 1 Status register to generate the Interrupt Active 4 
bit (reg. 52h, R, bit 4). 


(EN_HCHKERR) - ENABLE HCHKERR INTERRUPT: Setting this bit will enable the 
corresponding bit in the Buffer Interrupt 1 Status register to generate the Interrupt Active 4 
bit (reg. 52h, R, bit 4). 


108 BUFFER COUNTER CONTROL REGISTER (108h, R/W, BCTRCTL) 


7 (R/W) 


4 (R/W) 


(ENDLYRLS) - ENABLE DELAYED BLOCK RELEASE: When this bit is set, the Disk 
Block Counter (DBCTR, reg. 10Eh, R) will be incremented for every good data block trans- 
ferred between disk and buffer, instead of incrementing the Buffer Counter that is selected 
for the disk (DBCTRSEL, reg. 137h, R/W, bit 1). 


(HBCCLR) - HOST BYTE COUNTER CLEAR: When this bit is set, Host Byte Counter 0 
and Host Byte Counter 1 registers (regs. 124h, 125h, R) are cleared. This bit does not have 
to be reset to 0, and writing a 0 to it has no effect. This bit is always read back as 0. 


(DBCCLR) - DISK BYTE COUNTER CLEAR: When set, this bit clears Disk Byte Counter 
0, Disk Byte Counter 1 (reg. 126h, R, and reg. 127h, R, bits 2:0), and the Disk FIFO. This 
bit does not have to be reset to 0, and writing a 0 to it has no effect. This bit is always read 
back as a 0. 


(DBCTRCLR) - DISK BLOCK COUNTER CLEAR: Setting this bit will clear the Disk 
Block Counter (reg. 1OEh, R). This bit should only be set when the DBCTR is not active. 
This bit does not have to be reset back to 0, and writing a 0 to it has no effect. This bit is 
always read back as 0. 
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(R/W) 


2:1 (R/W) 


0 


(R/W) 


Section 5 


(RLSBLKS) - RELEASE BLOCKS TO HOST: Writing a 1 to this bit will add the contents 
of the Disk Block Counter (DBCTR, reg. 10Eh, R) to the BCTR selected for the disk and 
clear DBCTR. This is used for the delayed block release option. This bit does not have to be 
reset back to O, and writing a 0 to it has no effect. This bit is always read back as 0. 


Reserved 


(BCTRSEL) - BUFFER COUNTER SELECT: This bit is used to select which Buffer 
Counter register (BCTRA or BCTRB) will be operated upon when the local microprocessor 
performs an add or subtract operation by writing to the BCTRAS register (reg. 10Ah, W). 
BCTR register selection is summarized in the following table: 


BCTRSEL Buffer Counter Selected 
ee 2 






109. BUFFER PORT ENABLE REGISTER (109h, R/W, BPORTEN) 


7:6 (R/W) 
5 (R/W) 
4 (R/W) 
3 (RW) 
2  (R/W) 
1 (MW) 
0 (R/W) 


Reserved 


(HCISPEN) - HOST CIS PORT ENABLE: While this bit is set, the transfer of data between 
the buffer memory and the Host CIS port can occur. 


(VPEN) - SERVO PORT ENABLE: While this bit is set, the transfer of data between the 
buffer memory and the Servo port can occur. 


(MPEN) - MICROPROCESSOR PORT ENABLE: While this bit is set, the transfer of data 
between the buffer memory and the Microprocessor port can occur. 


(CPEN) - CORRECTION PORT ENABLE: While this bit is set, the transfer of data 
between the buffer memory and the Correction port can occur. 


(DPEN) - DISK PORT ENABLE: While this bit is set, the transfer of data between the 
buffer memory and the Disk port can occur. 


(HPEN) - HOST PORT ENABLE: While this bit is set, the transfer of data between the 
buffer memory and the Host port can occur. 


10A BUFFER COUNTER ADD/SUBTRACT REGISTER (10Ah, W, BCTRAS) 


7:0 (W) 


(BCTRAS[7:0]) - BUFFER COUNTER ADD/SUBTRACT[7:0]: The value loaded into this 
register by the local microprocessor will be either added to or subtracted from the BCTR 
which is currently selected via the BCTRSEL bit (reg. 108h, R/W, bit 0). If bit 7 is cleared, 
an addition is performed. If bit 7 is set, a two's complement subtraction is performed. Thus, 
the add/subtract range is from -128 (80h) to +127 (7Fh). This function is implemented such 
that it can take place at any time during disk or Host transfers and will not interfere with cor- 
rect counting of the selected BCTR. 
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10B BUFFER STATUS 1 REGISTER (10Bh, R/W, BSTAT1) 


7 @® 
6 @) 
5:1 (R) 
0 Rw) 


(DNOROOM) - DISK NO ROOM: This read only bit is set when the Buffer Counter regis- 
ter that is selected for the Disk Segment indicates that there is no room in that segment dur- 
ing a read operation, or there is no data available in that segment during a write operation. If 
power management is enabled for the Buffer Manager block (BBLKPDNEN=1, reg. 50h, 
R/W, bit 4), this bit will not be updated while the Buffer Manager block is powered down. 


This bit is set when the Buffer Counter register (BCTRn) becomes > to BKMAXn, and can 
be used as an indication to the Disk Sequencer for stopping transfers to/from buffer. This is 
a segment full condition for a read operation and a segment empty condition for a write 
operation. It is also set during a read operation if BCTRn=BKMAXn- land the ECC correc- 
tion circuitry is trying to correct the last sector that was read from disk. This means that the 
last sector that was read filled up the buffer but BCTRn has not incremented because the sec- 
tor has not been corrected yet. If the ECC error is determined to be uncorrectable, this bit 
will remain set but BCTRn will not increment to BKMAXn. Note that this bit is forced to 0 
when ENDROOM2=0 (reg. 137h, R/W, bit 0). 


(HNOROOM) - HOST NO ROOM: This read only bit is set when the Buffer Counter regis- 
ter that is selected for the Host Segment indicates that there is no room in that segment dur- 
ing a read operation, or there is no data available in that segment during a write operation. If 
power management is enabled for the Buffer Manager block (BBLKPDNEN=1, reg. 50h, 
R/W, bit 4), this bit will not be updated while the Buffer Manager block is powered down. 


This bit is set whenever the Buffer Counter register (BCTRn) becomes < 0, and is used to 
halt data between host and buffer memory. During an AT Read Multiple or Write Multiple 
command, this bit is set when BCTRn < HBLKSIZE, indicating that the buffer does not have 
room or data for a host block. Note that this bit is forced to 0 when ENHROOM=0 (reg. 
133h, R/W, bit 0) and AWSEL=0 (bit 0 of this register), or when ENAWROOMS=0 (reg. 
133h, R/W, bit 3) and AWSEL=1. 


Reserved. 


(AWSEL) - AUTO WRITE SELECT: This bit is automatically set at the start of an auto 
write host transfer. When set, the AWSEGSEL, AWBCTRSEL, and ENAWROOM bits 
(reg. 133h, R/W, bits 5-3 respectively) are used to select the buffer segment and buffer 
counter for host transfer and to enable the host room logic, respectively. When cleared, the 
HSEGSEL, HBCTRSEL, and ENHROOM bits (reg. 133h, R/W, bits 2-0 respectively) are 
used to select the buffer segment and buffer counter for host transfer and to enable the host 
room logic, respectively. This bit also enables the operation of the Write Cache Pointer 


(WCP). 

Additionally, The microprocessor writes to the folowing registers and bits are disabled when 
this bit is set: 

¢ Host Pointer Registers (regs. 130h-132h, R/W) 

¢ Host Byte Counter Clear Bit (reg. 108h, R/W, bit 6) 
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10D DISK SECTOR COUNTER REGISTER (10Dh, R, DISKCTR) 


7:0 (R) (DISKCTR[7:0]) - DISK SECTOR COUNTER [7:0]: This register reflects the contents of 
the 8-bit Disk Sector Counter which is used to count the number of sectors transferred 
between the disk and the buffer. The counter is idle when it contains a value of 00h. Having 
been loaded with a non-zero value, the Disk Sector Counter will decrement by 1 for every 
sector that is transferred between the disk and the buffer. 


During a disk write operation, the counter decrements when the last byte of a sector is trans- 
ferred from the buffer. This will occur when the Disk Byte Counter (reg. 126h and reg. 
127h, bits 2:0) decrements to zero. During a disk read or verify operation, the counter decre- 
ments after an error-free sector is read from the disk or after a sector with an error has been 
automatically corrected. 


When the Disk Sector Counter decrements to zero, the Disk Counter Done bit (DCDONE, 
reg. 103h, R, bit 7) will be set. The counter will remain at zero until it is reloaded with a 
non-zero value by the local microprocessor. 


10E DISK BLOCK COUNTER REGISTER (10Eh, R, DBCTR) 


7 (R/W) Reserved 


6:0 (R/W) (DBCTR[6:0]) - DISK BLOCK COUNTER: The Disk Block Counter is an 7-bit up counter 
that is used for the delayed block release option. DBCTR defaults to 0, and the microproces- 
sor can clear it by writing a 1 to the DBCTRCLR bit (reg. 108h, R/W, bit 4).. 


If the delayed block release option has been enabled (ENDLYRLS=1, reg. 108h, R/W, bit 7) 
every good block transferred between disk and buffer will increment the DBCTR instead of 
incrementing the BCTR that is selected for the disk (DBCTRSEL, reg. 137h, R/W, bit 1). 
When the blocks are to be released to the host, the microprocessor writes a 1 to the RLS- 
BLKS bit (reg. 108h, R/W, bit 3). This adds the contents of DBCTR to the BCTR selected 
for the disk and resets DBCTR back to 0. 


In this mode the DNOROOM signal is generated based on the sum of DBCTR and the 
BCTR that is selected for the disk. This allows the disk to stop transferring to or from buffer 
on buffer full or empty conditions, respectively. 





110 MICROPROCESSOR PAGE 0 REGISTER (110h (11th), R/W, MPAGE_0) 
7:2 (R/W) (MPAGE[15:10]) - MICROPROCESSOR PAGE 0 [15:10]: This register contains the least 
significant six bits of the Microprocessor Page address. 
1:0 (R/W) _ Reserved 
111 MICROPROCESSOR PAGE 1 REGISTER (111h (110h), R/W, MPAGE_1) 
7:6 (R/W) _ Reserved 
5:0 (R/W) (MPAGE[21:16]) - MICROPROCESOR PAGE 1 [21:16]: These bits are the most signifi- 
cant bits of the Microprocessor Page address. : 
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112 


113 


114 


115 


The Microprocessor Page registers provide the base address for a 2048-byte page in the Buffer that can be 
directly accessed by the microprocessor. The base address can be set with 1024 byte resolution. The micro- 
processor provides an 11-bit address which selects the byte to be accessed within the 2048-byte window. 


SERVO PAGE 0 REGISTER (112h (113h), R/W, VPAGE_0) 


7:5, (R/W)  (VPAGE[15:13]) - SERVO PAGE 0 [15:13]: This register contains the least significant three 
bits of the Servo Page address. 


4:0 (R/W) _ Reserved 


SERVO PAGE 1 REGISTER (113h (112h), R/W, VPAGE_1) 


7:6 (R/W) _ Reserved 


5:0 (R/W) (VPAGE[21:16]) - SERVO PAGE 1 [21:16]: These bits are the most significant bits of the 
Servo Page address. 


The Servo Page registers provide the base address for a 8Kbyte page in the Buffer that can be directly 
accessed by the Servo port. The Servo Page registers provide the upper address bits for the Servo port 
access while the least significant 13 bits of the address are provided by the Servo Pointer (regs. 12Ch/12Dh, 
R/W). 


BUFFER COUNTER A 0 REGISTER (114h (115h), R/W, BCTRA_0) 


7:0 (R/W) (BCTRA[7:0]) - BUFFER COUNTER A[7:0]: This is the least significant byte of the 
Buffer Counter A (BCTRA) register. 


BUFFER COUNTER A 1 REGISTER (115h (114h), R/W, BCTRA_1) 


7:0 (R/W) (BCTRA[(15:8]) - BUFFER COUNTER A[15:8]: This is the most significant byte of the 
Buffer Counter A (BCTRA) register. 


The Buffer Counter (BCTR) is used for keeping track of the number of sectors in the buffer and controls the 
starting and stopping of disk and host transfers through the buffer room logic when enabled. It is a two's 
complement counter, where a negative count is indicated by bit 15 being set. Enabling Buffer Counter oper- 
ation and the room logic for host and disk transfers is controlled separately through the register bits shown 
below, so that the user has the flexibility of enabling them for both the Host and Disk, only the Host, only the 
Disk, or neither one. 


for Host transfers: HBCTRSEL and ENHROOM bits (reg. 133h, R/W, bits 1 and 0) 
or 
AWBCTRSEL and ENAWROOM bits (reg. 133h, R/W, bits 4 and 3) 


for Disk transfers: DBCTRSEL and ENDROOM bits (reg. 137h, R/W, bits 1 and 0) 
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116 MAXIMUM BUFFER COUNT A 0 REGISTER (116h (117h), R/W, BKMAXA 0) 


7:0 (R/W) (BKMAXA[7:0]) - MAXIMUM BUFFER COUNT A[7:0]: This is the least significant byte 
of the Maximum Buffer Count register (BKMAXA). 


117 MAXIMUM BUFFER COUNT A 1 REGISTER (117h (116h), R/W, BKMAXA_1) 


7:0 (R/W) (BKMAXA[IS:8]) - MAXIMUM BUFFER COUNT A[15:8]: This is the most significant 
byte of the Maximum Buffer Count register (BKMAXA). 


BKMAX[15:0] is a value that represents the maximum number of sectors that can fit in a cir- 
cular buffer (minus one or two sectors to make room for error handling to prevent data cor- 
ruption), and is used in conjunction with the Buffer Counter (BCTR) whenever buffer room 
logic is enabled. BKMAXA is used in conjunction with BCTRA while BCTRA is selected 
by either the HBCTRSEL bit (reg. 133h, R/W, bit 1), the AWBCTRSEL bit (reg. 133h, R/W, 
bit 4), or the DBCTRSEL bit (reg. 137h, R/W, bit 1). 


118 BUFFER COUNTER B 0 REGISTER (118h (119h), R/W, BCTRB_0) 


7:0 (R/W) (BCTRB[7:0]) - BUFFER COUNTER B[7:0]: This is the least significant byte of the Buffer 
Counter B (BCTRB) register. 


119 BUFFER COUNTER B 1 REGISTER (119h (118h), R/W, BCTRB_1) 


7:0 (R/W) (BCTRB[15:8]) - BUFFER COUNTER B[15:8]: This is the most significant byte of the 
Buffer Counter B (BCTRB) register. 


The Buffer Counter (BCTR) is used for keeping track of the number of sectors in the buffer 
and controls the starting and stopping of disk and host transfers through the buffer room 
logic when enabled. It is a two's complement counter, where a negative count is indicated by 
bit 15 being set. Enabling Buffer Counter operation and the room logic for host and disk 
transfers is controlled separately through the register bits shown below, so that the user has 
the flexibility of enabling them for both the Host and Disk, only the Host, only the Disk, or 
neither one. 


for Host transfers: HBCTRSEL and ENHROOM bits (reg. 133h, R/W, bits 1 and 0) 
or 
AWBCTRSEL and ENAWROOM bits (reg. 133h, R/W, bits 4 and 3) 


for Disk transfers: DBCTRSEL and ENDROOM bits (reg. 137h, R/W, bits 1 and 0) 


11A MAXIMUM BUFFER COUNT B 0 REGISTER (11Ah (11Bh), R/W, BKMAXB_0) 


7:0 (R/W) (BKMAXB[7:0]) - MAXIMUM BUFFER COUNT B[7:0]: This is the least significant byte 
of the Maximum Buffer Count register (BKMAXB). 
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11B 


11C 


11D 


11E 


11F 


120 


MAXIMUM BUFFER COUNT B 1 REGISTER (11Bh (11Ah), R/W, BKMAXB_1) 


7:0 (R/W) (BKMAXB[15:8]) - MAXIMUM BUFFER COUNT B[15:8]: This is the most significant 
byte of the Maximum Buffer Count register (BKMAXB). 


BKMAX[15:0] is a value that represents the maximum number of sectors that can fit in a cir- 
cular buffer (minus one or two sectors to make room for error handling to prevent data cor- 
ruption), and is used in conjunction with the Buffer Counter (BCTR) whenever buffer room 
logic is enabled. BKMAXB is used in conjunction with BCTRB while BCTRB is selected 
by either the HBCTRSEL bit (reg. 133h, R/W, bit 1), the AWBCTRSEL bit (reg. 133h, R/W. 
bit 4), or the DBCTRSEL bit (reg. 137h, R/W, bit 1). 


SERVO BEGIN OF SEGMENT 0 REGISTER (11Ch (11Dh), R/W, VBOS_0) 


7:0 (R/W)  (VBOS[7:0]) - SERVO BEGIN OF SEGMENT: This is the least significant byte of the 
Servo Begin of Segment Pointer (VBOS). 


SERVO BEGIN OF SEGMENT 1 REGISTER (11Dh (11Ch), R/W, VBOS_1) 


7:5 (R/W) _ Reserved 


4:0 (R/W)  (VBOS[I12:8]) - SERVO BEGIN OF SEGMENT: This is the most significant bits of the 
Servo Begin of Segment Pointer (VBOS). 


SERVO END OF SEGMENT 0 REGISTER (11Eh (11Fh), R/W, VEOS_0) 


7:0 (R/W)  (VEOS[7:0]) - SERVO END OF SEGMENT: This is the least significant byte of the Servo 
End of Segment Pointer (VEOS). 


SERVO END OF SEGMENT 1 REGISTER (11Fh (11Eh), R/W, VEOS_1) 


7:5 (R/W) _ Reserved 


4:0 (R/W)  (VEOS[12:8]) - SERVO END OF SEGMENT: This is the most significant bits of the Servo 
End of Segment Pointer (VEOS). 


VBOS and VEOS (regs. 11Ch-11Fh, R/W) define the begin and end of the Servo Segment which is located 
within the 8KByte Servo Page defined by the VPAGE Registers (regs. 112h/113h, R/W). 
SECTOR SIZE 0 REGISTER (120h (121h), R/W, SECSIZE_0) 


7:0 (R/W)  (SECSIZE[7:0]) - SECTOR SIZE[7:0]: This is the least significant byte of the Sector Size 
register (SECSIZE) which defines the number of bytes per sector. 
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121. SECTOR SIZE 1 REGISTER (121h (120h), R/W, SECSIZE_1) 


7:33, (R/W) _ Reserved 


2:0 (R/W) (SECSIZE[10:8]) - SECTOR SIZE[10:8]: These are the most significant bits of the Sector 
Size register (SECSIZE) which defines the number of bytes per sector. 


124 HOST BYTE COUNTER 0 REGISTER (124h (125h), R, HBC_0) 


7:0 (R) (HBC[7:0]) - HOST BYTE COUNTER 0 [7:0]: These are the least significant eight bits of 
the Host Byte Counter. 


125. HOST BYTE COUNTER 1 REGISTER (125h (124h), R, HBC_1) 


7:3 (R) Reserved 


2:0 (R) (HBC[10:8]) - HOST BYTE COUNTER 1 [10:8]: These are the most significant bits of the 
Host Byte Counter. 


The Host Byte Counter (HBC) is an 11-bit down counter that counts bytes within a data block that is trans- 
ferred between buffer memory and the Host FIFO. It is initialized to 0 by the microprocessor when it writes 
a 1 to the HBCCLR bit in the BCTRCTL register (reg. 108h, R/W, bit 6). It is.also automatically cleared at 
the start of an Auto Write operation. 


When the first word of a data block is transferred between the Host FIFO and buffer, the HBC wraps to a 
value that corresponds to the number of data bytes remaining to be transferred for that data block. 


After the HBC wraps, it decrements by 1 (8-bit mode) or 2 (16-bit mode) for every word transferred. It 
returns to zero when the whole data block has been transferred. In 16-bit mode, if the data block contains an 
odd number of bytes, then the HBC will decrement from 1 to 0 when the last byte of the data block is trans- 
ferred. The HBC is used by the Buffer Counters block for auto decrementing the BCTR selected for the host 
port, if any, for every data block transferred. 


The HBC can be cleared by the microprocessor by setting the HBCCLR bit (reg. 108h, R/W, bit 6). 
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126 DISK BYTE COUNT 0 REGISTER (126h (127h), R, DBC_0) 


7:0 (R) (DBC[7:0]) - DISK BYTE COUNT[7:0]: These are the least significant bits of the Disk 
Byte Count 0 register. 


127. DISK BYTE COUNT 1 REGISTER (127h (126h), R, DBC_1) 


7:3 (R) Reserved 


2:0 (R) (DBC[10:8]) - DISK BYTE COUNT[10:8]: These are the most significant bits of the Disk 
Byte Count (DBC) register which counts bytes within a sector transferred between buffer 
and the Disk FIFO. The DBC bits can be cleared by the microprocessor via the DBCCLR 
bit in the BCTRCTL register (reg. 108h, R/W, bit 5). 


The Disk Byte Counter (DBC) is an 11-bit down counter that counts bytes within a sector. It is initialized to 
0 by the microprocessor when it writes a 1 to the DBCCLR bit (reg. 108h, R/W, bit 5). Note that writing a 1 
to DBCCLR will also reset the Disk FIFO in the Disk controller block. 


When the first word of a sector is transferred between disk and buffer, the DBC wraps to a value that corre- 
sponds to the number of bytes remaining to be transferred for that sector. That value is a function of the 
BEN16BIT bit (reg. 100h, R/W, bit 2, a 0 selects 8-bit and a 1 selects 16-bit) as shown in the following table. 


BEN16BIT DBC Wrap Vaiue 


After the first word of a sector is transferred, the DBC decrements by 1 (8-bit mode) or 2 (16-bit mode) for 
every word transferred. It returns to zero when a whole sector has been transferred. 










The DBC keeps track of sector boundaries for the Correction Port which performs ECC correction on sector 
data. It is also used for incrementing the BCTR selected for the disk port, if any, for every good data block 
transferred between disk and buffer. 


The microprocessor can read the contents of the DBC via the DBC_0O and DBC_1 registers (regs. 126h/ 
127h, R). 
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12C 


12D 


12E 


12F 


130 


122 


SERVO POINTER 0 REGISTER (12Ch (12Dh), R/W, VP_0) 


7:0 (R/W) _ (VP{[7:0]) - SERVO POINTER [7:0]: These are the least significant bits of the Servo Pointer 
register. 


SERVO POINTER 1 REGISTER (12Dh (12Ch), R/W, VP_1) 


7:5. (R/W) _ Reserved 


4:0 (R/W) _ (VP[12:8]) - SERVO POINTER[12:8]: These are the most significant bits of the Servo 
Pointer register. 


The Servo Pointer is used to access the Servo Segment for data split values to be loaded into the CDR FIFO. 
The Servo Pointer is used as an offset into the Servo Page determined by the Servo Page registers (reg. 112h, 
1i3h, R/W). 


The Servo Segment is located within the Servo Page and is defined by the Servo Begin of Segment (regs. 
11Ch, 11Dh, R/W) and Servo End of Segment (regs. 11Eh, 11Fh, R/W) Registers. 


DISK UP COUNTER 0 REGISTER (12Eh (12Fh), R/W, DUCTR_0) 


7:0 (R/W) (DUCTR[7:0]) - DISK UP COUNTER[7:0]: This is the least significant byte of the Disk Up 
Counter register. ; | 


DISK UP COUNTER 1 REGISTER (12Fh (12Eh), R/W, DUCTR_1) 


7:2 (R/W) _ Reserved 


1:0 (R/W) (DUCTR[9:8]) - DISK UP COUNTER[9:8]: These are the most significant bits of the Disk 
Up Counter register. 


The Disk Up Counter is enabled for use via the ENDUCTR bit (reg. 102h, R/W, bit 7). Whenever the 
ENDUCTR bit is cleared, the Disk Up Counter will be forced to 00h. While ENDUCTR is set, the Disk Up 
Counter will increment by one whenever a sector without error is transferred from the disk into the buffer or 
whenever a sector just transferred into the buffer has been successfully corrected. 


HOST POINTER 0 REGISTER (130h (133h), R/W, HP_0) 


7:0 (R/W)  (HP[7:0]) - HOST POINTER 0 [7:0]: This register contains the least significant eight bits of 
the Host Pointer. 
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131 HOST POINTER 1 REGISTER (131h (132h), R/W, HP_1) 


7:0 (R/W)  (HP[15:8]) - HOST POINTER 1 [15:8]: This register contains the middle eight bits of the 
Host Pointer. 


132 HOST POINTER 2 REGISTER (132h (131h), R/W, HP_2) 


7:6 (R/W) _ Reserved 


5:0 (R/W)  (HP[21:16]) - HOST POINTER 2 [21:16]: These bits are the most significant bits of the 
Host Pointer. 


The Host Pointer (HP) is used to generate the Buffer Address during transfers between the buffer and the 
Host FIFO. It is a 22-bit up counter which is automatically incremented during transfers, and automatically 
wraps from the end of segment to the beginning of segment. Writing to these registers while AWSEL=1 
(reg. 1OBh, R/W, bit 0) has no affect. 


133 HOST SEGMENT CONTROL REGISTER (133H (130H), R/W, HSCTL) 


7:6 (R/W) (AWMODE[1:0]) - AUTO WRITE MODE[1:0]: These bits select if and how the Host 
Pointer (HP_0/1/2, regs 130h-132h, R/W) is loaded at the start of an Auto-Write transfer, as 
follows: 


AWMODE{1:0] Description 


Do not load HP at start of Auto-Write. 


Load HP from selected Begin of Segment Pointer (xBOS) 


at start of Auto-Write 





5 (R/W) (AWSEGSEL) - AUTO WRITE SEGMENT SELECT: This bit selects the buffer segment 
to be used for Auto-Write host transfers (when AWSEL, reg. 1OBh, R/W, bit 0, is set). A 
value of 0 selects Segment A, while a value of 1 selects Segment B. 


4 (R/W) (AWBCTRSEL) - AUTO WRITE BCTR SELECT: This bit selects which buffer counter is 
used for Auto-Write host transfers when the ENAWROOM bit (of this register) is set. A 
value of 0 selects BCTRA, while a value of 1 selects BCTRB. 


3. (R/W) (ENAWROOM)- ENABLE AUTO WRITE ROOM LOGIC: Setting this bit enables the 
buffer room logic for auto write host transfers. 


2 (R/W) (HSEGSEL) - HOST SEGMENT SELECT: This bit selects the buffer segment to be used 
for non-Auto Write host transfers (when AWSEL, reg. 10Bh, R/W, bit 0, is cleared). A value 
of 0 selects Segment A, while a value of 1 selects Segment B. 
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134 


135 


136 


137 


124 


1 (R/W) (HBCTRSEL) - HOST BCTR SELECT: This bit selects which buffer counter is used for 
non-Auto-Write host transfers when the ENHROOM bit (in this register) is set. A value of 0 
selects BCTRA, while a value of 1 selects BCTRB. 


0 (R/W) (ENHROOM) - ENABLE HOST ROOM LOGIC: Setting this bit enables the buffer room 
logic for non-auto write host transfers. The associated BCTR will not decrement while this 
bit is cleared. 


DISK POINTER 0 REGISTER (134h (137h), R/W, DP_0) 


7:0 (R/W)  (DP[7:0]) - DISK POINTER[7:0]: This register contains the least significant byte of the 
Disk Pointer (DP). 


DISK POINTER 1 REGISTER (135h (136h), R/W, DP_1) 


7:0 (R/W)  (DP[15:8]) - DISK POINTER[15:8]: This register contains the middle byte of the Disk 
Pointer (DP). 


DISK POINTER 2 REGISTER (136h (135h), R/W, DP_2) 


7:6 (R/W) _ Reserved 


5:0 (R/W) (P[21:16]) - DISK POINTER[21:16]: This register contains the most significant six bits of 
the Disk Pointer (DP). . 


The Disk Pointer is used to generate the Buffer Address during transfers between the buffer and the Disk 
FIFO. It is a 22-bit up counter which is automatically incremented during disk transfers, and automatically 
wraps from begin of Segment to end of Segment. 


DISK SEGMENT CONTROL REGISTER (137h (134h), R/W, DSCTL) 


7:3, (R/W) _ Reserved 


2  (R/W) (DSEGSEL) - DISK SEGMENT SELECT: This bit selects the buffer segment to be used for 
disk transfers. A value of 0 selects Segment A, while a value of 1 selects Segment B. 


1 (R/W) (DBCTRSEL) - DISK BCTR SELECT: This bit selects the buffer counter to be used for 
disk transfers when the ENDROOM bit (in this register) is set. A value of 0 selects 
BCTRA, while a value of 1 selects BCTRB. 


0 (R/W) (ENDROOM) - ENABLE DISK ROOM LOGIC: Setting this bit enables the buffer room 
logic for disk transfers. It is automatically set at the end of a disk segment if ENDRM- 
WRAP=1 (reg. 102h, R/W, bit 3). The associated BCTR will not increment while this bit is 
cleared 
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138 


139 


13A 


13B 


13C 


13D 


13E 


13F 


BEGIN OF SEGMENT A PTR 0 REGISTER (138h (13Bh), R/W, ABOS_0) 


7:0 (R/W) (ABOS[7:0]) - BEGIN OF SEGMENT A POINTER[7:0]: This register contains the least 
significant byte of the Begin Of Segment A Pointer. 


BEGIN OF SEGMENT A PTR 1 REGISTER (139h (13Ah), R/W, ABOS_1) 


7:0 (R/W) (ABOS[15:8]) - BEGIN OF SEGMENT A POINTER[15:8]: This register contains the mid- 
dle byte of the Begin Of Segment A Pointer. 


BEGIN OF SEGMENT A PTR 2 REGISTER (13Ah (139h), R/W, ABOS_2) 


7:6 (R/W) Reserved 


5:0 (R/W) (ABOS[21:16]) - BIGIN OF SEGMENT A POINTER[21:16]: This register contains the 
most significant six bits of the Begin Of Segment A Pointer. 


RESERVED (13Bh (138h), R/W) 


7 (R/W) Reserved 


END OF SEGMENT A PTR 0 REGISTER (13Ch (13Fh), R/W, AEOS_0) 


7:0 (R/W) (AEOS[7:0]) - END OF SEGMENT APOINTER[7:0]: This register contains the least sig- 
nificant byte of the End Of Segment A Pointer. 


END OF SEGMENT A PTR 1 REGISTER (13Dh (13Eh), R/W, AEOS_1) 


7:0 (R/W) (AEOS[15:8]) - END OF SEGMENT A POINTER[15:8]: This register contains the middle 
byte of the End Of Segment A Pointer. 


END OF SEGMENT A PTR 2 REGISTER (13Eh (13Dh), R/W, AEOS_2) 


7:6 (R/W) _ Reserved 


5:0 (R/W) (AEOS[21:16]) - END OF SEGMENT A POINTER[21:16]: This register contains the most 
significant six bits of the End Of Segment A Pointer. 


RESERVED (13Fh (13Ch), R/W) 


qd (R/W) Reserved 
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140 BEGIN OF SEGMENT B PTR 0 REGISTER (140h (143h), R/W, BBOS_0) 


141 


142 


143 


144 


145 


146 


147 


126 


7:0 (R/W)  (BBOS[7:0]) - BEGIN OF SEGMENT B POINTER[7:0]: This register contains the least 
significant byte of the Begin Of Segment B Pointer. 


BEGIN OF SEGMENT B PTR 1 REGISTER (141h (142h), R/W, BBOS_1) 


7:0 (R/W) (BBOS[15:8]) - BEGIN OF SEGMENT B POINTER[15:8]: This register contains the mid- 
dle byte of the Begin Of Segment B Pointer. 


BEGIN OF SEGMENT B PTR 2 REGISTER (142h (141h), R/W, BBOS_2) | 


7:6 (R/W) _ Reserved 


5:0 (R/W)  (BBOS[21:16]) - BIGIN OF SEGMENT B POINTER[21:16]: This register contains the 
most significant six bits of the Begin Of Segment B Pointer. 


RESERVED (143h (140h), R/W) 


a (R/W) Reserved 


END OF SEGMENT B PTR 0 REGISTER (144h (147h), R/W, BEOS_0) 


7:0 (R/W)  (BEOS[7:0]) - END OF SEGMENT B POINTER[7:0]: This register contains the least sig- 
nificant byte of the End Of Segment B Pointer. 


END OF SEGMENT B PTR 1 REGISTER (145h (146h), R/W, BEOS_1) 


7:0 (R/W)  (BEOS[15:8]) - END OF SEGMENT B POINTER[15:8]: This register contains the middle 
byte of the End Of Segment B Pointer. 


END OF SEGMENT B PTR 2 REGISTER (146h (145h), R/W, BEOS_2) 


7:6 (R/W) Reserved 


5:0 (R/W) (BEOS[21:16]) - END OF SEGMENT B POINTER[21:16]: This register contains the most 
significant six bits of the End Of Segment B Pointer. 


RESERVED (147h (144h), R/W) 


7 (R/W) Reserved 
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148 


149 


14A 


14B 


14C 


14D 


14E 


WRITE CACHE POINTER 0 REGISTER (148h (14Bh), R/W, WCP_0) 


7:0 (R/W)  (WCP[7:0]) - WRITE CACHE POINTER[7:0]: This register contains the least significant 
eight bits of the Write Cache Pointer (WCP) which points to the start of the next auto write 
sector in the buffer. | 


WRITE CACHE POINTER 1 REGISTER (149h (14Ah), R/W, WCP_1) 


7:0 (R/W) (WCP[15:8]) - WRITE CACHE POINTER[15:8]: This register contains the middle signifi- 
cant eight bits of the Write Cache Pointer (WCP) which points to the start of the next auto 
write sector in the buffer. 


WRITE CACHE POINTER 2 REGISTER (14Ah (149h), R/W, WCP_2) 


7:6 (R/W) _ Reserved 
5:0 (R/W) (WCP[21:16]) - WRITE CACHE POINTER[21:16]: This register contains the most signifi- 


cant six bits of the Write Cache Pointer (WCP) which points to the start of the next auto 
write sector in the buffer. 


RESERVED (14Bh (148h), R/W) 


7:0 (R/W) Reserved 


AUTO WRITE SAVE 0 REGISTER (14Ch (14Fh), R/W, AWSAVE_0) 


7:0 (R/W) (AWSAVE[7:0]) - AUTO WRITE SAVE POINTER[7:0]: This register contains the least 
significant eight bits of the Auto Write Save Pointer (AWSAVE) which stores the value of 
the Host Pointer (HP) at which the last auto write transfer started. 


AUTO WRITE SAVE 1 REGISTER (14Dh (14Eh), R/W, AWSAVE_1) 


7:0 (R/W) (AWSAVE[15:8]) - AUTO WRITE SAVE POINTER[15:8]: This register contains the mid- 
dle byte of the Auto Write Save Pointer (AWSAVE) which stores the value of the Host 
Pointer (HP) at which the last auto write transfer started. 


AUTO WRITE SAVE 2 REGISTER (14Eh (14Dh), R/W, AWSAVE_2) 


7:0 (R/W) (AWSAVE[21:16]) - AUTO WRITE SAVE POINTER[21:16]: This register contains the 
middle bits of the Auto Write Save Pointer (AWSAVE) which stores the value of the Host 
Pointer (HP) at which the last auto write transfer started. 
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5.6 Disk Sequencer RAM Register Descriptions 


The register summarized in this section are the registers that are loaded by the user to create an appropriate 
Sequencer Map to execute disk read and write functions. These registers are discussed in depth in the sec- 
tion on the Disk Sequencer Map. 


200- SEQ. NEXT ADDRESS/DATA REGISTERS (200h - 21Fh, R/W, SEQNADAT) 
21F 


7:5. (R/W)  (BRSEL[2:0]/SEQDATA[7:5]) - BRANCH SELECT[2:0)//SEQUENCER DATA[7:5]: The 
function of these three field bits is determined by the NEXTADREN bit (SEQCTL, bit 7). If 
NEXTADREN is set, these three bits function as the Next Address Condition field. If NEX- 
TADREN is cleared, these three field bits form the three most significant bits of the Data 
Field. 


4:0 (R/W) (SEQNAD[4:0)/SEQDATA[4:0]) - SEQ. NEXT ADDR[4:0)/SEQ. DATA[4:0]: ]: The func- 
tion of these five field bits is determined by the NEXTADREN bit (SEQCTL, bit 7). If 
NEXTADREN is set, these five bits function as the Next Address field. If NEXTADREN is 
cleared, these five field bits form the five least significant bits of the Data Field. 


240- SEQUENCER CONTROL REGISTERS (240h - 25Fh, R/W, SEQCTL) 
25F 


7  (R/W) _ (NEXTADREN) - NEXT ADDRESS ENABLE: This bit determines the usage of the 
SEQNADAT field. 


6:5 (R/W) (SEQCTLA[I:0]) - SEQUENCER CONTROL A[1:0]: Miscellaneous control bits used in 
the operation of the Disk Sequencer. 


4:3. (R/W) (SEQCTLB[1:0]) - SEQUENCER CONTROL B[1:0]: Miscellaneous control bits used in 
the operation of the Disk Sequencer. 


2:0 (R/W) (SEQCTLC[2:0]) - SEQUENCER CONTROL C[2:0]: Miscellaneous control bits used in 
the operation of the Disk Sequencer. 


280- SEQUENCER COUNT FIELD REGISTERS (280h - 29Fh, R/W, SEQCNT) 
29F 


7 (R/W) (MODCNTEN) - MODULO 64 COUNT ENABLE: When this bit is set to 1 the Sequencer 
Count is Modulo 64. For every 64 bytes the SEQCNT[6:0] is decremented by one. When 
this bit is cleared the counter is a normal 7 bit down counter and is decremented. 


6:0 (R/W) (SEQCNT{[6:0]) - SEQUENCER COUNT[6:0]: These bits normally define the Sequencer 
Byte Count minus 1. In certain instructions they can define a bit significant Compare Mask 
or a Buffer CDR Fetch Count. 


NOTE: In either normal mode or Modulo 64 mode the counter must be loaded with the desired count 
minus 1. 
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5.7 PCMCIA Interface Register Descriptions 


This section describes the registers which are loaded and read by the host to facilitate PCMCIA command 


execution. 


5.7.1 Card Information Structure (000h-1FFh, R, CIS) 


These 256 bytes of read-only memory contain the Card Information Structure. This structure defines the 
characteristics of the card, including: card type, speed, card power requirements, memory and/or I/O 
addresses used to access, etc. 


This structure is written at power-on time by the microprocessor when the PCMCIA RDY/*BSY signal is 
low. Its content is not affected by any reset other than *POR. Its content is user definable. 


5.7.2 PCMCIA Registers 


200 PCMCIA CONFIG OPTION REGISTER (200h, R/W, PCMCONFIGOPT) 


7 (R/W) 

6 (R/W) 

5 OQ 

4 (R/W) 

3:0 (R/W) 
AIC-8375 Data Sheet 


(SRESET) - PCMCIA SOFT RESET: The host will write a one to generate a PCMCIA soft 
reset, and a zero to clear the reset. The functionality of this reset is the same as *HRST sig- 
nal and it clears the PCMCIA interface block. This forces the card to Memory addressing 
mode (Configuration Index = 0) 


(LEVLREQ) - PCMCIA LEVEL INTERRUPT: Determines the type of interrupt. A one sig- 
nifies level mode interrupt and a zero indicates pulsed mode interrupt. In pulsed interrupt 
mode, an active LOW pulse of > 0.5usec will be generated. 


Reserved 


(CONFIGOPT4) - CONFIGURATION OPTION BIT 4: The content of this bit is reflected 
by the corresponding bit in Register EOh in the address space of the microprocessor. Thus it 
can be used to transfer data from host to local microprocessor. 


(CONFIGIDX[3:0]) - CONFIGURATION INDEX: These bits select the access mode as 
described in the table below. The configuration index is an entry in the Device Configura- 
tion tuple of the Card Information Structure (CIS). The host should read CIS memory before 
trying to initialize this register. 


CONFIGIDX{3:0} 
4 













iu 
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202 PCMCIA CONFIG STATUS REGISTER (202h, R/W, PCMCONFIGSTAT) 


7 


4:3 


(R) 


(R/W) 


(R/W) 
(R/W) 


(R/W) 


(R) 


(R/W) 


(CHANGED) - PIN REPLACEMENT REGISTER BIT CHANGED: This read only bit 
indicates that one or more bits CBVD1, CBVD2, CRDY/*BSY, or CWPROT in the PCM- 
CIA Pin Replacement Register (PCMPINREPLACE, reg. 204h, bits 7-4, respectively) is set 
toone. This signal drives the *STSCHG pin in I/O mode if SIGCHG is set (bit 6 of this reg- 
ister). 


(SIGCHG) - ENABLE CHANGED STATUS ON *STSCHG SIGNAL: When this bit is set 
and card is configured for I/O interface, the CHANGED bit (bit 7 of this register) drives 
*STSCHG pin. If no state change signal is desired, this bit should be cleared to 0 and 
*STSCHG will be held high. 


(IOIS8) - HOST IS ONLY 8 BIT: It is set by host when it only supports 8-bit data transfers. 


(CONFIGSTAT{[4:3]) - CONFIG STATUS BIT 4-3: The content of these bits is reflected by 
the corresponding bits in the Configuration Status Register (reg. Elh, R, bits 4:3) in the 
address space of the microprocessor. Thus these bits can be used to transfer data from host 
to local microprocessor. 


(PWRDWN) - POWER DOWN: This bit is set by host to place the card in a low power 
mode. 


(INTR) - ATA INTERRUPT: This read only bit shows the internal state of ATA IRQ signal. 
In Primary/Secondary I/O Mode, if *INTEN bit in AT Host Fixed Disk register (ATA reg. 
3F6h, W, bit 1) is set, then this bit reflects the state of ATA interrupt request signal. This bit 
is inactive if *INTEN bit is cleared. 


(CONFIGSTAT[0}) - CONFIG STATUS BIT 0: The content of this bit is reflected by the 
corresponding bit in the Configuration Status Register (reg. Eth, R, bit 0) in the address 
space of the microprocessor. Thus this bit can be used to transfer data from host to local 
microprocessor. 


204. PCMCIA PIN REPLACEMENT REGISTER (204h, R/W, PCMPINREPLA CE) 


7 


(R/W) 


(R/W) 


(R/W) 


(R/W) 


(R/W) 


(CBVD1) - BVD1 CHANGE STATE: This bit may be written by host. Writing to this bit is 
allowed if bit 3 of this register is set at the same time that this bit is being written. 


(CBVD2) - BVD2 CHANGE STATE: This bit may be written by host. Writing to this bit is 
allowed if bit 2 of this register is set at the same time that this bit is being written. 


(CRDY/*BSY) - RDY/*BSY CHANGE STATE: This bit is set when internal Ready/*Busy 
signal changes state. This bit may be written by host. Writing to this bit is allowed if bit 1 
of this register is set at the same time that this bit is being written. 


(CWPROT) - WPROT CHANGE STATE: This bit may be written by host. Writing to this 
bit is allowed if bit 0 of this register is set at the same time that this bit is being written. 


(RBVD1) - BVD1 STATUS: This bit is not used and always returns a status 1 for good bat- 
tery level. Writing a 1 to this bit enables writes to bit 7 of this register. 
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(RBVD2) - BVD2 STATUS: This bit is not used and always returns a status 1 for good bat- 
tery level. Writing a 1 to this bit enables writes to bit 6 of this register. 


(RRDY/*BSY) - RDY/*BSY STATUS: This bit represents the internal state of Ready/ 
*Busy signal. When this bit is set by host, the corresponding CRDY/*BSY bit is also writ- 
ten. When this bit is reset by host, CRDY/*BSY bit is unaffected. 


(RWPROT) - WPROT STATUS: This bit is not used and always returns a status 0 for no 
write protection. Writing a | to this bit enables writes to bit 4 of this register. 


206 PCMCIA SOCKET COPY REGISTER (206h, R/W, PCMSOCKETCOPY) 


This register supports PCMCIA-ATA twin card mode. This would allow two cards to operate at the same 
I/O address (similar to ATA Master/Slave mode). This register is always written by the host before writing 
to the card’s Configuration Index (reg. 200h, R/W, bits 2-0). The drive’s microprocessor would use the 
value written by host (0 or 1) to program HIF to respond to the Master address (0) or Slave address (1). 


7 # (R/W) 


6:4 (R/W) 


3:0 (R/W) 


Reserved 


(COPY[2:0) - COPY NUMBER: These bits indicate to the card the copy number it has been 
assigned by the host. This permits identical cards to share a common set of I/O addresses 
while remaining uniquely identifiable, and consecutively ordered. The first copy number 

is 0. 


(SOCKET[3:0]) - SOCKET NUMBER: These bits indicate to the card the socket it is 
located in. The first socket number is 0. 
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5.8 AT Interface Register Descriptions 


This section describes the registers which are loaded and read by the host to facilitate AT command execu- 
tion. 


5.8.1 AT Task File/Command Block Registers 


The AT Task File registers are used in either CHS (Cylinder/Head/Sector) mode or in LBA (Logical Block 
Address) mode. Its usage is determined by the LBA bit (reg. 1F6h, R/W, bit 6). This mode of operation will 
only be recognized by the AIC-8375 device when the Enable LBA Mode bit (reg. C3h, R/W, bit 3) is set. 


Table 5-1 AT Task File/Command Registers (definition during CHS mode) 


1F0/170h Data register Data register 
1F/171h Features register 










[—arrnrm | conreteroave Save | commana 


Table 5-2 AT Task File/Command Registers (definition during LBA mode) 





[—ierirm | conotevowe sae | commend 





1F0/170h AT HOST DATA REGISTER (1F0/170h, R/W, H_DATA) 


7:0 (R/W)  (H_DATA[7:0]) - AT HOST DATA [7:0]: This register is used by the host to access the 
buffer memory during read and write operations and must not be accessed unless a read or 
write command is being executed. This register provides a 16-bit path to or from the buffer 
memory unless it is being used to transfer ECC data when it is 8-bits wide. This register 
may only be accessed by the host when the Data Request bit (DRQ, reg. 177h/1F7h, bit 3) is 
set. 
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1F1/171h AT HOST ERROR REGISTER (1F1/171ih, R, HLERROR) 


7:0 (R) 


_ERROR[7:0]) - AT HOST ERROR [7:0]: This register reflects the contents of the 
Microprocessor AT Error register (reg. AOh, R/W) and contains specific error information 
about the last failed command. During diagnostics or on power-up, this register contains 
controller diagnostic errors. If an error occurs, the microprocessor loads the Microprocessor 
AT Error register and then sets the Error bit (reg. Clh, R/W, bit 0) which in turn sets the AT 
Error bit (reg. 177h/1F7h, R, bit 0). 


1F1/171h AT HOST FEATURES REGISTER (1F1/171h, W, H_FEATRS) 


7:0 (W) 


(H_FEATRS{7:0]) - AT HOST FEATURES [7:0]: This register is command specific and 
may be used by the host to enable or disable features of the interface or drive. This register 
may be ignored by some drives. Some hosts, based upon definitions prior to the formaliza- 
tion of the ATA specification, used this register to designate a recommended Write Pre com- 
pensation Cylinder value. This register can be accessed by the local microprocessor via the 
Microprocessor AT Features register (reg. Alh, R/W). 


1F2/172h AT HOST SECTOR COUNT REGISTER (1F2/172h, R/W, H_SECCNT) 


7:0 (R/W) 


(H_SECCNT[7:0]) - AT HOST SECTOR COUNT [7:0]: This register contains the number 
of sectors to be transferred during any Host PIO or DMA transfers. This register can be. 
accessed via the Microprocessor AT Sector Count register (reg. A2h, R/W). 


1F3/173h AT HOST SECTOR NUMBER REG. (1F3/173H, R/W, H_SECNUM) 


7:0 (R/W) 


(H_SECNUM[7:0]) - AT HOST SECTOR NUMBER [7:0]: The contents of this register 
specifies the sector number for the current PlO or DMA command. This register can be 
accessed via the Microprocessor AT Sector Number register (reg. A3h, R/W). 


In LBA mode, this register contains LBA bits A7:A0. At the end of the command, this reg- 
ister is updated to reflect the current LBA bits A7:A0. 


1F4/174h AT HOST CYLINDER LOW REGISTER (1F4/174h, R/W, H_CYLLO) 


7:0 (R/W) 
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(H_CYLLO[7:0]) - AT HOST CYLINDER LOW [7:0]: This register contains the lower 
byte of the 16 bit Cylinder Number. It can be accessed by the local microprocessor via the 
Microprocessor AT Cylinder Low register (reg. A4h, R/W). 


In LBA mode, this register contains LBA bits A15:A8. At the end of the command, this reg- 
ister is updated to reflect the current LBA bits A15:A8. 
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1F3/175h AT HOST CYLINDER HIGH REGISTER (1F5/175h, R/W, H_CYLHI) 


7:0 (R/W) (H_CYLHI[7:0]) - AT HOST CYLINDER HIGH [7:0]: This register contains the upper 
byte of the 16 bit Cylinder Number. It can be accessed by the local microprocessor via the 
Microprocessor AT Cylinder High register (reg. ASh, R/W). 


In LBA mode, this register contains LBA bits A23:A16. At the end of the command, this 
register is updated to reflect the current LBA bits A23:A16. 


1F6/176h AT HOST DRIVE/HEAD REGISTER (1F6/176h, R/W, H_DRVHD) 


This register can be accessed via the AT Microprocessor Drive/Head register (reg. A6h, R/W). This register 
is cleared when the HRST signal, the *POR signal, or RESET (reg. 3F6h/376h, bit 2) is asserted. It is also 
cleared when a Diagnostic command (90h) is issued by the host. 


The AIC-8375 device utilization of this register in LBA mode conforms to the ATA specification as follows: 
7 (R/W) _ Reserved. This bit must be set to 1 to conform to the ATA specification. 


6 (R/W) (LBA) - LOGICAL BLOCK ADDRESS MODE: When set, this bit establishes Task File 
usage in LBA mode. When cleared, CHS mode is used. 


5  (R/W) Reserved. This bit must be set to 1 to conform to the ATA specification. 


4  (R/W) (DRV)- DRIVE NUMBER SELECT: When set, this bit selects Drive 1. When reset, Drive 
0 is selected. Drive Select 1 and 0 (reg. 3F7h, R, bits 1:0) will directly be affected by this bit. 


3:0 (R/W) (LBA A27:A24) - LOGICAL BLOCK ADDRESS A27:A24: These bits contain the highest 
order Logical Block Address bits. 


The AIC-8375 device utilization of this register in CHS mode conforms to the ATA specification as follows: 
7  (R/W) Reserved. This bit must be set to 1 to conform to the ATA specification. 


6  (R/W)_ (LBA) -LOGICAL BLOCK ADDRESS MODE: When set, this bit establishes Task File 
usage in LBA mode. When cleared, CHS mode is used. 


5 (R/W) _ Reserved. This bit must be set to 1 to conform to the ATA specification. 


4 (R/W)_  (DRV)- DRIVE NUMBER SELECT: When set, this bit selects Drive 1. When reset, Drive 
0 is selected. Drive Select 1 and 0 (reg. 3F7h, R, bits 1:0) will directly be affected by this bit. 


3:0 (R/W)  (HS[3:0]) - AT HEAD SELECT [3:0]: These bits contain the Head number for the current 
PIO or DMA location. 
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To accommodate older BIOS implementations, the following use of this register is allowed. The Enable 
LBA Mode bit (reg. C3h, R/W, bit 3) must be cleared in this case. 


7:5 (R/W)  (PASS[2:0]) - PASS THRU [2:0]: These bits are used to pass information between the host 
and the drive. 


4 (R/W) (DRV)- DRIVE NUMBER SELECT: When set, this bit selects Drive 1. When reset, Drive 
0 is selected. Drive Select 1 and 0 (reg. 3F7h, R, bits 1:0) will directly be affected by this bit. 


3:0 (R/W)  (HS[3:0]) - AT HEAD SELECT [3:0]: These bits contain the Head number for the current 
PIO or DMA location. 


1F7/177h AT HOST STATUS REGISTER (1F7/177h, R, H_STAT) 


This register can be accessed by the host at any time. However, when the BSY bit is set, the other bits in this 
register are not valid. A read of this register by the host clears the Host Interrupt (IRQ). When master-slave 
mode is selected (MSEN, reg. COh, R/W, bit 1 set), this register always returns the status from Drive 0 which 
will reflect the status of that physical drive. The following table shows which drive returns status via this 

register based on the Master/Slave Enable bit (MSEN) and the Drive Number Select bit (DRV, reg. 1F6h, R/ 


W, bit 4). 
MSEN DRV H_STAT 
Reg. COh, bit 1 Reg. 1F6h, bit 4 Register Used 


[0 | 0] we o Sit Reg (eg. A) 
el se 
a oo oe 
oe 


7 (R) (BSY) - BUSY: When this bit is set, the local microprocessor has access to the AT Task File 
registers, and the host cannot access any registers other than H_STAT (this register), 
H_ALSTAT (reg. 3F6h, R), HLDVCTL (reg. 3F6h, W), or HLDRVADD (reg. 3F7h, R). This 
bit is set whenever the Internal Busy Latch (IBSY, reg. Cih, R/W, bit 7) is set and the Data 
Request bit (DRQ) in this register is reset. 









6 (R) (DRDY) - DRIVE READY: When set, this bit indicates that the selected drive is capable of 
responding to acommand. This bit is set or reset via the DRDY0O bit (reg. B4h, R/W, bit 2) if 
Drive 0 is selected, or the DRDY1 bit (reg. BSh, R/W, bit 2) if Drive 1 is selected. 


5 (R) (DWF) - DRIVE WRITE FAULT: This bit indicates the current write fault status of the 
selected drive. It is set or reset via the DWFO bit (reg. B4h, R/W, bit 1) if Drive 0 is selected, 
or the DWF! bit (reg. BSh, R/W, bit 1) if Drive 1 is selected. 


4 (R) (DSC) - DRIVE SEEK COMPLETE: When set, this bit indicates that the drive heads are 
settled over a track at the conclusion of a seek operation. It is set or reset via the DSCO bit 
(reg. B4h, R/W, bit 0) if Drive 0 is selected, or the DSC1 bit (reg. B5h, R/W, bit 0) if Drive 1 
is selected. 





AIC-8375 Data Sheet Confidential 135 


Register Descriptions Section 5 





3 (R) (DRQ) - DATA REQUEST: When set, this bit indicates that the selected drive is ready for 
data transfer to/from the host. During a read operation, this bit indicates that a sectors worth 
of data is ready to be taken by the host. During a write operation, this bit indicates that the 
buffer is ready to accept a sectors worth of data from the host. 


2 (R) (HCDATA) - CORRECTED DATA: This bit is set to indicate that, on the previous read sec- 
tor transfer, an ECC error was detected and corrected. It is set or reset via the CDATA bit 
(reg. Clh, R/W, bit 5). This bit is automatically reset when the host writes to the H_CMD 
register (reg. 1F7h, W). 


1 (R) (INDEX) - INDEX: This bit is the reflection the AIC-8375 INDEX input signal. If the 
DRDY bit in this register is cleared, this bit will be reset to 0. 


0 (R) (HERR) - ERROR: This bit is set to indicate that an error occurred during the execution of 
the current command. It is set or reset via the Error bit in register HCTL_1 (reg. Clh, R/W, 
bit 0). In addition, this bit will automatically be set if a Host Port Check error (reg. 106h, R, 
bit 0) or a Host FIFO error (reg. C8h, R, bit 1) has occurred while the Enable Auto Error Set 
bit (reg. C3h, R/W, bit 5) is set. This bit is automatically reset when the host writes to the 
H_CMD register (reg. 1F7h, W). 


1F7/177h =AT HOST COMMAND REGISTER (1F7h, W, H_CMD) 


7:0 (W) (H_CMD[7:0]) - AT HOST COMMAND [7:0]: Commands are executed by first loading all 
other AT Task File registers and then writing into this register while Busy (reg. 1F7h, bit 7) is 
cleared. The host may abort the pending data transfer to start a new operation by writing to 
this register when Data Request (AT Host Status reg. 1F7h, R, bit 3) is set. Refer to the ATA 
specification for a definition of the various command codes. 


5.8.2. AT Task File/Control Block Registers 


Table 5-3 AT Task File/Control Block Registers 


3F6/376h AT Host Alternate Status Reg. AT Drive Control Reg. 
3F7/377h AT Host Drive Address Register | notused = 









3F6/376h AT HOST ALTERNATE STATUS REGISTER (3F6h, R, H_ASTAT) 


7:0 (R) (H_ASTAT[7:0]) - AT HOST ALTERNATE STATUS [7:0]: This register contains the same 
information as the AT Host Status register (reg. 1F7h, R). Reading this register does not 
clear any pending host interrupt. This register may be read at any time. 
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3F6/376h AT HOST DEVICE CONTROL REGISTER (3F6h, W, H_DVCTL) 


7:4 (W) 
3. (WW) 
2 W) 
1 (W) 
0 (Ww) 


Reserved: These bits should all be programmed to zero. 
Reserved: This bit should always be programmed to one. 


(SRST) - HOST SOFTWARE RESET: When this bit is set, Drive 0 and Drive 1 are held ina 
reset state. The Host Software Reset Detected bit (reg. C8h, R, bit 3) will be set as a result of 
this bit being set. 


(*IEN) - INTERRUPT ENABLE: When asserted (LOW), this bit enables the AIC-8375 
IRQ signal pin to be driven by the device. When inactive (HIGH), the IRQ signal pin output 
is tri-stated regardless of the presence or absence of a pending interrupt. 


Reserved: This bit should allways be programmed to zero. 


3F7/377h AT HOST DRIVE ADDRESS REGISTER (3F7h, R, H_DRVADD) 


7 (&®) 
6 (R) 
5:2 (R) 
1 (R) 
0 (R) 


Reserved. This bit is in the high impedance state at the HD7 data pin when this register is 
read. 


(*WG) - INVERTED WRITE GATE: This bit is the compliment of the Write Gate output 
signal (WG) from the AIC-8375 device. 


(*HS[3:0]) - *HEAD SELECT 3-0: These bits are the complements of the HS[3:0] bits (reg. 
1F6h, R/W, bits 3:0). 


(*DS1) - *DRIVE 1 SELECT: When Drive 1 has been selected as a result of the DRV bit 
(reg. 1F6h, R/W, bit 4) having been set, this bit will be asserted low. 


(*DSO) - *DRIVE 0 SELECT: When Drive 0 has been selected as a result of the DRV bit 
(reg. 1F6h, R/W, bit 4) having been cleared, this bit will be asserted low. 
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6.1 Overview Of The Disk Sequencer Map 


The AIC-8375 Disk Sequencer Map (DSM) controls the flow of Data between the external ENDEC and the 
Buffer Memory. The DSM is a programmable memory which stores user specific instructions to control the 
data flow. It is organized as an array of 31 x 3 byte instructions with each instruction being 3 bytes wide. 
The DSM can be programmed to perform the three main disk drive functions of Read, Write, and Format. 
The DSM does this by providing means for: Index detection, Sector detection, Sync Byte detection and syn- 
chronization, external Sync detection and synchronization, Read Gate and Write Gate control, skips of 
embedded servo fields, and other specific functions as described in this section. 


The Disk Sequencer Map must be loaded with the appropriate user instructions after the power on process 
and before it is started (SEQRUN, reg. 73h, R/W, bit 7 = 1). A DSM instruction is executed once every byte 
time. The number of Read Reference clocks (RRCLKs) per byte time depends on which NRZ mode (single, 
double, or byte wide) is enabled. The relationship between the byte time and RRCLK is listed in Table 6-1. 
After each instruction is executed the DSM will either execute the same instruction again, or the next 
instruction, or branch to a different instruction, or stop. 


The Disk Sequencer should not be restarted until a poll of the Sequencer Run Status bit (SEQRUN, reg. 73h, 
R/W, bit 7) shows a zero. 


Table 6-1 Relationship Between Byte Time and Read Reference Clock (RRCLK) 


Byte Time in 
bs ere | Mode Ene Coenen. of RRCLK 


[paws 
Payewse [1 







Figure 6-1 is an example of a single instruction in the Disk Sequencer Map. 
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200h-21Fh R/W 240h-25Fh R/W 280h-29Fh R/W 
SEQNADAT SEQCTL SEQCNT 


| aon} 00] 00] ort [010 00] 00 | 
[76 s|sa.21 ol 7/6 s/s [21 ol7|6 sls sla 0 


= ___—— 


SEQCNTI7:0} 












ADDRESS[4:0] Byte Cnt if Bit 7 =0 
Mod 64 Cnt if Bit 7 = 1 
NXT ADD ENABLE Max Cnt: 8192 Bytes 







0 - SEQNADAT = DATA 
1 - SEQNADAT = NXTADD 
















SEQCTLC[2:0] SEQCTLC[2:0] 
if ALTINSTSEL in if ALTINSTSEL in 
NEXT ADDRESS NEXT ADDRESS SEQCTLA not = 11 SEQCTLA = 11 
CONDITIONS (Primary) CONDITIONS (Alternate) 000- NOP 000- NOP 
BRSEL[2:0) if BRSEL [2:0] if 001- Load CDR 001- Reset CDR 
TC GTSEL pt elec = 1, 010- incr. REQ Sector 010- Incr. REQ Sector 
= = - Initi 11- Init 
000- GotoNXTADD onCary 000- Wait for Defect Fiag, hs = ee =e ac _ inaieie one 
001- Wait for Index/Sector, Stop on TM, 101- Retum 101- Return 
Go to NXTADD on Time- Go to NXTADD if Defect Flag = 1, 110- Data Field 110- Data Field 
out (TM), Addr. + 1 if Defect Flag = 0 111- ECC Field 111- ECC Field 
Else Addr. + 1 001- Wait for EOS, 
010- Wait for Sync, Go to NXTADD on Timeout (TM), 
Go To NXTADD on TM, Else Addr. + 1 
Else Addr. + 1 010- Wait for Index, 
011- Go To NXTADD on In- Go To NXTADD on TM, SEQCTLB[1:0] (Primary) SEQCTLB1:0] (Alternate) 
put. Else Addr. + 1 if ALTINSTSEL in if ALTINSTSEL in 
Else Addr. + 1 011- Go to NXTADD on Inpute, SEQCTLA not = 11 SEQCTLA = 11 
100- Reserved Else Addr. + 1 00- NOP 00- NOP 
101- Reserved 100- Wait for EOSCMP, 01- Incr. Current Sector O01- Set Output 
110- Goto NXTADD if Stop on T™, 10- Enable Buffer - 10- Reset Output 
FRAME CNTR = 0, Go to NXTADD on 11- Reset Index 11- Load Synct 
Else Addr. + 1 EOSCMPEQ = 0, 
111- Go To NXTADD if ‘End Addr. + 1 on EOSCMPEQ = 1 
of Transfer’, 101- GotoNXTADD on Current Sector SEQCTLA[1:0} 
Else Addr. + 1 Not Equal to Requested Sector, 00- NOP 
Else Addr. + 1 01- Set RG/WG 
110- Go to NXTADD if BUFNRDY, 10- Reset RG/WG 
Else Addr. + 1 11- Alt inst. Select 
111- Wait for Sector Valid, (ALTINSTSEL) 
Stop on TM, 


Go to NXTADD if Sector Valid = 0, 
Addr. + 1 if Sector Valid = 1 


Figure 6-1 Sequencer Map Format 


The sections that follow define the usage of each bit within the 3-byte instructions. 


6.2 Sequencer Data/Next Address Byte (200h-21Fh, R/W, SEQNADAT) 


Each instruction in the Disk Sequencer Map (DSM) may use this first byte as either a Data Field (SEQ- 
DATA) or a Next Address Field (SEQNADR) of a branch condition which must also be specified in the 
same byte. If used as Data Field, bits [7:0] define one byte of Sequencer data. If used as Next Address 
Field, bits [7:5] define a branch condition and bits [4:0] specify the Next Address to be executed if the 
branch condition is satisfied. The field type for the current instruction is determined by the state of the 
NXTADDEN bit of the Sequencer Control Field (second instruction byte, SEQCTL, bit 7). If the NXTAD- 
DEN bit is cleared to 0, the "Data Field’ type is selected. If it is set to 1, the "Next Address field' type will be 
selected. 
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6.2.1 Data Field 
In total, there are two sources for data which can be written to the disk. These are from: 


1. the buffer memory, or 
2. the Data field (SEQDATA) which is also referred to as Sequencer Data. 


Table 6-2 shows when each of these sources is enabled. Data specified in the ‘Data Field' (SEQDATA) can 
either be written to the disk or compared against the data being read from the disk. 


Table 6-2. Disk Sequencer Data Sources 


En. Buffer Xfer Suppress Xfer 
SEQCTLB (10b) reg. 62h, Bit 6 Data Source 


Sequencer Data Field (SEQDATA) 






The Data field value (SEQDATA) is stored in a holding register during the time the field is being used as the 
Next Address field. The loading of the holding register occurs on every instruction in which the NXTAD- 
DREN decode in the SEQCTL byte is equal to "0". This specifically allows for a Sync-Byte to be loaded 
into a holding register in preparation for a Wait for Sync' branch condition. 


When this field is used as a Data field, the default Sequencer operation is to execute the next instruction on 
Sequencer Count Field Carry (third instruction byte, SEQCNT). The Sequencer will execute the current 
instruction until the Count Field (SEQCNT) of the current instruction has decremented pass zero (Count 
Field Carry). On Count Field Carry, the Sequencer will execute the next instruction (PC=PC+1) in the Map. 


6.2.2 Next Address Field 


The DSM logic uses a program counter (PC) which points to the instruction currently being executed. When 
the Sequencer is started, the value contained in the Sequencer Address register (reg. 73h, W, bits 4:0) is 
loaded into the PC. Every byte time thereafter, the PC is loaded with the address of the next instruction to be 
executed. There are a total of six sequencing operations that determine which Sequencer instruction is to be 
executed next. These sequencing operations are listed in Table 6-3. 


Table 6-3 Sequencer Program Flow Instructions 


Hold PC =PC Execute the same instruction again. 
Continue PC = PC+1 Execute the following instruction 


Jump PC = Next Addr. Branch to the address contained in the Next Address Field of the current 
Field instruction (SEQNADAT[4:0}). 
CDR Interrupt PC = CDR Vector Vector to the address pointed to by the CDR Vector register 
(reg. 72h, R/W). 







PC = Stored Address | Return to the address stored when a CDR interrupt was taken. 
PC =PC Sequencer stop condition or when Sequencer jumps to location 1Fh. 





(iC 
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The Next Address field is divided into two sub-fields. The three most significant bits [7:5] select one of 
eight possible primary branch conditions, and when used with SEQCTLA=11b (Alternate Instruction Select) 
define eight alternate branch conditions. The five least significant bits [4:0] form the address of the instruc- 
tion to which the sequencer will jump to next. A jump will occur if the specified conditions or condition 
within the selected branch parameters are satisfied. The following describes the eight primary branch condi- 
tions that are implemented for the Sequencer. 


NOTE: When using a "Wait For" instruction in the primary or alternate condition fields, always use a non- 
zero value for the count field value in any instruction pointed to by the "Next Address" instruction 
following a "Wait For" instruction. 


7:5 (R/W) NEXT ADDRESS Primary Condition Field 
Bit 
7265 Description 


00 0 (NA_CARRY) - NEXT ADDRESS ON CARRY: The Sequencer will execute the current 
instruction until Count Field Carry occurs. On Count Field Carry, the Sequencer will exe- 
cute a Jump operation as specified by Next Address (PC=SEQNADR). 


00 1 (W_SECTOR) - WAIT FOR SECTOR: The Sequencer will execute the current instruc- 
tion until Count Field Carry occurs or the SECTOR input is asserted. If the Enable Index 
To Sector Branch bit ENINDEX, reg. 61h, R/W, bit 4) is set, the INDEX pin is OR’d with 
SECTOR. 


If the Sequencer leaves its current state because of a Count Field Carry, then a Branch 
instruction to Next Address will be executed (PC=SEQNADR) and the Sequencer Wait 
Time-Out status bit (reg. 66h, R, bit 6) is set. Otherwise, execution will continue with the 
next instruction (PC=PC+1). 


01 0 (W_SYNC) - WAIT FOR SYNC: The Sequencer will execute the current instruction until 
Count Field Carry occurs or the Sync-Byte is detected. If the Sequencer leaves its current 
state because of a Count Field Carry (Sync Time Out), then a branch instruction to Next 
Address will be executed (PC=SEQNADR) and the Sequencer Wait Time-Out bit 
(SEQWAITTO, reg. 66h, R, bit 6) is set. Otherwise, when the Sync-Byte is detected, the 
Sequencer will execute the next instruction (PC=PC+1). If External Sync is enabled, then 
the SYNCEN pin will be asserted during this instruction. 


01 1 (W_INPUT) - WAIT FOR INPUT: The Sequencer will execute the current instruction 
until Count Field Carry occurs. When the Count Field Carry occurs the status of the 
INPUT pin is tested. If INPUT=1 the Next Address branch is executed (PC=SEQNADR). 
If INPUT=0 the Continue is executed (PC=PC+1). 

10 0 Reserved 


101 Reserved 
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NEXT ADDRESS Primary Condition Field (continued) 


Description 


(NA_FRAME) - NEXT ADDRESS IF FRAME COUNTER IS ZERO: The Sequencer 
will execute the current instruction until Count Field Carry occurs. When Count Field 
Carry occurs, the Sequencer examines the value in the Frame Counter (reg. 74h, R). If the 
Frame Counter contains 0, the Sequencer jumps to the Next Address (PC=SEQNADR) 
and the Frame Counter (reg. 74h, R) is reloaded with the value from the Frame Count reg- 
ister (reg. 74h, W). If the Frame Counter is not 0, then it is decremented and execution 
continues with next instruction (PC=PC+1). 


(NA_ENDXFR) - NEXT ADDRESS IF END OF TRANSFER: The Sequencer will exe- 
cute the current instruction until Count Field Carry occurs. Upon Count Field Carry, if the 
contents of the Request Sector Number register (reg. 6Ch-6Dh, R/W) equal the contents of 
the Stop Sector Number register (reg. 6Eh-6Fh, R/W), the Sequencer will execute a 
branch instruction to Next Address (PC=SEQNADR). Otherwise, the next instruction in 
the Map will be executed (PC=PC+1). 


The following describes the eight possible alternate branch conditions. 


7:35 (R/W) 
Bit 
76 5 


00 0 


NEXT ADDRESS Alternate Condition Field 


Description 


(W_DEFECT) - WAIT FOR DEFECT FLAG: The Sequencer will hold on the current 
instruction until Count Field Carry occurs or the first CDR Split count is loaded into the 
CDR Counter. On Count Field Carry, the SRVOVRN Status is set and the disk sequencer 
will halt. If the CDR Counter is loaded before the carry occurs and the Defect Flag (CDR 
bit 14) is set then a branch to the Next Address Field is executed (PC=SEQNADR). If the 
Defect Flag is not set a Continue is executed (PC=PC+1). 


NOTE: _ If the Enhanced DSA bit (reg. 5Dh, R/W, bit 0) is not set the Defect Flag signal 
requires a minimum of 12 byte times following the "Load CDR FIFO" instruc- 
tion to become effective, i.e., loaded and activated. 


(W_EOS) - WAIT FOR EOS: The Sequencer will hold on the current instruction until 
Count Field Carry occurs or the EOS input (pin 38) signal is asserted. If the Sequencer 
leaves its current state because of a Count Field Carry then a branch to the Next Address 
Field is executed (PC=SEQNADR), and the Sequencer Wait Time-Out status bit (reg. 66h, 
R, bit 6) is set. If the EOS branch is taken a Continue is executed (PC=PC+1). 


(W_INDEX) - WAIT FOR INDEX: The Sequencer will hold on the current instruction 
until the Count Field Carry occurs or the INDEX input is asserted. If the Sequencer leaves 
its current state because of a Count Field Carry then a branch to the Next Address Field is 
executed (PC=SEQNADR), and the Sequencer Wait Time-Out status bit (reg. 66h, R, bit 
6) is set. If the INDEX branch is taken a Continue is executed (PC=PC+1). 
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7:35 (R/W) NEXT ADDRESS Alternate Condition Field (continued) 
Bit 
7.6 5 Description 


011 (NA_INPUTZ2) - NEXT ADDRESS IF INPUT2 ASSERTED: The Sequencer will hold on 
the current instruction until the Count Field Carry occurs. When the Count Field Carry 
occurs the INPUT2 (ALE/IN2, pin 104) status is tested. If INPUT2 is false a Continue is 
executed (PC=PC+1). If INPUT2 is true the Next Address Branch is executed (PC= 
SEQNADR). INPUT2 is driven by the ALE pin and can only be used as a Sequencer 
input branch while using a non-multiplexed processor. 


100 (NA_CMPNEQ) - NEXT ADDRESS IF EOS COMPARE NOT EQUAL: The Sequencer 
will hold on the current instruction until the Count Field Carry occurs or the EOS input is 
asserted. If the Sequencer leaves its current state because of a Count Field Carry the Disk 
Sequencer STOPS and EOSTIMEOUT status (reg. 65h, W, bit 1) is set. When EOS is 
detected the compare of EOSCTR to EOSCMP is tested (EOSCMPEQ status). If EOSC- 
MPEQ=1 a Continue is executed (PC=PC+1). If EOSCMPEQ=0 the Next Address 
Branch is executed (PC=SEQNADR). 


10 1 (NA_CURRSECEQ) - NEXT ADDRESS CURRSEC NOT EQUAL REQSEC: The 
Sequencer will hold on the current instruction until the Count Field Carry occurs. When 
the Count Field Carry occurs the CURRSECEQ status is tested (reg. SBh, R/W, bit 7). If 
CURRSECEQ is true a Continue is executed (PC=PC+1). If CURRSECEQ is false the 
Next Address Branch is executed (PC=SEQNADR). 


110 (NA_BUFNRDY) - NEXT ADDRESS IF BUFFER NOT READY: The Sequencer will 
hold on the current instruction until the Count Field Carry occurs. When the Count Field 
Carry occurs the Buffer Not Ready status is tested. If BUFNRDY is false a Continue is 
executed (PC=PC+1). If BUFNRDY is true the Next Address Branch is executed 
(PC=SEQNADR). 


111 (W_SECVALID) - WAIT FOR SECTOR VALID: The Sequencer will hold on the current 
instruction until the Count Field Carry occurs or the SECTOR input is asserted. If the 
Sequencer leaves its current state because of a Count Field Carry then the Sequencer 
stops, and the SECTIMEOUT status bit (reg. 65h, R/W, bit 1) is set. If the Sequencer 
leaves its current state because of SECTOR asserted the BUFNRDY (reg. 62h, R/W, bit 1 
if SECRDY=1), the CURRSECEQ (reg. 62h, R/W, bit 2 if SECEQ=1), and/or the 
CDRVALID/DEFSEC (bit 13 of CDR Split Count) statuses are checked. If 
CDRVALID=0 the Sequencer STOPS and SRVOVRN status (reg. SEh, W. bit 7) is set. If 
CDRVALID=1 and DEFSEC=1, or BUFNRDY=1, or CURRSECEQ=0 a branch to the 
Next Address Field is executed (PC=SEQNADR). If CDRVALID=1 and DEFSEC=0 and 
CURRSECEQ=1 and BUFNRDY=0 a Continue is executed (PC=PC+1). 


If ENINDEX=1 (reg. 61h, R/W, bit 4), the INDEX pin is OR’d with SECTOR. 


4:0 (R/W) NEXT ADDRESS[4:0] Field: These bits form bits 4:0 of the Sequencer Program 
Counter (PC) when a branch is taken to the Next Address (PC=SEQNADR). 
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6.3 Sequencer Control Byte (240h-25Fh, R/W, SEQCTL) 


This is the second byte of a Sequencer instruction. This byte contains four fields. These are: Next Address 
Enable (bit 7), SEQCTLA (bits 6:5), SEQCTLB (bits 4:3), and SEQCTLC (bits 2:0). Each of these fields 
are described in detail below. 


7 


6:5 
Bit 


1 0 


4:3 
Bit 
4.3 


(R/W) 


(R/W) 


(R/W) 


(NEXTADREN) - NEXT ADDRESS ENABLE: This bit is used to select whether the 
SEQNADAT field contains data or Next Address values. If NEXTADREN=0 the Data 
Field is selected; if NEXTADREN=1 the Next Address Field is selected. 


SEQCTLA Field 


Descripti 


(NOP) - NO OPERATION: No action is taken. The state of the RG (pin 44) and WG (pin 
45) outputs are not affected by this decode. In other words, this decode does not reset any 
decode in this field (SEQCTLA) that had been previously set. 


(SETRGWG) - SET READ GATE / WRITE GATE: If DWRITE=0 (reg. 60h, R/W, bit 7) 
this decode asserts the Read Gate output RG at the beginning of the instruction cycle. If 
DWRITE=1 this decode asserts the Write Gate output WG at the beginning of the instruc- 
tion cycle. Note that Read Gate and Write Gate are mutually exclusive signals. 


(RSTRGWG) - RESET READ GATE AND WRITE GATE: This decode deasserts both 
the Write Gate and Read Gate outputs at the beginning of the instruction cycle. 


(ALTINSTSEL) - ALTERNATE INSTRUCTION SELECT: This decode selects between 
the Alternate Branches and Instructions and the Primary Branches and Instructions. Alter- 
nates are selected when this decode is true. 


SEQCTLB Field 


Description 


(NOP) - NO OPERATION: No action is taken by this decode. This decode resets any 
previously set decode of this field to 'NOP.' 


(INCURSEC/SETOUTPUT) - 


If ALTINSTSEL=0 
INCREMENT CURRENT SECTOR COUNTER: This decode will increment the CURR- 
SEC Counter. 


If ALTINSTSEL= 1 
SET OUTPUT PIN: This decode will set the OUTPUT Signal, and it stays set until it is 
reset with the RSTOUTPUT decode. 
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4:3 
Bit 


2:0 
Bit 


(R/W) 


(R/W) 





SEQCTLB Field (continued) 


Description 


(ENBUFFER/RSTOUTPUT) - 


If ALTINSTSEL=0 
DATA TRANSFER FROM BUFFER MEMORY: This decode enables the data buffer as 
the source or destination of the disk data transfers. This bit is overridden by the Suppress 
Transfer Control bit (SUPXFR, reg. 62h, R/W, bit 6) which when set disables data transfer 
to/from the Buffer Memory. 


If ALTINSTSEL=1 
RESET OUTPUT PIN: This decode will reset the OUTPUT Signal. OUTPUT is set with 
the SETOUTPUT decode. 


(RSTIDX/LOADSYNC1) - 


If ALTINSTSEL=0 
RESET TWO INDEX TIMER: This decode resets the Two Index Timer. 


If ALTINSTSEL= 1 
LOAD SYNC BYTE 1: This decode will load the SYNCPAT1 Registers from the SEQ- 
DATA field. NEXTADREN must be 0. This is used to load the most significant byte of 
the Sync Byte during Internal Fault Tolerant Sync Mode. 


SEQCTLC Field 


(NOP) - NO OPERATION: No action is taken by this decode. This decode resets any 
previously set decode of this field to 'NOP.' 


(LOADCDR/RSTCDR) - 


If ALTINSTSEL=0 
LOAD CDR FIFO: This decode is used to load the Servo Split information into the CDR 
FIFO or flush old CDR counts from the CDR FIFO and Counter. The CDR FIFO can be 
loaded with data from either the Buffer Memory or Local MPU. 


When ENBUFCER=0 (reg. 63h, R/W, bit 1) and ENHANCEDSA=0 (reg. 5Dh, R, bit 0) 
this decode must not be used. 


When ENBUFCDR=1 and ENHANCEDSA=0 the CDR FIFO will be loaded with data 
from the Buffer. The number of bytes fetched is specified in the Sequencer Count Field 
when LOADCDR=1. The Sequencer count is forced to 00h for this instruction. The fetch 
of information is done in parallel with the succeeding Sequencer instructions. When 
LOADCDR is executed the CDR FIFO is reset before the load occurs throwing away any 
split counts in the CDR FIFO and Counter. When specifying the CDR Byte Count, the 
actual number of bytes required minus 1 must be used. 
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Bit 


The Disk Sequencer Map 


SEQCTLC Field (continued) 


Description 

When ENHANCEDSA=1 and ENBUFCDR=1 issuing this decode will not cause a fetch 
of bytes from the Buffer Memory. It will flush all of the CDR Split counts for the current 
Sector by flushing all counts up to and including the count with the LASTSPLIT bit set 
(CDR Split Count bit 13). The Sequencer count is forced to 00h for this instruction. This 
instruction cannot be issued in two consecutive word and expect two flushes. Flushes can 
be consecutive only after the CDR is valid. After LOADCDR is issued the CDR is not 
valid until the flush is complete. 


If ALTINSTSEL=1 
RESET CDR FIFO: When this decode is issued the CDR FIFO and CDR Counter are 
reset. 


(INCREQSEC) - INCREMENT REQUEST SECTOR NUMBER: This decode is used to 
increment the Request Sector Number Register by one. If the REQSEC Register equals 
the Wrap Sector Number Register (reg. 68h/69h, R/W) the REQSEC Register will wrap to 
the value specified in the Wrap To Sector Number Register (reg. 6Ah/6Bh, R/W). 


If this decode is used in the same instruction as a “Next Address on End of Transfer” the 
increment will take place after the compare. 


(INITDATA) - INITIALIZE DATA FIELD: This decode initializes and starts ECC logic 
after the data Sync byte is detected or written. The Sync-Byte is not included in the ECC 
calculation. This decode must be used in a ‘Wait for Sync’ instruction. This decode should 
also be set when writing the first data Sync byte and not for the subsequent data Sync 
bytes used in Servo splits. When writing a 2-byte fault tolerant byte sync, this decode 
must be executed coincident with the second of the two sync bytes. The INIT_LFSR bit 
(reg. 9Bh, R/W, bit 0) is set whenever this decode is executed if ENSEED=0. 


(INITECC) - INITIALIZE DATA ECC: If ENSEED=1 this decode initializes the Data 
ECC and triggers a four byte Seed write to the EDAC. If ENSEED=0 this decode is not 
used. This operation should be executed 4 byte times before the sync byte is written. The 
INIT_LFSR bit (reg. 9Bh, R/W. bit 0) is set whenever this decode is executed if 
ENSEED=1. 


(RETURN) - RETURN FROM CDR VECTOR: This decode returns the program address 
counter to the address saved during a CDR Interrupt Vector. The ECC circuitry is auto- 
matically enabled when the RETURN is executed. 


(DATAFIELD) - DATA FIELD: This decode is set when the Data Field is being trans- 
ferred. 


(ECCFIELD) - ECC FIELD: This decode is set when the Data ECC field is being trans- 
ferred to/from the disk if the ECC circuitry is to be used. 
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6.4 Sequencer Count Byte (280h-29Fh, R/W, SEQCNT) 


This is the third byte of a DSM instruction. This byte can function as a fetch count, or as a Sequencer Count 
byte. If used as a fetch count the Sequencer Count is forced to zero in order to execute the instruction in one 
byte time. 


If the "Load CDR FIFO' decode (SEQCTLC bits 2:0 = '011' with ALTINSTEL not =’ 11”) is enabled, the 
Enable CDR from Buffer bit (reg. 63h, R/W, bit 1) is set to 1, and the Enable EDSA Mode bit is cleared (reg. 
5Dh, R/W, bit 0), this byte represents the number of CDR bytes (minus 1) to be fetched from the buffer 
memory and loaded into the CDR FIFO. In this mode, the Sequencer Count is forced to zero. 


If the 'Load CDR FIFO' decode is not set, this byte represents, in byte times, the number of times plus one 
that the current instruction is to be executed. Of course, the execution of the current instruction can be inter- 
rupted for a number of reasons. Every byte time the Sequencer Count is decremented. The DSM will exe- 
cute a new instruction upon a Count Field Carry which occurs if the Sequencer Count counts down from 
zero. The following describes how the bits in this byte are used. 


7 (R/W) (MODCNTEN) - MODULO 64 COUNT ENABLE: When this bit is set to 1, the 
Sequencer Count is Modulo 64. For every 64 bytes, the Sequencer Count[6:0] is decre- 
mented by one. When this bit is cleared to 0, the Sequence Count[6:0] is a normal 7-bit 
down counter and is decremented on every byte time. 


6:0 (R/W) (SEQCNT[6:0]) - SEQUENCER COUNT[6:0]: This field determines the value of the 
Sequencer counter. These bits are loaded into the Sequencer Counter at the start of the 
Sequencer instruction. The counter will decrement by one for every 1 or 64 bytes that are 
transferred, depending on the state of the MODULO 64 COUNT ENABLE bit. When the 
counter generates a Carry, a new instruction is accessed from the Sequencer Map. 


NOTE: In either normal mode or Mod 64 mode, the counter should be loaded with the desired 
count minus one. 
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SEQ ADDR 
ADDR LABEL 


00 
01 
02 
03 
04 
05 


06 


The Disk Sequencer Map 


200h-21Fh R/W 240h-25Fh R/W 280h-29Fh R/W 
SEQNADAT SEQCTL SEQCNT 


STOP=1F 76543210]7\6 5|4 3/2 10/765 43210 





NEXT 
ADDRESS[4:0] 








SEQCNT{7:0] 

Byte Cnt if Bit7 =0 
Mod 64 Cnt if Bit 7 = 1 
NXT ADD ENABLE Max Cnt: 8192 Bytes 
0- SEQNADAT = DATA 


1 - SEQNADAT = NXTADD 

























SEQCTLC[2:0] SEQCTLC{2:0] 
If ALTINSTSEL in if ALTINSTSEL in 
NEXT ADDRESS NEXT ADDRESS SEQCTLA not = 11 SEQCTLA = 77 
CONDITIONS (Primary) CONDITIONS (Alternate) 000- NOP 000- NOP 
BRSEL[2:0] If BRSEL[2:0] if 001- Load CDR 001- Reset CDR 
NEXTADREN = 1, NEXTADREN = 1, 010- Incr. REQ Sector 010- Incr. REQ Sector 
ALTINSTSEL =0 ALTINSTSEL = 1 011- Initiate Data 011- Initiate Data 
000- GotoNXTADD onCarry 000- Wait for Defect Flag, 100- Initiate ECC 100- Initiate ECC 
001 - Wait for index/Sector, Stop on TM, 101- Retum 101- Retum 
Go to NXTADD on Time- Go to NXTADD if Defect Flag = 1, 110- Data Field 110- Data Field 
out (TM), Addr. + 1 if Defect Flag = 0 111- ECC Field 111- ECC Field 
Else Addr. + 1 001- Wait for EOS, 
010- Wait for Sync, Go to NXTADD on Timeout (TM), 
Go To NXTADD on TM, Else Addr. + 1 
Else Addr. + 1 010- Wait for Index, 7 
gis TSNATADD on Ins ee SEQCTLB[1:0] (Primary) | SEQCTLB[1:0] (Alternate) 
Else Addr. + 1 011- Goto NXTADD on input2, SEQCTLA note 11 SEQCTLA= 11 ‘i 
100- Reserved Else Addr. + 1 00- NOP 00- NOP 
101- Reserved 100 - Wait for EOSCMP, 01- Incr. Current Sector 01- Set Output 
110- Go to NXTADD if Stop on TM, 10- Enable Buffer 10- Reset Output 
FRAME CNTR = 0, Go to NXTADD on 11- Reset index 11- Load Sync1 
Else Addr. + 1 EOSCMPEQ = 0, 
111- Go To NXTADD if ‘End Addr. + 1 on EOSCMPEQ = 1 
of Transfer’, 101- Goto NXTADD on Current Sector SEQCTLA[1:0] 
Else Addr. + 4 Not Equal to Requested Sector, 00- NOP 
Else Addr. + 1 O01- Set RG/WG 
110- Goto NXTADD if BUFNRDY, 10- Reset RG/WG 
Else Addr. + 1 11- AltInst. Select 
111- Wait for Sector Valid, (ALTINSTSEL) 
Stop on TM, 
Goto NXTADD if Sector Valid = 0, 
Addr. + 1 if Sector Valid = 1 
Figure 6-2 Blank Sequencer Map 
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7.1 Absolute Maximum Ratings 


Storage Temperature -65°C to +150°C 


Power Supply Volage 
Voitage on any pin Gnd — 0.5 to Vdd + 0.5 Volts 





7.2 Operating Conditions 










Ambient Temperature Under Bias 0°C to 70°C 
Supply Voltage (Vdd) 4.50 to 5.50 Volts 
Power Dissapation 0.5 Watts 
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7.3 DC Characteristics 


(Operating Conditions: Vdd = 5.0V + 10%, 0°C < T <70°C) 


mA Vdd = 5.50V w/ R/W cmd 


RRCLK = 15 MHz, byte-wide 
BUFCLK = 50 MHz 


Vn _[inputFigh vonage sf 20S] OV |i 
Mi. | aputiowvotage S| os CCiCSEC CT CSC*” 
finput Capactance | CTO 
[Output Capactancs | CSO 
Internal Pull-up Resistance | 50800 


Operating Current 80 100 


LA 
pF 
pF 


| vA 
vA 
pee 
| oF 
| KOnm | 


(Refered to in Section 2) 


BUFCLK = Vdd 

RRCLK = Vdd 

All I/O pins pulled to their 
inactive state by internal 
or external pullup/- 
pulldown resistors 

Host Block powered off 
Buffer Boick powered off 
Disk Block powered off 


Istp; Conditions with 
BUFCLK = 50 MHz 
RRCLK = 15 MHz, byte-wide 
DRAM refresh off 


Sleep Mode Current 1 


Sleep Mode Current 2 





NOTE: See Section 2 of this manual for output pin current types (4, 8, 12, or 24 mA). 
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7.3 DC Characteristics (Cont.) 


VALUES 
SYMBOL PARAMETER TYP MAX | UNITS | CONDITIONS/NOTES 


Sleep Mode Current 3 Tisup2 conditions with ==isid conditions with 
Microprocessor interface active. 


Power-Down Current 1 Host Block powered off 
Buffer Bolick powered off 
Disk Block powered off 
DRAM refresh off 

BUFCLK = 50 MHz 

RRCLK = 15 MHz, byte-wide 
Microprocessor and ATA 
interfaces active. 


Power-Down Current 2 Ippni CONnditions with DRAM 
refresh on. 

Power-Down Current 3 mA lppni Conditions with 
RRCLK = Vdd 
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SECTION 8 
Timing Specifications 





8.1 General Timing 


The timing values in this section are derived from timing simulations. 


8.1.1 AC Input/Output Timing Parameters 





8.1.2 AC Input/Output Timing 


AC INPUT CONDITIONS AC OUTPUT TIMING CONDITIONS 





1.4V 1.4V 
OUTPUT TEST LOAD DIAGRAM 
Test Point Vec 
Ri 
From Output 
Under Test 


Figure 8-1 AC Input/Output Timing 
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8.2 Microprocessor Interface Timing 


8.2.1 Microprocessor Interface Timing Parameters 


Values 
Parameter Min Typ § Max 


froL—[-a0 Pee wath 

[ALE Pulse wah orAS Pas wan tee 

ras [ Abr. Aros aldo ALE or AS Nopiod Sap Tmo 8 | 

TDWS_ | AD[7:0} Write Data Setup to *WR Negated Pea@Oe oil Bee 

TDES _| ADI7:0] Write Data Setup to E Negated fF 200 ls | 

TDEH | AD[7:0] Write Data Hold Time from E Negated 15 co 
| ns | 


TDWH AD[7:0] Write Data Hold Time from “WR Negated 
TCSH CS or BS Hold Time from *“WR/*RD Negated 
*RD or E Asserted to AD[7:0] Read Data Valid Time 
AD[7:0] RD Data Hold Time from *RD Negated 
AD[7:0] RD Data Hold Time from E Negated 

*RD or E Asserted to AD[7:0] Active Time 

R/*W to E Setup Time 

AD[7:0] to MPA[7:0] delay time when ALE=1 
R/“W Hold Time from E Negated 

CS or BS Asserted to E Asserted Setup Time 
TCEH CS Hold Time from E Negated 

TAES MPAI9:0] Address Valid to E Setup Time 


TAAR AD[7:0] Address Valid and ALE or AS Asserted to 
AD[7:0] Read Data Valid 


TAVRL | AD[7:0] Address Valid and ALE Asserted to *RD 
Asserted 


\VWL} AD[7:0] Address Valid and ALE Asserted to *WR 

















— 
on 


NI 


TRDH 
TREH 
TRTS 
TRWS 
TAOUT 
TRWH 
TCES 


~ 
on 







3 


> 
B 
® 
1 
a 
il 


TCBS CS or BS Setup to Assertion of *RD or “WR 
HLH j| *WR negated to ALE enabled 


TRHLH _| “RD negated to ALE enabled | 


Table continued on next page. 


UH 
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8.2.1 Microprocessor Interface Timing Parameters (Cont.) 


Values 
Parameter Min Typ Max 


TMVWL Non-multiplexed Address Valid to “WR Asserted 
Setup Time 

TMVRL | Non-multiplexed Address Valid to *RD Asserted Setup ae i ae 
Time 














Z 


HAX Non-multipiexed Address to “WR Negated Hold Time. 
TRHAX Non-multiplexed Address to *RD Negated Hold Time | 6 | nf | 


TNAR Non-multiplexed Address valid to AD[7:0] Read Data Pr Co 
Valid 


TRHQZ *RD Negated to AD[7:0] drivers off. 


TAVEH MPA(9:8], AD[7:0] Address Valid to Assertion of 
E Setup Time 


E Negated to AD[7:0] Drivers Off P| 
ELAX E Negated to Next MPAI7:0] Address Valid Foo 


+ 
m 
N 


+ 


TRDYV AD[7:0] Read Data Valid to Ready Asserted Time 


TRDYC BS or CS Asserted to Ready Negated Time 
YW "WR or E Negated to Ready Negated 
TRDYN _| CS Negated to Ready Asserted Pee - l 


-+ 
D 
=] 





NOTES: Timing responses are measured with 50 pF loading on microprocessor pins. 


1. Minimum pulse width determined by components in R/W path and setup and hold times 
given here. 


2. If TAAR time is met, TRDA is when Read Data is valid. 


3. For register access only, does not apply to Sequencer Map or Buffer RAM accesses. 
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8.2.2 Intel Multiplexed Mode 


MA[10:8] AK SOUEESS \ 
WRITE DATA — \ < (KKK 


—— 
a 
AD[7:0] IN LT ADDRESS == oe 


eee a —_ = TRHLH 


“RD 
| ts ~ 
mine me 
mh | aso 
AD{7:0] OUT 
CS or BS | teed == 
TCSH 


TAOUT 


MAI7:0} KK EY ADDRESS OUT ; \ 





} 





Figure 8-2 Intel Multiplexed Mode 
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8.2.3. Intel Non-Multiplexed Mode 


waro, TR 


4... 4 
: i el 





\ 








sor} ee SUS 
oe - 





HOQZ 
ee =! 
AD[7:0] OUT aan <a 
CS or BS 


ft 
i 


Figure 8-3 Intel Non-Multiplexed Mode 
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8.2.4 Motorola Multiplexed Mode 


os ee 


AD(7:0] IN 
TALE —T 
AS(ALE) 


mw i LF 


a | TELQZ 
= aE : 


TCEH 


wrt ero 


Figure 8-4 Motorola Multiplexed Mode 
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8.2.5 Motorola Non-Multiplexed Mode 


5 


Aor ee es pee Sa 


E 
| TRDV 
TRTS tas 


TOES a = 


3 
f 
” 


i 
7), 


Figure 8-5 Motorola Non-Multiplexed Mode 
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8.2.6 Microprocessor Ready Line Operation 


READY 


AOD[7:0] OUT 


N 
N 
TRDYC 
BS 


Figure 8-6 Microprocessor Ready Timing (Buffer RAM Read Cycle) 





TRDYW 


“WR 


TRDYN 
READY 
TRDYC 
\\ 


ADT nr 


BS 


Figure 8-7 Microprocessor Ready Timing (Buffer RAM Write Cycle) 
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zw 
g 
2 


*WR 4 
(CASE 1) 


READY 


. 


TRDYW TRDYW 


INTERNAL BUSY 
(CASE 1) 


LE 


READY 
(CASE 2) 


TRDYW TRDYW 


_ INTERNAL BUSY 
(CASE 2) 





The following cases are shown: 


Case 1: Subsequent write of a type 1 register is occurring while the previous write has not internally been 
completed. (Internal Busy still set at time of second write operation.) Ready is negated at second 
CS in order to prevent negation of second *WR until data of first write operation has been written 
into its destination. 


Case 2: Subsequent write of a type 1 register occurs after the previous write operation has been com- 
pleted. 


Figure 8-8 Microprocessor Ready Timing 


(Synchronous Type 1 Register or Buffer Memory Write Cycle) 
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8.3 Buffer Interface Timing 


8.3.1 SRAM Timing Parameters 


Values 
Parameter Min Typ Max 


Tove [SRaMoyceTme SST [Nt 
fr [eurcuxPerod —SSSSCSCS—S Cid nw 
fren [purcuxrigntme SSCs S—S—id ns | 
Pre, [suFctKtowtme —SSs~—SSS OSS ns | SS 
Timing Requirements for the SRAM 

FTAA [Access Time tom Adcress Vaid _——~—=dtSCSCSCSCSCS~S AY nw PT 
FTOAH [Data Hol from Address Changed ids | 
TDOEH | Data Hold from *MOE,*MCE1,"MCE2Negated | 3 | ns | | 
*MOE Asserted to BD[15:0] Read Data Valid | TCYC-TBH-15{ ns | 




















*MCE1, *MCE2 Asserted to Respective Data Bus Pe. ae 

(Upper or Lower Byte) Read Data Valid 

Timing Responses of the AIC-8375 

TCMOV | BUFCLK to *MOE, *MCE1, *MCE2 Asserted | 5 a4 | ons [Note2 | 
TCMON | BUFCLK to *MOE, *MCE1, *MCE2 Negated | ns |Note2 | 
TAS TBH-9 | ns | 2T.3T.47.6T | 
TCYC-T-5 2 erase 
TAH TBL-5 [rs | 
TAW [Address Validto-WENegated = TCYC-TBL-IS | os | 
Tas BD[15:0] Data Setup to “WE Negated | T10 © sti‘; ns OT 
TeTBHIO | ons [ST 
Pario tls eT 
feretanio—*d ns [ot 
TQH Data Hold from “WE Negated | Tas = =—si(itsé‘éé Cd sons: «TAT - Note 2 | 
TDD Data Delay from *MCE1 or *MCE2 (3T)}| = = TBLHS | ns | 3T-Note2 | 
anf tans aT Note 2] 
TAL [BUFCLK to Addressinvaid —~=S~“~srSCSSC~“~‘sOSCdC |S 
TEWA [BUFCLKto"WEO Assorted ———=S~C~*~“‘“*~dtCSCSSCSC*~“*‘“‘“‘aTSC*d;Cs «SNC 
3 ens [Note 








z 








TCWN BUFCLK to “WE Negated 





NOTES: 
1. Programmable via Reg. 100h bits 6 and 7. 


2. For both Single and Dual MCE Modes (MCE1 and MCE2). Simulations indicate that the difference 
between Single and Dual MCE Modes is very small. The values in the table cover both modes. 
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8.3.2 DRAM Timing Parameters 


[BUFCLK Period = | oO es | tC“ Cds | 
[TBH |BUFCLKHightime = | 8 | C“‘“C‘imR s«TCC 
JBUFCLKLowTime = ss | 8 | TC (sC“‘iR CT 
TCYCD1 | One Byte Access Cycle Time 6T 2 ee 
TCYCD8 | Eight Byte Access Cycle Time 20T | oT ls fl 

pms | 


TRC Random Read/Write Cycle Time 6 
Page Mode Read/Write Cycle 
Timing Requirements for the DRAM 


TOFF BD[7-0] Read Data Hold from 
*CAS Negated 
Access Time From Column 2T+TBL-20 3T+TBL-20 
Address Valid 
TRAC Access Time from *RAS 3T+TBL-10 4T+TBL-10 
Asserted 







Zero-Wait State Values One-Wait State Values 














+ 
ie 
| 


QO 


Le} 
~| 
[e] 
| 








: 


+ 
2) Z| 2\3i2 
QO <= Dinto 


ii 


TCAC Access Time from *CAS T+TBL-10 2T+TBL-10 
Asserted 
TCPA Access Time from *CAS Pre- 2T-8 3T-8 
charge 
Timing Response of the AIC-8375 
TRAS *RAS Pulse Width (for Single 3T+TBL-10 4T+TBL-10 
Byte Access) 
*CAS Pulse Width T+TBL-10 2T+TBL-10 fons [| 
Row Address to Assertion of T+TBH-20 T+TBH-20 
*RAS Setup Time 
Row Address Hold Time from T-5 T-5 
*RAS Asserted 
Column Address to *CAS T-15 T-15 
Asserted Setup Time 
TCAH Column Address Hold Time 2T 
from *CAS 
TCP Page Mode *CAS Precharge TBH TBH 
Time 
TDOSW BD[7-0] Write Data Setup Time TBH-7 TBH-7 
to *CAS Asserted 
TDHW BD[7-0] Wr Data Hold Time T+TBL-10 2T+TBL-10 
from *CAS Asserted 
Table continued on next page. 
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8.3.2 DRAM Timing Parameters (Cont.) 
Zero-Wait State Vaiues 


- ay Min Typ 


TCSR *CAS to *RAS Setup Time T-10 T-10 
(Refresh) 
TBRAV {| BUFCLKT to Row Address Note 1 
(BA[10-0]) Valid 
TBCAV }BUFCLK to Col. Address 
(BA[10:0} ) Valid 
TBCAX | BUFCLK to Col. Address 
(BA[10:0]) Invalid 
TBRA BUFCLK1 to *RAS Asserted| 3 = 20 | | ns |Note1 | 1 


Tawa [BUFCLKTIo-WEAseered |@ 0 | 20+ nw [Noto 


*RAS Precharge Time foTsTBHS ST+TBHS 


*CAS Negated to Next “RAS | 2T+TBH-10 3T+TBH-10 
Asserted 

“CAS Asserted to *RAS T+TBH-10 2T+TBH-10 
Negated Hold Time : 
*RAS Asserted to *CAS 3T+TBL-10 4T+TBL-10 
Negated Hold Time 

"RAS Negated to Next “CAS | T+TBH-10 2T+TBH-10 
Asserted 

"WE Asserted to *CAS T+TBH-10 T+TBH-10 
Asserted Setup Time 


One-Wait State Values 















TCRP 


a/ ala 
Di o| g 
oi wl 
o| =x] = 


3 


*WE Hold from *CAS 2T+TBL-10 3T+TBL-10 
Asserted 


*RAS Assertion to *CAS 3T+TBL-10 4T+TBL-10 

Negation (Refresh) 

TRHCP {*RAS Hold from *CAS Pre- 2T-5 3T-5 
charge 


NOTE: 






=~ 





1. This parameter is included for reference purposes only. Use other parameters for design calcula- 
tions. 
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8.3.3 SRAM Timing (Read, 2T Access) 





STATE an | $3 | | $2 | Le 
a a eee 
ra oe oe sn << 
TCAV TDAH 
biti et 
oa — 
BD[15:0] . == RDDATA DATA 
BOP{t:0 eee eee 


Figure 8-9 SRAM Timing (Read, 2T Access) 


8.3.4 SRAM Timing (Read, 3T Access) 


STATE So | 


~ 2 an 





“aat7 LO ADDRESS KK] WWW 
TCAV TDAH 
a TCMON 
BD[15:0) ee eee 
BOP{1:0] 


Figure 8-10 SRAM Timing (Read, 3T Access) 
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8.3.5 SRAM Timing (Read, 4T Access) 








SIA | $3 | s2o | sor | sos a | 
BUFCLK fal 
lle 
preteen ¥Q QQ gQgy\vws ADDRESS A WN 
TCAV > TDAH 
TCMOV TCMON 
*MOE/*MCE1 : A 
*MCE2 
BD[15: es eae net eee ee) 
mele 
Figure 8-11 SRAM Timing (Read, 4T Access) 
8.3.6 SRAM Timing (Read, 5T Access) 
STATE | $3 | soo. 8 | sor [| ses | se2f nee | 
BUFCLK 
eee ea 
ioe WYK ADDRESS AWWW 
TCAV . a TDAH 
TCMOV TCMON 
*MOE/*MCE1 
*MCE2 - 
BD[15:0 ee Be 
ea 


Figure 8-12 SRAM Timing (Read, 5T Access) 
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8.3.7 SRAM Timing (Write, 2T Access) 
STATE So 


NOAI79] \NN\“\W 





“MOE 
TCWA 
“WE/*MCE1 
*“MCE2 | | 


—= —| —— AQ WN 


BD[15:0] 


BDP[1:0] 


Figure 8-13 SRAM Timing (Write, 2T Access) 
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8.3.8 SRAM Timing (Write, 3T Access) 


STATE so | 


| $3 | szo | s1 | 
“ett 
L pstdeunsamiesl 


TCAV TCAI 


Part \\\\ sDOREES AQAA CK—n?v?” 


22h earn it 

*MOE Aaee 
es : 
TCWA ee 





*MCE2 | | 
si Pete See a 
nots 
BDP[1:0] - 


Figure 8-14 SRAM Timing (Write, 3T Access) 
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8.3.9 SRAM Timing (Write, 4T Access) 








STATE | ss | seo | so1 | gos | so. | 
BUFCLK fae 
TeH| TB. x 
ADDRE B YY TD 
aie cee | ss appress— | 
er 
“MC eS TAH 
TAS i TOW 
TCWA 
*WEO/ 


*WE1 


BDI15.0 a 


BDP[1:0] 


TQH 


Figure 8-15 SRAM Timing (Write, 4T Access) 
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8.3.10 SRAM Timing (Write, 5T Access) 





STATE | $3 | s20 | soi | s23 | s22 | so | 
(Idle) 
™ Pi ee il 
[ese | 
Meari7a) NNWWWNS ADDRESS .WVCCOOEE 
TCAV he 
*MOE 
TAH 
TCWA : TCWN 
TWP 
*WE/*MCE1 
*MCE2 
TQs 
; a ee ee 
BDPit:0 


Figure 8-16 SRAM Timing (Write, 5T Access) 
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8.3.11 DRAM Timing (No Wait State, One Byte Read) 





TRAH TASC TCAH 


TCAC 


TOFF 
BD[15:0] 
BOPII:0} DATA IN 


“WE 
(OEASSERTED) 





Figure 8-17 DRAM Timing (No Wait State, One Byte Read) 


a a 
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8.3.12 DRAM Timing (Wait State, One Byte Read) 


STATE M4 | ss | $7 | s3 | $2.0 | $2.1 | $6.0 | $6.1 | % | $s 
TCYCcD1 
TBH | TBL T 


BUFCLK ‘ies UO cg 


F 
Oo 


“RAS 


| 
| 


TCRP 
TCAS 
TCSH 


*CAS 


TASR 


aoe 


|i 
i 
al 


8 
8 
| 


TOFF 


TCAC 


t 


BDP[1:0] 





“WE 
(DEASSERTED) 


Figure 8-18 DRAM Timing (Wait State, One Byte Read) 
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8.3.13 DRAM Timing (No Wait State, One Byte Write) 


STATE S0/S6 | S4 | $5 | s7 | $3 | $2 | sé | S4 | $5 
TCYCD1 
i ae ee a 


BUFCLK 


TBRA 


os i 


aa 

TCRP 
on ic a ee Be | 
ad = 





“CAS 


TBCAV 


TASR TRAH TASC TCAH 
TBRAV TBCAX 


«os i ao } a= (i 


TBWN 
TBWA 
TWCS 


“WE ae 


ses Wat a een 
sort SS 


Figure 8-19 DRAM Timing (No Wait State, One Byte Write) 
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8.3.14 DRAM Timing (Wait State, One Byte Write) 


TBH , TBL T 


are Pay 


*RAS 


TASR TRAH TASC TCAH 


earool Yr RowADoness > cotanoress ALLAN 


Twcs TWCH 


TDSW TOHW 


" ee 
eon \\ Se 


Figure 8-20 DRAM Timing (Wait State, One Byte Write) 
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8.3.15 DRAM Timing (Page Mode, No Wait State, Read) 


sre | st [ss | sr | ss | se | se [se | ss | so | se | se | se | oe | ss 
TCYCD8 
TSH TBL OT 
Ft 
BUFCLK 
= 7 
ei 
i 
ia =n 
CTrnco [ses pee 
=e a 
“CAS techy nae! 


3 
n 
aD 
3 
< 


TBCAX 


ig i a ees pee 
BAO: LY Rowaconess FF couanonesso Jf coanoness N'cotaoness2 cou anoness7” ROWWQW.C\YX( 


TOFF 


BD[15:0} 
BOPII:0} L ovreo ] C3) ores | re? | 





“WE 
(DEASSERTED) 


Figure 8-21 DRAM Timing (Page Mode, No Wait State, Read) 


8.3.16 DRAM Timing (Page Mode, Wait State, Read) 


state | sa | ss | s7 | s3 | seo] ser | sa | seo | sar] sa [seo | ser] so | seo |sa1 | sso | ses | se | ss 


TCYCDS 
TBH 


TBL T 
PY SAG ¥ 
BUFCLK 


TRP 


TCSH TPC TRHCP 
TRCD ICAS —= 
aes eS oes 
“CAS 


RES i es 
sarioo SKY nowaconess -coratoncsso-f cotaronesss YX cormoonenss J. coranonemsr NW WO 


TCPA 


“RAS 


BD{15:0} 
BOP) EEO] Levees ) [evre2 ) Levre? ] 





“WE 
(DEASSERTED) 


Figure 8-22 DRAM Timing (Page Mode, Wait State, Read) 
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8.3.17 DRAM Timing (Page Mode, No Wait State, Write) 


STATE suss | se | ss | sv | so | se | ss | se | ss | s2 | so | se | so | so | ss 
TCYCDSs 


= 
<-> 
BUFCLK ee wa 
aise ) Te dab yl ¢_—_F ___+| 
fF te 
serie ries 
“CAS TBCAV ~}——> 
TBRAV TBCN 
TASR 
Barto... NW WWW GS F _COLADDRESSO E- COLADORESS1 _] AQ Wy 


TBCAX 


“RAS 





TBWN 
TWCH 
ae 
TBWA 
Mice 
cae WE reo ores =o 


Figure 8-23 DRAM Timing (Page Mode, No Wait State, Write) 
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8.3.18 DRAM Timing (Page Mode, Wait State, Write) 


STATE | s+ | ss | s7 | s3 | seo] ser] sa | seo] ses] sa | s2o|se1] sa | seo] s21] seo] ser | s4 | ss 


TCYCDS 


BUFCLK r+ F\ 4 
pe _____o} 


*CAS 


i 


Poi! TE 
BA[10:0] NS SEL SC A 
T™w 


naan TRAH TA 
ROW 


cS 


“WE pose 
BD[15:0) = 
BDP[1:0] — ot 2 Ss Sa See 


Figure 8-24 DRAM Timing (Page Mode, Wait State, Write) 
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8.3.19 DRAM Timing (Refresh, No Wait State) 


stare S2 | sé | S4 | Ss | $7 | $3 | $2 | S6 | so/s4 


BUFCLK ae - 
TRE TBRA TRAS hae TBRN 
- Fee dG 
TRPC TCSR TBCN 
TCHR 


°CAS 


Figure 8-25 DRAM Timing (Refresh, No Wait State) 


8.3.20 DRAM Timing (Refresh, Wait State) 


$2.1 | $6.0 | S6.1 | 4 | $s | $7 | $3 | $2.0 | $2.1 | $6.0 | $6.1 | So/s4 


STATE 


“RAS 


"CAS 





Figure 8-26 DRAM Timing (Refresh, Wait State) 
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8.4 Disk Interface Timing 


8.4.1 Disk Timing Parameters 
Values 
[sym | ram | ne te | te 


TAR (SngeNAZmeas)| 2 ———S—~dCe | 















(8-bit NRZ mode) 


i ees ee oe 

RRCLK Assert Time (Single &dualNRZmode)| 8 = | ns | 1&2 | 
e-vtnz moa [2 re 

TRRCL RRCLK Negated Time (Single&dualNRZmode)} 8 = | ns | 1&2 | 
e-vinz mode) [ie] re | 3 
NRZ{[7:0] (in) Setup (Single & dual NRZ mode) fs sides te | 








eoannzmod) [et re 
TNRZIH NRZ{7:0] (in) Hold (Single &dualNRZmode)} 5 | ns | 182, 
@otnnzmode)[ 8 re 8 


TDCS SYNCFND Setup Time to RRCLK T 


TDCH SYNCFND Hold Time from RRCLK T 
from RRCLK 1 























| ons 41,285) 

SYNCFND Setup Time to RRCLK J | ons | 35,10 

to RRCLK T | ons | 3-510, 

TDCH SYNCEND Hold Time from RRCLK J | ons | 35,10 

iia fom ARGU re fos 

NRZ[1:0] (out) L to H prop. delay from RRCLK J | ons (1,287, 
from RRCLK T | ons | ‘ 


1,2&7 
1,2&7 
1,2&7 
1,2&7 


TPHLNRZ2 | NRZ[1:0] (out) H tol prop. delay from RRCLK 1 
from RRCLK T 


TWLHNRZ2 [| NRZ[1:0] (out) L to H prop. delay from WCLK T 1 
TWHLNRZ2 | NRZ[1:0] (out) H to L prop. delay from WCLK T 


TPLHNRZ8 | NRZ[7:0] (out) L to H prop. delay from RRCLK J 
from RRCLK T 


TPHLNRZ8 | NRZ[7:0] (out) H to L prop. delay from RRCLK 
from RRCLK T 


TSCT Control Input Setup Time 2T+2Tbyte 3T+3Tbyte | BUFCLKs 


TCDRS CDRINT setup to RRCLK T | ons 
CDRINT hold from RRCLK T | ons | 


19 
19 
19 
19 

0 


8&9 


are 
Le) 
ge 
N 








See notes on following page. 
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NOTES: Parameter values assume 20 pF loading on all disk interface pins. 


1. Forsingle NRZ mode. 

For dual NRZ mode. 

For 8-bit NRZ mode 

Sync offset specified in RRCLKs (see SYNCOFS[2:0], reg. 61h, R/W, bits 2:0). 

RRCLK f or | edge programmable (ENSYNCFALL, reg. 60h, R/W, bit 0) with T bit 0=0, J bit O=1. 
RRCLK T or L edge programmable (ENNRZFALL, reg. 60h, R/W, bit 5) with T bit 5=0, J bit 5=1, 
in 8-bit mode. 


7. Insingle- and dual-bit mode, when reg. 60h bit 5=0, WCLK is in phase with RCLK and NRZ Write 
Data is referenced from RRCLK Tf (or from WCLK 1). When reg. 60h bit 5=1, WCLK is inverted 
with respect to RRCLK and NRZ Write Data is referenced from RRCLK J (or from WCLK 1). 


8. Minimum times required to positively recognize the control signal’s leading edge. The active edge 
can be positive or negative. 
9. For single NRZ mode:Tbyte = 8 RRCLK 


For dual NRZ mode:Tbyte = 4 RRCLK 
For 8-bit NRZ mode:Tbyte = 1 RRCLK 


10. Offset may be 0 or 1. 


Ne es 


8.4.2 Single- and Dual-Bit: Disk Read Timing 


RRCLK 


NRZ[1:0] (IN) 


RG (ASSERTED) / 


Figure 8-27 Single- and Dual-Bit: Disk Read Timing 





8.4.3 Eight-Bit: Disk Read Timing 


TRRCH_, _TRRCL TRRC 





RRCLK 


NRZ[7:0](IN) 


RG (ASSERTED) / 


Figure 8-28 Eight-Bit: Disk Read Timing 
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8.4.4 Single- and Dual-Bit: Disk Write Timing 


if Reg 60h, bit 5=1: TRACH| TRAC} TRRC 
pall rs 
WOU? 
TWHLNRZ2 
NRZ [1:0] (OUT) a 
mapper rad TPHLNAZ2 
If Reg 60h, bit 5=0: TRACH! TRAC TRAC 


scie qty 
Wours 
pe Tevet 
nag 
NRZ [1:0] (OUT) 
TPLHNAZ2 |<+> >| TPHLNAZ2 





WG (ASSERTED) 


NOTES: 1. ff reg. 60h, bit 5=1, NRZ Write Data can be referenced from WCLKt or RRCLIK+. If bit 5=1, WCLIK is inverted with respect to RRCLK. 
2. If reg. 6Oh, bit 5=0, NRZ Write Data can be referenced from WCLKt or RACLK ¢. if bit 5=0, WCLK is in phase with RRCLK. 
3. NRIZ [1:0] can be referenced from RACLK ¢ or ¢,or from WCLK +. In single- & dual-bit mode, NRZ White Data always follows WCLK¢ . 


Figure 8-29 Single- and Dual-Bit: Disk Write Timing 
8.4.5 Eight-Bit: Disk Write Timing 


NFZ [7:0] (OUT) 1 


NRIZ [7:0] (QUT) 2 





WG (ASSERTED) 


NOTES: 1. NRZ[7:0] if Reg. 60h, bit5=1 (referenced from RRCKL +.) 
2 NRZ[Z:0] if Reg. 60h, bitS =O (referenced from RRCKL +.) 


Figure 8-30 Eight-Bit: Disk Write Timing 


8.4.6 Disk Control Timing 


CONTROL INPUT | 

TSCT 
SEQUENCER RECOGNIZES 
THE CONTROL INPUT SIGNAL 


| SECTOR, INDEX, INPUT, EOS 


Figure 8-31 Disk Control Input Timing 
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8.4.7 External Sync Found Timing 
















SYNC BYTE[0] DATAO[0] 

NRZ[0] 

| 
RCLK 
Single-Bit 

| 

Tpcs 

SYNCF 
Single-Bit, SYNCOFS=0 


ENSYNCFALL=0 (Rising Clock Edge) 


SYNCF 
Single-Bit, SYNCOFS=1 
ENSYNCFALL=0 (Rising Clock Edge) 


SYNC BYTE[0] DATAO(0] 


NRZ[0] 





RCLK 
Single-Bit 








SYNCF 
Single-Bit, SYNCOFS=0 
ENSYNCFALL=1 (Falling Clock Edge) 





SYNCF 
Single-Bit, SYNCOFS=1 
ENSYNCFALL=1 (Falling Clock Edge) 







Yt 


ee 





NOTE: SYNCF is shown for Sync Offset = 0 and =1. SYNCF can be internally delayed to get the alignment 
shown here. See DCTLI Reg 61h, R/W, bits 2:0. 


Figure 8-32 External Sync Found Timing 
(Single-Bit SYNCF Timing) 
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RCLK 
Dual Bit 










SYNCF 
Dual-Bit, SYNCOFS=0 
ENSYNCFALL=0 (Rising Clock Edge) 


SYNCF 
Dual-Bit, SYNCOFS=1 
ENSYNCFALL=9 (Rising Clock Edge) 





Dual Bit 







SYNCF 
Dual-Bit, SYNCOFS=0 
ENSYNCFALL=1 (Falling Clock Edge) 












SYNCF comer —— 
Dual-Bit, SYNCOFS=1 er, yy LD j 
ENSYNCFALL=1 (Falling Clock Edge) ee We Ze 





NOTE: SYNCF is shown for Sync Offset = 0 and =1. SYNCF can be internally delayed to get the alignment 
shown here. See DCTL1 Reg 61h, R/W, bits 2:0. 


Figure 8-32B External Sync Found Timing (Continued) 
(Dual-Bit SYNCF Timing) 





AIC-8375 Data Sheet Confidential 185 


Timing Specifications Section 8 











DATA][7:0] 





RCLK | | | | | | 
8-Bit 


SYNCF 
8-Bit, SYNCOFS=0 
ENSYNCFALL=0 (Rising Clock Edge) 







Tpcs 
SYNCF 
$-Bit, SYNCOFS=1 
ENSYNCFALL=0 (Rising Clock Edge) 


SYNCF 

8-Bit, SYNCOFS=0 
ENSYNCFALL=1 
(Falling Clock Edge) 














SYNCF Ics 
8-Bit, SYNCOFS=1 
ENSYNCFALL=1 

‘alling Clock Edge’ 












ELITE. 


Lea 








NOTE: SYNCF is shown for Sync Offset = 0 and =1. SYNCF can be internally delayed to get the alignment 
shown here. See DCTL1 Reg 61h, R/W, bits 2:0. 


| Figure 8-32C External Sync Found Timing (Continued) 
(8-Bit SYNCF Timing) 
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RCLKgincte 
RCLKpyat 


Section 8 


ee ee ee ey 


ee ee  ) oe 


i fe er a rd 










ai. adz Di aberc Sate LU) aS es 5 a ee 
a\° § 2 ES 
~ << of af = 
45 £ @E of a 
Oo « c.- wf fa 
FC w gf 52 az 
se ge 32 3G 
o fo Wo Oo 
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gure 8-33 External CDR Interrupt T 
Confidential 
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8.5 AT Host Interface Timing 


8.5.1 AT Host Timing Parameters 






Values 





ae 


FTRGL | DMARG Negation fom OMAGK Aserea time [20 ne] 
ew [wonriowPusewan SY OTs | 
FrRDA | HOWH5:|diven fom OWMORAsseredTime [0 [| | [ns | 28a | 
FrRoa? [vostro and Haz] vaia wo Hots.) asserted | 0 | | | os | 2 _| 
Prov [Hbrrsio Valairom iO assened =< TY |e 
Frokz | DWACK NegetestoHO[is;)Tisated ————~+| ‘| | «0 | ns | 4 
Prova _[-Hostrn/and Haz Vala oHOLIsivais || | a [| = |_| 
Froka _[HO(t5:0 devon fom OMAGK Assorted ‘| _o | [| wm» |__| 
Prov [-DAcK AsserteatoHDriso|vaia <i S—Si| id Pe | 
Froz | ORPIOW Negatea wo HOUis.| Treated | | | 0 | m= |_| 
Taderess nvaid w ADIs. Teetted «| «|Site | id 
[wite Data 10 TOW Negated Setup time | 0 | || ~» |_| 
Fwte Data Hold Time fom TOwNegated | s_| ||» |_| 
RD Data Hold Time fom OR Negetea [5 | |» | =» |_| 


TADS Address and HCS[1:0] Setup Time to Assertion of 
*IOR and *lOW 

Address and HCS[1:0] Hold Time from Negation of 

*IOR or *IOW 


TIOCSL | Address Valid to"IOCSi6 Setup Time || |g 












+ 
es] 
oO 
; 


3|5 





3 7 
4 4 


TIOCHL _["IORMIOW Asserted!olOCHRDYNegated ||| 20 | ons, | 


TIOCHL2 Reg. 1F0h (read data) selected to IOCHRDY 
Negated 


TOGHPW_[locHROYPusewath ——S~—SCSSSCES re 
TIOCSH | TOCSt6 Negated Hold Time fom Adaress vai ||| eo | m= [| 


TDACKS *DMACK Asserted to *IOR or *IOW Asserted Setup 
Time 

TDACKH *DMACK Negated to *IOR or *IOW Negated Hold nk wns ae 
Time 


TMWC 






See notes on following page. 
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NOTES: 


1. 


Minimum pulse width determined by components in R/W path, host, and Setup/hold times 
given here. Pulse widths compliant with PIO mode 4 and DMA mode 2 are valid. 


TRDA is applicable while the HDBDRVPIO bit (reg, C6h, R/W, bit 0) is cleared; 
TRDA2 is applicable while this bit is set. (for PIO mode) 


TRDA is applicable while the HDBDRVDMA bit (reg, C6h, R/W, bit 4) is cleared; 
TDKA is applicable while this bit is set. (for DMA mode) 


TDKZ is applicable while the HDBDRVDMA bit (reg, C6h, R/W, bit 4) is cleared; 
TRDV3 is applicable while this bit is set. (for DMA mode) 


TRDZ is applicable while the HDBDRVPIO bit (reg, C6h, R/W, bit 0) is cleared; 
TRDV3 is applicable while this bit is set. (for PIO mode) 


TIOCHL1 is applicable while the DXFRMODE bit (reg, C5h, R/W, bit 0) is cleared; 
TIOCHL2 is applicable while this bit is set. 


The length of time that this signal is negated is determined by when data becomes present 
in the Host FIFO (see reg. C5h, R/W, bit 2). In addition, if data is available at the time of assertion of 
the *IOR or *IOW signal, IOCHRDY will not be negated. 


Applies at end of an ATA multi-word DMA cycle, when *~DMACK is negated. 


8.5.2. AT PIO Timing 


nesta) acprans 0 on ee Xs 


"IOR, *IOW 


HD[15:0} 
READ CYCLE 


HD[15:0] 
WRITE CYCLE 








lIOCHRDY 


TIOCSL 


TIOSCH 


*"IOCS16 


Figure 8-34 AT PIO Timing — 
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8.5.3 ATA Single-Word DMA Timing 


DMARQ 


TORQL 
*“DMACK 
TDACKS TPW TDACKH 


*IOR/*IOW TOKZ 


TROZ 


eo 





HD[15:0] 


TOKA 


TOKV 
TWDS TWOH 


wereorn rem A 


Figure 8-35 AT Single-Word DMA Timing 
8.5.4 ATA Multi-Word DMA Timing 


DMARQ 
TDDRQL 


“DMACK 
ac —— franc 
"OW, “OF ee ee 


TDKA TDOHT 
HD [15:0] mon as jas 


READ CYCLE : CEM Read Yo = 


for HBDRVDMA = 1 





TRDH 
HD [15:0]  Vroon ae 
READ CYCLE (i Read Xo 4" Read He) 
for HBDRVDMA = 0 pies on 
TRDA TRDZ TRDZ 
HD [15:0] 
WRITE CYCLE 


Figure 8-36 AT Multi-Word DMA Timing 
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8.6 PCMCIA Host Interface Timing 


8.6.1 PCMCIA Host Timing Parameters 


FraDs _[adtres Soup tne 
Fach _[adiess Hatin ————SSCSC—~st | | 
Frewa | HoErHwerusewan ——~—S~d ows | dT | 
Frewio_|HoRMOWPusewan —————SC~d | | dT | 


TRDA Data Valid from *IORD or *HOE Asserted 


ae ae eo ee ee 

Read Data Hold Time from *IOR or *HOE Deas- ak ae oe ee 
serted 

ae ae eS 


Write Data Setup Time 


Write Data Hold Time from *IOW or “HWE Deas- 10 
serted 


TREGS *REG and *HCE1/HCE2 Setup Time 


TREGH “REG Hold from *IORD/*IOWR or *HOE/*HWE 
Deasserted 


TINPL *INPACK Low from *IORD Asserted eng 


TCEH *HCE1/*HCE2 Hold from *IORD/*IOWR or 
*HOE/*HWE Deasserted 


TCES *HCE1/*HCE2 Setup to *IORD/*IOWR or 
*HOE/*HWE 


TIOI6L *tOIS16 Asserted from Address Valid 
TIO16H *lOIS16 Deasserted from Address Invalid 





NOTES: 


1. Only valid in I/O read modes. 
2. Not used in Attribute or Memory modes. 
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8.6.2 PCMCIA Attribute Memory Read/Write Timing 
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Figure 8-37 PCMCIA Attribute Memory R/W Timing 
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8.6.3 PCMCIA Primary/Secondary Input/Output Addressing Mode Timing 
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Figure 8-38 PCMCIA Primary/Secondary I/O Mode Timing 
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8.6.4 PCMCIA Block Mode Input/Output Addressing Mode Timing 
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Figure 8-39 PCMCIA Block I/O Mode Timing 
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8.6.5 PCMCIA Memory Addressing Mode Timing 
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Figure 8-40 PCMCIA Memory Mode R/W Timing 
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SECTION 9 
Packaging Specifications 


9.1 AIC-8375 MQFP Packaging Specifications 


Figure 9-1 shows the physical dimensions of the AIC-8375's 128-pin MQFP package. 
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Figure 9-1 128-Pin MQFP Package Outline 
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2: 


Es 


Table 9-1 AIC-8375 MQFP Package Dimensions 


A ET TE RG BE EC 
ee Oe eee 
r 
0.27 | 0.007 0.011 
| - | 0.009 

0.918 


0.904 | 0.913 | 0.923 














0.17 


| 2.80 | 
| 0.22 | 
013 | - | 
| 23.20 | 23.45 
| 20.00 | 


19.90 20.00 20.10 0.783 0.787 0.791 


16.95 17.45 | 0.667 0.687 
13.90 14.10 | 0.547 | 0.551 | 

0.73 1.03 } 0.035 | 
fs 


D 


C 


Q 


Controlling dimensions are in millimeters (mm). 


Datums A-B and -D- to be determined at datum plane -H-. 


Reference plane -H- is located at mold parting line and is coincident with 
bottom of lead where it exits plastic body. 


Dimensions D and E to be determined at seating plane -C-. 

Dimensions D1 and E1 do not include mold protrusion. Allowable protru- 
sion is .25 mm per side. Dimensions D1 and E1 are maximum plastic body 
size dimensions including mold mismatch. 

Dimension B does not include dambar protrusion. Allowable protrusion 
shall be .08 mm total in excess of B dimension at maximum material con- 


dition. Minimum space between protrusion and adjacent lead is 0.07 mm. 


The dimensions shown in lead cross-section apply to the flat section of the 
lead between 0.10 mm and 0.25 mm from the lead tip. 


Al is defined as the distance from the seating plane to the lowest point of 
the package body. 


Solder plate thickness shall be 200 microinches minimum. 


Section 9 
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9.2 AIC-8375 TQFP Packaging Specifications 


Figure 8-2 shows the physical dimensions of the AIC-8375's 128-pin TQFP package. 
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Figure 9-2 128-Pin TQFP Package Outline 
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= 


Table 9-2 AIC-8375 TQFP Package Dimensions 


Peace [| 0.008 


0.039 BSC 


Controlling dimensions are in millimeters (mm). 


Datums A-B and -D- to be determined at datum plane -H-. 


Reference plane -H- is located at mold parting line and is coincident with 
bottom of lead where it exits plastic body. 


Dimensions D and E to be determined at seating plane -C-. 

Dimensions D1 and E1 do not include mold protrusion. Allowable protru- 
sion is .25 mm per side. Dimensions D1 and E] are maximum plastic body 
size dimensions including mold mismatch. 

Dimension B does not include dambar protrusion. Allowable protrusion 
shall be .08 mm total in excess of B dimension at maximum material con- 


dition. Minimum space between protrusion and adjacent lead is 0.07 mm. 


The dimensions shown in lead cross-section apply to the flat section of the 
lead between 0.10 mm and 0.25 mm from the lead tip. 


Al is defined as the distance from the seating plane to the lowest point of 
the package body. 


Solder plate thickness shall be 200 microinches minimum. 





Section 9 
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ADDENDUM 


AIC-8375B Operational Characteristics 
(10/16/95) Revision B.2 





This document details the operational characteristics in the AIC-8375 Rev B device. These items 
are intended to alert the designer to behaviors of the device that require particular attention. 


A.1 Host Block - No discrepancies noted. 


Al.1 Buffer Block 


A1.1.1 Erroneous Increment Of BCTR After A Write Failure 


Condition: 


Workaround: 


During a write operation, if a sector transfer failure occurs within 32 bytes (the 
depth of the Disk FIFO) of the end of the sector, the BCTR will be erroneously 
incremented. The BCTR will increment because the entire sector will-have been 
transferred out of the buffer and into the Disk FIFO. Meanwhile, the Disk 
Sequencer has stopped because of a Write failure. 


After a sector transfer failure occurs during a write operation, the BCTR may have 
been erroneously incremented. This needs to be checked by the local micropro- 
cessor. This can be done by interrogating the value in the Disk Pointer registers 
(Reg. 134h-136h) and the Disk FIFO Count (Reg. 7Dh, R, bits 5:0). Using these 
values the microprocessor can determine if the write error occurred in the window 
which would cause the BCTR to increment. 


A1.1.2 Microprocessor Page Switch Corruption Problem 


Condition: 


Workaround: 


If the Microprocessor Page registers (Reg. 110h, 111h) are changed immediately 
following a microprocessor write to the buffer, the buffer access might use the 
new updated value in the Microprocessor Page registers as the desired address 
rather than the original value. If this occurs, the microprocessor will either read 
from an incorrect location or write to an incorrect location, resulting in data cor- 
ruption. 


This situation can be avoided by making sure the Busy For Microprocessor 
Access bit (Reg. 52h, R, bit 7) is negated before the Microprocessor Page registers 
(Reg. 110h, 111h) are changed. 
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A1.1.3. Limitations When Interfacing to DRAMs With Two Write Enables 


Condition: 


Workaround: 


A1.2 Disk Block 


If the AIC-8375 is interfaced to a 16-bit DRAM that uses two Write Enable con- 
trol lines, various restrictions apply. 


a. Microprocessor accesses of the buffer must be performed in 16-bit mode only. 


b. The external glue logic which is required to interface to this type of DRAM 
will alter the timing slightly. This can result in slight degradation of timing 
relationships which may require using either a slower BUFCLK or a higher 
speed DRAM. An analysis must be performed to determine if the selected 
operating point is suseptible to this degradation. 


If attempting to use DRAMs having two Write Enable control lines, an analysis 
must be performed to determine if the selected operating point is suseptible to 
degradation. In addition, the microprocessor must only perform word accesses of 
the buffer. 


A1.2.1 LD CDR Decode CNT Field Is Forced To 00h While Doing EDSA Headerless 


Condition: 


Workaround: 


While the ENHANCEDSA bit (Reg. 5Dh, R/W, bit 0) and the ENBUFCDR bit 
(Reg. 63h, R/W, bit 1) are both set (performing EDSA using Data Split words 
from the buffer), the value in the Count Field during the LD CDR decode 
(SEQCTLC = ‘001’) is ignored and forced to ‘00h’. 


The designer must take this into account while creating the Disk Sequencer Map. 


A1.2.2 Possible Two Index Time-Out During Normal Disk Operation 


Condition: 


Workaround: 


A Two Index Time-Out condition can be encountered in situations where the last 
EOS pulse of the track is generated before the upcoming Index Mark. 

If the Disk Sequencer is started after the last EOS of the track but before the Index 
Mark, and the target frame is the first frame of the track, the Index Counter will 
increment but the EOS counter (Reg. 58h, R/W) will not compare equal to the 
EOS Compare register (Reg. 5Ch, R/W). This prevents the EOSCMPEQ bit (Reg. 
5Bh, R, bit 6) from being set. This will cause the Disk Sequencer to wait until it 
encounters the last EOS pulse again, which will be one revolution later. At this 
point in time, EOSCMPEQ will be true, allowing the Disk Sequencer to start 
searching for the requested sector. However, the Index counter will increment to 
‘2’ at the next Index Mark and cause a Two Index Time-Out condition. 


This situation can be avoided by executing a Reset Two Index Timer decode (Pri- 
mary, SEQCTLB = ‘11’) after the Wait For EOS Compare Equal decode (Alter- 
nate, BRSEL = ‘100’) has found the correct frame, but before the Index Mark 
occurs (typically the next instruction). 
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A1.3 ECC Block 


A1.3.1 Uncorrectable ECC Retry Procedure 


Condition: Attempting to perform a read retry operation of a sector which has been found to 
be uncorrectable could result in an erroneous correction process of that sector if 
found to be correctable on the read retry operation. This could result in the wrong 
bytes being modified during the correction process and then passed on to the Host 
as corrupted data. 


Workaround: To ensure proper retry operation, the following procedure should be followed 
prior to attempting the retry operation. 


a. Disable the Correction port and Disk port. 

b. Reset the ECC logic by writing OBh to register 9Bh. 
c. Reset the Disk FIFO and Disk Byte Counter. 

d. Re-enable the ECC logic by clearing register 9Bh. 
e. Re-enable the Correction port and Disk port. 

f. Set the Disk Pointer to the proper boundary. 

g. Perform the retry operation. 


A1.4 Microprocessor Block 


A1.4.1 MA[10] Signal Pin Is Decoded During Register (CS) Accesses 


Condition: The addressing range of registers within the AIC-8375 is from 5xh through 2xxh. 
This address range requires decoding of the MA[9:0] signal pins (for non-multi- 
plexed mode) or the MA[9:8] and the AD[7:0] signal pins (for multiplexed mode). 
However, the device also decodes MA[10]. The device decoding requires that 
MA[10] be ‘0’ for all register accesses (using the CS input). If an address range is 
selected which uses MA[10] = ‘1’, no decode will occur and the intended register 
will not be written or read. 


Workaround: The AIC-8375 register mapping must use MA[10] = ‘0’. 
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